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PO Box 370888 

Milwaukee, WI 53237 

414-254-4813 

lfellenz@lfgreendevelopment.com 

 

 

SUBMITTAL CERTIFICATION 

 

 

 

Estabrook Park Pedestrian Bridge over the Dam 

4400 N. Estabrook Drive 

Milwaukee, Wisconsin 53211 
 

 

 

 

 I, LINDA J. FELLENZ, hereby certify that I am a licensed Asbestos Inspector as defined by 

the State of Wisconsin Department of Health and Family Services, Certification # AII-15354, 

licensed Asbestos Supervisor, Certification # ACS-15354, Asbestos Management Planner, 

Certification # AMP-15354. Lead Hazard Investigator # LHI, Lead Risk Assessor # LRA 15354, 

and a licensed Hydrogeologist as that term is defined in s. NR 712.03 (1), Wis. Adm. Code. 

 

 

 

 
________________________________________              __December 13, 2011___ 

Linda J. Fellenz        Date 

Asbestos Supervisor 
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PO Box 370888 

Milwaukee, WI 53237 

414-254-4813 

lfellenz@lfgreendevelopment.com 

 

 

December 14, 2011 
 

 

 

Milwaukee Department of Public Works 

2711 Wells Street 2
nd

 floor 

Milwaukee, Wisconsin 53208 

 

RE: LEAD PAINT INSPECTION 

 Estabrook Park Pedestrian Bridge Over the Dam 

4400 N. Estabrook Drive 

Milwaukee, Wisconsin 53211 

 

Milwaukee Department of Public Works, 

 

On December 13, 2011 a lead paint inspection was conducted at the pedestrian bridge over the 

dam at Estabrook Park, in Milwaukee, Wisconsin.  The inspection was completed prior to the 

renovation of the pedestrian bridge.  

 

LEAD PAINT INSPECTION: 

 

LF Green completed the lead paint inspection November 11, 2011. The inspection was 

completed by collecting paint chips from the metal surfaces of the bridge, specifically the entry 

gates, gray paint on grates over equipment, gray paint on the electrical components, and the 

yellow paint on the railings, to analyze for the presence of lead.  

 

INSPECTION PROCEDURES: 

 

The United States Department of Housing and Urban Development (HUD) in the Guidelines for 

the Evaluation and Control of Lead-Based Paint in Housing (HUD Guidelines) defines lead 

based paint as having a surface concentration of lead that is at or greater than 1 milligram of lead 

per square centimeter of surface or 0.5% or greater of lead per weight of a paint chip sample. 

These measurements will be referred to in this report as the HUD Standard.  

 

The Wisconsin Administrative Code (HFS 163) for lead-based paint is more protective and will 

be reference in this report where a potential lead poisoning hazard may be present. The 

Wisconsin Administrative Code defines lead-based paint as having a surface concentration of 

lead that is more than 0.7 milligrams of lead per square centimeter of surface or more than 0.06% 

of lead per weight of a paint chip sample. These measurements will be defined as the Wisconsin 

Standard. 

 

This inspection follows the procedures of the client as to the location of the testing. Due to the 

limited testing conducted, conclusions on the presence of lead-based paint can only be drawn on 

the areas tested. The presence or absence of lead-based paint in other areas not tested is 

unknown.  
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PO Box 370888 

Milwaukee, WI 53237 

414-254-4813 

lfellenz@lfgreendevelopment.com 

 

LEAD PAINT SAMPLING RESULTS: 

 

Sample 

# 

Description Location Results 

LBP-1 Paint chip gray Bridge gates Positive 

LBP-2 Paint chip gray Bridge gates Positive 

LBP-3 Paint chip yellow Bridge railings Negative 

LBP-4 Paint chip yellow Bridge railings Negative 

LBP-5 Paint chip gray Bridge grates (cages) over equipment Positive 

LBP-6 Paint chip gray Bridge grates (cages) over equipment Positive 

LBP-7 Paint chip light gray Electrical equipment Negative 

TOTAL SAMPLES ANALYZED- 7 

 
Recommendations: 

 

Lead paint was POSITIVE in the paint on gates and the cages over the equipment at each end of the 

bridge. The electrical equipment which are a lighter gray and the yellow railings are NEGATIVE. If this 

material will be recycled, the paint should be abated prior to renovations.  

 

Please call if you have any questions. 

 

Sincerely, 

 
LF Green Development 
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PO Box 370888 

Milwaukee, WI 53237 

414-254-4813 

lfellenz@lfgreendevelopment.com 

 

 
 

 

 

 

 

 

 

 

 

 

APPENDIX A 

 

 

TESC LAB RESULTS 

 

 

 

 

 

 
 
 



L F Green Development, LLC

TRIANGLE ENVIRONMENTAL SERVICE CENTER, INC.

13509 East Boundary Road,  Suite B,  Midlothian, VA 23112 • 804-739-1751 • fax: 804-739-1753

                                                                                           

(EPA METHOD 7420)

  LEAD IN PAINT SAMPLE ANALYSIS SUMMARY

P. O. Box 370888

Milwaukee, WI  53237

ESTA Brook Park

111112D

11/12/2011

11/14/2011

11/14/2011

O. ElshowayaJOBSITE:

TESC LOGIN #:

DATE OF RECEIPT:

DATE OF ANALYSIS:

DATE OF REPORT:

ANALYST:

TESC

SAMPLE #

                             

CLIENT 

SAMPLE #

                                                                   

SAMPLE

WEIGHT (mg)

LEAD CONCENTRATION

PPM

CLIENT:

CLIENT JOB #:

LEAD CONCENTRATION

(% by Weight)

    TOTAL LEAD 

(ug)

1 LBP-1 307 8.040 80,39624,681.5

2 LBP-2 323 8.754 87,54528,273.9

3 LBP-3 340 < 0.003 < 29< 10.0

4 LBP-4 309 < 0.003 < 32< 10.0

5 LBP-5 351 0.151 1,514531.3

6 LBP-6 346 0.231 2,307798.4

7 LBP-7 393 < 0.003 < 25< 10.0

Total Sample(s) Analyzed:
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Monday, November 14, 2011 Page 1 of 1

Reviewed By Authorized Signatory:    

Feng Jiang, MS Senior Geologist, Laboratory Director

Yuedong Fang, Senior Geologist                                             

The condition of the samples analyzed was acceptable upon receipt per laboratory protocol unless otherwise noted on this report. Results represent the 

analysis of samples submitted by the customer. Sample information was provided by the customer. This report must not be reproduced, except in 

full,without the written consent of Triangle Environmental Service Center, Inc. The test report related only to the item(s) tested. This analysis was 

performed by an AHIA accredited laboratory. AIHA/ELLAP ID: 100527, NYELAP/NELAC ID: 11413.

Minimum Reporting Limit: 20 ug. Lead Based Paint contains 0.5% lead by weight per Federal statute. The OSHA Lead in Construction Standard, 29 CFR 

1926.62, is invoked if any lead is present in the sample. Lead-free paint is defined as <0.06% by weight (CPSC).                                                       

[LEGEND: mg= milligram, ug= microgram, ppm= parts per million]
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