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GENERAL NOTES:

1. THE UNDERGROUND UTILITY INFORMATION SHOWN ON THIS

DRAWING IS BASED ON FIELD LOCATIONS AND/OR RECORDS

FURNISHED BY MUNICIPALITIES AND UTILITY COMPANIES. THE

LOCATION AND ACCURACY OF WHICH CANNOT BE GUARANTEED.

THERE MAY BE ADDITIONAL UNDERGROUND UTILITY

INSTALLATIONS WITHIN THE PROJECT AREA THAT ARE NOT

SHOWN.

2. VERIFY ACTUAL LOCATIONS AND INVERTS IN THE FIELD.  ANY

POTENTIAL ERRORS, OMISSIONS, OR DISCREPANCIES SHALL BE

BROUGHT TO THE ATTENTION OF THE ENGINEER PRIOR TO

PROCEEDING WITH CONSTRUCTION.

3. WORK TO BE COMPLETED IS INDICATED IN BOLD TYPE LINES

AND EXISTING CONDITIONS ARE INDICATED BY LIGHT TYPE

LINES.

4. ELECTRONIC CIVIL FILES ARE AVAILABLE UPON WRITTEN

REQUEST.  DO NOT USE ELECTRONIC CIVIL FILES TO LAYOUT

FOUNDATIONS, COLUMN LINES, LIGHT POLES, OR OTHER NON

CIVIL SITE WORK.  REFER TO ARCHITECTURAL DRAWINGS FOR

DIMENSIONS OF BUILDING AND ARCHITECTURAL FEATURES.

5. DIMENSIONS ARE FROM FACE OF CURB OR EDGE OF PAVEMENT.

6. WORK WITHIN THE PUBLIC RIGHT OF WAY, INCLUDING BUT NOT

LIMITED TO DRIVEWAY OPENINGS, SIDEWALK AND RAMPS,

PAVING, AND CURB AND GUTTER SHALL BE COMPLETED PER

MUNICIPAL AND/OR COUNTY REQUIREMENTS AND STANDARDS.
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SITE INFORMATION:

TOTAL SITE =

TOTAL DISTURBED AREA =
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LEGEND:
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Accessibility for Persons with Disabilities :

This drawing contains layouts and elements critical

to providing Access for Disabled Persons.

Contractor shall provide verification and

certification of Compliance with the applicable

accessibility regulations.
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Theming Design Intent :

The theming scope of work shown on these

drawings is for design intent. Outlines, sketches,

drawings, picture references, material

specifications, and notes on this document are for

the express purpose of location, general

identification, adjacency, and design intent.

Structural design, code compliance, manufacture,

installation, and safety of operation are to be

provided by the Contractor including engineering

documentation signed and sealed by a qualified

Engineer licensed to practice by the authority

having jurisdiction. The Architect/Designer's review

of submittals is for the purpose of checking for

conformance with information given and the design

concept expressed in the Contract Documents.

THE SEAL AND SIGNATURE APPLY ONLY TO THE DOCUMENT TO

WHICH THEY ARE AFFIXED, AND EXPRESSLY DISCLAIM ANY

RESPONSIBILITY FOR ALL OTHER PLANS, SPECIFICATIONS,

ESTIMATES, REPORTS, OR OTHER DOCUMENTS OR INSTRUMENTS

RELATING TO OR INTENDED TO BE USED FOR ANY PART OF

PARTS OF THE ARCHITECTURAL OR ENGINEERING PROJECT

NOT FOR

CONSTRUCTION
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SITE PLAN

C100

CTCTPM

BLUEMOUND ROAD IMPROVEMENTS:

 150' DEDICATED RIGHT TURN LANE FROM EASTBOUND TRAFFIC

 150' DEDICATED LEFT TURN LANE FOR WESTBOUND TRAFFIC

 NEW DRIVE APPROACH ALIGNED WITH 106TH STREET MEDIAN

OPENING

PRELIMINARY

NOT FOR

CONSTRUCTION

CONSTRUCTION ACTIVITY:

EARTH WORK - CUT: 29,700 CY

FILL:  40,080 CY

NET: 10,380 CY

ASPHALT (4") = 172,840 S.F.

DENSE GRADE AGGREGATE BASE COURSE (9") = 4800 C.Y.

CONCRETE SEGMENTAL BLOCK RETAINING WALL = 11,410 S.F.

24" CURB AND GUTTER = 4,600 L.F.

5" CONCRETE WALK = 1,650 S.F.

LIGHT POLES = 12 E.A.

CATCH BASINS = 14 E.A.

STORM SEWER = 1250 L.F.


