
'5 COUNTY OF MILWAUKEE
INTEROFFICE COMMUNICATION

DATE August 29, 2011

TO Supervisor Lee Holloway, Chairman, County Board of Supervisors

FROM Justin Rodriguez, Interim Capital Finance Manager, Department of Administrative Services
(DAS)

SUBJECT: 2011 University of Wisconsin- Milwaukee (UWM) Land Sale Funded Capital Projects
(Informational Report)

Background

The 2011 Adopted Capital Improvements Budget includes capital projects that were to be financed with
$5,000,000 ofUWM land sale revenue.

In February 2011, a Real Property Purchase Agreement with UWM Innovation Park, LLC for County
owned land located in the Northeast Quadrant ofthe County Grounds was approved. The purchase
price was $13.55 million. The payments were amended from the schedule originally adopted in May
2009. Instead of the second $5 million payment being received by Milwaukee County in February 2012
(available for fiscal year 2011), it will be received in February 2014 (available for fiscal year 2013).

In June 2011, the Department ofAdministrative Services (DAS) received approval from the County
Board to apply $1,566,516 surplus bonds proceeds towards the 2011 debt service payments, which
enabled the County to use sales tax revenue for other purposes. Per the resolution, the DAS performed
an administrative fund transfer to allocate $551 ,075 of sales tax revenue to Project WC075022
Courthouse Masonry Improvements. A list ofother projects that would receive the remaining
$1,015,441 in sales tax proceeds was to be provided to the Committee on Transportation, Public Works,
and Transit and the Committee on Finance and Audit in a subsequent board cycle.

The Department of Administrative Services (DAS) worked with the Department of Transportation and
Public Works (DTPW) to develop a list ofcapital items that had initially been financed by UWM land
sale proceeds that could be financed by sales tax proceeds.

The items that are proposed to be financed by the $1,015,441 in sales tax proceeds include:

• Project WOl1411 Courthouse Complex Improvements (Design) ($97,841)
• Project WOl1403 City Campus Facade and Other Inspections (Inspection Portion) ($130,000)
• Project WOl1413 DHHS Infrastructure Improvements ($4,000)
• Project WOl1417 Parks Infrastructure Improvements ($328,000)
• Project W011418 Zoo Infrastructure Improvements ($220,000)
• Project Wl1409 Research Park Infrastructure Improvements ($27,600)
• Project WOl141O County Grounds Infrastructure Improvements ($36,000)
• Project WOl1416 Transit Infrastructure Improvements ($146,000)
• Project W011412 HOC Infrastructure Improvements ($26,000)
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The amounts on the previous page reflect revised amounts included in the September 22, 2010 Final
Graef report which differ from the amounts included in the 2011 Adopted Budget (see the table below
for the original and revised amounts).

Graef Report Original vs. Final
OriQinal Revised Varaince

W011407 GMIA & Timmennan $497,000 $490,000 ($7,000
W011409 Research Park $23,000 $23,000 $0
W011410 Criminal Justice-eountv Grounds $100,000 $30,000 ($70,000
W011411 Criminai Justice- Courthouse $830,000 $1,330,000 $500,000
W011412 Criminal Justice- HOC $52,000 $22,000 ($30,000
W011413 DHHS $5,000 $3,000 ($2,000
W011414 senior Centers $130,000 $130,000 $0
W011415 Historical Museums $20,000 $5,000 ($15,000
WQ11416 Transit $322,000 $296,000 ($26,000
W011417 Parks $389,000 $273,000 1$116,000
W011418 Zoo $195,000 $183,000 ($12,000

Design and Administration Costs I I $512,600 I I $557,000 $44,400

Total Priority 1 Items I I $3,075,600 I I $3,342,000 $266,400

With the exception of Project WOl1411 Courthouse Complex Improvements and Project WOl1403
City Campus Facade and Other Inspections, the amounts financing each ofthe sub-projects included on
the previous page will be sufficient to address the priority one action items as outlined in the September
22,2010 Graefreport. The Department of Administrative Services will process a fund transfer in order
to move sales tax funds to each ofthe projects on the previous page.

cc: Chris Abele, County Executive
Michael Mayo, Chairman, Transportation and Public Works Committee
Johnny Thomas, Chairman, Finance and Audit
Jack Takerian, Director, Department of Transportation and Public Works
Greg High, Director, Architecture and Engineering Division
E. Marie Broussard, County Executive's Office
Pamela Bryant, Interim Fiscal and Budget Administrator
Jerry Heer, County Auditor
Steve Cady, County Board Fiscal and Budget Analyst
Martin Weddle, County Board Analyst
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DATE

TO

FROM

COUNTY OF MILWAUKEE
INTEROFFICE COMMUNICATION

March 22, 2011

Supervisor Lee Holloway, Chairman, County Board of Supervisors

Pamela Bryant, Capital Finance Manager, Department of Administrative Services (DAS)

SUBJECT: 2011 University of Wisconsin- Milwaukee (UWM) Land Sale Funded Capital Projects
(Informational Report)

Background

The 2011 Adopted Capital Improvements Budget includes capital projects that were to be financed with
S5,000,000 ofUWM land sale revenue. These projects include: Project WP174 Parks Major
Maintenance, Project WPI86 Parks Naturalization, Project WZ600 Zoo Master Plan, Project WOl14
Countywide Infrastructure Improvements, Project W0205 Fiscal Automation Program, Project W0444
BHD/MCSO Electronic Medical Records System, Project W0514 War Memorial Window Replacement
and Reseal, Project W0515 War Memorial Window Ledge Leak Repairs, and Project W0949 Inventory
and Assessment of County Facilities.

In February 2011, a Real Property Purchase Agreement with UWM Innovation Park, LLC for County
owned land located in the Northeast Quadrant of the County Grounds was approved. The purchase
price was $13.55 million. The payments were amended from the sehedule originally adopted in May
2009. Instead of the second $5 million payment being received by Milwaukee County in February 2012
(available for fiscal year 2011), it will be received in February 2014 (available for fiscal year 2013).

The $5 million ofUWM land sale revenue included in the 2011 Adopted Capital Improvements Budget
will not be available to finance the 20 II capital projects.

The Department of Administrative Services (DAS) worked with the Department of Transportation and
Public Works (DTPW) to refine cost estimates and forecast the cash flow needed for work that will
occur in 2011 for projects that were being financed by the UWM land sale revenue. Any work that will
not be able to be completed in 2011 will need to be completed in 2012.

Each of the individual projects listed below includes the 2011 budgeted U\VM land sale financing
amount and the amount cash financing necessary being completed in I.

J2:<lli'li..W'11'1J~~M'!J.Q.!J21ill!ili'.lli!TIf'wQQ~21!YM;J$~1ill:i'DQJh!lill!~U: Financi ng
ofUWM sale revenue was included in the 2011 Adopted Capital Improvements Budget.
financing of $56,248 is needed so that the work can be performed in 20 II.

00,000
Cash

Project WPI86 Parks Naturalization: Financing of$61,000 ofUWM land sale revenue was included
the 2011 Adopted Capital Improvements Budget. The work will be temporally deferred 2012. It
is anticipated that work will begin in the Spring of2012 rather than the Fall of2011.
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Projeet WZ600 Zoo Master Plan: Financing of $200,000 ofUWM land sale revenue was included in the
2011 Adopted Capital Improvements Budget. It is estimated that $200,000 will be spent 201 I;
however, since half of the project is financed with revenue from the Zoological Society only $100,000
of cash financing will be needed from Milwaukee County in 2011. The second half of the project will be
completed in 2012.

Project WOI 14 Countywide Infrastructure Improvements: Financing of$2,848,381 ofUWM land sale
revenue was included in the 2011 Adopted Capital Improvements Budget. Approximately $2.2 million
in cash financing will be needed to perform work in 2011. One major item that will be performed in
2012 will be the re-caulking of the Criminal Justice Facility.. It is anticipated that bid document
preparation tor the re-caulking will occur in late 201 I so that implementation can occur in 2012. The re
caulking is estimated to cost $864,000.

Project W0205 Fiscal Automation Program: Financing of$65,000 ofUWM land sale revenue was
included in the 2011 Adopted Capital Improvements Budget. The work associated with the UWM land
sale revenue will be deferred until 2012.

Project W0444 BHDIMCSO Electronic Medical Records: Financing of$500,000 ofUWM land sale
revenue was included in the 2011 Adopted Capital Improvements Budget. Staff is currently in Phase 2
"Request for Proposal (RFP) Process and Vendor Selection" and is in the process of evaluating
proposals from vendors. It is unknown at this time how much cash financing will be required in 20 II.

Project W0514 War Memorial Window Replacement and Reseal: Financing of $42,000 ofUWM land
sale revenue was included in the 20 II Adopted Capital Improvements Budget. Cash financing of
$42,000 is needed so that the work can be performed in 2011.

Project W0515 War Memorial Window Ledge Leak Repairs: Financing of$15,300 ofUWM land sale
revenue was included in the 2011 Adopted Capital Improvements Budget. Cash financing of$15,300 is
needed so that the work can be performed in 20 II.

Project W0949 Inventory and Assessment of County Buildings: Financing of$I,168,318 ofUWM land
sale revenue was included in the 2011 Adopted Capital Improvements Budget. The 2011 Budget
includes property condition assessments for the Airport, Parks, Cultural, Criminal Justice, Fleet
Maintenance, and Behavioral Health Facilities. Property condition assessments have begun with areas
that are financed by Airport Revenue. Assessments for Parks, the Marcus Center, and the Milwaukee
Publie Museum will take place in 2011. The remaining facilities (Children's Court, House
Corrections, Fleet Garage, Fleet North Shop, the CATC) be assessed 201L cash

needed the non-airport being 20 II is $524,700.

Summary

Assuming work on these projects begins June 1, it is estimated that about $3.5 million of cash financing
will be needed to perform work on these projects throughout the remainder of 20 II.
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Capital Finance Manager

cc: Marvin Pratt, County Executive
Michael Mayo, Chairman, Transportation and Public Works Committee
Johnny Thomas, Vice-Chairman, Finance and Audit Committee
Jack Takerian, Director, Department of Transportation and Public Works
Greg High, Director, Architecture and Engineering Division
E. Marie Broussard, County Executive's Office
Steve Cady, County Board Fiscal and Budget Analyst
Martin Weddle, County Board Analyst

3/22/2011
Page 3
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DATE:

TO:

FROM:

SUBJECT:

Background

COUNTY OF MILWAUKEE
INTER-OFFICE COMMUNICATION

August 30, 2011

Supervisor Lee Holloway, Chairman, County Board of Supervisors

Pamela Bryant, Interim Fiscal and Budget Administrator, Department of Administrative Services

UPDATE ON DUE DILIGENCE REPORT REGARDING PHASE 2
GUARAl'<TEED ENERGY SAVINGS PERFORl'VlANCE CONTRACTING WITH
AMERESCO

During the January 2010 County Board Cycle, the Department of Transportation and Public Works
(DTPW) submitted a report seeking approval for Phase 2 of perfonnanee contracting. The report from
DTPW included $1.0 million in improvements to be completed by Ameresco. The improvements were as
follows:

;"C;SS?S"S"',>?;;; S" ;),;;');;?
Kine Park Vending misers $4,772
Kosciuszko Community Center Vending misers $1,590
Wilson Park Ice Arena Lighting retrofit $90,416
Wilson Park Ice Arena Vendinz misers $5,567
Naves Indoor Pool : Pool cover $123,869
Noyes Indoor Pool I Vending misers $1,590 I
Pulaski Indoor Pool Pool cover . $123,869
Pulaski Indoor Pool Vending misers : $1,590

, Sports Complex Lighting retrofit $192,764
~Club Shennan Park Lighting retrofit $87,945

et Maintenance Lighting retrofit $221,718 ,
Transit Fleet Maintenance , Compressed Air Distr. $89,455
Transit Administration . Lighting retrofit $112,604

TOTAL, $1,057,749

Due to the longer payback period, the Department of Administrative Services removed the work to be
completed at Transit Fleet Maintenance and Transit Administration Building. The longer payback period
was due to the difficulty accessing and removing the old lights and fixtures. The updated work was
reflected in the due diligence report that was submitted in the April 20 I0 cycle by the Department of
Administrative Services (DAS). This reduced the total project amount to $634,000.

Amereseo later expressed concern with completing the pool covers at Noyes and Pulaski indoor pools.
They were concerned about potential safety issues since the pool covers would descend from the ceiling
and the potential injury that could occur if they malfunctioned. The DTPW worked with Ameresco to
develop alternative projects that could be implemented.
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The alternative proposal would include the following projects:

$50,230

$1,590
$221,679

Sl,590

TOTAL $527,502

, $104,676
retrofit ' $85,578

Sorts Com lex
Bo s/Girls Club Sherman Park

Pulaski Indoor Pool
, No es Indoor Pool

Transit Fleet Main",te::n::a",n;:::c"e' I-7~,,",,""-'=~"-- __--+~;:;':=;-"-_--i
i Transit Admini~t~ation

The Transit Fleet and Administration Building work was included in the original resolution submitted by
the Department of Transportation and Public Works and passed by the County Board, Therefore a new
resolution is not required. The Department of Administrative Services needed to submit an updated due
diligence to include the work at those facilities and exclude the indoor pool covers.

The projected annual cost of the loan and service agreement for the improvements is listed below, along
with the projected annual savings. The annual cost includes the installation cost, the 3-year service
contract and Milwaukee County staff time associated with implementing the project.

Annual Cost
Projected Principal and Net
Annual savinas Interest Savinas

Year 1 $62,500 $67,563 ($5,063)
Year 2 $64,375 $67,563 ($3,188
Year 3 $66,306 $67,563 ($1,257
Year 4 $68,295 $67,563 $732
Year 5 $70,344 $67,563 $2,781
Year 6 $72,455 $67,563 $4,892
Year 7 $74,628 $67,563 $7,065
Year 8 $76,867 $67,563 $9,304
Year 9 $79,173 $67,563 $11,610
Year 10 $81,548 $67563 $13985
TOTAL $716,491 $675,630 $40,861

In the first three years, there is a modest net cost for each year, but there is a net savings starting in the
fourth year and resulting in an overall net savings of $40,861. In 2010, the County Board approved a
master lease with Bank of America to finance the full cost of the improvements in Phase 2 of performance
contracting with the proposals from Johnson Controls, Ameresco and Honeywell for a total of $7.5
million. The County began paying debt service costs on the loan in 2011. If the improvements are
implemented in the current year, the Departments will begin to see savings to help offset the debt service
costs. Since the work includes mainly lighting improvements the County will begin to see savings right
after the installation is complete.
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Conclusion

Based upon the review by the Department of Transportation and Public Works A&E Division on the
analysis of the improvements and due diligence review of projected util ity rates in future years, it is likely
that the overall savings will be achieved for the Ameresco proposal. The actual return on the investment
will depend on future utility rates. If utility rates increase higher than projected, then the County will
receive additional dollar savings, but if the utility rates decrease the County will sec lower savings than
projected.

Based on the due diligence review it appears that the projected savings could be realized and provide
adequate savings to pay for the cost of the improvements beyond year three. The County also anticipates
receiving Focus on Energy grants upon completion of the improvements, which should exceed fhe
potential deficit in years one through three.

cc: Chris Abele, County Executive
Supervisor Michael Mayo, Sr, Chair, Transportation and Public Works Committee
Supervisor Johnny Thomas, Chair, Finance and Audit Committee
Jack Takerian, Director, Department ofTransportation and Public Works
Greg High, Director, Architecture and Engineering Division
E. Marie Broussard, County Executive's Office
Steve Cady, County Board Fiscal and Budget Analyst
Sarah Jankowski, DAS, Fiscal and Management Analyst
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COUNTY OF MILWAUKEE 

INTEROFFICE COMMUNICATION 

 

 

DATE: September 7, 2011 

 

TO:  Supervisor Michael Mayo, Sr., Chairperson, Transportation, Public Works & 

Transit Committee 

 

FROM: Jack Takerian, Director, Transportation & Public Works 

  Lloyd Grant, Jr., Managing Director, MCTS 

 

SUBJECT: New Fare Collection System Update 

 

 

 

POLICY 

 

MCTS periodically provides informational updates to the Committee on transit issues. 

 

BACKGROUND 

 

The new fare collection system proposed for the Milwaukee County Transit System supports the 

use of contactless smart cards for passes and tickets, and the validation of cash fares.  When 

smart cards are used, transfers are automatically encoded on them, whereas cash paying 

passengers will continue to have access to a paper transfer. 

 

IBI Group, an international consulting firm specializing in transit technology and fare collection, 

completed technical specifications for the new MCTS smart card system and updated fare box in 

May 2011.  The specification was used to prepare a request for proposals (RFP), which was 

posted to the MCTS web-site on June 1, 2011.  The RFP was also advertised in a transit industry 

publication, Passenger Transport, (on-line) and in the June 6, 2011 print edition. 

 

A pre-proposal meeting was held on June 27, 2011.  The meeting was well attended by 

nationally recognized fare collection equipment manufacturers, as well as local DBE firms.  

Addendums were posted to the RFP as is customary when responding to questions and providing 

clarification about technical specifications.  Initially, proposals were scheduled to be due on July 

29, 2011, but an extension was granted through August 12, 2011.  Numerous responses were 

received but no information can be disclosed about the responses until such time as this 

negotiated procurement is completed and a letter of intent to award is delivered.  The 

Community Business Development Partners Office is working with DTPW to obtain the 

maximum level of DBE participation for this project. 
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September 7, 2011 

Page 2 

 

 

Review of responses consists of the following steps: 

• Obtain Community Business Development Partners Office approval of forms submitted 

to demonstrate level of commitment toward goal for DBE utilization.  

• Distribute responses to five-person review panel. 

• Reference checks of vendors. 

• Vendor presentations and Q&A with proposal review team. 

• Completion of technical review by proposal review team. 

• Letter of intent to award. 

 

It is expected that the steps described above and final negotiations with a vendor about schedule 

and price, as necessary, will be completed by mid-October.  After awarding a contract for the 

new fare collection system, an informational report will be delivered to the Transportation, 

Public Works and Transit Committee to update the implementation schedule.  Any changes to 

the existing fare policy will be proposed at that time.   

 

RECOMMENDATION 

 

This report is informational only.   

 

Prepared by:  Lloyd Grant, Jr., Managing Director, MCTS 

 

 

Approved by: 

 

 

__________________________________  _________________________________ 

Jack Takerian, Director    Lloyd Grant, Jr. 

Transportation & Public Works   Managing Director, MCTS 

 

 

cc: Chris Abele, Milwaukee County Executive 

Supervisor Lee Holloway, Chairperson, County Board of Supervisors 

 Terrence Cooley, Chief of Staff, County Board of Supervisors 

 George Aldrich, Chief of Staff, Milwaukee County Executive Chris Abele 

 Jeff Bentoff, Deputy Chief of Staff, Milwaukee County Executive Chris Abele 

 Pat Farley, Director, Department of Administrative Services 

Pam Bryant, Interim Fiscal and Budget Administrator, Department of Administrative 

     Services 

 Vince Masterson, Fiscal and Budget Analyst, Department of Administrative Services 
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County of Milwaukee 
Community Business Development Partners (CBDP) 

Inter Office Communication 
 
 
 
DATE:  August 30, 2011 
 
 
TO:  Lee Holloway, Chairman 

Milwaukee County Board of Supervisors 
Michael Mayo, Sr., Chairman 
Transportation, Public Works & Transit Committee 
Lynne De Bruin, Chair 
Economic & Community Development Committee 

 
FROM: Freida Webb, Director 
  Community Business Development Partners (CBDP) 
 
Subject: FFY 2012 – 2014 Disadvantaged Business Enterprise (DBE) Goals 
  Federal Transportation Administration (FTA)  
 
 

Whereas the United States Department of Transportation requires 
all recipients of federal US DOT dollars to submit their 
disadvantaged business enterprise (DBE) goals. Whereas 
previously the DBE goals were submitted annually as of February 
2010, a final rule change was issued per 49 CFR Part 26 requiring 
recipients to submit such overall FTA DBE goals every three (3) 
years rather than annually per their guidelines. 
 
 In accordance with the new reporting guidelines this document is 
submitted for your review and approval thereafter we will forward to 
the US DOT FTA. 
 
This has been prepared by legal consultant Jaya Sharma, Mark 
Phillips, Freida Webb and CBDP Staff. 
 
 
Freida Webb 

Freida Webb, Director 
Community Business Development Partners 

 
 
 
2010 -13 Goals DBE FTA Co Bd   
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Milwaukee County  June 15, 2011  Page 1 

FFY 2012-2014 
FTA DBE Goals 
                   
 

 
 

 

 

2012-2014 

DISADVANTAGED BUSINESS ENTERPRISE 

PROGRAM GOALS 

FOR 

MILWAUKEE COUNTY 

JULY 27, 2011 

 
 
 

SUBMITTED TO: 

U.S. DEPARTMENT TANSPORATION 

REGION V, 

TRANSIT ADMINISTRATION 

CHICAGO, IL 60606 

 

 

 

2012-2014 
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DISADVANTAGED BUSINESS ENTERPRISE 

(DBE) PROGRAM GOALS 

FOR 

MILWAUKEE COUNTY 

JULY 27, 2011 

 

 

INDEX 
 

I) Introduction 

II) Process for Setting Goals 

III) Methodology for Determining FFY 2012-2014 Goals 

IV) Methodology for Race-Neutral and Race-Conscious 

Components 

 

APPENDIXES 

 

A) DBE Advisory Task Force Directory 

B) Stakeholders Invited to Public Meeting 

C) 10 Year DBE Commitment Achievement for FTA 

Assisted Projects 
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INTRODUCTION 

 

 
 
 
 
 
 
This report describes the methodology and the process used by Milwaukee County to 
formulate its 3-year Federal Fiscal Years (FFY) 2012-2014 goals for FTA federally 
assisted projects. It also describes the efforts of the County to comply with the goal 
setting provisions contained in 49 CFR Part 26.     
 
This report contains goals for FTA funded projects based upon anticipated revenues not 
yet approved by the Milwaukee County Board.  In previous years the FTA required their 
recipients to submit annual goals. A USDOT rule change now requires FTA recipients to 
submit 3-year goals. The Board approves its annual budget in November of each year and 
the County budget for 2012 will be approved in November 2011, which is two months 
into FFY 2012.   This scenario will be repeated in 2012 and 2013, therefore there is a 
possibility that some projects included in this report may not be undertaken if the County 
Board does not provide approval.      
 
Based upon the projects eventually approved by the County Board, Milwaukee County 
may submit revised annual DBE goals to reflect the actual projects that will be 
undertaken by Milwaukee County Transit. 
 
Please note the overall goal calculations have been weighted among the four broad areas 
of Construction, Professional Services, Other Services (Paratransit) and Procurement in 
order to reach the final overall goal percentage as detailed within this report. 
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SECTION I 

 

FEDERAL FISCAL YEARS 2012-2014 DBE PROGRAM GOALS  

 

 
OVERALL GOALS FOR FTA ASSISTED PROJECTS 

 
The following tables display the DBE goals for FFY 2012-2014 and show the race-
neutral and race-conscious components of the overall goal for FTA assisted projects. 

 

 

 
TABLE 1a 

 
ANNUAL OVERALL DBE GOALS FOR FFY 2012-2014 

                     
    

TYPE OF 

PROJECTS 

RACE-NEUTRAL GOAL RACE-CONSCIOUS GOAL OVERALLGOAL 

 

    

Construction 

 

3.23% 

$5,261,000x.0323=$169,930 

32.29% 

$5,261,000x.3229=$1,698,776 
35.52% 

$5,261,000x.3552=$1,868,706 
 

Professional 

Services 

7.25% 

643,940x.0725=$46,685 
28.06 % 

$643,940x.2806=$180,689 

35.31% 

$643,940x.3531=$227,374 
 

Other Services 

(Paratransit) 

1.11% 

$32,000,000x0111=$355,200 
8.89% 

$32,000,000x 0889=$2,844,800 
10.00% 

$32,000,000x.10=$3,200,000 
 

 

Procurement  

 

0.00% 

            $12,167,000x0=0% 
3.92%             

$12,167,000x.0392=$476,946 
 

3.92% 

$12,167,000x.0392=$476,946  
 

Totals 1.14% 

           $571,815    = 1.14% 
            $50,071,940 

10.38% 

               $5,201,211  = 10.38% 
              $50,071,940 

11.52% 

             $5,773,026  = 11.52% 
             $50,071,940 
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TABLE 1b 

 
ANTICIPATED FFY 2012-2014 FEDERAL EXPENDITURES FOR FTA ASSISTED PROJECTS 

 
      

FFY Construction Professional 

Services 

Other Services 

(Paratransit) 

Procurement Total Contractible 

Dollars 

      

 

2012 

 

$600,000 

 

$0.00 

 

 

$0.00 

 

$4,772,000 
 

$5,372,000 

      

2202201 

2013 

 

$3,136,000 

 

$323,940 
$$3,940333 

 

$16,000,000 

 

 

$3,635,000 
 

$23,094,940 

      

 

2014 

 

$1,525,000 

 

$320,000 

 

$16,000,000 

 

 

$3,760,000 

 

 

$21,605,000 

      

 

TOTAL 

 

$5,261,000 

 

$643,940 

 

 

$32,000,000 

 

$12,167,000 

 

 

$50,071,940 

      

 
Note:  Milwaukee County anticipates expending $ 50,071,940 on FTA assisted projects for FFY 2012-

2014.  Of this total $5,261,000 will be expended on construction projects; $643,940 will be spent on 

professional services related to construction; $32,000,000 will be expended on paratransit services 

and $12,167, 000 will be available for procurement projects 

 

 
OVERALL GOALS 

 

 
THE OVERALL FTA GOAL FOR MILWAUKEE COUNTY FOR FFY 2012-2014 IS AS 

FOLLOWS 

 
Milwaukee anticipates receiving $50,071,940 Federal financial assistance from FTA. Of 
this amount $5,773,026 will be expended with DBE firms for FFY 2012-2014.  
 
Given the amount of USDOT-assisted contracts Milwaukee County expects to let during 
the period, $50,071,940, Milwaukee County has set a goal of expending 11.52% with 
DBE firms during these fiscal years.     
 
In accordance with Section 26.43, Milwaukee County will not use quotas or set asides to 
meet the overall goals. 
 
Pursuant to Section 26.45, the overall goals are based upon the availability of ready, 
willing and able DBE firms in the local market area. The local market area for 

TPWT - September 14, 2011 - Page 28



Milwaukee County  June 15, 2011  Page 6 

FFY 2012-2014 
FTA DBE Goals 
                   
 

Milwaukee County consists of nine Counties in the Southeastern region of Wisconsin.1  
Milwaukee County expends approximately 90% of its contracting dollars in this region. 
DBE and non-DBE firms located in the bidders list were used to calculate the baseline 
availability figure in the Step 1 goal setting process.       

 

In compliance with Section 26.51(a), Milwaukee County will meet the maximum feasible 
portion of the overall goals through race-neutral means of facilitating DBE participation.  
Currently, the County uses the following race-neutral approaches in ensuring DBE 
participation: (a) encouraging prime contractors to subcontract portions of their work 
which they might otherwise perform with their own forces; (b) providing assistance to 
prime contractors in contacting prospective DBE firms; (c) carrying out education and 
training programs on certification and contracting procedures; (d) conducting 
communication programs that use postal and electronic mailings in conjunction with 
public notices to inform DBEs and other small business enterprises about specific 
contracting opportunities; and (e) ensuring the distribution of the DBE Directory to all 
pre-qualified prime contractors.

                                                           
1 The nine Counties are: Dane, Kenosha, Milwaukee, Ozaukee, Racine, Sheboygan, Walworth, Waukesha, 
and Washington.  

TPWT - September 14, 2011 - Page 29



Milwaukee County  June 15, 2011  Page 7 

FFY 2012-2014 
FTA DBE Goals 
                   
 

 

 

SECTION II 

 

PROCESS FOR GOAL SETTING 

 

 

The County, in keeping with past precedent, used the methodology developed with the 
input of area stakeholder groups.  In 1999, the County had established a DBE Advisory 
Task Force2 to recommend to the County a goal setting methodology in accordance with 
49 CFR Part 26.  
 
By June 2000, the Task Force, with assistance from the County’s Disadvantaged 
Business Development Division, completed the selection and development of a goal 
setting formula in accordance with 49 CFR Part 26 provisions.    
 
In June 2011, the County’s Disadvantaged Business Development Division used the two 
step approved goal setting methodology contained in 49 CFR Part 26 and formulated a 
preliminary 3-year goal for FTA assisted projects. The County had a preliminary meeting 
with various stakeholder groups3 to apprise them of the goal setting methodology and to 
give the group the opportunity to provide input to the goal setting process.  This DBE 
goal report is a result of that meeting with the stakeholder groups.  Copies of the goals 
were presented to the stakeholder groups for comment and to give them an opportunity to 
provide input to the County on the preliminary DBE goals.    
 
The County has a 45-day comment period, during which any comments received by the 
Office of Community Business Development Partners will be reviewed. Input received 
will be taken into account in the goal setting process, and changes will be made to the 
overall goal, if warranted. Therefore our final DBE goals will represent the input from 
stakeholder groups during the preliminary meetings held with them. The County has 
made every attempt to be inclusive and has solicited the input from diverse groups within 
DBE, as well as non-DBE, communities.  
 
An explanation and the rationale used for developing the goals appear in the following 
sections. Before establishing the overall annual goal, Milwaukee County also consulted 
with various organizations to obtain and assess information concerning the availability of 
DBE and non-DBE firms, the effects of discrimination on opportunities for DBEs, and 
Milwaukee County’s efforts at establishing a level playing field for the participation of 
DBEs. Consultation included but was not limited to the following organizations, listed 
alphabetically: 
      

• African American Chamber of Commerce 

                                                           
2  Please refer to Appendix A for the DBE Advisory Task Force Directory 
3  Please refer to Appendix B for the list of the stakeholder groups invited to the meeting.   
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• American Indian Chamber of Commerce  

• Associated General Contractors of Greater Milwaukee  

• Hispanic Chamber of Commerce 

• Milwaukee Building and Construction Trade Council  

• Milwaukee Urban League  

• NAACP - Milwaukee Branch  

• National Association of Minority Contractors  

• Wisconsin Association of Consulting Engineers  

• Wisconsin Black Chamber of Commerce 

• Wisconsin Society of Architects  

• Wisconsin Transportation Builders Association  

• Wisconsin Women’s Business Initiative Corporation  

• Wisconsin Women Entrepreneurs Inc.  
 
Milwaukee County will begin using the overall 3-year goals on October 1, 2011. 
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SECTION III 

 
METHODOLOGY USED FOR DETERMINING FFY 2012-2014 GOALS 

 

 

Milwaukee County adopted the two-step goal setting methodology as outlined in 49 CFR 
Part 26 Section 26.45.  This methodology was discussed with the DBE Advisory Task 
Force in April 2000, with consensus being obtained by the County through the numerous 
meetings held with the Task Force that followed. In the initial development of its goal 
setting methodology and databases, the County also sought assistance from the following 
industry organizations to provide names of firms that may have been excluded from the 
County’s marketplace lists and databases: 
 

• African American Chamber of Commerce 

• American Indian Chamber of Commerce  

• Associated General Contractors of Greater Milwaukee  

• Hispanic Chamber of Commerce 

• Milwaukee Building and Construction Trade Council  

• Milwaukee Urban League  

• NAACP - Milwaukee Branch  

• National Association of Minority Contractors  

• Wisconsin Association of Consulting Engineers  

• Wisconsin Black Chamber of Commerce 

• Wisconsin Society of Architects  

• Wisconsin Transportation Builders Association  

• Wisconsin Women’s Business Initiative Corporation  

• Wisconsin Women Entrepreneurs Inc. 
 
The County continues to use this methodology created with stakeholder consensus. 
 

STEP 1:  DETERMINING THE BASE FIGURE FOR THE OVERALL GOAL 

 
In accordance with the provisions contained in Section 26.45, Milwaukee County used 
the best evidence available to determine the number of ready, willing and able DBE and 
non-DBE firms.   
 
During 1999 and 2000, the DBE Advisory Task Force and the stakeholder groups 
considered various data sources for determining the base figure besides the County’s 
databases.  As explained on pages 5 and 6, Milwaukee County had extensive public 
participation. The Task Force explored the feasibility of using US Census Bureau data.  
Census data was observed and evaluated.  It was the general consensus of the DBE 
Advisory Task Force members that using the US Census Bureau recorded data on SIC 
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Codes at the two-digit level would greatly distort the number of DBE firms who would 
actually be ready, willing and able to perform work on County projects.  The Task Force 
was also of the opinion that inclusion of all firms, DBE and non-DBE, at the two-digit 
level would not yield a narrowly tailored numerator or denominator. Instead, it was 
agreed upon that a more accurate and realistic approach would be to use the County’s 
own databases since they contained data on DBE and non-DBE firms at the four-digit 
SIC Code level.  This, it was agreed upon, would provide a more accurate number of 
firms available to perform on County projects.  The County has since converted the SIC 
Codes to reflect the new requirement of using North American Industry Classification 
System (NAICS) Codes for certifying DBE firms. 
 
This agreed upon methodology was utilized to set FFY 2012-2014 DBE goals.  After 
review of the County’s comprehensive lists no additional names of firms have been 
provided by any of these organizations. The County is in communication with these 
groups on an on-going basis, and will update its databases if new firms are created or 
become known.  This will cause the goal to be adjusted as changes occur.  The County 
has been using this approved and agreed upon goal setting methodology to set its annual 
goals.     
 
Due to the fact that Milwaukee County did not have a single centralized repository for 
data on DBE participation and all County procurement activities, the Office of 
Community Business Development Partners relies both on manual records and 
computerized data to determine the baseline figure.  The County has a computerized 
database on all certified DBE firms and has a bidders list consisting of pre-qualified 
prime contractors and sub contractors who have (1) worked on Milwaukee County 
projects, (2) have quoted on Milwaukee County projects, or (3) have contacted the 
County and expressed an interest in performing on Milwaukee County projects.  The 
County used these sources of data to obtain the numerator and denominator for the goal 
setting formula. 

 
IDENTIFICATION OF PROJECTS FOR FFY 2012-2014 

 

The County first identified the anticipated FTA assisted projects slated for FFY 2012-
2014 to determine (1) the type of projects where DBE participation was possible; and (2) 
the number of DBE and non-DBE firms available in the relevant NAICS Codes for 
inclusion in the baseline formula. The County’s anticipated spending for FFY 2012-2014 
is shown in Table 2 on page 9. 
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TABLE 2   

  
ANTICIPATED FTA EXPENDITURES FOR FFY 2012-2014 

 
      

FFY Construction Professional 

Services 

Other Services 

(Paratransit) 

Procurement Total Contractible 

Dollars 

      

 

2012 

 

$600,000 

 

$0.00 

 

 

$0.00 

 

$4,772,000 
 

$5,372,000 

      

2202201 

2013 

 

$3,136,000 

 

$323,940 
$$3,940333 

 

$16,000,000 

 

 

$3,635,000 
 

$23,094,940 

      

 

2014 

 

$1,525,000 

 

$320,000 

 

$16,000,000 

 

 

$3,760,000 

 

 

$21,605,000 

      

 

TOTAL 

 

$5,261,000 

 

$643,940 

 

 

$32,000,000 

 

$12,167,000 

 

 

$50,071,940 

      

 

 

 
SELECTION OF RELEVANT NAICS CODES 

 
The selection of relevant NAICS Codes for FFY 2012-2014 was based upon the 
anticipated projects proposed for design and construction projects.  Table 3a on page 10 
displays the projects anticipated for the 3-year period. Actual projects undertaken will 
depend on final approval by the County Board. 
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TABLE 3a 

 
ANTICIPATED FTA PROJECTS FOR 2012- 2014 

 

  CONSTRUCTION PROJECTS 2012 2013 2014 

1 Replace Bus Vacuum System – KK  $650,000  

2 Replace Bus Wash System – KK  $400,000  

3 Replace HVAC – KK  $480,000  

4 Replace Bus Vacuum System – FBZ  $250,000  

5 Replace Bus Wash System – FBZ  $200,000  

6 Repair Façade Masonry and Parapet – FBZ  $159,000  

7 Replace Fire Alarm System – FDL  $175,000  

8 Replace Facade and Foundation – FDL  $222,000  

9 Replace Bus Wash System – FDL   $600,000 

10 Repair Steel Column in Bus Storage Building – FDL   $100,000 

11 Upgrade Lighting Administration Building   $125,000 

12 Update network cabling Administration Building    $100,000 

13 Maintenance/Service Contracts  $600,000 $600,000 $600,000 

     

 TOTAL CONSTRUCTION PROJECTS $600,000 $3,136,000 $1,525,000 

          

  PROFESSIONAL SERVICE PROJECTS       

     

1 Professional Services Related to Construction  $323,940 $320,000 

  TOTAL PROFESSIONAL SERVICES  $323,490 $320,000 

     

 OTHER SERVICES    

1 Paratransit Contract  $16,000,000  $16,000,000 

     

 TOTAL OTHER SERVICES  $16,000,000  $16,000,000 

     

 PROCUREMENT PROJECTS     

1 Upgrade HASTUS Payroll System $770,000     

2 Enhance upgrade voice/data system $75,000 $75,000  $75,000  

3 Replace routers, PCs, tape library $170,000 $50,000  $25,000  

4 Replace Desktop phones     $50,000 

5 Purchase Cutter $90,000    

6 Purchase Line Printer $37,000     

7 Bus Roof Access Scaffolding $75,000      

8 Replace Salt Plow $130,000   

9 Install Bus Shelters (15) $100,000   $110,000 $110,000 

10 Bus Parts Maintenance  $3,400,000 $3,400,000   $3,400,000 

 TOTAL PROCUREMENT PROJECTS $4,772,000 $3,635,000 $3,760,000 

 TOTAL ALL PROJECTS $5,372,000 $23,094,940 $21,605,000 
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After identification of the projects, the relevant NAICS Codes were selected for 
determining the number of ready, willing and able firms to be counted in the baseline 
calculation. 

 
TABLE 3b 

  
RELEVANT NAICS CODES FOR FTA ASSISTED PROJECTS 

 
TYPE OF PROJECT NAICS 

CODES 

DESCRIPTION 

CONSTRUCTION PROJECTS   

 238110 
 

Concrete Contractors, Foundation/Structure  

238120 Steel Contractors 

238160 Roofing Contractors 

238210 Electrical Contractors 

238220 Plumbing and HVAC Contractors 

238290 Other Building Contractors 

238310 Insulation Contractor 

238320 Painting Contractor 

238910 
 

Site Preparation and Demolition 

327320 
 

Ready mix concrete 

423730 HVAC Merchant Wholesalers 

561730 Landscaping 

OTHER SERVICES   

 485991 Special Needs Transportation (Paratransit) 

  

PROFESSIONAL SERVICES   

 

 

 

 

541310 Architectural Services 

541330 Architectural and Engineering Services 

541512 IT Consulting Services 

562190 Asbestos Remediation 

  

PROCUREMENT PROJECTS   

 236220 Bus Shelter  

333293 Printing machines  

336399 Motor Vehicle Parts Manufacturer 

423120 Motor Vehicle Parts Supplier 

423420 Wholesale office equipment  

423430 Computer Equipment 

423690 Other electronic parts 

423810 Scaffolding Wholesalers 

441229 Motor Vehicle Dealer 

561621 Fire Alarm Equipment 
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DATA SOURCES 

 

The County used its DBE Directory, a Unified Certification Program (UCP) Directory, 
which contains a listing of all currently certified DBE firms with a description of the 
NAICS Codes in which they are qualified to perform.  The County expends 
approximately 90% of its contracting dollars within the aforementioned nine (9) county 
region of Southeastern Wisconsin.   
 
To obtain the number of non-DBE firms the County used its bidders list which contains a 
listing of all prime contractors who are pre-qualified to perform work on County projects 
and subcontractors who have (1) performed work on County projects, (2) have quoted on 
Milwaukee County projects but were unsuccessful, and (3) those that have expressed an 
interest in doing County work.  In addition, for FTA projects, the County used the 
Department of Public Work’s listing of all contractors and consultants who received 
monies for work performed on non-federal and federally funded County projects.  
Listings maintained by the Office of Community Business Development Partners were 
also utilized for determining the number of firms eligible for inclusion on FTA assisted 
projects. 

 
SELECTION OF READY, WILLING AND ABLE DBE AND NON-DBE FIRMS 

 
The County defined ready, willing and able DBE firms as those firms currently certified 
in the UCP Directory.  Ready, willing and able non-DBE firms were defined as those 
contractors, suppliers and consultants who are (1) pre-qualified with the County, (2) have 
performed work on County projects in the past three years, or (3) have sought work on 
County projects. Based upon the data sources described above, only those firms meeting 
the screening criteria described above were selected for inclusion in the baseline formula. 

 
CALCULATION OF STEP 1 BASE FIGURE 

 
The following formula was used to calculate the baseline figure/goal: 

 

Number of DBE firms in relevant NAICS Codes           = Baseline figure/goal 

Number of DBE + Non-DBE firms in relevant NAICS Codes  

 
The results of application of this formula described above are displayed in Table 4 below. 
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TABLE 4 

  
CALCULATION OF BASELINE GOAL FOR FTA ASSISTED PROJECTS 

 
Firms Construction Professional 

Services 

Other Services Procurement Aggregate 

Totals 

      
 

 

     

DBE FIRMS 286 89 10 11 396 

NON-DBE FIRMS 197 81 26 220 518 

ALL FIRMS 483 170 36 231 914 

 
                 # of DBEs 
Goals = -------------------- 
             # of ALL FIRMS 

 
286 
-----  = 59.21 % 
483 

 
89 
----  = 52.35% 
170 

 
10 
----  = 27.77% 
36 

 
11 
----  = 4.76% 
231 

 
396 
----  = 43.32% 
914 

      

 
Only those DBE firms that met 49 CFR Part 26 eligibility standards were included in the 
baseline figure.     

 
STEP 2 ADJUSTMENT 

 
To adjust the baseline goal the County considered the following adjustment factors: 
 

• DBE capacity as measured by the DBE performance and achievement for the past ten 
years. 

• Past and present anecdotal information on discrimination 

• Statistical disparities in lending practices and business formation 
 
The effects of these adjustment factors will result in either a decrease or increase to the 
baseline goal, and provide a final goal.  This translates into the following formula:       

 
                #  DBE firms                       = Baseline Goal +/- Adjustment Factor(s) = Adjusted Goal %  

# DBE firms + # all non-DBE firms                        

 
Application of the adjustments to the baseline goal yielded the results displayed in Table 
5a below. 
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TABLE 5a 

 
ADJUSTMENT OF BASELINE GOAL FOR FTA ASSISTED PROJECTS 

 

 Construction Professional 

Services 

Other Services Procurement Overall  

Goal 

1. Enter Step #1 
Goals targeted 
for DBEs 

    59.21% 

 
   52.35 % 
 

27.77% 4.76% 43.32% 

2. Anecdotal 
Information on 
Discrimination 

Due to the lack of a disparity study and the difficulty of assigning a numerical value 
to the effects of discrimination this factor was not used to adjust the final goal. 
 

3. Statistical 
Disparities 

Information presented by the University of Wisconsin – Milwaukee on the rate of 
minority and women business formation was considered but not incorporated into 
the adjustment of the final goals due to the difficulty of assigning a numerical value. 

4. DBE Capacity 
and 

Local Market 
Conditions 

DBE capacity as indicated by the last 10 years4 of DBE participation was a 
significant adjustment factor in obtaining the final goal. Only three years of data is 
available for transit projects 
 

� Adjusted 

Total      as 

Percentages 

  

35.52% 35.31% 10.00% 3.92% 11.52% 

       

 
ADJUSTMENTS FOR FTA PROJECTS BASED UPON DBE CAPACITY AS MEASURED BY 

PAST ACHIEVEMENTS 

 

The County reviewed DBE achievements for FFY 2001-2010 to obtain the median.  The 
median was then added to the Step 1 baseline goal, and then averaged.  This result was 
used as the final adjusted goal.  Applying this formula we get a median of 19.84% for 
Construction.  The Step 1 goal was 59.21%.  Adding the two figures we get 79.05%.   
The average of this figure is 39.52 %.  Based upon the nature of the contracts, the number 
of DBE firms available, and the past DBE Achievements, the goal was adjusted 
downwards to 35.52%.  For Professional Services projects, the Step 1 goal of 52.35% is 
high given the nature of the type of contracts expected to be let during this 3-year period. 
The median for professional service contracts is 18.28%.  Adding this to the Step 1 goal 
of 52.35%, we get 70.63%.  The average of this figure is 35.31%. Therefore, the final 
adjusted goal for professional services is 35.31%. Upon reviewing the Paratransit projects 
anticipated for 2012-2014, we find that Milwaukee County will be soliciting a multi-year 
paratransit contract. Milwaukee County has had few paratransit contracts, and for this 
reason there is limited historical data upon which to rely for past DBE achievements. The 
paratransit contract will provide opportunities for DBE participation, and based upon 

                                                           
4 See Appendix C (10 year DBE achievements) 
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DBE achievements on the paratransit project we anticipate that we will achieve similar 
results.  On past paratransit projects the DBE goal had been set at 7%.  Adding this figure 
to the Step 1 goal of 27.77% we get 34.77%. The average of this is 17.39%. In reviewing 
the paratransit DBE achievements since November of 2008, we find that the DBE 
achievement has hovered around 9%.  For FFY 2011 it is anticipated that the DBE 
achievement will be around 11%. Therefore it is appropriate to adjust the Step 1 goal of 
27.77% downwards to 10%. To make the final adjustment to the Procurement goal, the 
County analyzed the nature of procurement projects, past DBE achievements, and the 
number of DBE firms available, and decided to adjust the goal downwards. The median 
achievement of 3.08% was added to the Step 1 goal of 4.76%. The result was 7.84%, 
which was then averaged to get the adjusted goal of 3.92% for procurement projects. The 

final overall DBE goal for all projects is 11.52%. 

TPWT - September 14, 2011 - Page 40



Milwaukee County  June 15, 2011  Page 18 

FFY 2012-2014 
FTA DBE Goals 
                   
 

 

 

SECTION IV 

 

DETERMINATION OF RACE-NEUTRAL AND RACE-CONSCIOUS 

COMPONENTS 

 

 
To breakdown the overall goal into the race-neutral and race-conscious components, the 
County relied on its past experience. The County looked at the achievement of the goals 
for FFY 2001 through 2010.  The race-neutral and race-conscious components were 
determined by analyzing the DBE achievements against the actual goals set for FTA 
funded projects.5  The median achievement over, or under, the assigned goal is used to 
get a breakdown of race-neutral and race-conscious components of the goal. The median 
over achievement can reasonably be used to determine the race-neutral component of the 
overall goal.  Under achievement is an indication that the race-conscious portion should 
constitute a larger component of the overall goal.    
 

RACE-NEUTRAL AND RACE-CONSCIOUS GOALS FOR FTA ASSISTED PROJECTS 

 
Using the rationale described above, the final overall goal was adjusted to show the race-
conscious and race-neutral components, as displayed in Table 6 below.    
 
The County will adjust the estimated breakout of race-neutral and race-conscious 
participation as needed to reflect actual DBE participation in accordance with Section 
26.51(f).   The County will track, and report, race-neutral and race-conscious separately.  
For reporting purposes race-neutral includes but is not limited to the following: DBE 
participation through a prime contract a DBE obtains through customary competitive 
procurement procedures; DBE participation through a subcontract on a prime contract 
that does not carry a goal; DBE participation on a prime contract exceeding a contract 
goal; and DBE participation through a subcontract from a prime contractor that did not 
consider a firm’s DBE status in making the award.  

 
BREAKDOWN OF GOAL INTO RACE-NEUTRAL AND RACE-CONSCIOUS COMPONENTS  

 
For FTA assisted construction projects, the 10-year history of DBE goal attainment from 
FFY 2001 to FFY 2010 indicates that the County exceeded the DBE Goal in 6 out of the 
10 years. Shortfalls were experienced in FFY 2001, FFY 2002, FFY 2008 and FFY 2010.  
The DBE overages for FFY 2005 and FFY 2006, 61.40% and 80.02% respectively, were 
highly unusual.  The median overage for the period (2001 through 2010) is 3.23%.  For 
FFY 2012-2014 we anticipate that the race-neutral achievement will come close to the 
median of 3.23%.  For this reason, the race-neutral component of the overall goal of 

                                                           
5 Please refer to Appendix C (10 year DBE achievements)   
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35.52% was set at 3.23% and the remaining 32.29% of the goal will be achieved through 
the assignment of race-conscious contract goals.   
 
For professional services, the County has met and exceeded its contract goals in each of 
the past two years. The median overage is 7.25%. For this reason 7.25% of the goal of 
35.31% will be met through race-neutral means while the remaining 28.06% will be met 
using race-conscious means. For procurement projects, the County underachieved its 
goals in six out of the ten years covered by this historic data period.   In FFY 2010, the 
County experienced an overage by 2.21%, which is the highest percentage for this period.  
In 2004, the under achievement was -3.01%.  Based upon this historical data, it was 
decided that the goal of 3.92 % would be achieved entirely through race-conscious 
means.   
 
For the Paratransit projects, the median overage is 1.11%. For this reason, 1.11% of the 
goal will be met using race-neutral means and the remaining 8.89% will be met using 
race-conscious means.  

 
TABLE 6  

 
FINAL OVERALL FTA DBE GOALS FOR FFY 2012-2014 

 
    

TYPE OF 

PROJECTS 

RACE-NEUTRAL GOAL RACE-CONSCIOUS GOAL OVERALLGOAL 

 

    

Construction 

 

3.23% 

$5,261,000x.0323=$169,930 

32.29% 

$5,261,000x.3229=$1,698,776 
35.52% 

$5,261,000x.3552=$1,868,706 
 

Professional 

Services 

7.25% 

643,940x.0725=$46,685 
28.06 % 

$643,940x.2806=$180,689 

35.31% 

$643,940x.3531=$227,374 
 

Other Services 

 

1.11% 

$32,000,000x0111=$355,200 
8.89% 

$32,000,000x 0889=$2,844,800 
10.00% 

$32,000,000x.10=$3,200,000 
 

 

Procurement  

 

0.00% 

            $12,167,000x0=0% 
3.92%             

$12,167,000x.0392=$476,946 
 

3.92% 

$12,167,000x.0392=$476,946  
 

Totals 1.14% 

           $571,815    = 1.14% 
            $50,071,940 

10.38% 

               $5,201,211  = 10.38% 
              $50,071,940 

11.52% 

             $5,773,026  = 11.52% 
             $50,071,940 

 

    

 

 

The overall goals stated above are an aspirational target for expending federal funds with 
DBE firms. Local market conditions and capacity of DBE firms in specific industry 
classifications may make ongoing adjustments of the overall goal necessary.  
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The County will adjust the estimated breakout of race-neutral and race-conscious 
participation as needed to reflect actual DBE participation in accordance with Section 
26.51(f). The County will track, and report, race-neutral and race-conscious achievements 
separately. For reporting purposes race-neutral includes but is not limited to the 
following:  DBE participation through a prime contract a DBE obtains through customary 
competitive procurement procedures; DBE participation through a subcontract on a prime 
contract that does not carry a goal; DBE participation on a prime contract exceeding a 
contract goal; and DBE participation through a subcontract from a prime contractor that 
did not consider a firm’s DBE status in making the award.  

 
CONTRACT GOALS 

 
Following Section 26.51(e) (1) and (2), contract goals will be used to meet any portion of 
the overall goal that the County projects cannot be met through race-neutral participation.  
The County will assign contract goals only on those projects that have subcontracting 
possibilities.  In accordance with Section 26.51(e)(4), the County will also ensure that the 
assignment of contract goals will provide for the participation of all certified DBEs and 
will not be sub-divided into group specific goals. 
 
Milwaukee County, in compliance with Section 26.51(f), will continue to monitor DBE 
participation, and will make necessary adjustments to ensure that the program is narrowly 
tailored.   
 
Milwaukee County will express contract goals as a percentage of the total amount of a 
USDOT assisted contract (i.e., including local and federal funds). 
 

GOOD FAITH EFFORTS 

 

In accordance with Section 26.53, Milwaukee County will require a prime contractor to 
submit a good faith waiver request in instances where the prime contractor is unable to 
meet the contract goal. 
 
In determining whether a prime contractor has demonstrated good faith in meeting the 
goal, the goal will follow provisions contained in Section 26.53.   The County has 
implemented policy and procedures to provide administrative reconsideration to 
contractors deemed not to have demonstrated good faith in meeting the goal.  As part of 
this administrative reconsideration, the contractor is afforded an opportunity to provide 
written documentation or argument concerning the issue of whether it met the goal or 
made adequate good faith efforts to do so.  Contractors can request a hearing before a 
three-member committee within two days of the notification of denial. 
 
The three-member panel consists of officials who did not participate in the original 
determination that the contractor failed to demonstrate good faith efforts or meet the goal.   
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Contractors, therefore, have the opportunity to meet with the reconsideration officials to 
discuss the issue, and to present additional evidence or information to enable the panel to 
make a final determination as to whether or not the contractor has demonstrated good 
faith efforts in not meeting the goal.  The panel will issue its final decision in writing 
within three days of the informal hearing.  The decision will contain the basis for finding 
that the contractor did, or did not; demonstrate good faith in meeting the goal. 
 
The result of the reconsideration will not be administratively appealable to the United 
States Department of Transportation. 
 

COUNTING DBE PARTICIPATION TOWARDS OVERALL AND CONTRACT GOALS 

 

Milwaukee County will follow crediting and counting provisions contained in Section 
26.55 to determine DBE participation on USDOT assisted projects. 
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APPENDIX: A 

 

DBE Advisory Task Force 

Directory 
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Member American Indian Chamber of Commerce-WI 

  Mr. Jeff Bowman, President 
10809 W. Lincoln Ave. 

  West Allis, WI 53227 
  Phone: (414) 604-2044 
  Email: aiccw@execpc.com 
 
Member Milwaukee Building and Construction Trade Council 

  Mr. Lyle Balistreri, President 
5941 W. Blue Mound Rd. 

  Milwaukee, WI 53213 
  Phone: (414) 475-5580 
  Fax: (414) 475-5590 
  Email: bldgtrds@execpc.com 
 
Member NAACP-Milwaukee Branch 

  Atty. James Hall, President 
  1915 N. Martin Luther King Dr. 
  Milwaukee, WI 53212 
  Phone: (414) 871-1000 
  Fax: (414) 871-1091 
  Email: 
 
Member Milwaukee Urban League 

  Mr. Ralph Hollmon, President 
  435 W. North Ave. 
  Milwaukee, WI 53212 
  Phone: (414) 374-5850 
  Fax: (414) 562-8620 
  Email: rhollmon@tmul.org 
 
Member US-Bank, Inc. 

  Mr. Ken Pinckney, Commercial Banking, Vice President 
  201 W. Wisconsin Ave.  
  Milwaukee, WI 53203 
  Phone: (414) 227-6018 
  Fax: (414) 227-5416 
  Email: kenneth.pinckney@usbank.com 
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Member Wisconsin Women’s Business Initiative Corporation (WWBIC) 

  Ms. Wendy Baumann, President 
  1915 N. Martin Luther King Dr. 
  Milwaukee, WI 53212 
  Phone: (414) 372-2070 
  Fax: (414) 263-5456 
  Email: info@wwbic.com 
 
Member Wisconsin Association of Consulting Engineers 

  Ms. Rose Morgan, President 
  205 W. Highland Ave. Ste. 501 
  Milwaukee, WI 53203 
  Phone: (414) 347-1607 
  Fax: (414) 347-1347 
  Email: rmorgan@emcsinc.com 
 
Member American Asian Community 

  Ms. Terri Ni, President, TN & Associates 
  1033 N. Mayfair Rd. 
  Milwaukee, WI 53226 
  Phone: (414) 257-4200 
  Fax: (414) 257-4224 
  Email: kfoey@wi.tna-inc.com 
 
Member Southeast Chapter of WSA 

  Mr. Mark Rapant, President 
  Graef, Anhalt & Schloemer & Associates 
  125 S. 84th St. Ste. 401 
  Milwaukee, WI 53214 
  Phone: (414) 259-1500 
  Fax: (414) 259-0037 
  Email: mark.rapant@gasai.com 
 
Member National Association of Minority Contractors -Wisconsin Chapter 

  Mr. Brian Mitchell, President 
  200 N. Jefferson St., Ste 201 
  Milwaukee, WI 53202 
  Phone: (414) 271-1090 
  Fax: (414) 271-1085 
  Email: brian@choiceconstruction-wi.com 
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Member Associated General Contractors of Greater Milwaukee 

  Mr. Bob Stelter, President 
  10400 Innovation Dr. Ste. 210 
  Milwaukee, WI 53226 
  Phone: (414) 778-4100 
  Fax: (414) 425-9680 
  Email: bstelter@agc-gm.com 
 
Member Hispanic Chamber of Commerce 

  Ms. Maria Monreal-Cameron, President 
  1021 W. National Ave. 
  Milwaukee, WI 53204 
  Phone: (414) 643-6963 
  Fax: (414) 643-6994 
  Email: mcameron@hccw.org 
 
Member Metropolitan Milwaukee Association of Commerce 

  Mr. Tim Sheehy, President 
  756 N. Milwaukee St. 
  Milwaukee, WI 53202 
  Phone: (414) 287-4100 
  Fax: (414) 271-7753 
  Email: kmclees@mmac.org 
 
Member WI Transportation Builders Association 

  David Bechthold 
1 South Pinckney, Suite 818 
Madison, WI 53703 

  Phone: (608) 546-2255 
  Fax: (608) 546-2266 
  Email:  
 
Member AIA Wisconsin 

  321 S. Hamilton Street 
  Madison, WI 53703-4000 
  Phone: (608) 257-8477 
  Fax: (608) 257-0242 
  Email: mary@aiaw.org 
  www.aiaw.org 
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     File No. 11- 
 

        (Journal, September 2011) 
 
 
(ITEM NO.) From the Director, Community Business Development Partners, 
requesting authorization to submit the FFY 2012 - 2014 USDOT Disadvantaged 
Business Enterprise (DBE) Goals, by recommending adoption of the following: 
 

A RESOLUTION 
 
 WHEREAS, the United States Department of Transportation (USDOT) 
requires all recipients of federal USDOT dollars to submit by August 1 of each 
reporting year their goals for disadvantaged business enterprise (DBE) 
participation in federally-funded USDOT projects for the following three (3)year 
federal fiscal period; and 
 
 WHEREAS, the goals must be calculated in accordance with a 
methodology prescribed in 49 CFR Part 26; and 
 

WHEREAS, following goal setting methodology prescribed in 49 CFR 
26, the Community Business Development Partners Office (CBDP) formulated 
DBE goals for anticipated USDOT assisted projects for Federal Fiscal Years 
2012 –2014; and 

 WHEREAS, the CBDP has published the goals for a 45-day public 
comment period in accordance with federal regulations; and 
 

WHEREAS, the report with the DBE Goals for FFY 2012 - 2014 must be 
reviewed by the County Board prior to submittal to USDOT;  
 

WHEREAS, the goals are as follows: 
 
FTA Transit: 

• Construction: 35.52%, to be achieved with 32.29% race-conscious 
efforts and 3.23% race-neutral efforts; 

• Professional Services: 35.31 %, to be achieved with 28.06% race- 
conscious efforts and 7.25% race-neutral efforts;  

• Procurement: 3.92%, to be achieved with 3.92% race-conscious efforts 
and 0.00% race-neutral efforts; 

• Other Services (Paratransit): 10.00%, to be achieved with 8.9% race- 
conscious efforts and 1.11% race- neutral efforts; 

• Overall FTA goal: 11.52%, to be achieved with 10.68% race-conscious 
efforts and 1.14% race-neutral efforts;  
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Now, therefore, 
 
BE IT RESOLVED, that the Milwaukee County Board of Supervisors 

hereby authorizes and directs the Community Business Development Partners to 
submit the annual DBE goals for USDOT Assisted Projects, to the Federal 
Transit Administration (FTA) for anticipated contracts in FFY 2012 - 2014. 

 

 FISCAL NOTE: Adoption of this resolution will not require an expenditure of 
funds (see attachment). 
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MILWAUKEE COUNTY FISCAL NOTE FORM 

 
 
 

DATE: August 30, 2011 Original Fiscal Note    
 

Substitute Fiscal Note   
 
SUBJECT: Resolution by the County Board of Supervisors authorizing Community Business 
Development Partners (CBDP) to submit Disadvantaged Business Enterprise (DBE) Goals for 
United States Department of Transportation (USDOT) assisted projects to the Federal Transit 
Administration (FTA) for anticipated contracts in FFY 2012 - 2014. 
  
  
 
FISCAL EFFECT: 
 

 No Direct County Fiscal Impact  Increase Capital Expenditures 
   

  Existing Staff Time Required 

   Decrease Capital Expenditures 

 Increase Operating Expenditures 

 (If checked, check one of two boxes below)  Increase Capital Revenues  
 

  Absorbed Within Agency’s Budget  Decrease Capital Revenues 
 

  Not Absorbed Within Agency’s Budget  
  

 Decrease Operating Expenditures  Use of contingent funds 
 

 Increase Operating Revenues 
 

 Decrease Operating Revenues 
 
Indicate below the dollar change from budget for any submission that is projected to result in 
increased/decreased expenditures or revenues in the current year. 
 
 

 Expenditure or 
Revenue Category 

Current Year Subsequent Year 

Operating Budget Expenditure  0  0 

Revenue  0   0 

Net Cost  0   0 

Capital Improvement 
Budget 

Expenditure               

Revenue               

Net Cost               
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DESCRIPTION OF FISCAL EFFECT  
 
In the space below, you must provide the following information.  Attach additional pages if 
necessary. 
 
A. Briefly describe the nature of the action that is being requested or proposed, and the new or 

changed conditions that would occur if the request or proposal were adopted. 
B. State the direct costs, savings or anticipated revenues associated with the requested or 

proposed action in the current budget year and how those were calculated.
 1
  If annualized or 

subsequent year fiscal impacts are substantially different from current year impacts, then 
those shall be stated as well. In addition, cite any one-time costs associated with the action, 
the source of any new or additional revenues (e.g. State, Federal, user fee or private 
donation), the use of contingent funds, and/or the use of budgeted appropriations due to 
surpluses or change in purpose required to fund the requested action.   

C. Discuss the budgetary impacts associated with the proposed action in the current year.  A 
statement that sufficient funds are budgeted should be justified with information regarding the 
amount of budgeted appropriations in the relevant account and whether that amount is 
sufficient to offset the cost of the requested action.  If relevant, discussion of budgetary 
impacts in subsequent years also shall be discussed.  Subsequent year fiscal impacts shall be 
noted for the entire period in which the requested or proposed action would be implemented 
when it is reasonable to do so (i.e. a five-year lease agreement shall specify the costs/savings 
for each of the five years in question).  Otherwise, impacts associated with the existing and 
subsequent budget years should be cited.  

D. Describe any assumptions or interpretations that were utilized to provide the information on 
this form.   

 
 
A. _The submission of DBE Goals by CBDP to the USDOT Operating Administration, in this case 
the FTA, from whom funds are received is a requirement of all recipients, per 49 CFR 26.3 and 
26.45.  This resolution will ensure that Milwaukee County maintains compliance with Federal 
regulations and continues to receive USDOT funding for its transit operations, administration and 
capital development projects. 
 
B.  There are no direct costs related to these DBE Goals being submitted to FTA. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

                                                 
1 If it is assumed that there is no fiscal impact associated with the requested action, then an explanatory statement that justifies that 

conclusion shall be provided.  If precise impacts cannot be calculated, then an estimate or range should be provided.   
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Department/Prepared By  Freida Webb                                                              
 
Authorized Signature ________________________________________ 
 

Did DAS-Fiscal Staff Review?  Yes  No  
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COMPANY NAME CONTACT PERSON ADDRESS PHONE NUMBER EMAIL

4N Consultants, Inc. Jaya Sharma 1907 Sherman Ave, #15, Madison, 53704 608-695-0530 fournconsultants@earthlink.net

A & A Plumbing of Milwaukee Val Anderson, Jr 9401 W Beloit Rd, #114, Milwaukee, 53227 414-546-0382 val@aaplumbing.org

Abaxent, LLC Adonica Randall N28 W23050 Roundy Dr, #2A, Pewaukee, 53072 262-521-9006 arandall@abaxent.com

Acevedo PS Services Enrique Acevedo 8301 S 36th St, Franklin, 53132 414-241-4481 helpdesk@acevedopcservices.com

Adams Crete Matthew Adams 805 Agusta St, Racine, 53402 262-639-2600 matt.adams@adamscrete.com

Adaptive Electrical Controls, Inc Joanne Giese 15050 Froedtert Dr, Elm Grove, 53122 262-789-5415 adapelect@aol.com

Advance Painting & Construction Builders, LLC Arthor Delaney 1964 W Hampton Ave, Milwaukee, 53209 414-372-1200 advancepcb@hotmail.com

African American Black Business Association of MadisonNedra Bobo PO Box 1544, Madison, 53701-1544 beip@charter.net

African American Chamber of Commerce of Greater MilwaukeeCurt Harris 6203 W Capitol Dr, Milwaukee, 53216 414-462-9450 charris@aaccmke.org

Aguilar Trucking Josefa Aguilar 3360 S 46th St, Milwaukee, 53219 414-647-0631 jaguilar7@wi.rr.com

AJR Industrial Lawn & Snow Maintenance, LLC Alvin Robinson PO Box 511610, Milwaukee, 53203 414-732-0736 industrialajr@yahoo.com

All Pavement Marking, LLC Barbra Helker 16735 W Dakota St, New Berlin, 53151 262-7870960 Barb@allpavement.com

AMC Landscaping Arturo Munoz 2117 S 30th St, Milwaukee, 53215 414-418-9941 amunoz@msn.com

American Councial of Engineering Companies of Wisconsin (ACEC of WI)Rose Morgan 3 S Pickney St, Ste 800, Madison, 53703 608-257-9223 acecwi@acecwi.org

American Design, Inc John T. Williams 2821 N 4th St, Ste 537, Milwaukee, 53212 414-263-5020 jtw@american-design.net

American Indian Chamber of Commerce of WI Craig Anderson 10809 W Lincoln Ave, West Allis, 53227 414-604-2044 craiga@aiccw.org

American Institue of Architects - Milwaukee 321 S Hamilton St, Madison, 53703 608-257-8477 info@aiamilwaukee.org

Anderson Home Repair John Anderson 2707 N 16th St, Milwaukee, 53206 414-324-6606 janderson@anderson-repair.com

AP Contractors Mark Thomas 5425 S 98th St, Hales Corners, 53130 414-425-3533 thomasrita1@att.net

Arrow-Crete Construction, LLC Ann Neshek PO Box 14823, Milwaukee, 53214-0823 414-443-1911 Aneshek@wi.rr.com

Arteaga Construction, Inc Anthony Arteaga 4000 S Pine Ave, Milwaukee, 53207-4537 414-744-7944x108 anthony@arteagaconstruction.com

Assemblage Architects Hamid Noughani 410 D'Onofrio Dr, Ste A, Madison, 53179 608-827-5047 noughani@assemblagearchitects.com

Associated General Contractors of Greater MilwaukeeMichael Fabishak 10400 Innovation Dr, Ste 210, Milwaukee, 53226 414-778-4100 mfabishak@agc-gm.com

B & D Contractors, Inc Lindsey Mehring 17020 W Rogers Dr, New Berlin, 53151 262-784-9393 lmehring@b-dcontractors.com

Barrientos Design & Consulting, Inc Norman Barrientos 205 W Highland Ave, Ste 303, Milwaukee, 53203 414-271-1812 Norman@barrientosdesign.com

BDT Contractors Byron Thompson 215 W Maple St, #15, Milwaukee, 53204 414-460-5372 bthompson15@wi.rr.com

Becca's Way Regina Vandenlangenberg 8441 W Kaul Ave, Milwaukee, 53225 414-788-6460 regina.vandy@beccasway.com

Belonger Corporation Jean Marie Thiel 2334 Stonebridge Cir, Ste D, West Bend, 53095 262-334-9111 jeanmariethiel@belonger.net

Blue Ribbon Industries, Inc Hardeep Singh PO Box 488, Germantown, 53022-0488 262-255-5001 blueribb@merr.com

BMJ Trucking Bryant Johnson 8726 N 68th St, Milwaukee, 53223 414-371-7194 bljssi@aol.com

BMR Design Group, Inc Luis Barbosa 503 W Lincoln Ave, Milwaukee, 53207 414-384-2996 bmr3d@aol.com

Boer Architects, Inc Jillian Stankowski 1123 N Water St, Milwaukee, 53202 414-223-3353 jstankowski@boerarch.com

Brenner Corporation Sandra Hollman 2344 S Burrell St, Milwaukee, 53207 414-482-2500 shollmann@brennercorp.com

Building Preventative Maintenance Corporation Gwendolyn Sheppard 8590 N Stoneridge Ct, Milwaukee, 53223 414-426-6771 BPMCorporation@gmail.com

Bullet Transit Company Linda Brumm 22 Manor Hill Cir, Madison, 53717 608-836-3838 lbullet88@aol.com

BungeeCraft Edward Hartfield 10437 Innovation Dr, Ste 548, Milwaukee, 53226 888-841-4450 ehartfield@bungeecraft.com

Camara Latina De Comercio - Madison PO Box 259851, Madison, 53725 608-712-3522 board@camaradecomerciolatina.org

Cartridge Savers Robert Wangard 6613 Seybold Rd, #F, Madison, 53719 608-227-7283 rob.w@cartridgesavers.com

Cass Trucking Walter Poznanski 2118 W Bridge St, Milwaukee, 53221 414-587-7749 casstrckng@aol.com

Casso & Son Trucking Juan Casso 4406 W Barnard Ave, Milwaukee, 53220 414-325-2917 cassoandsontr@yahoo.com

FTA Goal Setting Notification List

TPWT - September 14, 2011 - Page 54



Certified Contractors Michael Torian 7424 N 43rd St, Milwaukee, 53209 torianmichael@yahoo.com

Cervantes Consulting Engineers, LLC Noel Cervantes 3740 W Southland Dr, Franklin, 53132 414-761-5502 noel.cervantes@nanasc.com

CG Schmidt, Inc Mike Abuls 11777 W Lake Park Dr, Milwaukee, 53224 414-577-1177 info@cgschmidt.com

Choice Construction Scott Fulton N59 W14397 Bobolink Ave, Menomonee Falls, 53051 262-723-5080x123 sfulton@choiceconstruction-wi.com

CM Sobczyk Trucking Carolyn Sobczyk W224 S8555 Industrial Ave, Big Bend, 53103 262-662-4190 cmsobczyk@msn.com

Continuum Architects & Planners, SC Ursula Twombly PO Box 510663, Milwaukee, 53203 414-220-9640 ursula.twombly@continuumarchitects.com

Cornelius Constructors Corporation Richard Cornelius 2730 Church Rd, Jackson, 53037 262-677-3330 rljb24711@aol.com

CW Enterprise Electric Company, Inc. Kathy Stinebrink W226 N781 Eastmound Dr, #C, Waukesha, 53186 262-832-9920 kathys@cwenterpriseelectric.com

D & H Technical Services Floyd DeBow PO Box 250841, Milwaukee, 53225 414-698-7861 fdebow@sbcglobal.net

Dairyland Electric Company, Inc. Christopher Martinez 4565 N 128th St, Butler, 53007 262-783-1550 cmartinez@dairylandelectric.com

Dekoven Enterprises Donzalia Greer 2062 N Riverboat Rd, Milwaukee, 53212 414-837-8537 dekovenenterprises@yahoo.com

Destreee Design Architects Melissa Destree 222 W Washington Ave, Ste 310, Madison, 53703 608-345-3233 melissa@destreearchitects.com

Dionne Construction & Traffic Company, Ltd Walter L Ward, Jr 3757 N Port Washington Ave, Milwaukee, 53212 414-326-7926 wwdionne2@gmail.com

Diva Plumbing Company, LLC Lauren Tracey PO Box 522, Brookfield, 53008 414-332-2336x101 admin@divaplumbing.com

DNA Enterprises Dorothy Nwonye 5225 W Center St, Ste 1, Milwaukee, 53210 414-447-6237 dnownye@yahoo.com

Dorschner Associates Diana Dorschner 849 E Washington Ave, Ste 112, Madison, 53703 608-204-0777 ddorschner@dorschnerassociates.com

Doug Rohde, Inc Sue Rohde-Perry 5270 W Clinton Ave, Milwaukee, 53223 414-355-5420 sue@dougrohdeinc.com

Eaton's Asphalt Service Inc Leo Eaton 8500 W Kaul Ave, Milwaukee, 53225 414-358-3180 eatonasp@cs.com

EJ Meyer Trucking Erma Meyer 7225 W Squire Ave, Milwaukee, 53220 414-282-2492 dtthmpsn4@yahoo.com

El Conquistador Victor Huyke 3206 W National Ave, Milwaukee, 53215 414-383-1000 editor@SpanishElConquistador.com

EL Walker & Associates Edward Walker 3440 N 57th St, Milwaukee, 53216 414-510-3772 lambed@yahoo.com

EMCS, Inc Annette Mueller 1300 W Canal St, Ste 200, Milwaukee, 53233 414-347-1607 amueller@emcsinc.com

Evans Law Firm Roy Evans 4206 W North Ave, Milwaukee, 53208 414-445-3855 evans.roy@att.net

Flores Contractors Marlene Voight 110 W Haven Dr, Watertown, 53094 920-253-9606 florescontractors@yahoo.com

Foust Foundations Tara Foust N2312 Becker Rd, Fort Atkinson, 53538 920-568-8169 foustinc@aol.com

Franklin Mechanical Corportation Sandra Dempsey 9023 S 27th St, Franklin, 53132 414-761-2076 sandraruiz2000@hotmail.com

Franklin Trucking, Inc Joyce Servi PO Box 91, Sussex, 53089 262-695-0055 franklintrucking@gmail.com

George Harris Trucking George Harris 4630 N Teutonia Ave, Milwaukee, 53209 414-332-3674 drevangelist@sbcglobal.net

Gerogie Transport Cynthia Meyer 13020 Six-One Half Mile Rd, Caledonia, 53108 262-835-2499 georgietrans@yahoo.com

Gibraltar Landscape Steve Maria 1659 N 120th St, Milwaukee, 53226 414-771-9740 gibraltar@wi.rr.com

GNG Enterprises Warren Gorman 2909 N 57th St, Milwaukee, 53210 414-491-4814 gorman230@yahoo.com

Great Lakes Contracting, Inc William Beson 4810 N 124th St, Milwaukee, 53225 414-463-9355 wrb@greatlks.com

Ground Effects of WI Charly Boelter PO Box 3937, Oshkosh, 54092 920-233-9180 bcharly13@aol.com

Habermehl Electric, Inc Sylvia Habermehl 9542 S 58th St, Franklin, 53132 414-421-1100 sylvia@habermehlelectric.com

Hairston Trucking Gene Hairston 4021 Twin Oakes Dr, Madison, 53714 608-222-7778 ghcowboy@yahoo.com

Hall Trucking Tamara Hall 4363 96th St, Franksville, 53126 262-835-2794 htrk61@aol.com

Heritage Ready Mix, Inc Eric Johnson 6122 N 76th St, Milwaukee, 53218 414-445-5353 HERITAGEREADYMIX@AOL.Com

Hispanic Business & Professionals Association PO Box 081644, Racine, 53408 info@hbparacine.org

Hispanic Business Alliance of Racine/Kenosha 433-1/2 Main St, Racine, 53408

Hispanic Chamber of Commerce of WI Maria Monreal-Cameron 1021 W National Ave, Milwaukee, 53204 414-643-6963 mcameron@hccw.org

Hmong WI Chamber of Commerce Charles Vang 3616 W National Ave, Ste 99, Milwaukee, 53215 414-899-5014 cvang@amfam.com

Hoffman Landscape, LLC Katharina Hoffman 4569 W 5 Mile Rd, Caledonia, 53108 414-426-4731 hoffmanlandscapellc@gmail.com

Holliman & Laster Plumbing, LLC Rahdiah Laster 2465 W Vilet St, Milwaukee, 53205 414-342-7760 hollimanlaster@yahoo.com

Hopwood Masonry, Inc Barbara Hopwood 6579 N Teutonia Ave, Milwaukeee, 53209 414-352-6208 HOPWOODII@aol.com

Hurt Electric, Inc Henry Hurt N57 W14502 Shawn Cir, Menomonee Falls, 53051-5932 262-252-0500 hurtelectric@hotmail.com
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HVA Products, Inc Krishan Mehta PO Box 428, Thiensville, 53092 262-242-9393x103 kris@hvaproducts.com

IBC Engineering, Inc Fieena Zvenyach N8 W22195 Johnson Dr, Ste 180, Waukesha, 53186 262-549-1190 fieenaz@ibcengineering.com

Innovative VM Darren Fisher 6700 N 109th St, Milwaukee, 53224 414-265-5755 www.innovativevm.com

Insulation Technologies Patrina Fernandez 321 N 25th St, Milwaukee, 53233 414-732-2234 patrina@intecwi.com

Islas Trucking Alfredo Islas 3010 S 41st St, Milwaukee, 53215 414-334-1140 ajislas57@yahoo.com

Ivision Solutions, Inc Sonali Nair 1001 W Glen Oaks Ln, #105, Mequon, 53092 262-240-2250 bijoynair@ivisionsolutionsinc.com

Jaramillo Contractors, Inc Francisco Jaramillo 4709 Hwy H, Franksville, 53126 414-651-9401 JaraContractors@msn.com

JCP Construction Clifton Phelps 2839 N 2nd St, Milwaukee, 53212 414-372-7300 clifton@jcp-construction.com

Joe Nevels Landscape Company Joseph Nevels 9312 N 107th St, Ste B102, Milwaukee, 53224 414-355-3800 nevelslandscaping@sbcglobal.net

John Ranson Construction John Ranson 1828 S 76th St, Milwaukee, 53222 414-430-4193 john@ransonconstruction.com

Johnson's Demolition & Concrete Services Jimmie Johnson 2773 N 57th St, Milwaukee, 53210 414-793-7553 johnsonsdemo-conc@sbcglobal.net

Jordan Homes Outdoor Service Travis Jordan PO Box 1257, Milwaukee, 53201 414-207-1097 jordanhomes@wi.rr.com

Jose G Mora Trucking Veronica Sanchez 931 E Drexel Ave, Oak Creek, 53154 414-520-7110 vsanchez@pilotrucking.com

K & B Trucking, Inc Brenda Wieczorek 5732 W Rawson Ave, Franklin, 53132 414-423-9951 kbtrucking@wi.rr.com

K Singh & Associates Kamala Singh 1135 Legion Dr, Elm Grove, 53122 262-821-1171 ksingh@ksaconsultants.com

Kelly's Trucking Company Mandel Kelly 4747 N 69th St, Milwaukee, 53218 414-467-1487 ebonynash@yahoo.com

La Dallman Artitects, Inc Ann Trudeau 225 E Saint Paul Ave, Ste 302, Milwaukee, 53202 414-225-7450 trudeau@ladallman.com

Laborers' Local 113 Nacarci Fester 6310 W Appleton Ave, Milwaukee, 53210 414-873-4520 contactus@milwlaborers113.org

Leden's Trucking Theresa Tucker 7415 W Mill Rd, Milwaukee, 53218 414-353-7104 teannt@msn.com

LF Green Development, LLC Linda Fellenz 2834 E Allerton Ave, Milwaukee, 53235 414-254-4813 lfellenz@lfgreendevelopment.com

Liberty Contractors Jayne Swanson PO Box 320080, Franklin, 53132 414-529-3688 givemelib@aol.com

Luz Mercado Trucking Luz Mercado 4479 S Whitnall Ave, Milwaukee, 53235 414-732-5507 sabinas@earthlink.net

M Peters Trucking David Espitia 1796 E Newark Dr, West Bend, 53090 262-208-0280 mpeterstrucking1@yahoo.com

M Rodriquez & Sons Martin Rodriguez 2155 S 24th St, Milwaukee, 53215 414-332-6825 martinro123@yahoo.com

Mac's Trucking William Mack 4881 N 58th St, Milwaukee, 53218 414-702-0009 mac.william@att.net

Marek Landscaping, LLC Kristin Marek 820 E Knapp St, Milwaukee, 53202 kristin@mareklandscaping.com

Marshall & Illsley Bank Walt Buchanan 700 N Water St, Milwaukee, 53202 414-765-7700 walt.buchanan@micorp.com

Masonry Specialists II Kathleen Froode 4330 Conifer Ct, Union Grove, 53182 kathy@masonryspecialists.com

McDowell Affordable Concrete Sean McDowell PO Box 070696, Milwaukee, 53207-0696 414-744-5073 sean@mcdowellcorp.com

McKinley Corporation of Milwaukee Cassandra McKinley 2545 N 30th Street, Milwaukee, 53210 414-264-6673 mckinleyscorp@sbcglobal.net

MD Brown Trucking Marva Brown 6857 N 41st St, Milwaukee, 53209 414-228-9429 mdbrowntrucking@yahoo.com

Meticulous Services, Inc Alice Rouse 11209 W Green Tree Rd, Milwaukee, 53224 414-651-8836 meticulous@milwpc.com

Midwest Engineering Consultants Shau-Nong Jea 6004 N Port Washington Rd, Ste 6, Milwaukee, 53217 414-967-1014 shaunong.jea@gmail.com

Midwest Structure Engineering Cynthia Wang 2363 S 102nd St, Ste 101, Milwaukee, 53227 414-546-9284 cwang@midweststructure.com

Midwestern Roofing & Construction Yolanda Haire PO Box 100323, Milwaukee, 53209 414-444-3209 midwesternroofing@sbcglobal.net

Milwaukee Building & Construction Trades Council Lyle Balistreri 5941 W Bluemound Rd, Milwaukee, 53213 414-475-5580 kat@milwbuildingtrades.org

Milwaukee Community Journal Michael Holt 3612 N Dr MLK, Jr Dr, Milwaukee, 53212 414-265-5300 editorial@communityjournal.net

Milwaukee Iron Works Aby Gutierrez 1200 Davis Ave, Ste B, South Milwaukee, 53172 262-619-9700 aby@milwaukeeironworks.biz

Milwaukee Times Linda Jackson-Conyers 1936 N Dr MLK, Jr Dr, Milwaukee, 53212 414-263-5494

Milwaukee Urban League Ralph Hollmon 435 W North Ave, Milwaukee, 53212 414-374-5850 rhollmon@tmul.org

Ming King & Associates Gloria King 2244 Bluemound Rd, Unit C, Waukesha, 53186 262-717-9898 gloriak1882@sbcglobal.net

MJM Trucking Kathleen Mulvaney 21208 Allis Ave, Muskego, 53150 414-333-0850 mjmtruckinllc@yahoo.com

Multicultural Entrepreneurship Institute, Inc Nelson Soler 612 W National Ave, Milwaukee. 53204 414-383-4633 soler@multiculturalinstitute.com

ML Tharps & Associates ML Tharps 1845 N Farwell Ave, #109, Milwaukee, 53202 414-278-8535 morriet@aol.com
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NAACP - Milwaukee James Hall 2745 N Dr MLK, Jr Dr, Ste 202, Milwaukee, 53212 414-562-1000

National Association of Minority Contractors Brian Mitchell 200 N Jefferson St, Ste 201, Milwaukee, 53202 608-575-0176 brian@choiceconstruction-wi.com

New Tech of Wisconsin Jean Herrling 8617 Fairway Pl, Ste 1, Middleton, 53562 608-827-1400 lmu_newtech@yahoo.com

Next-In-Town Elandis Peete 4276 N 30th St, Milwaukee, 53216 414-491-0653 nextintownllc@yahoo.com

NEZA Trucking Arturo Martinez 3674 S 25th St, Milwaukee, 53221 414-334-0729 martinez.arturo87@yahoo.com

Noema, LLC Naheed Bleecker 2400 Whipple Tree Ln, Brookfield, 53045 414-975-0614 naheed@noema.com

Noticias Comunicacion en Espanol Alejandro Vazquez (sent to website "contact us" section)

Nu-Cheezz Trucking Undrael McCain 6104 Pinecone Way, Madison, 53719 608-274-8917 nrm17@charter.net

Nuvo Construction Company, Inc Jorge Lopez 6045 N 55th St, Milwaukee, 53218 414-464-6860 jlopez@nuvoconstruction.com

ODW Trucking Otic White 3515 N 49th St, Milwaukee, 53216 414-793-5967 odwtrucking@gmail.com

Ojibwa Ready Mix, LP Lindsey Mehring 17020 W Rogers Dr, New Berlin, 53151 262-784-9393 lmehring@b-dcontractors.com

Onyx Communications Jesse Ferguson 11210 W Green Tree Rd, Milwaukee, 53224 414-760-3092 onyx7004@aol.com

Patriot Truck Service, Inc Elizabeth Dzbinski PO Box 231, Waterford, 53185 262-534-4670

Perry's Trucking & Landscaping, LLC Charles Perry W229 N406 Wolf Rd, Waukesha, 53186 414-899-6014 charlesleroyp@yahoo.com

Pilos Trucking Veronica Sanchez 915 92nd St, Franksville, 53126 414-520-7171 vsanchez@pilostrucking.com

PL Freeman Company, Inc Prentice L Freeman, Jr 8520 W Lisbon Ave, Milwaukee, 53222 414-873-5549 prenticejr@plfreeman.com

Power Control, LLC Domenico Santilli 2349 S 13th St, Milwaukee 53215 414-688-6196 solar@powercontrolllc.com

Price & Sons, LLC Sterling Hyman 3008 W Capitol Dr, Milwaukee, 53216 414-449-0654 PrcSons@aol.com

Prize Winning Painting Linda Moreno 1225 W Birch Ave, Milwaukee, 53209 414-352-0198 morenolin@ameritech.net

Pro Electric, Inc Vincent Kirchoff 1640 122nd St, Franksville, 53126 262-895-2371 info@proelectricinc.us

PSJ Engineering, Inc Parmjit Jaspal 7665 N Port Washington Rd, Milwaukee, 53217-3175 414-352-2211 jesse@psjengineering.com

Quorum Architects Allyson Nemec 3112 W Highland Blvd, Milwaukee, 53208 414-265-9265 www.quorumarchitects.com

R & A Roofing, LLC Ranulfo Hernandez 1334 S 11th St, Milwaukee, 53204 414-645-5433 raroofing@sbcglobal.net

R & C Trucking Christina Cook 2827 Sharon Ln, Racine, 53406 262-818-2449 rctrucking10@yahoo.com

Ramirez Restoration Karl Ramirez 1724 S Geneva Pl, Milwaukee, 53211 414-962-4982 Karl@ramirezrestoration.com

Rockwell Mechanical, LLC Antonio Velez PO Box 37, Port Washington, 53074-0037 414-517-8545 av@rockwellmechanical.com

Rodriguez Construction Corporation Gail Skoug PO Box 574, Waukesha, 53188 262-544-6110 rodrigconstcorp@choiceonemail.com

Roy's Plumbing Ricky Nelson 1830 W Hampton Ave, Milwaukee, 53209 414-264-2812 paulaa@roysplumbinginc.com

Sanchez Painting & Decorating Carrie Van Roo 2624 W Greenfield Ave, Milwaukee, 53204 414-643-4610 carriev@sanchezpaintingcontractors.com

Schwister Electric, LLC Stacy Schwister 680 Decorah Rd, West Bend, 53095 262-675-9191 stacy@schwisterelectric.com

Seaway Bank & Trust Company Mr. Tracy Meeks 2102 W Fond Du Lac Ave, Milwaukee, 53206 414-343-0160 tracymeeks@seawaybank.us

Sharper Construction Jaime Rodriguez 2365 N 1st St, Milwaukee, 53212 414-988-5544 jaime@sharperconstructionllc.com

Sirrah Construction & Company, LLC James Harris 3430 N 53rd St, Milwaukee, 53216 414-442-7477 James@sirrahconstruction.net

SJ Stanley Trucking Sandy Stanley N68 W25658 Hwy VV, Sussex, 53089-3344 262-246-4560 sjstrkinc@wi.rr.com

Sosa Garcia Karla Priest 1770 S Muskego Ave, Milwaukee, 53204 262-227-0279 sales@sosagarcia.com

South Star Logistics Eric Johnson 6122 N 76th St, Milwaukee, 53218 414-445-5353 emjssi@aol.com

South Star, Inc Yolanda Johnson PO Box 16152, Milwaukee, 53216 414-445-5353 msyo1805@aol.com

South West Contractors Concepcion Chavez 2820 W Kilbourn Ave, Ste 105, Milwaukee, 53208 414-378-0717 southwestmilwaukee@yahoo.com

Southeast Chapter of WSA Mark Rpant 125 S 84th St, Milwaukee, 53214

Spanish Journal Robert Miranda rmiranda@wi.rr.com

Spann & Associates, LLC Bruce Spann W175 N 11086 Stonewood Dr, Ste B, Germantown, 53022-6509 262-255-8190 bspann@spannllc.com

Standing Stone Design, Inc Karl Lusis 15150 W Kingsway Dr, New Berlin, 53151 414-526-4905 klusis@wi.rr.com

Super Engineering John Martin 3220 W Joliet Ct, Thiensville, 53092 noemailsuper@email.com

Superior Support Resources, Inc Michael Sobie 333 Bishop's Way, #124, Brookfield, 53005 262-784-9772 msobie@ssr-online.com
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Technology Advantage Sherman Mulberry 4200 N Holton St, Bldg 105, Milwaukee, 53212 414-964-9621 smulberry@tech-ad.com

The Business Council / MMAC Carla Cross 756 N Milwaukee St, Ste 400 Milwaukee, 53202 414-287-4172 ccross@mmac.org

The Joxel Group Sushil Pillai 10535 N Port Washington Rd, #104, Mequon, 53092 262-242-1823 www.thejoxelgroup.com

The Milwaukee Courier Jerrel Jones 3610 N Port Washington Rd, Milwaukee, 53217 414-449-4860

The Nisha Group, LLC Manish Dotson 6464 N Teutonia Ave, Upper, Milwaukee, 53209 414-828-7070 nisha9@msn.com

Thomas A. Mason Company, Inc Chrissy Wendt PO Box 511490, Milwaukee, 53212 414-271-6688 gina@tamason.com

TN & Associates Terri Ni 1033 N Mayfair Rd, Milwaukee, 53226 414-257-4200

Toki & Associates Theophilus Iyasele 7100 W Fond Du Lac Ave, Ste 201, Milwaukee, 53218 414-463-2700 toki@tokiandassociates.com

Tomslapo Systems Tomi Olapo 10731 S Cristina Ct, Oak Creek, 53154 414-238-9222 tomi.olapo@tomslapo.com

Tremmel-Anderson Trucking, LLC Theresa Tremmel-Anderson W276 N 6746 Moraine Dr, Sussex, 53089 262-538-4922 Theresa@Tremmel-AndersonTrucking.com

Trinco System Nina Sathasivam 5820 Pembroke Ct, Madison, 53711 608-217-3532 nina.sathasivam@trincosys.com

United Landscape & Snow Plowing, Inc Linda Swift PO Box 240256, Milwaukee, 53224 414-357-7116 lswift@unitedtaxservice.biz

Universal Electric Rick Flowers 1814 Beld St, Madison, WI 53713 608-658-1648 unielec@tds.net

Urban Strategies Jim Milner 600 E Mason St, Milwaukee, 53202 414-221-9500 jmilner@urbanstrategies.biz

US Bank, Inc Ken Pinckney 201 W Wisconsin Ave, Milwaukee, 53202

Vassah & Son Excavation, Inc John Vassh 7712 Dunkelow Rd, Franksville, 53126 262-886-2043 vintagestockracing@hotmail.com

Vidal & Associates, LTD John Vidal 1324 N 8th St, Milwaukee, 53205 414-271-4044 johnvidal@vidalltd.com

Vista Design, LLC Julie Quesenberry 10501 W Research Dr, Milwaukee, 53226 414-292-4578 jquesenberry@vistadc.com

Voz Latina 1017 S Park St, Madison, 53715 608-255-0611 info@vozlatinanewspaper.com

Washington Investments Rashaad Washington 6720 N 56th St, Milwaukee, 53223 414-397-3827 sandffirm@aol.com

Waterborne Design, LLC Mary Richter 10032 N Sheridan Dr, Thiensville, 53092 262-653-4747 waterborne@wi.rr.com

Waterford Trucking Service, Inc Mary Peterson PO Box 263, Waterford, 53185 262-534-6327 wtsdump@tds.net

WCW Trucking DeWitt White 1914 W Cherry St, Milwaukee, 53205 414-651-9488 dwhitews1@yahoo.com

WI Transportation Builders Association David Behthold 1 S Pickney St, Ste 818, Madison, 53703 608-256-6851 info@wtba.org

WI, IA & Central IL Minority Supplier Development CouncilDr. Floyd Rose PO Box 8577, Madison, 53708-8577 608-241-5858 wsdcrose@aol.com

Wisconsin Black Chamber of Commerce Ruben Hopkins 3020 W Vilet St, Milwaukee, 53208 414-551-6649 info@twbcc.com

WWBIC Wendy Bauman 2745 N Dr MLK, Jr Dr, Milwaukee, 53212 414-263-5450 info@wwbic.com

Zoe Engineering Daphne Wilson 1126 S 70th St, Ste S204A, Milwaukee, 53214 414-475-2715 dmwilson@zoeeng.com
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MILWAUKEE COUNTY  

10 YEAR DBE COMMITMENT ACHIEVEMENTS FOR FTA FEDERALLY ASSISTED PROJECTS

2001 2002 2003 2004 2005 2006 2007 2008 2009 2010 10 YEAR TOTAL

CONSTRUCTION

DBE Committed Dollars $13,646 $18,439 $133,250 $481,108 $624,460 $372,881 $109,360 $15,145 $279,347 $393,183 $2,440,819

Project Dollars $109,165 $73,785 $564,200 $2,144,074 $709,378 $372,881 $406,770 $502,000 $956,742 $1,517,336 $7,356,331

DBE Goal 15.00% 27.00% 19.80% 19.80% 26.63% 19.98% 19.56% 19.76% 23.04% 25.34%

% DBE Achievement 12.50% 24.99% 23.62% 22.44% 88.03% 100.00% 26.88% 3.01% 29.20% 24.33% 33.18%

% Difference -2.50% -2.01% 3.82% 2.64% 61.40% 80.02% 7.32% -16.75% 6.16% -1.01%

PROFESSIONAL SERVICES

DBE Committed Dollars -$             -$                $5,000 -$                 -$                -$               $662,262 $25,884 $52,670 $37,318 $667,262

Project Dollars -$             -$                $5,000 -$                 -$                -$               $8,930,438 $120,000 $102,660 $167,743 $8,935,438

DBE Goal 21.57% 21.57% 15.00% 15.00%

% DBE Achievements 0% 0% 100% 0% 0% 0% 7.42% no projects 51.31% 22.25% 7.47%

% Difference 0% 0% 0% 0% 0% 0% -14.15% 0.00% 36.31% 7.25%

OTHER SERVICES

DBE Committed Dollars -$             -$                -$             -$                 -$                -$               -$              $1,269,743 $1,433,813 $1,479,268 $4,182,824

Project Dollars -$             -$                -$             -$                 -$                -$               -$              $18,139,183 $20,483,039 $21,132,392 $59,754,614

DBE Goal 7.00% 7.00% 7.00%

% DBE Achievements 0% 0% 0% 0% 0% 0% 0% 10.40% 8.07% 8.11% 7.00%

% Difference 0% 0% 0% 0% 0% 0% 0% 3.40% 1.07% 1.11%

PROCUREMENT

DBE Committed Dollars $89,403 $54,304 $37,615 $75,211 $145,219 $158,059 $662,263 $336,553 $148,591 $162,783 $1,870,001

Project Dollars $2,626,732 $2,164,152 $1,734,354 $4,559,787 $4,712,130 $4,482,400 $4,909,115 $593,490 $7,952,252 $4,846,552 $38,580,964

DBE Goal 3.00% 3.40% 4.75% 4.75% 2.45% 4.98% 3.57% 5.12% 2.18% 2.06%

% DBE Achievements 3.40% 2.51% 2.17% 1.65% 3.08% 3.36% 2.56% 5.65% 1.87% 3.36% 4.85%

%Difference 0.40% -0.89% -2.58% -3.10% 0.63% -1.62% -1.01% 0.53% -0.31% 1.30%

Total DBE Committed Dollars $103,049 $72,743 $175,865 $556,319 $769,679 $530,940 $850,250 $351,698 $480,608 $593,284 $4,978,082

Total Project Dollars $2,735,897 $2,237,937 $2,303,554 $6,703,861 $5,421,508 $4,855,281 $13,183,146 $6,455,899 $6,922,000 $17,585,000 $54,872,733

Overall Assigned DBE Goal 4.30% 4.70% 11.50% 8.98% 2.98% 7.25% 7.97% 8.63% 6.67% 6.02%

 

TPWT - September 14, 2011 - Page 59



TPWT - September 14, 2011 - Page 60

nancysebastian
Typewritten Text
7



TPWT - September 14, 2011 - Page 61

nancysebastian
Typewritten Text
8



TPWT - September 14, 2011 - Page 62



TPWT - September 14, 2011 - Page 63

nancysebastian
Typewritten Text
9



TPWT - September 14, 2011 - Page 64



TPWT - September 14, 2011 - Page 65



TPWT - September 14, 2011 - Page 66

nancysebastian
Typewritten Text
10



TPWT - September 14, 2011 - Page 67



File No.    1 

Journal     2 

 3 

 (ITEM      ) From the Director of Transportation and Public Works requesting that 4 

Milwaukee County rebrand the property at the former 440th Air Reserve Station (ARS) at 5 

General Mitchell International Airport (GMIA) by recommending adoption of the following. 6 

 7 

RESOLUTION 8 

 9 

 WHEREAS, the former 440th ARS was conveyed to Milwaukee County in July of 10 

2010 through a Public Benefit Conveyance; and 11 

 12 

 WHEREAS, since the transfer, GMIA has worked to maintain, preserve, and lease 13 

space to commercial tenants, and to accommodate various GMIA airport operations within 14 

the 102 acres, 80 plus buildings, and large aircraft ramp that comprise the area; and 15 

 16 

 WHEREAS, the time has now come to move this valuable asset’s image away from 17 

being identified as a former military base to a new name and image, “Milwaukee County’s 18 

MKE Regional Business Park”; and 19 

 20 

 WHEREAS, as a part of the rebranding effort actions will need to be taken to assist 21 

GMIA in re-identification of the former 440th ARS; now, therefore 22 

 23 

 BE IT RESOLVED, that the County Board hereby approve of the new name for the 24 

former 440th ARS, as “Milwaukee County’s MKE Regional Business Park”. 25 

 26 
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MILWAUKEE COUNTY FISCAL NOTE FORM 

 
 
 

DATE: August 22, 2011 Original Fiscal Note    
 

Substitute Fiscal Note   
 
SUBJECT: REBRANDING OF THE FORMER 440

th
 AIR RESERVE STATION (ARS) 

 

 
FISCAL EFFECT: 
 

 No Direct County Fiscal Impact  Increase Capital Expenditures 
   

  Existing Staff Time Required 

   Decrease Capital Expenditures 

 Increase Operating Expenditures 

 (If checked, check one of two boxes below)  Increase Capital Revenues  
 

  Absorbed Within Agency’s Budget  Decrease Capital Revenues 
 

  Not Absorbed Within Agency’s Budget  
  

 Decrease Operating Expenditures  Use of Contingent Funds 
 

 Increase Operating Revenues 
 

 Decrease Operating Revenues 
 
Indicate below the dollar change from budget for any submission that is projected to result in 
increased/decreased expenditures or revenues in the current year. 
 
 

 Expenditure or 
Revenue Category 

Current Year Subsequent Year 

Operating Budget Expenditure 0 0 

Revenue 0 0 

Net Cost 0 0 

Capital Improvement 
Budget 

Expenditure 0       0 

Revenue 0       0 

Net Cost 0       0  
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DESCRIPTION OF FISCAL EFFECT  
 
In the space below, you must provide the following information.  Attach additional pages if 
necessary. 
 
A. Briefly describe the nature of the action that is being requested or proposed, and the new or 

changed conditions that would occur if the request or proposal were adopted. 
B. State the direct costs, savings or anticipated revenues associated with the requested or 

proposed action in the current budget year and how those were calculated.
 1
  If annualized or 

subsequent year fiscal impacts are substantially different from current year impacts, then 
those shall be stated as well. In addition, cite any one-time costs associated with the action, 
the source of any new or additional revenues (e.g. State, Federal, user fee or private 
donation), the use of contingent funds, and/or the use of budgeted appropriations due to 
surpluses or change in purpose required to fund the requested action.   

C. Discuss the budgetary impacts associated with the proposed action in the current year.  A 
statement that sufficient funds are budgeted should be justified with information regarding the 
amount of budgeted appropriations in the relevant account and whether that amount is 
sufficient to offset the cost of the requested action.  If relevant, discussion of budgetary 
impacts in subsequent years also shall be discussed.  Subsequent year fiscal impacts shall be 
noted for the entire period in which the requested or proposed action would be implemented 
when it is reasonable to do so (i.e. a five-year lease agreement shall specify the costs/savings 
for each of the five years in question).  Otherwise, impacts associated with the existing and 
subsequent budget years should be cited.  

D. Describe any assumptions or interpretations that were utilized to provide the information on 
this form.   

 
Costs are unknown at this time; however, sufficient funds exist in 
the current budget covering buildings, structures, and grounds. 

 
 
Department/Prepared by:  Ted J. Torcivia, Airport Business Manager 
 
 
Authorized Signature ________________________________________ 
 

Did DAS-Fiscal Staff Review?  Yes  No  
 
Reviewed by: 
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1 If it is assumed that there is no fiscal impact associated with the requested action, then an explanatory statement that justifies that 

conclusion shall be provided.  If precise impacts cannot be calculated, then an estimate or range should be provided.   
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File No.    1 

Journal     2 

 3 

 (ITEM      ) From the Director of Transportation and Public Works requesting that 4 

Milwaukee County enter into a building lease agreement with ACC Holding, Inc. (Air 5 

Cargo Carriers) at the former 440th Air Force Reserve Station (ARS) at General Mitchell 6 

International Airport (GMIA) by recommending adoption of the following. 7 

 8 

RESOLUTION 9 

 10 

 WHEREAS, ACC Holding, Inc. (Air Cargo Carriers) is a cargo airline headquartered 11 

in Milwaukee with its main base of operations at General Mitchell International Airport. It 12 

was established in 1986 and is the largest civilian operator of Shorts aircraft in the world; 13 

and 14 

 15 

 WHEREAS, Currently Air Cargo Carriers occupies two hangers in the northwest 16 

section of GMIA as well as office and warehouse space at the former 440th ARS. Their 17 

intent was to consolidate much of their office and warehouse operations in one location, at 18 

the former 440th ARS.   19 

 20 

 WHEREAS, In addition to Air Cargo Carriers cargo operations, they have contracts 21 

with the Department of Defense to assist with their military efforts. Because of these 22 

activities Air Cargo Carriers pilots are required to be trained and certified in the use of 23 

firearms. Building # 301, the former indoor “Small Arms Firing Range”, lends itself 24 

perfectly to allow Air Cargo Carriers the ability to train their pilots on site in a secure area; 25 

now, therefore 26 

 27 

 BE IT RESOLVED, that the Director of Transportation and Public Works and the 28 

Airport Director are hereby authorized to enter into a lease agreement with ACC 29 

HOLDING, Inc., effective October 1, 2011, for the lease of:  approximately 3,630 square 30 

feet of indoor space, the former “Small Arms Firing Range” at the former 440th Air Force 31 

Reserve Base, under standard terms and conditions for County-owned land and building 32 

space, inclusive of the following: 33 

 34 

1. The term of the triple net lease agreement shall be for three (3) years, effective October 35 

1, 2011, and ending September 30, 2014, with one (1) two-year mutual renewal 36 

option. 37 

 38 

2. Any furniture, office equipment or any other material identified will be inventoried in 39 

the office building and made available to ACC Holding, Inc. at no charge, to be 40 

returned at the conclusion of the lease. 41 

 42 

3. Rental for the approximately 3,630 square feet of space in the building will be 43 

established at $2.50/sq. ft. for a total of $9,075 for the first year of the lease.  An option 44 
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to extend the lease term for an additional two years shall be at the fair market value 45 

lease rate to be determined. 46 

 47 

4. The lease agreement shall contain the current standard insurance and environmental 48 

language for similar agreements. Under these terms of this triple net lease agreement 49 

ACC Holding, Inc. will be responsible for the cost of insurance, utilities and common 50 

area maintenance charges. 51 

 52 
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MILWAUKEE COUNTY FISCAL NOTE FORM 

 
 
 

DATE: August 22, 2011 Original Fiscal Note    
 
Substitute Fiscal Note   

 
SUBJECT: BUILDING 301 LEASE AGREEMENT BETWEEN MILWAUKEE COUNTY AND 

ACC HOLDINGS, INC. (AIR CARGO CARRIERS, INC.) 
 
 
FISCAL EFFECT: 
 

 No Direct County Fiscal Impact  Increase Capital Expenditures 
   
  Existing Staff Time Required 
   Decrease Capital Expenditures 

 Increase Operating Expenditures 
 (If checked, check one of two boxes below)  Increase Capital Revenues  
 
  Absorbed Within Agency’s Budget  Decrease Capital Revenues 
 
  Not Absorbed Within Agency’s Budget  
  

 Decrease Operating Expenditures  Use of Contingent Funds 
 

 Increase Operating Revenues 
 

 Decrease Operating Revenues 
 
Indicate below the dollar change from budget for any submission that is projected to result in 
increased/decreased expenditures or revenues in the current year. 
 
 
 Expenditure or 

Revenue Category 
Current Year Subsequent Year 

Operating Budget Expenditure $9,075.00 $9,075.00 

Revenue $9,075.00 $9,075.00 

Net Cost 0 0 

Capital Improvement 
Budget 

Expenditure 0       0 

Revenue 0       0 

Net Cost 0       0  
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DESCRIPTION OF FISCAL EFFECT  
 
In the space below, you must provide the following information.  Attach additional pages if 
necessary. 
 
A. Briefly describe the nature of the action that is being requested or proposed, and the new or 

changed conditions that would occur if the request or proposal were adopted. 
B. State the direct costs, savings or anticipated revenues associated with the requested or 

proposed action in the current budget year and how those were calculated. 1  If annualized or 
subsequent year fiscal impacts are substantially different from current year impacts, then 
those shall be stated as well. In addition, cite any one-time costs associated with the action, 
the source of any new or additional revenues (e.g. State, Federal, user fee or private 
donation), the use of contingent funds, and/or the use of budgeted appropriations due to 
surpluses or change in purpose required to fund the requested action.   

C. Discuss the budgetary impacts associated with the proposed action in the current year.  A 
statement that sufficient funds are budgeted should be justified with information regarding the 
amount of budgeted appropriations in the relevant account and whether that amount is 
sufficient to offset the cost of the requested action.  If relevant, discussion of budgetary 
impacts in subsequent years also shall be discussed.  Subsequent year fiscal impacts shall be 
noted for the entire period in which the requested or proposed action would be implemented 
when it is reasonable to do so (i.e. a five-year lease agreement shall specify the costs/savings 
for each of the five years in question).  Otherwise, impacts associated with the existing and 
subsequent budget years should be cited.  

D. Describe any assumptions or interpretations that were utilized to provide the information on 
this form.   

 
The airport will receive total rental revenues of $9,075.00 for the 
first year of the agreement.  

 
 
Department/Prepared by:  Ted J. Torcivia, Airport Business Manager 
 
 
Authorized Signature ________________________________________ 
 
Did DAS-Fiscal Staff Review?  Yes  No  
 
Reviewed by: 
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TPWT - September 14, 2011 - Page 77



TPWT - September 14, 2011 - Page 78

nancysebastian
Typewritten Text
12



TPWT - September 14, 2011 - Page 79



File No.    1 

Journal     2 

 3 

 (ITEM      ) From the Director of Transportation and Public Works requesting that 4 

Milwaukee County enter into a building lease agreement with ACC Holding, Inc. (Air 5 

Cargo Carriers) at the former 440th Air Force Reserve Station (ARS) at General Mitchell 6 

International Airport (GMIA) by recommending adoption of the following. 7 

 8 

RESOLUTION 9 

 10 

 WHEREAS, ACC Holding, Inc. is a cargo airline headquartered in Milwaukee with 11 

its main base of operations at General Mitchell International Airport. It was established in 12 

1986 and is the largest civilian operator of Shorts aircraft in the world; and 13 

 14 

 WHEREAS, Currently ACC Holding, Inc. occupies two hangers in the Northwest 15 

section of GMIA as well as office and warehouse space at the former 440th ARS. Their 16 

intent was to consolidate much of their office and warehouse operations in one location, at 17 

the former 440th ARS. 18 

 19 

 In addition to Air Cargo Carriers cargo operations they also have contracts with the 20 

Department of Defense to assist with their military efforts. Because of these activities Air 21 

Cargo Carriers pilots are required to be trained and certified in the use of firearms. Building 22 

# 305, the former operational training building, lends itself perfectly to allow Air Cargo 23 

Carriers the ability to train their pilots, in a classroom setting, on site in a secure area; now, 24 

therefore 25 

 26 

 BE IT RESOLVED, that the Director of Transportation and Public Works and the 27 

Airport Director are hereby authorized to enter into a lease agreement with ACC 28 

HOLDING, Inc., effective October 1, 2011, for the lease of:  approximately 2,800 square 29 

feet of office/classroom space (building 305); at the former 440th Air Force Reserve Base, 30 

under the following terms and conditions: 31 

 32 

1. The term of the triple net lease agreement shall be for three (3) years, effective October 33 

1, 2011, and ending September 30, 2014, with one (1) two-year mutual renewal 34 

option. 35 

2. Any furniture, office equipment or any other material identified will be inventoried in 36 

the office building and made available to ACC Holding, Inc. at no charge, to be 37 

returned at the conclusion of the lease. 38 

3. Rental for the approximately 2,800 square feet of office space will be established at 39 

$2.00/sq. ft. for a total of $5,600 for the first year of the lease.  An option to extend the 40 

lease term for an additional two years shall be at the fair market value lease rate to be 41 

determined. 42 

4. The lease agreement shall contain the current standard insurance and environmental 43 

language for similar agreements. Under these terms of this triple net lease agreement 44 
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ACC Holding, Inc. will be responsible for the cost of insurance, utilities and common 45 

area maintenance charges. 46 

 47 
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MILWAUKEE COUNTY FISCAL NOTE FORM 

 
 
 

DATE: August 22, 2011 Original Fiscal Note    
 
Substitute Fiscal Note   

 
SUBJECT: BUILDING 305 LEASE AGREEMENT BETWEEN MILWAUKEE COUNTY AND 

ACC HOLDINGS, INC. (AIR CARGO CARRIERS, INC.) 
 
 
FISCAL EFFECT: 
 

 No Direct County Fiscal Impact  Increase Capital Expenditures 
   
  Existing Staff Time Required 
   Decrease Capital Expenditures 

 Increase Operating Expenditures 
 (If checked, check one of two boxes below)  Increase Capital Revenues  
 
  Absorbed Within Agency’s Budget  Decrease Capital Revenues 
 
  Not Absorbed Within Agency’s Budget  
  

 Decrease Operating Expenditures  Use of Contingent Funds 
 

 Increase Operating Revenues 
 

 Decrease Operating Revenues 
 
Indicate below the dollar change from budget for any submission that is projected to result in 
increased/decreased expenditures or revenues in the current year. 
 
 
 Expenditure or 

Revenue Category 
Current Year Subsequent Year 

Operating Budget Expenditure $5,600.00 $5,600.00 

Revenue $5,600.00 $5,600.00 

Net Cost 0 0 

Capital Improvement 
Budget 

Expenditure 0       0 

Revenue 0       0 

Net Cost 0       0  
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DESCRIPTION OF FISCAL EFFECT  
 
In the space below, you must provide the following information.  Attach additional pages if 
necessary. 
 
A. Briefly describe the nature of the action that is being requested or proposed, and the new or 

changed conditions that would occur if the request or proposal were adopted. 
B. State the direct costs, savings or anticipated revenues associated with the requested or 

proposed action in the current budget year and how those were calculated. 1  If annualized or 
subsequent year fiscal impacts are substantially different from current year impacts, then 
those shall be stated as well. In addition, cite any one-time costs associated with the action, 
the source of any new or additional revenues (e.g. State, Federal, user fee or private 
donation), the use of contingent funds, and/or the use of budgeted appropriations due to 
surpluses or change in purpose required to fund the requested action.   

C. Discuss the budgetary impacts associated with the proposed action in the current year.  A 
statement that sufficient funds are budgeted should be justified with information regarding the 
amount of budgeted appropriations in the relevant account and whether that amount is 
sufficient to offset the cost of the requested action.  If relevant, discussion of budgetary 
impacts in subsequent years also shall be discussed.  Subsequent year fiscal impacts shall be 
noted for the entire period in which the requested or proposed action would be implemented 
when it is reasonable to do so (i.e. a five-year lease agreement shall specify the costs/savings 
for each of the five years in question).  Otherwise, impacts associated with the existing and 
subsequent budget years should be cited.  

D. Describe any assumptions or interpretations that were utilized to provide the information on 
this form.   

 
The airport will receive total rental revenues of $5,600.00 for the 
first year of the agreement.  

 
 
Department/Prepared by:  Ted J. Torcivia, Airport Business Manager 
 
 
Authorized Signature ________________________________________ 
 
Did DAS-Fiscal Staff Review?  Yes  No  
 
Reviewed by: 
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1 If it is assumed that there is no fiscal impact associated with the requested action, then an explanatory statement that justifies that 

conclusion shall be provided.  If precise impacts cannot be calculated, then an estimate or range should be provided.   
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  File No. 1 

  Journal 2 

 3 

 (ITEM     ) From the Director of Transportation and Public Works, recommending 4 

that Milwaukee County amend the agreement between Milwaukee County and Federal 5 

Express Corporation effective October 1, 2011 to add approximately 9,000 square feet for 6 

an amended total of 226,398 square feet of air cargo apron space at General Mitchell 7 

International Airport (GMIA) through adoption of the following: 8 

 9 

RESOLUTION 10 

 11 

WHEREAS, at its meeting of November 5, 2009, Milwaukee County approved a 12 

new cargo lease agreement with Federal Express Corporation for the signatory cargo rental 13 

of 187,828 square feet of air cargo apron effective November 1, 2009; and 14 

 15 

WHEREAS, at its meeting of February 4, 2010, Milwaukee County approved a lease 16 

amendment with Federal Express Corporation for the signatory cargo rental of an additional 17 

29,570 square feet for a total of 217,398 of air cargo apron effective May 1, 2011; and 18 

 19 

WHEREAS, Federal Express Corporation is now requesting to lease an additional 20 

9,000 square feet for an amended total of 226,398 square feet of signatory cargo rental in 21 

order to provide sufficient parking space for additional aircraft; and 22 

 23 

WHEREAS, in order to effectuate an amendment for the request by Federal Express 24 

for additional air cargo apron space, Airport staff recommends that Milwaukee County 25 

amend the agreement between Milwaukee County and Federal Express Corporation, 26 

effective October 1, 2011, to add approximately 9,000 square feet for an amended total of 27 

226,398 square feet of air cargo apron space; and  28 

 29 

WHEREAS, the Transportation, Public Works and Transit Committee, at its meeting 30 

on September 14, 2011, recommended approval (vote ) to amend the agreement between 31 

Milwaukee County and Federal Express Corporation effective January 1, 2010 and 32 

amended effective May 1, 2011, to add approximately 9,000 square feet of air cargo apron 33 

space for an amended total of 226,398 square feet of air cargo apron space at General 34 

Mitchell International Airport effective October 1, 2011, now, therefore, 35 

 36 

BE IT RESOLVED, that the Director of Transportation, Public Works and Transit and 37 

the Airport Director are hereby authorized to amend the agreement between Milwaukee 38 

County and Federal Express Corporation to add approximately 9,000 square feet, effective 39 

October 1, 2011, for a amended total of 226,398 square feet of air cargo apron space at 40 

General Mitchell International Airport. 41 

 42 

 43 
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MILWAUKEE COUNTY FISCAL NOTE FORM 

 
 
 

DATE: August 22, 2011 Original Fiscal Note    
 
Substitute Fiscal Note   

 
SUBJECT: AMENDMENT TO CARGO LEASE AGREEMENT BETWEEN MILWAUKEE 

COUNTY AND FEDERAL EXPRESS CORPORATION 
 

 
FISCAL EFFECT: 
 

 No Direct County Fiscal Impact  Increase Capital Expenditures 
   
  Existing Staff Time Required 
   Decrease Capital Expenditures 

 Increase Operating Expenditures 
 (If checked, check one of two boxes below)  Increase Capital Revenues  
 
  Absorbed Within Agency’s Budget  Decrease Capital Revenues 
 
  Not Absorbed Within Agency’s Budget  
  

 Decrease Operating Expenditures  Use of Contingent Funds 
 

 Increase Operating Revenues 
 

 Decrease Operating Revenues 
 
Indicate below the dollar change from budget for any submission that is projected to result in 
increased/decreased expenditures or revenues in the current year. 
 
 
 Expenditure or 

Revenue Category 
Current Year Subsequent Year 

Operating Budget Expenditure   

Revenue $3,290.40 $3,290.40 

Net Cost 0       0 

Capital Improvement 
Budget 

Expenditure 0       0 

Revenue 0       0 

Net Cost 0       0  
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DESCRIPTION OF FISCAL EFFECT  
 
In the space below, you must provide the following information.  Attach additional pages if 
necessary. 
 
A. Briefly describe the nature of the action that is being requested or proposed, and the new or 

changed conditions that would occur if the request or proposal were adopted. 
B. State the direct costs, savings or anticipated revenues associated with the requested or 

proposed action in the current budget year and how those were calculated. 1  If annualized or 
subsequent year fiscal impacts are substantially different from current year impacts, then 
those shall be stated as well. In addition, cite any one-time costs associated with the action, 
the source of any new or additional revenues (e.g. State, Federal, user fee or private 
donation), the use of contingent funds, and/or the use of budgeted appropriations due to 
surpluses or change in purpose required to fund the requested action.   

C. Discuss the budgetary impacts associated with the proposed action in the current year.  A 
statement that sufficient funds are budgeted should be justified with information regarding the 
amount of budgeted appropriations in the relevant account and whether that amount is 
sufficient to offset the cost of the requested action.  If relevant, discussion of budgetary 
impacts in subsequent years also shall be discussed.  Subsequent year fiscal impacts shall be 
noted for the entire period in which the requested or proposed action would be implemented 
when it is reasonable to do so (i.e. a five-year lease agreement shall specify the costs/savings 
for each of the five years in question).  Otherwise, impacts associated with the existing and 
subsequent budget years should be cited.  

D. Describe any assumptions or interpretations that were utilized to provide the information on 
this form.   

 
Annual airport revenue of TB-2093 will increase by $3,290.40 from $79,480.71 to $82,771.11.  

 

 
 
Department/Prepared by Steven A. Wright, A.A.E., Airport Properties Manager 
 
Authorized Signature ________________________________________ 
 
Did DAS-Fiscal Staff Review?  Yes  No  
Reviewed by: 
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1 If it is assumed that there is no fiscal impact associated with the requested action, then an explanatory statement that justifies that 

conclusion shall be provided.  If precise impacts cannot be calculated, then an estimate or range should be provided.   
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  File No. 1 

  Journal 2 

 3 

(Item     ) From the Director of Transportation & Public Works requesting that the 2007 4 

Budget Amendment 1B027 be rescinded, thereby eliminating the requirement for General 5 

Mitchell International Airport staff to submit semi-annual reports which duplicate 6 

information available on Milwaukee County’s Advantage financial system, by adopting the 7 

following resolution: 8 

 9 

 10 

RESOLUTION 11 

 12 

   WHEREAS, based on discussions held during the Finance Committee’s review of the 13 

Airport’s Capital Improvement Budget in late 2006, the 2007 budget included Amendment 14 

1B027 relating to the Airport Capital Improvement Projects; and 15 

 16 

 WHEREAS, the directive from the amendment includes that: 17 

 18 

“The Airport Director shall submit quarterly reports to the Committees on Finance and 19 

Audit and Transportation and Public Works on the status of all currently authorized Capital 20 

Improvement Projects.  In a form pre-approved by the DAS Capital Finance Manager, 21 

County Board staff and Director of Audits, the report shall provide the following 22 

information for each authorized Capital Improvement Project: 23 

 24 

• Date of initial County Board approval 25 

• Brief description of scope of project 26 

• Estimated completion date 27 

• Expenditures and revenues summary, including reconciliation of each 28 

revenue source (e.g. Passenger Facility Charges, Airport Reserve, Bonds and 29 

Miscellaneous Revenue) and amount of committed funds for each. 30 

• Date, purpose and amount of any approved appropriation transfers 31 

 32 

; and 33 

 34 

   WHEREAS, these Airport Capital Improvement reports, which have been submitted 35 

quarterly, than semi-annually essentially duplicate information readily available in the 36 

County’s financial Advantage System; and 37 

 38 

 WHEREAS, generally, these reports are presented and placed on file by the Finance 39 

Committee and rarely generate any questions or discussion; and 40 

 41 

   WHEREAS,  Airport staff has not received any comments, questions, or suggestions 42 

from the Department of Administrative Services over the four years these reports have been 43 

developed; and 44 
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 45 

 WHEREAS, a significant amount of staff time is required to develop them; and 46 

 47 

WHEREAS, the committees on Transportation, Public Works and Transit, and Finance 48 

and Audit, have concurred with Airport staff’s recommendation to rescind 2007 Budget 49 

Amendment 1B027 by votes of ______ and _____, respectively; now, therefore, 50 

 51 

 BE IT RESOLVED, that the 2007 Budget Amendment 1B027 is hereby rescinded and 52 

the requirement for this semi-annual report is eliminated. 53 

 54 

 55 
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MILWAUKEE COUNTY FISCAL NOTE FORM 

 
 
 

DATE: August 22, 2011 Original Fiscal Note    
 

Substitute Fiscal Note   
 

SUBJECT: AIRPORT INFORMATIONAL REPORT – SEMI-ANNUAL RESPONSE TO 2007 

ADOPTED BUDGET AMENDMENT 1B027 ON AIRPORT CAPITAL 

IMPROVEMENT PROJECTS 
 

 
FISCAL EFFECT: 
 

 No Direct County Fiscal Impact  Increase Capital Expenditures 
   

  Existing Staff Time Required 

   Decrease Capital Expenditures 

 Increase Operating Expenditures 

 (If checked, check one of two boxes below)  Increase Capital Revenues  
 

  Absorbed Within Agency’s Budget  Decrease Capital Revenues 
 

  Not Absorbed Within Agency’s Budget  
  

 Decrease Operating Expenditures  Use of Contingent Funds 
 

 Increase Operating Revenues 
 

 Decrease Operating Revenues 
 
Indicate below the dollar change from budget for any submission that is projected to result in 
increased/decreased expenditures or revenues in the current year. 
 
 

 Expenditure or 
Revenue Category 

Current Year Subsequent Year 

Operating Budget Expenditure 0 0 

Revenue 0       0 

Net Cost 0       0 

Capital Improvement 
Budget 

Expenditure 0       0 

Revenue 0       0 

Net Cost 0       0  
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DESCRIPTION OF FISCAL EFFECT  
 
In the space below, you must provide the following information.  Attach additional pages if 
necessary. 
 
A. Briefly describe the nature of the action that is being requested or proposed, and the new or 

changed conditions that would occur if the request or proposal were adopted. 
B. State the direct costs, savings or anticipated revenues associated with the requested or 

proposed action in the current budget year and how those were calculated.
 1
  If annualized or 

subsequent year fiscal impacts are substantially different from current year impacts, then 
those shall be stated as well. In addition, cite any one-time costs associated with the action, 
the source of any new or additional revenues (e.g. State, Federal, user fee or private 
donation), the use of contingent funds, and/or the use of budgeted appropriations due to 
surpluses or change in purpose required to fund the requested action.   

C. Discuss the budgetary impacts associated with the proposed action in the current year.  A 
statement that sufficient funds are budgeted should be justified with information regarding the 
amount of budgeted appropriations in the relevant account and whether that amount is 
sufficient to offset the cost of the requested action.  If relevant, discussion of budgetary 
impacts in subsequent years also shall be discussed.  Subsequent year fiscal impacts shall be 
noted for the entire period in which the requested or proposed action would be implemented 
when it is reasonable to do so (i.e. a five-year lease agreement shall specify the costs/savings 
for each of the five years in question).  Otherwise, impacts associated with the existing and 
subsequent budget years should be cited.  

D. Describe any assumptions or interpretations that were utilized to provide the information on 
this form.   

 

There is no tax levy impact associated with this action. 

 
 
Department/Prepared by: Patricia Walslager, Deputy Airport Director Finance and Administration 
 
Authorized Signature ________________________________________ 
 

Did DAS-Fiscal Staff Review?  Yes  No  
Reviewed by: 
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1 If it is assumed that there is no fiscal impact associated with the requested action, then an explanatory statement that justifies that 

conclusion shall be provided.  If precise impacts cannot be calculated, then an estimate or range should be provided.   
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1 

   File No.  1 

   Journal 2 

 3 

(ITEM ____) From the Director of Transportation and Public Works, requesting 4 

authorization to prepare, review, approve and execute all contract documents as 5 

required to hire Johnson Controls Inc. (JCI), an Energy Services Company (ESCO) 6 

previously approved as qualified by the County Board, to conduct a Technical 7 

Energy Audit (TEA) for the buildings at the County Correctional Facility South 8 

(CCFS), by recommending adoption of the following: 9 

 10 

A RESOLUTION 11 

 12 

 WHEREAS, in the July 2008 County Board cycle DTPW submitted to 13 

the TPW/T Committee a report that recommended which buildings should be 14 

considered as part of the 20% of all County buildings to be audited in 2009 for 15 

potential GESPC in keeping with the “Green Print” resolution and DTPW requested 16 

proposals from the 3 qualified ESCOs to perform the Technical Energy Audits (TEA) 17 

in 2009, and,  18 

 19 

 WHEREAS, in the September 2008 County Board cycle, the County 20 

Board approved a funding source for conducting the TEAs for the County-owned 21 

buildings listed in the report, and, 22 

 23 

WHEREAS, in the March 2011 County Board cycle, the County Board 24 

authorized DTPW to assign to JCI the TEA and development of a GESPC proposal 25 

for City Campus, the 5 Senior Centers and the 2 Wil-O-Way facilities based on JCI’s 26 

excellent previous work at the Zoological Gardens and in order to expedite the 27 

implementation of Energy Conservation Measures (ECMs) at these other facilities 28 

and the preliminary results of these TEAs have been submitted and while there are 29 

energy savings to be achieved at each of the facilities, the portion of the GESPC 30 

proposal for City Campus does not meet the 10 year simple payback criteria used in 31 

borrowing the implementation funding and as a result DTPW would like to assign 32 

JCI to conduct a Technical Energy Audit (TEA) for the buildings at the County 33 

Correctional Facility South (CCFS), and, 34 

 35 

WHEREAS, once the TEAs are complete, DTPW will submit a report 36 

to the County Board to request authorization to enter into GESPC contracts upon 37 

completion of the required “due diligence” by the Department of Administrative 38 

Services (DAS), now, therefore, 39 

  40 

 BE IT RESOLVED, that the Director of Transportation and Public 41 

Works is authorized to prepare, review, approve and execute all contract 42 

documents as required to hire JCI, an ESCO previously approved by the County 43 

Board, to conduct a Technical Energy Audit (TEA) for the buildings at the County 44 

Correctional Facility South (CCFS).  45 
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MILWAUKEE COUNTY FISCAL NOTE FORM 

 
 
 

DATE: August 22, 2011 Original Fiscal Note    
 
Substitute Fiscal Note   

 
SUBJECT: Guaranteed Energy Savings Performance Contracting (GESPC) to Repair County 

Building Infrastructure, Phase 2 – Revised List of County Buildings Recommended for a 

Technical Energy Audit 

 
FISCAL EFFECT: 
 

 No Direct County Fiscal Impact  Increase Capital Expenditures 
   
  Existing Staff Time Required 
   Decrease Capital Expenditures 

 Increase Operating Expenditures 
 (If checked, check one of two boxes below)  Increase Capital Revenues  
 
  Absorbed Within Agency’s Budget  Decrease Capital Revenues 
 
  Not Absorbed Within Agency’s Budget  
  

 Decrease Operating Expenditures  Use of contingent funds 
 

 Increase Operating Revenues 
 

 Decrease Operating Revenues 
 
Indicate below the dollar change from budget for any submission that is projected to result in 
increased/decreased expenditures or revenues in the current year. 
 
 
 Expenditure or 

Revenue Category 
Current Year Subsequent Year 

Operating Budget Expenditure               

Revenue               

Net Cost  0        

Capital Improvement 
Budget 

Expenditure               

Revenue               

Net Cost               
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DESCRIPTION OF FISCAL EFFECT  
 
In the space below, you must provide the following information.  Attach additional pages if 
necessary. 
 
A. Briefly describe the nature of the action that is being requested or proposed, and the new or 

changed conditions that would occur if the request or proposal were adopted. 
B. State the direct costs, savings or anticipated revenues associated with the requested or 

proposed action in the current budget year and how those were calculated. 1  If annualized or 
subsequent year fiscal impacts are substantially different from current year impacts, then 
those shall be stated as well. In addition, cite any one-time costs associated with the action, 
the source of any new or additional revenues (e.g. State, Federal, user fee or private 
donation), the use of contingent funds, and/or the use of budgeted appropriations due to 
surpluses or change in purpose required to fund the requested action.   

C. Discuss the budgetary impacts associated with the proposed action in the current year.  A 
statement that sufficient funds are budgeted should be justified with information regarding the 
amount of budgeted appropriations in the relevant account and whether that amount is 
sufficient to offset the cost of the requested action.  If relevant, discussion of budgetary 
impacts in subsequent years also shall be discussed.  Subsequent year fiscal impacts shall be 
noted for the entire period in which the requested or proposed action would be implemented 
when it is reasonable to do so (i.e. a five-year lease agreement shall specify the costs/savings 
for each of the five years in question).  Otherwise, impacts associated with the existing and 
subsequent budget years should be cited.  

D. Describe any assumptions or interpretations that were utilized to provide the information on 
this form.   

 
 

A. Authorization for the appropriate County staff to prepare, review, approve and execute all 
documents as required to hire a qualified firm (ESCO) to provide a Technical Energy Audit for the 
buildings listed in the report in anticipation of Guaranteed Energy Savings Performance 
Contracting (GESPC) to repair and renew Milwaukee County building infrastructure.    
 
B. Net cost to the County operating budget is $0.  The ESCO is Johnson Controls Inc., and 
has been selected and authorized by the County to conduct a Technical Energy Audit (TEA) in 
each building.  Subsequently the ESCO will develop a performance contract proposal.  Should 
the County decide not to proceed with the development proposal, the contractor will need to be 
reimbursed for the cost of the TEA.  Funding for this expense has already been budgeted in the 
appropriate DTPW operating budget.  Should the County decide to proceed, the performance 
contract will be awarded, contingent on the performance contract conditions guaranteeing that 
energy savings will cover all County costs for the project.  This would include the TEA cost and 
County project management services including review of the performance contract documents. 
quality assurance and control and construction management.   
 
C. Energy cost savings realized after completion of the building system upgrades 
implemented under the performance contract provide funding to make payments for the work and 
associated building system service agreements over a 10 year period.  Energy quantity savings 
are guaranteed by the contractor for the entire term of the agreement.  If actual savings fall short 
of the guaranteed amount in any given year of the agreement, the ESCO makes up the difference 
in the form of a monetary reimbursement to the County. 

                                                 
1 If it is assumed that there is no fiscal impact associated with the requested action, then an explanatory statement that justifies that 

conclusion shall be provided.  If precise impacts cannot be calculated, then an estimate or range should be provided.   
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D. Efficiencies are realized using the operating budget money that would have gone to pay 
for energy bills to install and service new, efficient building systems (environmental controls, 
HVAC, electric power, lighting, fire/safety/security and communications) that provide an enhanced 
environment for employees and citizens in the course of providing government services and 
freeing up resources in the capital budget for other projects.  
 
 
 
Department/Prepared By  Department of Transportation and Public Works  Gary E. Drent  
 
Recommended By: _______________________________________ 
 Gregory G. High Director, AE& ES 
 
Authorized Signature ________________________________________ 
    Jack H. Takerian, Director DTPW 
 
Did DAS-Fiscal Staff Review?  Yes  No  
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MILWAUKEE COUNTY FISCAL NOTE FORM 

 
 
 

DATE: August 22, 2011 Original Fiscal Note    
 
Substitute Fiscal Note   

 
SUBJECT: Guaranteed Energy Savings Performance Contracting (GESPC) to Repair County 

Building Infrastructure, Phase 2 – Revised List of County Buildings Recommended for a 

Technical Energy Audit 

 
FISCAL EFFECT: 
 

 No Direct County Fiscal Impact  Increase Capital Expenditures 
   
  Existing Staff Time Required 
   Decrease Capital Expenditures 

 Increase Operating Expenditures 
 (If checked, check one of two boxes below)  Increase Capital Revenues  
 
  Absorbed Within Agency’s Budget  Decrease Capital Revenues 
 
  Not Absorbed Within Agency’s Budget  
  

 Decrease Operating Expenditures  Use of contingent funds 
 

 Increase Operating Revenues 
 

 Decrease Operating Revenues 
 
Indicate below the dollar change from budget for any submission that is projected to result in 
increased/decreased expenditures or revenues in the current year. 
 
 
 Expenditure or 

Revenue Category 
Current Year Subsequent Year 

Operating Budget Expenditure               

Revenue               

Net Cost  0        

Capital Improvement 
Budget 

Expenditure               

Revenue               

Net Cost               
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DESCRIPTION OF FISCAL EFFECT  
 
In the space below, you must provide the following information.  Attach additional pages if 
necessary. 
 
A. Briefly describe the nature of the action that is being requested or proposed, and the new or 

changed conditions that would occur if the request or proposal were adopted. 
B. State the direct costs, savings or anticipated revenues associated with the requested or 

proposed action in the current budget year and how those were calculated. 1  If annualized or 
subsequent year fiscal impacts are substantially different from current year impacts, then 
those shall be stated as well. In addition, cite any one-time costs associated with the action, 
the source of any new or additional revenues (e.g. State, Federal, user fee or private 
donation), the use of contingent funds, and/or the use of budgeted appropriations due to 
surpluses or change in purpose required to fund the requested action.   

C. Discuss the budgetary impacts associated with the proposed action in the current year.  A 
statement that sufficient funds are budgeted should be justified with information regarding the 
amount of budgeted appropriations in the relevant account and whether that amount is 
sufficient to offset the cost of the requested action.  If relevant, discussion of budgetary 
impacts in subsequent years also shall be discussed.  Subsequent year fiscal impacts shall be 
noted for the entire period in which the requested or proposed action would be implemented 
when it is reasonable to do so (i.e. a five-year lease agreement shall specify the costs/savings 
for each of the five years in question).  Otherwise, impacts associated with the existing and 
subsequent budget years should be cited.  

D. Describe any assumptions or interpretations that were utilized to provide the information on 
this form.   

 
 

A. Authorization for the appropriate County staff to prepare, review, approve and execute all 
documents as required to hire a qualified firm (ESCO) to provide a Technical Energy Audit for the 
buildings listed in the report in anticipation of Guaranteed Energy Savings Performance 
Contracting (GESPC) to repair and renew Milwaukee County building infrastructure.    
 
B. Net cost to the County operating budget is $0.  The ESCO is Johnson Controls Inc., and 
has been selected and authorized by the County to conduct a Technical Energy Audit (TEA) in 
each building.  Subsequently the ESCO will develop a performance contract proposal.  Should 
the County decide not to proceed with the development proposal, the contractor will need to be 
reimbursed for the cost of the TEA.  Funding for this expense has already been budgeted in the 
appropriate DTPW operating budget.  Should the County decide to proceed, the performance 
contract will be awarded, contingent on the performance contract conditions guaranteeing that 
energy savings will cover all County costs for the project.  This would include the TEA cost and 
County project management services including review of the performance contract documents. 
quality assurance and control and construction management.   
 
C. Energy cost savings realized after completion of the building system upgrades 
implemented under the performance contract provide funding to make payments for the work and 
associated building system service agreements over a 10 year period.  Energy quantity savings 
are guaranteed by the contractor for the entire term of the agreement.  If actual savings fall short 
of the guaranteed amount in any given year of the agreement, the ESCO makes up the difference 
in the form of a monetary reimbursement to the County. 

                                                 
1 If it is assumed that there is no fiscal impact associated with the requested action, then an explanatory statement that justifies that 

conclusion shall be provided.  If precise impacts cannot be calculated, then an estimate or range should be provided.   
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D. Efficiencies are realized using the operating budget money that would have gone to pay 
for energy bills to install and service new, efficient building systems (environmental controls, 
HVAC, electric power, lighting, fire/safety/security and communications) that provide an enhanced 
environment for employees and citizens in the course of providing government services and 
freeing up resources in the capital budget for other projects.  
 
 
 
Department/Prepared By  Department of Transportation and Public Works  Gary E. Drent  
 
Recommended By: _______________________________________ 
 Gregory G. High Director, AE& ES 
 
Authorized Signature ________________________________________ 
    Jack H. Takerian, Director DTPW 
 
Did DAS-Fiscal Staff Review?  Yes  No  
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VFA Listing of 902 County-Owned Facilities

Property - Name Site - Name Asset - Name

Airports Mitchell International Administration Bldg 1-05 3 levels

Airports Mitchell International APCOA Administration 1-21

Airports Mitchell International APCOA Toll Booth 1-22

Airports Mitchell International APCOA Toll Booth 1-23

Airports Mitchell International APCOA Toll Booth 1-24

Airports Mitchell International APCOA Toll Booth 1-25

Airports Mitchell International APCOA Toll Booth 1-26

Airports Mitchell International APCOA Toll Booth 1-27

Airports Mitchell International APCOA Toll Booth 1-28

Airports Mitchell International APCOA Toll Booth 1-29

Airports Mitchell International APCOA Toll Booth 1-30

Airports Mitchell International APCOA Toll Booth 1-31

Airports Mitchell International APCOA Toll Booth 1-32

Airports Mitchell International APCOA Toll Booth 1-33

Airports Mitchell International Bldg vacant 7-07

Airports Mitchell International Boiler House 1-07

Airports Mitchell International Booth R  T Hangar 7B15

Airports Mitchell International Combined Mtce Fclty (4-04) Highway Mtce

Airports Mitchell International Concourse C (1-02) (2 Levels)

Airports Mitchell International Concourse D (1-03) (2 Levels)

Airports Mitchell International Concourse E (1-04) (2 Levels)

Airports Mitchell International Crash and Fire Rescue Station (4-01)

Airports Mitchell International Dog Kennels

Airports Mitchell International Employee Lot Shelter (1-11)

Airports Mitchell International Employee Lot Shelter (1-12)

Airports Mitchell International Enhanced Security Dog Kennel (UNDER CONS

Airports Mitchell International Entrance Helix (1-36)

Airports Mitchell International Equilon Pipeline (1-42)

Airports Mitchell International Equipment Shed (4-20)

Airports Mitchell International Exit Helix (1-37)

Airports Mitchell International Fuel Pump House (4-10)

Airports Mitchell International Fuel Pump House (4-12)

Airports Mitchell International Golf Range Office (5-12)

Airports Mitchell International Grede (7-05)

Airports Mitchell International Ground Run-Up Enclosure (4-19)

Airports Mitchell International Ground Run-Up Enclosure Office (4-18)
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Airports Mitchell International Guard Shack (7-26)

Airports Mitchell International Guida, A T-Hangar (7-B14)

Airports Mitchell International Highway Storage Bldg (4-06)

Airports Mitchell International Highway Storage Bldg (4-21)

Airports Mitchell International Highway Storage Bldg (4-22)

Airports Mitchell International Highway Storage Bldg (4-23)

Airports Mitchell International Highway Storage Bldg (4-24)

Airports Mitchell International Highway Storage Bldg (4-25)

Airports Mitchell International Highway Storage Bldg (4-26)

Airports Mitchell International Highway Storage Bldg (4-27)

Airports Mitchell International Hydrant Fuel System (Fuel Farm Facility)

Airports Mitchell International Int'l Arrivals Terminal (1-06) 2 Levels

Airports Mitchell International Main Terminal Bldg (1-01) (3 levels)

Airports Mitchell International Maintenance Shed (4-02)Highway Mtce-Shop

Airports Mitchell International Maintenance Shed (4-03)Highway Mtce-Shop

Airports Mitchell International Maintenance Storage (3-03)

Airports Mitchell International Parking Structure & Addition (6 levels)

Airports Mitchell International Picnic Shelter (Midwest Express)  (3-16)

Airports Mitchell International Remote Lot  A Bus Shelter (3-06)

Airports Mitchell International Remote Lot  A Bus Shelter (3-12)

Airports Mitchell International Remote Lot  A Bus Shelter (3-13)

Airports Mitchell International Remote Lot  A Bus Shelter (3-14)

Airports Mitchell International Remote Lot  A Teller Box (3-07)

Airports Mitchell International Remote Lot  A Teller Box (3-15)

Airports Mitchell International Remote Lot  C Bus Shelter (3-04)

Airports Mitchell International Remote Lot  C Bus Shelter (3-05)

Airports Mitchell International Rhomberg, B (7-15)

Airports Mitchell International Salt Storage Dome (4-05) - Highway Mtce-

Airports Mitchell International Scott Aviation (2-02)

Airports Mitchell International Scott Aviation (2-05)

Airports Mitchell International Sheriff Check Station (1-15)

Airports Mitchell International Silver, T (7-10)

Airports Mitchell International Storage Bldg (4-09)

Airports Mitchell International Storage Bldg (9-05)

Airports Mitchell International Surface Lot Teller Box (1-13)

Airports Mitchell International Taxi Stop Box (1-14)

Airports Mitchell International T-Hangar (vacant)  (7-B11)
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Airports Mitchell International T-Hangar (vacant) (7-B6)

Airports Mitchell International T-Hangar (vacant) (7-B9)

Airports Mitchell International Trituration Building

Airports Mitchell International U S Postal Service (2-06)

Airports Mitchell International U S Postal Service (2-07)

Airports Mitchell International Van Beck Farms  (2 level house) (5-36)

Airports Mitchell International Van Beck Farms (5-13)

Airports Mitchell International Van Beck Farms (5-14)

Airports Mitchell International Van Beck Farms (5-15)

Airports Mitchell International Van Beck Farms (5-16)

Airports Mitchell International Van Beck Farms (5-17)

Airports Mitchell International Van Beck Farms (5-18)

Airports Mitchell International Van Beck Farms (5-19)

Airports Mitchell International Van Beck Farms (5-20)

Airports Mitchell International Van Beck Farms (5-21)

Airports Mitchell International Van Beck Farms (5-22)

Airports Mitchell International Van Beck Farms (5-23)

Airports Mitchell International Van Beck Farms (5-24)

Airports Mitchell International Van Beck Farms (5-25)

Airports Mitchell International Van Beck Farms (5-26)

Airports Mitchell International Van Beck Farms (5-27)

Airports Mitchell International Van Beck Farms (5-28)

Airports Mitchell International Van Beck Farms (5-29)

Airports Mitchell International Van Beck Farms (5-30)

Airports Mitchell International Van Beck Farms (5-31)

Airports Mitchell International Van Beck Farms (5-32)

Airports Mitchell International Van Beck Farms (5-33)

Airports Mitchell International Van Beck Farms (5-34)

Airports Mitchell International Van Beck Farms (5-35)

Airports Mitchell International Water Service Bldg (4-08)

Airports Timmerman Field Administration Bldg (Gran-Aire)

Airports Timmerman Field Air Traffic Control Tower (ATCT)

Airports Timmerman Field Chem-Rite Storage Shed

Airports Timmerman Field Fuel Facility (Gran-Aire)

Airports Timmerman Field Helicopter Hangar (Sheriff)

Airports Timmerman Field Metal T Hangar (A-B)

Airports Timmerman Field Metal T Hangar (C-D)
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Airports Timmerman Field Metal T Hangar (E-F)

Airports Timmerman Field Metal T Hangar (K-L) South

Airports Timmerman Field Metal T Hangar (M-N)

Airports Timmerman Field Metal T Hangar (O-P)

Airports Timmerman Field Quonset Hangar-East

Airports Timmerman Field Quonset Hangar-Middle

Airports Timmerman Field Quonset Hangar-West

Airports Timmerman Field Remote Transmitter-South (white)

Airports Timmerman Field Storage Shed (behind Metro Flying Club S

Airports Timmerman Field Storage Shed (Metro Flying Club)

Airports Timmerman Field Storage Shed (red/wht striped)

Airports Timmerman Field T Hangar (Oldenburg Group)

Airports Timmerman Field T Hangar-North (I-J) (Concrete)

Airports Timmerman Field T Hangar-North (K-L) (Concrete)

Airports Timmerman Field VOR (red/wht checkered Shed)

Art Memorial Centers Charles Allis Art Museum* Charles Allis Art Museum*

Art Memorial Centers Villa Terrace Grounds* Villa Terrace Comfort Shelter*

Art Memorial Centers Villa Terrace Grounds* Villa Terrace*

Art Memorial Centers War Memorial War Memorial Center Art Museum

Behavioral Health MRMC- CATC D-20 Child and Adolescent Treatment Ctr

Behavioral Health MRMC- MHC* D-16  Mental Health Center*

Behavioral Health MRMC- MHC* D-18  Food Service Bldg*

Behavioral Health MRMC- MHC* D-19  Day Hospital*

Behavioral Health MRMC- MHC* D-29  Day Hospital Chiller Bldg*

Behavioral Health MRMC- MHC* Storage Shed D-32 (Octagon)

County Grounds - MRMC County Grounds Utility Communication Building M-17

County Grounds - MRMC County Grounds Utility Electrical Substation D - 17

County Grounds - MRMC County Grounds Utility Electrical Substation M-16

County Grounds - MRMC County Grounds Utility Pump House I-10

County Grounds - MRMC County Grounds Utility Water Control Station I - 14

County Grounds - MRMC County Grounds Utility Water Resvoir - North I - 7

County Grounds - MRMC County Grounds Utility Water Resvoir - South I-8

County Grounds - MRMC County Grounds Utility Water Tower & Pump (Elevated) M-11

County Grounds - MRMC County Grounds Utility Water Tower East (Elevated) P-04

County Grounds - MRMC Research Park* M-01 Technology Innovation Center*

Criminal Justice Community Correction* Community Correctional Center*

Criminal Justice Community Correction* Medical Examiner*
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Criminal Justice County Grounds C-14  Children's Court Center

Criminal Justice County Grounds Storage Shed

Criminal Justice Courthouse Complex* Courthouse*

Criminal Justice Courthouse Complex* Criminal Justice Facility*

Criminal Justice Courthouse Complex* Safety Building*

Criminal Justice House of Correction Admin 600 and 400 Bed Dormitory Addition

Criminal Justice House of Correction Chicken Coops

Criminal Justice House of Correction Cold Storage Bldg (Slaughter House)

Criminal Justice House of Correction Communications Bldg

Criminal Justice House of Correction Creamery and Offices

Criminal Justice House of Correction Dairy Barn & 4 Silos (Fish Hatchery)

Criminal Justice House of Correction Diesel Fuel Storage Tank (275 gal)

Criminal Justice House of Correction Diesel Fuel Storage Tank (8000 gal)

Criminal Justice House of Correction Dormitory Bldg Boiler House and Stack

Criminal Justice House of Correction Farm Bldg Shed

Criminal Justice House of Correction Garage/Print Shop

Criminal Justice House of Correction General Store (Machine Shed)

Criminal Justice House of Correction Greenhouse

Criminal Justice House of Correction Grounds Mtce Storage Bldg (Bull Barn)

Criminal Justice House of Correction Industries Building

Criminal Justice House of Correction K-9 Unit Office (Nike Site)

Criminal Justice House of Correction Kennel (Hog Farrowing Barn)

Criminal Justice House of Correction Lotter Dormitory Bldg (Annex)

Criminal Justice House of Correction Maintenance Garage (Nike Site)

Criminal Justice House of Correction Property Storage Bldg (Granary)

Criminal Justice House of Correction Pump House

Criminal Justice House of Correction Pump House - East Water Treatment Plant

Criminal Justice House of Correction Recycling Bldg (Hog House#2)

Criminal Justice House of Correction Salt Shed (behind Pump House and Tower)

Criminal Justice House of Correction Sheriff Check-In

Criminal Justice House of Correction Smokehouse Storage Building

Criminal Justice House of Correction Storage Shed-Left (Nike Site)

Criminal Justice House of Correction Storage Shed-Right (Nike Site)

Criminal Justice House of Correction Surges Multi-Purpose Bldg

Criminal Justice House of Correction Training Academy

Criminal Justice House of Correction Truck Storage (Pole Bldg)

Criminal Justice House of Correction Warehouse (NEW)

5 of 25
TPWT - September 14, 2011 - Page 114



VFA Listing of 902 County-Owned Facilities

Criminal Justice House of Correction Warehouse/Maintenance Storage (old Root Cellar)

Criminal Justice House of Correction Water Tower

Criminal Justice State Street Parking Lot Toll Booth

Fleet Maintenance County Grounds Central Garage

Fleet Maintenance County Grounds Central Garage - Foreman Bld

Fleet Maintenance County Grounds Oil Storage Shed (Metal)

Fleet Maintenance County Grounds Salt Shed

Fleet Maintenance County Grounds Salt Storage Dome

Fleet Maintenance County Grounds Storage Bldg (Gray Plywood)

Fleet Maintenance County Grounds Storage Garage

Fleet Maintenance County Grounds Storage Garage - DOT Storage

Fleet Maintenance County Grounds Storage Garage (White Alum Sid

Fleet Maintenance County Grounds Storage Shed

Fleet Maintenance County Grounds Storage Shed - DOT

Fleet Maintenance County Grounds Storage Shed - East of T-03

Fleet Maintenance County Grounds Storage Shed - East of T-14

Fleet Maintenance County Grounds Storage Shed - West of T-5

Fleet Maintenance County Grounds Storage Shed (Gray Metal)

Fleet Maintenance County Grounds Storage Shed (Green Wood)

Fleet Maintenance County Grounds Storage Shed (White Wood)

Fleet Maintenance Highway Shop-North Highway Salt Storage Shed (69)

Fleet Maintenance Highway Shop-North Highway Salt Storage Shed (87)

Fleet Maintenance Highway Shop-North North Highway Repair Garage

Fleet Maintenance Highway Shop-North North Hwy Shop & Highway Mtce Garage

Fleet Maintenance Timmerman Field Maintenance Bldg

Health and Human Services Grant Park* Wil-O-Way "G" Potting Shed*

Health and Human Services Grant Park* Wil-O-Way "G" Recreational Center South*

Health and Human Services Marcia Coggs Human Services Ctr.*Marcia P. Coggs Human Services* (DHS)

Health and Human Services McGovern Park* McGovern Park Senior Center*

Health and Human Services Reuss Federal Building Dept. on Aging Offices

Health and Human Services Rose Park* Rose Park Senior Center*

Health and Human Services Underwood Parkway* Wil-O-Way "U" Recreation Center*

Health and Human Services Underwood Parkway* Wil-O-Way "U" Storage Shed*

Health and Human Services Underwood Parkway* Wil-O-Way "U" Wading Pool*

Health and Human Services Warnimont Park* Kelly Nutrition Building*

Health and Human Services Warnimont Park* Kelly Senior Center*

Health and Human Services Washington Park* Washington Park Senior Center*
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Health and Human Services Wilson Park* Wilson Park Senior Center*

Historical Society Historical Society* Historical Society Museum*

MCTS County Grounds T-17 CAMD Bus Shelter-North (in X-17)

MCTS County Grounds T-18 CAMD Bus Shelter-South (in X-17)

MCTS Downtown Transit Station* Transit Waiting Station

MCTS Fiebrantz Complex* Bus Storage

MCTS Fiebrantz Complex* Maintenance Shop

MCTS Fiebrantz Complex* Office/Lockers

MCTS Fiebrantz Complex* Service Building

MCTS Fond Du Lac Transit Station* Bus Storage Building (A,B,C,D,E)*

MCTS Fond Du Lac Transit Station* Bus Storage Building (F)*

MCTS Fond Du Lac Transit Station* Maintenance Building*

MCTS Fond Du Lac Transit Station* Operators Building*

MCTS Fond Du Lac Transit Station* Service Building*

MCTS Green Bay Transit Station Transit Waiting Station

MCTS Hillside Complex* Fleet Maintenance Building

MCTS Hillside Complex* Storage Building

MCTS Hillside Complex* Transit Admin Building

MCTS Howell Avenue Storage Salt Storage Shed-South

MCTS KK Transit Complex* Bus Storage Building

MCTS KK Transit Complex* Maintenance Building

MCTS KK Transit Complex* Operations Transportation Building

MCTS KK Transit Complex* Service Building

MCTS Mill Road Transit Station* Transit Waiting Station-Mill Road

MCTS Vliet Street Transit Station Transit Waiting Station

Miscellaneous Properties City Campus* City Campus Office Complex*

Museum Museum Museum

Parks Alcott Park* Bathhouse/Pavilion*

Parks Alcott Park* Storage Shed

Parks Alcott Park* Wading Pool*

Parks Algonquin Park* Bathhouse/Pavilion*

Parks Algonquin Park* Storage Shed

Parks Algonquin Park* Wading Pool*

Parks Armour Park-G.S. Park

Parks Baran Park* Announcer's Booth

Parks Baran Park* Pavilion/Comfort Station & Shelter*

Parks Baran Park* Pump House
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Parks Baran Park* Storage Shed-North

Parks Baran Park* Storage Shed-West

Parks Barnard Park-G.S. Park

Parks Bay View Park Comfort Station

Parks Bender Park Comfort Station/Concessions

Parks Bradford Park* Bathhouse*

Parks Brown Deer Park* Boathouse*

Parks Brown Deer Park* Chemical Storage*

Parks Brown Deer Park* Comfort Station-Northeast*

Parks Brown Deer Park* Driving Range Shed*

Parks Brown Deer Park* Golf Clubhouse*

Parks Brown Deer Park* Golf Comfort Station*

Parks Brown Deer Park* Golf Shelter (13 Fairway)

Parks Brown Deer Park* Golf Shelter (16 Tee)

Parks Brown Deer Park* Golf Shelter (7 Green)

Parks Brown Deer Park* Golf Starter Shed*

Parks Brown Deer Park* Hopper*

Parks Brown Deer Park* Paramedics Communication Bldg #1*

Parks Brown Deer Park* Paramedics Communication Bldg #2*

Parks Brown Deer Park* Pump House and Sub-Station*

Parks Brown Deer Park* Service Building*

Parks Brown Deer Park* Storage Shed-East*

Parks Brown Deer Park* Storage Shed-West

Parks Cannon Park* Bathhouse/Pavilion*

Parks Cannon Park* Wading Pool

Parks Carver Park* Announcer's Booth-East

Parks Carver Park* Announcer's Booth-South

Parks Carver Park* Announcer's Booth-West

Parks Carver Park* Bathhouse*

Parks Carver Park* Comfort Building*

Parks Carver Park* Concession Stand*

Parks Carver Park* Indoor Baseball Facility

Parks Carver Park* Picnic Shelter (Area 1)

Parks Carver Park* Storage Shed-East

Parks Carver Park* Storage Shed-West

Parks Carver Park* Water Playground*

Parks Cathedral Square(G.S.) Park
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Parks Center Street Park* Pavilion*

Parks Center Street Park* Storage Shed

Parks Central Maintenance-Wauwatosa Administration Bldg

Parks Central Maintenance-Wauwatosa Cold Storage Bldg

Parks Central Maintenance-Wauwatosa Incinerator Shed (Salt Storage)

Parks Central Maintenance-Wauwatosa Quonset-Center

Parks Central Maintenance-Wauwatosa Quonset-East

Parks Central Maintenance-Wauwatosa Quonset-West

Parks Central Maintenance-Wauwatosa Service Garage & Warehouse

Parks Chippewa Park-G.S. Park

Parks Clarke Square* Pavilion*

Parks Clarke Square* Splash Pad*

Parks Columbus Park* Bathhouse/Pavilion*

Parks Columbus Park* Storage Shed

Parks Columbus Park* Wading Pool*

Parks Cooper Park* Bathhouse - Pavilion*

Parks Cooper Park* Storage Shed

Parks Cooper Park* Wading Pool*

Parks Copernicus Park-G.S. Park

Parks County Grounds C-1 Parks Administration

Parks Cudahy Nature Preserve Shelter/Comfort Bldg

Parks Cudahy Park Bathhouse/Pavilion

Parks Cupertino Park Comfort Bldg (North)

Parks Currie Park* Chemical Storage

Parks Currie Park* Gas Pump Shed

Parks Currie Park* Golf Clubhouse*

Parks Currie Park* Golf Dome

Parks Currie Park* Pump House*

Parks Currie Park* Sand Storage Shed (A)

Parks Currie Park* Sand Storage Shed (B)

Parks Currie Park* Service Building*

Parks Currie Park* Ski Shed

Parks Currie Park* Water Well Shed

Parks Dineen Park* Bathhouse*

Parks Dineen Park* Golf Starter Building*

Parks Dineen Park* Pavilion*

Parks Dineen Park* Pool* (To Be Demolished)
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Parks Dineen Park* Service Building*

Parks Dineen Park* Storage Shed-East (Service Yard)

Parks Dineen Park* Storage Shed-West (Service Yard)

Parks Dineen Park* Wading Pool*

Parks Doctors Park* Bathhouse (Beach)*

Parks Doctors Park* Service/Comfort Station*

Parks Doctors Park* Storage Shed

Parks Doyne Park* Pavilion*

Parks Doyne Park* Storage Shed-North

Parks Doyne Park* Storage Shed-South

Parks Doyne Park* Storage Shed-West

Parks Dretzka Park* Driving Range Shack (Old Port Warm House)

Parks Dretzka Park* Forestry Service Building*

Parks Dretzka Park* Golf Clubhouse*

Parks Dretzka Park* Hopper*

Parks Dretzka Park* Pump House*

Parks Dretzka Park* Service Building*

Parks Dretzka Park* Ski Chalet*

Parks Dretzka Park* Ski/Tow Shelter-East

Parks Dretzka Park* Ski/Tow Shelter-West

Parks Dretzka Park* Storage Shed

Parks Dretzka Park* Storage Shed (Supply)

Parks Dretzka Park* Storage Shed-Large Equipment

Parks Dretzka Park* Storage Shed-Small Equipment

Parks Estabrook Park* Benjamin Church House*

Parks Estabrook Park* Comfort Station-Central*

Parks Estabrook Park* Comfort Station-North*

Parks Estabrook Park* Comfort Station-South*

Parks Estabrook Park* Dam Dugout (North of Dam)*

Parks Estabrook Park* Dam-Milwaukee River*

Parks Estabrook Park* Gas Pump Shed

Parks Estabrook Park* Service Building*

Parks Estabrook Park* Storage Shed

Parks Falk Park Pavilion

Parks Froemming Park Comfort/Shelter

Parks Gordon Park Bathhouse/Pavilion

Parks Gordon Park Picnic Shelter
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Parks Gordon Park Splash Pad

Parks Grant Park Beach Pavilion

Parks Grant Park Bridge Shelter (North of Golf Course)

Parks Grant Park Chemical Storage Bldg (N of Met Stor Sh)

Parks Grant Park Comfort & Shelter Bldg (Areas 7, 8 & 9)

Parks Grant Park Comfort Bldg (Areas 3 & 4)

Parks Grant Park Fertiilizer Storage Shed (SE cr-Park SB)

Parks Grant Park Frederick C. Wulff Overnight Lodge

Parks Grant Park Garage Bldg (South of 3rd Tee)

Parks Grant Park Golf Clubhouse

Parks Grant Park Golf Shelter (13th Tee)

Parks Grant Park Golf Shelter (3rd Tee)

Parks Grant Park Golf Shelter (7th Tee)

Parks Grant Park Golf Storage Shed (Brown) (Park Svc Blg)

Parks Grant Park Irrigation Pumphouse (Golf Course)

Parks Grant Park Launch Bldg (Beach)

Parks Grant Park Lifeguard Bldg (Beach)

Parks Grant Park Metal Storage Shed (N of Fertilizer Shed

Parks Grant Park Park Garage (Brown) (South of Golf SS)

Parks Grant Park Pavilion (Area 5 & 5A)

Parks Grant Park Quonset Storage Bldg (East)

Parks Grant Park Service Bldg

Parks Grant Park Starter House (10th Tee)

Parks Grant Park Storage Shed (brown-on stilts)(S of Gar)

Parks Grant Park Storage Shed (N of Chem Storage Shed)

Parks Grant Park Storage Tank

Parks Grant Park Wil-O-Way (South) Wading Pool

Parks Grant Park Wil-O-Way Amphitheater (N of Rec Center)

Parks Grant Park Wil-O-Way Art Storage Shed

Parks Greene Park Bathhouse/Pavilion

Parks Greene Park Skating Shed

Parks Greene Park Wading Pool

Parks Greenfield Park* Aquatic Center Shelter-East

Parks Greenfield Park* Aquatic Center Shelter-West

Parks Greenfield Park* Bathhouse/Pavilion*

Parks Greenfield Park* Chemical Storage Shed*

Parks Greenfield Park* Comfort Station* (15th Tee)
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Parks Greenfield Park* Cool Waters Aquatic Center Pool*

Parks Greenfield Park* Cool Waters Aquatic Center Slide Pool*

Parks Greenfield Park* Cool Waters Aquatic Center* Concession/Bath B

Parks Greenfield Park* Gas Pump Shed

Parks Greenfield Park* Golf Clubhouse*

Parks Greenfield Park* Golf Shelter #1

Parks Greenfield Park* Golf Shelter #2

Parks Greenfield Park* Golf Starter-Comfort Bldg*

Parks Greenfield Park* Golf Storage Shed

Parks Greenfield Park* Hopper

Parks Greenfield Park* Hopper

Parks Greenfield Park* Maintenance Building

Parks Greenfield Park* Park Storage Shed

Parks Greenfield Park* Pool Mechanical Equipment Bldg*

Parks Greenfield Park* Quonset Garage

Parks Greenfield Park* Service Building*

Parks Greenfield Park* Shelter/Comfort Bldg* (Area 3A and 3B)

Parks Greenfield Park* Shelter/Comfort Bldg* (Area 5)

Parks Greenfield Park* Storage Shed

Parks Greenfield Park* Storage Shed (behind Svc Bldg)

Parks Greenfield Park* Storage Shed (E)

Parks Greenfield Park* Storage Shed (F)

Parks Grobschmidt Park Bathhouse

Parks Grobschmidt Park Pool

Parks Hales Corners Park Bathhouse

Parks Hales Corners Park Pool

Parks Hales Corners Park Service Bldg

Parks Hales Corners Park Wading Pool

Parks Hanson Park* Hansen Golf Clubhouse*

Parks Holler Park Bathhouse

Parks Holler Park Bathhouse/Pavilion

Parks Holler Park Easter Seal Recreation Center

Parks Holler Park Pool

Parks Holler Park Wading Pool

Parks Hoyt Park F-25 Ticket Booth

Parks Hoyt Park F-26 Pumphouse/Filter Bldg

Parks Hoyt Park F-27 Storage Shed-East (Flat Roof)
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Parks Hoyt Park F-28 Concession Stand

Parks Hoyt Park F-31 Bathhouse

Parks Hoyt Park Hoyt/Hansen Service Bldg

Parks Hoyt Park Hoyt/Hansen Storage Bldg

Parks Hoyt Park Pool

Parks Hoyt Park Storage Bldg (Service Yard)

Parks Hoyt Park Storage Bldg (West Service yard)

Parks Hoyt Park Wading Pool

Parks Humboldt Park Bandshell Chalet

Parks Humboldt Park Bathhouse/Pavilion

Parks Humboldt Park Service Bldg

Parks Humboldt Park Wading Pool

Parks Jackson Park* Bathhouse*

Parks Jackson Park* Boathouse*

Parks Jackson Park* Comfort Station* (Area 10)

Parks Jackson Park* Concession Stand

Parks Jackson Park* Garage

Parks Jackson Park* Gas Pump Shelter

Parks Jackson Park* GAS/DEISEL FUEL STORAGE

Parks Jackson Park* Park Storage Bldg*

Parks Jackson Park* Pavilion* (South of Pool)

Parks Jackson Park* Picnic Shelter* (Area 2)

Parks Jackson Park* Pool*

Parks Jackson Park* Service Bldg*

Parks Jacobus Park Pavilion

Parks Jacobus Park Storage Bldg

Parks Jacobus Park Wading & Comfort Bldg

Parks Jacobus Park Wading Pool

Parks Johnson's Park* Shelter & Comfort Bldg*

Parks Juneau Park* Comfort Station*

Parks Juneau Park* Solomon Juneau Memorial Cabin*

Parks Kern Park* Pavilion*

Parks Kern Park* Storage Shed*

Parks King Park* Community Center

Parks King Park* Picnic Shelter

Parks King Park* Skate Shelter*

Parks Kinnickinnic Sports Center* Comfort Station*
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Parks Kinnickinnic Sports Center* Storage Shed

Parks KK Pkwy (Simmons Field)* Announcer's Booth*

Parks KK Pkwy (Simmons Field)* Comfort Station*

Parks KK Pkwy (Simmons Field)* Storage Building

Parks Kletsch Park* Pavilion*

Parks Kletsch Park* Service Bldg*(Day Camp)

Parks Kletsch Park* Storage Shed

Parks Kletsch Park* Transformer Bldg*

Parks Kops Park* Bathhouse - Pavilion*

Parks Kops Park* Storage Shed

Parks Kops Park* Wading Pool*

Parks Kosciuszko Park* Aquatic Center Pool*

Parks Kosciuszko Park* Community Center*

Parks Kosciuszko Park* Pelican Cove Aquatic Office-Bathhouse*

Parks Kosciuszko Park* Picnic Shelter

Parks Kosciuszko Park* Porter Pavilion*(Former Senior Center)

Parks Kosciuszko Park* Pump-Filter House*

Parks Kosciuszko Park* Quonset Storage Shed-East

Parks Kosciuszko Park* Quonset Storage Shed-West

Parks Kosciuszko Park* Service Building*

Parks Kulwicki Park Pavilion

Parks LaFollette Park* Bathhouse/Pavilion*

Parks LaFollette Park* Storage Shed

Parks LaFollette Park* Wading Pool*

Parks Lake Park* Comfort Bldg-North*

Parks Lake Park* Golf Starter Bldg

Parks Lake Park* Golf Storage Bldg*

Parks Lake Park* House (next to Lighthouse)

Parks Lake Park* Lake Park Bistro/Pavilion

Parks Lake Park* Lawn Bowling Bldg*

Parks Lake Park* Lighthouse

Parks Lake Park* Service Bldg*

Parks Lake Park* Stoage Shed #2(Golf Course)

Parks Lake Park* Storage Shed #1(So of Gold Storage Bldg)

Parks Lake Park* Storage Shed-Central (Service Yard)

Parks Lake Park* Storage Shed-East (Service Yard)

Parks Lake Park* Storage Shed-North (Service Yard)(Prtbl)
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Parks Lake Park* Storage Shed-Weste (Service Yard)

Parks Lincoln Park* Announcer's Booth*

Parks Lincoln Park* Bathhouse*

Parks Lincoln Park* Chemical Storage Shed

Parks Lincoln Park* Comfort Station #1* (Ball Diamond)

Parks Lincoln Park* Comfort Station #2 (On Golf Course)

Parks Lincoln Park* David Shulz Family Aquatic Center

Parks Lincoln Park* Emil Blatz Recreation Bldg*

Parks Lincoln Park* Filter - Pump Bldg*

Parks Lincoln Park* Golf Clubhouse*

Parks Lincoln Park* Golf Service Bldg*

Parks Lincoln Park* Golf Shelter (2nd Hole)

Parks Lincoln Park* Park Service Bldg*

Parks Lincoln Park* Picnic Shelter/Comfort Bldg*

Parks Lincoln Park* Storage Shed-North

Parks Lincoln Park* Storage Shed-South

Parks Lindbergh Park* Pavilion*

Parks Lindbergh Park* Wading Pool*

Parks Lindsay Park* Bathhouse - Pavilion*

Parks Lindsay Park* Wading Pool*

Parks Lyons Park* Bathhouse/Pavilion*

Parks Lyons Park* Wading Pool*

Parks Madison Park* Bathhouse*

Parks Madison Park* Golf Starter Building*

Parks Madison Park* Pool-Demolished 2002

Parks Madison Park* Service Building*

Parks Madison Park* Storage Shed-North

Parks Madison Park* Storage Shed-South

Parks Manitoba Park* Pavilion/Utility Bldg*

Parks Marquette* (Pere) Gazebo-Shelter*

Parks McCarty Park* Announcer's Booth

Parks McCarty Park* Bathhouse/Pavilion*

Parks McCarty Park* Comfort Station*

Parks McCarty Park* Pool*

Parks McCarty Park* Service Bldg*

Parks McCarty Park* Wading Pool*

Parks McGovern Park* Pavilion*
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Parks McGovern Park* Picnic Area 3 Shelter

Parks McGovern Park* Picnic Area 4 Shelter

Parks McGovern Park* Service Bldg/Comfort Station*

Parks McGovern Park* Storage Shed

Parks McGovern Park* Storage Shed-East

Parks McGovern Park* Storage Shed-West

Parks McKinley Park* Fish Cleaning Station (E of Round House)*

Parks McKinley Park* Fueling Station (East of Round House)*

Parks McKinley Park* Lifeguard Station

Parks McKinley Park* Marina Office (Round House)*

Parks McKinley Park* Picnic Pavilion

Parks McKinley Park* Shelter & Comfort Bldg (Center Marina)*

Parks McKinley Park* Shower & Comfort Bldg (South Marina)*

Parks McKinley Park* Shower/Comfort Bldg (Center Marina)*

Parks McKinley Park* Shower/Comfort Bldg (North Marina)*

Parks McKinley Park* Storage Bldg (Behind Lifeguard Station)

Parks McKinley Park* Storage Shed-Center

Parks McKinley Park* Storage Shed-NW

Parks McKinley Park* Storage Shed-SE

Parks McKinley Park* Toll Booth

Parks McKinley Park* Walkway Bridge

Parks Meaux Park* Comfort Bldg*

Parks Meaux Park* Service  Bldg*

Parks Menomonee River Pkwy Comfort Station

Parks Mitchell Boulevard Pavilion

Parks Mitchell Park* Conservatory (Domes)*

Parks Mitchell Park* Pavilion (Lagoon)*

Parks Mitchell Park* Storage-Comfort Building *(Lagoon)

Parks Mitchell Park* Wading Pool Bldg*-Comfort Station

Parks Mitchell Park* Wading Pool*

Parks Moody Pool Bathhouse/Pavilion

Parks Northpoint Park* Concession Bldg/Comfort Station*

Parks Noyes Park* Indoor Pool*

Parks Noyes Park* Service Building*

Parks Oak Creek Pkwy Pavilion (Lagoon)

Parks Oakwood Golf Chemical Storage Shed (Service Yard)

Parks Oakwood Golf Clubhouse
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Parks Oakwood Golf Gas Shed (Service Yard)

Parks Oakwood Golf Golf Shelter (14th Tee)

Parks Oakwood Golf Golf Shelter (15th Tee)

Parks Oakwood Golf Golf Shelter (West of Lagoon)

Parks Oakwood Golf Hopper (Service Yard)

Parks Oakwood Golf Irrigation Pump House

Parks Oakwood Golf Service Bldg (Service Yard)

Parks Oakwood Golf Shed - Driving Range

Parks Oakwood Golf Shed (Service Yard)

Parks Oakwood Golf Well Pump House

Parks O'Donnell Park* Miller Pavilion*

Parks O'Donnell Park* Parking Structure*

Parks Pleasant Valley-G.S. Pleasant Valley Park

Parks Pulaski Park-Cudahy Bathhouse/Pavilion

Parks Pulaski Park-Cudahy Picnic Shelter

Parks Pulaski Park-Cudahy Storage Shed

Parks Pulaski Park-Cudahy Wading Pool

Parks Pulaski Park-Milwaukee* Bathhouse/Pavilion*

Parks Pulaski Park-Milwaukee* Indoor Pool*

Parks Pulaski Park-Milwaukee* Wading Pool*

Parks Rainbow Park* Announcer's Booth

Parks Rainbow Park* Bathhouse/Pavilion*

Parks Rainbow Park* Storage Shed

Parks Rainbow Park* Wading Pool*

Parks Rawson Park-G.S. Comfort Station (Mtd by Milw School Bd)

Parks Red Arrow Park* Pavilion*

Parks Riverfront Launch Site Boat Launch

Parks Riverside Park Comfort Bldg

Parks Riverside Park Storage Shed (at Running Track)

Parks Riverside Park Utility, Comfort & Environmental Bldg*

Parks Root River Pkwy Comfort Station (Areas 3 and 3A)

Parks Root River Pkwy Comfort Station and Shelter

Parks Root River Pkwy Comfort Station and Shelter 2 and 2A

Parks Rose Park* Wading Pool Bldg*

Parks Rose Park* Wading Pool*

Parks Savaland Park Bathhouse/Pavilion

Parks Savaland Park Wading Pool
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Parks Schoenecker Park* Comfort Bldg*

Parks Schoenecker Park* Concession Bldg

Parks Schoenecker Park* Concession Bldg-East

Parks Scout Lake Park Pavilion

Parks Scout Lake Park Storage Shed

Parks Sheridan Park Bathhouse

Parks Sheridan Park Concessions Shed (West of Bathhouse)

Parks Sheridan Park Park Service Bldg

Parks Sheridan Park Pavilion/Skate Shelter (Center of Park)

Parks Sheridan Park Pole Bldg (UNDER CONSTRUCTION)

Parks Sheridan Park Pool

Parks Sheridan Park Service Bldg (SE of Bathhouse)

Parks Sheridan Park Wading Pool

Parks Sherman Park* Boys/Girls Club*

Parks Sherman Park* Storage Shed #1-West

Parks Sherman Park* Storage Shed #2-East

Parks Sherman Park* Wading Pool*

Parks Smith Park* Pavilion*

Parks Smith Park* Restroom/Bathhouse*

Parks Smith Park* Storage Shed

Parks Smith Park* Storage/Service Bldg

Parks Smith Park* Wading Pool*

Parks South Shore Park Fish Cleaning/Comfort Bldg

Parks South Shore Park Pavilion/Maintenance Bldg/Concession Std

Parks Sports Complex Milwaukee County Sports Complex Bldg

Parks St Martin's Park Pavilion

Parks Tiefenthaler Park* Bathhouse/Pavilion*

Parks Tiefenthaler Park* Wading Pool*

Parks Tippecanoe Park Bathhouse/Pavilion

Parks Tippecanoe Park Wading Pool

Parks Trimborn Farm Farmhouse

Parks Trimborn Farm Granary Barn

Parks Trimborn Farm Jeremiah Curtin House

Parks Trimborn Farm Milk House (Pump House)

Parks Trimborn Farm Smoke House

Parks Trimborn Farm Stone Barn & Silos (Stable)

Parks Trimborn Farm Threshing Barn

18 of 25
TPWT - September 14, 2011 - Page 127



VFA Listing of 902 County-Owned Facilities

Parks Trimborn Farm Wooden Bldg (Chicken Coop)

Parks Trimborn Farm Wooden Storage Bldg (Machine Shed)

Parks Uihlein Soccer Park* Champion Bldg*

Parks Uihlein Soccer Park* Main Bldg*

Parks Underwood Pkwy Comfort Station

Parks Underwood Pkwy F-23 Barn Storage Shed (East of F-22)

Parks Veterans' Park* Shelter/Comfort Bldg*

Parks Veterans' Park* Storage Bldg

Parks Vogel Park* Bathhouse - Pavilion*

Parks Vogel Park* Storage Shed

Parks Vogel Park* Wading Pool*

Parks Wahl Park* Bathhouse/Pavilion*

Parks Wahl Park* Storage Shed

Parks Wahl Park* Wading Pool*

Parks Walker Square* Bathhouse/Pavilion*

Parks Walker Square* Filter Building*

Parks Walker Square* Wading Pool*

Parks Warnimont Park Golf Clubhouse

Parks Warnimont Park Golf Comfort Station (8th Tee)

Parks Warnimont Park Golf Course Office (S of Blk Golf Stor)

Parks Warnimont Park Golf Storage Shed (Frame)

Parks Warnimont Park Golf Storage/Maintenance Bldg (Block)

Parks Warnimont Park Golf Storage/Service Bldg (E of Blk Str)

Parks Warnimont Park House Trailer (East of Clubhouse)

Parks Warnimont Park Kelly Storage Bldg (Overlooks Lake)

Parks Warnimont Park Storage Container-Green (NE of Clubhous)

Parks Warnimont Park Storage Container-Green (NE of Clubhous)

Parks Warnimont Park Storage Container-Red (NE of Clubhouse)

Parks Washington Park* Announcer's Booth

Parks Washington Park* Bathhouse*

Parks Washington Park* Blatz Temple of Music Band Shell*

Parks Washington Park* Community Recreation Building* (Lagoon)

Parks Washington Park* Concession Stand-East

Parks Washington Park* Gas Pump Shed

Parks Washington Park* Picnic Shelter (UNDER CONSTRUCTION)

Parks Washington Park* Pool*

Parks Washington Park* Service Bldg*
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Parks Washington Park* Storage Shed #1-South

Parks Washington Park* Storage Shed #2-North

Parks Washington Park* Ticket Booth-West

Parks Washington Park* Wading Pool*

Parks Webster Park Storage/Picnic Shelter

Parks Wedgewood Park* Bathhouse/Pavilion*

Parks Wedgewood Park* Wading Pool*

Parks Wehr Nature Center Bird Viewing Bldg

Parks Wehr Nature Center Nature Center

Parks Wehr Nature Center Storage Shed (Left Front of Tool House)

Parks Wehr Nature Center Storage Shed (left Rear of Tool House)

Parks Wehr Nature Center Tool House

Parks West Milwaukee Park* Pavilion*

Parks West Milwaukee Park* Storage Shed

Parks West Milwaukee Park* Wading Pool*

Parks Whitnall Park Administration Bldg (Gardens)

Parks Whitnall Park Botanical Gardens Visitors and Education

Parks Whitnall Park Brick Trellis (Gardens)

Parks Whitnall Park Comfort Bldg (Areas 5,6,7,8)

Parks Whitnall Park Comfort Bldg (Gardens)

Parks Whitnall Park Comfort Lodge-Outpost (North of Ross Lod

Parks Whitnall Park Concessions Shed (North of Gardens Comfo

Parks Whitnall Park Gazebo (Gardens)

Parks Whitnall Park Golf Clubhouse

Parks Whitnall Park Golf Comfort Bldg (5th Tee)

Parks Whitnall Park Golf Shelter (3rd Tee)

Parks Whitnall Park Golf Shelter (8th Tee)

Parks Whitnall Park Hazardous Materials Container (Rt of Bld

Parks Whitnall Park Red Barn & Silo (Gardens)

Parks Whitnall Park Red Barn (near Golf Course)

Parks Whitnall Park Ross Lodge

Parks Whitnall Park Service Bldg (Gardens)

Parks Whitnall Park Service Bldg-North (Golf Course)

Parks Whitnall Park Service Bldg-South (Golf Course)

Parks Whitnall Park Ski/Tow Rope Bldg

Parks Whitnall Park Storage Bldg (CCC Bldg-Gardens)

Parks Whitnall Park Storage Shed (South of Gardens Svc Bldg)
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Parks Whitnall Park Toboggan Shelter (Top of Run)

Parks Whitnall Park Toboggan Storage Shed-North

Parks Whitnall Park Toboggan Storage Shed-South

Parks Whitnall Park Toll Booth (Gardens)

Parks Whitnall Park Wood Storage Bin (SW of Ross Lodge)

Parks Wilson Park Announcer's Booth (Stadium-Rec Center)

Parks Wilson Park Boathouse/Pavilion

Parks Wilson Park Comfort Station (Area 1)

Parks Wilson Park Gazebo (W of Ball Diamond)

Parks Wilson Park Outdoor Pool (Stadium-Rec Center)

Parks Wilson Park Recreation Center

Parks Wilson Park Storage Shed-North (South Edge of Park)

Parks Wilson Park Storage Shed-South (South Edge of Park)

Parks Wilson Park Storage/Concession Bldg

Parks Wilson Park Ticket/Comfort Bldg (Stadium-Rec Center)

Parks Wisconsin Avenue Park* F-20 Pavilion/Central District Office*

Parks Wisconsin Avenue Park* F-21 Chemical Storage Shed

Parks Zablocki Park Pavilion

Parks Zablocki Park Service Bldg

Performing Arts PAC Complex Marcus Center for the Performing Arts

Performing Arts PAC Complex Parking Structure (PAC)

Performing Arts PAC Complex Peck Pavilion

Zoological Gardens Zoological Gardens* Administration Bldg.-Handicap Restroom

Zoological Gardens Zoological Gardens* Administration Building (South)

Zoological Gardens Zoological Gardens* Administration Office Residence North

Zoological Gardens Zoological Gardens* Alaskan Brown Bear Wolverine Den

Zoological Gardens Zoological Gardens* American Otter Exhibit

Zoological Gardens Zoological Gardens* Animal Health Care Center

Zoological Gardens Zoological Gardens* Apes of Africa-Stern Family

Zoological Gardens Zoological Gardens* Aquatic and Reptile Center

Zoological Gardens Zoological Gardens* Aquatic Reptile Theater & Bleachers

Zoological Gardens Zoological Gardens* Atrium Visitor Information Center

Zoological Gardens Zoological Gardens* Australian Building

Zoological Gardens Zoological Gardens* Aviary - Herb and Nada Mahler

Zoological Gardens Zoological Gardens* Barn Storage Shed (behind Aviary)

Zoological Gardens Zoological Gardens* Big Cats Feline Building

Zoological Gardens Zoological Gardens* Bird Winter Quarters
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Zoological Gardens Zoological Gardens* Birds Without Borders Observation Deck

Zoological Gardens Zoological Gardens* Black Bear Dens

Zoological Gardens Zoological Gardens* Black Tailed Prairie Dog Exhibit

Zoological Gardens Zoological Gardens* Bliffert Building

Zoological Gardens Zoological Gardens* Bliffert Remediation Building

Zoological Gardens Zoological Gardens* Camel Barn

Zoological Gardens Zoological Gardens* Camel Demonstration Area Bleachers

Zoological Gardens Zoological Gardens* Camel Loading Shelter

Zoological Gardens Zoological Gardens* Camel Ride Shelter

Zoological Gardens Zoological Gardens* Camel Ride Storage Shed (East of Heritag

Zoological Gardens Zoological Gardens* Camel Ride Ticket Booth

Zoological Gardens Zoological Gardens* Caribou- Reindeer Barn

Zoological Gardens Zoological Gardens* Crested Screamer Exhibit

Zoological Gardens Zoological Gardens* Dall Sheep Building

Zoological Gardens Zoological Gardens* Education Center

Zoological Gardens Zoological Gardens* Electrical Substation

Zoological Gardens Zoological Gardens* Elk Barn East

Zoological Gardens Zoological Gardens* Elk Barn West

Zoological Gardens Zoological Gardens* Fantasy Farm Bldg (Cars)

Zoological Gardens Zoological Gardens* Flamingo Cafe- Zoological Society Office

Zoological Gardens Zoological Gardens* Garage-Flamingo Cafe Service Yard ( 3 car)

Zoological Gardens Zoological Gardens* Giraffe Building

Zoological Gardens Zoological Gardens* Giraffe Visitors Experience

Zoological Gardens Zoological Gardens* Good Humor Concessions-Double

Zoological Gardens Zoological Gardens* Good Humor Concessions-Single

Zoological Gardens Zoological Gardens* Grizzly Bear Dens

Zoological Gardens Zoological Gardens* Heritage Farm - Chick Hatchery

Zoological Gardens Zoological Gardens* Heritage Farm Butterfly Garden Shed

Zoological Gardens Zoological Gardens* Heritage Farm Dairy Exhibit

Zoological Gardens Zoological Gardens* Heritage Farm Entry Structure

Zoological Gardens Zoological Gardens* Heritage Farm Horse Barn and Silo

Zoological Gardens Zoological Gardens* Heritage Farm Petting Ring

Zoological Gardens Zoological Gardens* Heritage Farm Photovoltaic Solar System

Zoological Gardens Zoological Gardens* Heritage Farm Wishing Well

Zoological Gardens Zoological Gardens* Heritage Farm-Birdland Aviary

Zoological Gardens Zoological Gardens* Heritage Farm-Building 1

Zoological Gardens Zoological Gardens* Heritage Farm-Building 2
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Zoological Gardens Zoological Gardens* Heritage Farm-Dairy Council Education Ctr

Zoological Gardens Zoological Gardens* Heritage Farm-Goat Barn

Zoological Gardens Zoological Gardens* Heritage Farm-Heifer Barn

Zoological Gardens Zoological Gardens* Heritage Farms Photovoltaic Solar System

Zoological Gardens Zoological Gardens* Humboldt Penguin Exhibit-Taylor Family

Zoological Gardens Zoological Gardens* Kids 'n Critters Clubhouse  (across from

Zoological Gardens Zoological Gardens* Lakeview Comfort Station and Concession

Zoological Gardens Zoological Gardens* Little Oak Gazebo (behind Oak Grove)

Zoological Gardens Zoological Gardens* Macaque Holding Bldg

Zoological Gardens Zoological Gardens* Main Entrance Kiosk (North)

Zoological Gardens Zoological Gardens* Main Entrance Kiosk (South)

Zoological Gardens Zoological Gardens* Main Entrance Kiosk-(Center)

Zoological Gardens Zoological Gardens* Maple Cove Comfort /Concession Station

Zoological Gardens Zoological Gardens* Monkey Island

Zoological Gardens Zoological Gardens* Monkey Island Winter Quarters Bldg

Zoological Gardens Zoological Gardens* Moose Barn

Zoological Gardens Zoological Gardens* Oak Grove Comfort /Concession Station

Zoological Gardens Zoological Gardens* Oceans of Fun Bleachers

Zoological Gardens Zoological Gardens* Oceans of Fun Sea Lion Novelty Shop

Zoological Gardens Zoological Gardens* Oceans of Fun Sea Lion Pump House & Pool

Zoological Gardens Zoological Gardens* Oceans of Fun Sea Lion Show Concession

Zoological Gardens Zoological Gardens* Oceans of Fun Sea Lion Show Pool

Zoological Gardens Zoological Gardens* Oceans of Fun Sea Lion Show Storage Shed

Zoological Gardens Zoological Gardens* Oceans of Fun Sea Lion Ticket Booth

Zoological Gardens Zoological Gardens* Oceans of Fun Sea Lion Ticket Booth 2

Zoological Gardens Zoological Gardens* Old Style Carousel

Zoological Gardens Zoological Gardens* Old Style Carousel Ticket Booth

Zoological Gardens Zoological Gardens* Old Style Concession Building

Zoological Gardens Zoological Gardens* Old Style Stage

Zoological Gardens Zoological Gardens* Pachyderm Bldg (Winter Quarters)

Zoological Gardens Zoological Gardens* Pachyderm Building

Zoological Gardens Zoological Gardens* Parking Lot

Zoological Gardens Zoological Gardens* Peck Welcome Center

Zoological Gardens Zoological Gardens* Pesticide Storage Container

Zoological Gardens Zoological Gardens* Pheasantry Storage Bldg (NW corner of  A

Zoological Gardens Zoological Gardens* Pheasantry-North

Zoological Gardens Zoological Gardens* Pheasantry-West

23 of 25
TPWT - September 14, 2011 - Page 132



VFA Listing of 902 County-Owned Facilities

Zoological Gardens Zoological Gardens* Pizza Palace Concession

Zoological Gardens Zoological Gardens* Pony Express Ride Shelter

Zoological Gardens Zoological Gardens* Pony Express Ticket Booth

Zoological Gardens Zoological Gardens* Primates of the World

Zoological Gardens Zoological Gardens* Pump House

Zoological Gardens Zoological Gardens* Quarantine Animal Building

Zoological Gardens Zoological Gardens* Ralph Evinrude Landing

Zoological Gardens Zoological Gardens* Raptor Theatre Birds of Prey Bleachers

Zoological Gardens Zoological Gardens* Raptory Theater Birds Of Prey Stage

Zoological Gardens Zoological Gardens* Refrigerated Storage- Center

Zoological Gardens Zoological Gardens* Refrigerated Storage- North

Zoological Gardens Zoological Gardens* Refrigerated Storage- South

Zoological Gardens Zoological Gardens* Savanna Overlook (incl Bongo and Impala)

Zoological Gardens Zoological Gardens* Sea Lion Polar Bear Den

Zoological Gardens Zoological Gardens* Service Building - Commissary

Zoological Gardens Zoological Gardens* Service Yard Poly Green House

Zoological Gardens Zoological Gardens* Service Yard-Dumpster Containment Bldg.

Zoological Gardens Zoological Gardens* Service Yard-Gold Barn

Zoological Gardens Zoological Gardens* Service Yard-Silver Barn

Zoological Gardens Zoological Gardens* Service Yard-Storage Building (Hay Barn)

Zoological Gardens Zoological Gardens* Service Yard-Storage Shed (Gray Barn)

Zoological Gardens Zoological Gardens* Service Yard-Storage Shed (Green)

Zoological Gardens Zoological Gardens* Small Mammal Building

Zoological Gardens Zoological Gardens* South Pine Gazebo

Zoological Gardens Zoological Gardens* Special Exhibits Building-Otto Borchert

Zoological Gardens Zoological Gardens* Storage Container #1- Flamingo Dock

Zoological Gardens Zoological Gardens* Storage Container #2-Flamingo Dock

Zoological Gardens Zoological Gardens* Storage Container #3-Flamingo Dock

Zoological Gardens Zoological Gardens* Stroller Rental Ticket Booth

Zoological Gardens Zoological Gardens* Toll Booth (N of center of Parking Lot)

Zoological Gardens Zoological Gardens* Toll Booth 1

Zoological Gardens Zoological Gardens* Toll Booth 2

Zoological Gardens Zoological Gardens* Toll Booth 3

Zoological Gardens Zoological Gardens* Toll Booth 4

Zoological Gardens Zoological Gardens* Toll Booth 5

Zoological Gardens Zoological Gardens* Toll Booth 6

Zoological Gardens Zoological Gardens* Toll Booth- Walk-in
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Zoological Gardens Zoological Gardens* Train Crossing Shack

Zoological Gardens Zoological Gardens* Train Crossing Shack (main Service Yard

Zoological Gardens Zoological Gardens* Train Crossing Shack (near Woodland Conc

Zoological Gardens Zoological Gardens* Train Depot

Zoological Gardens Zoological Gardens* Vending Machine Shelter

Zoological Gardens Zoological Gardens* Vulture Holding Shed

Zoological Gardens Zoological Gardens* Walkabout Gazebo (South of Australian)

Zoological Gardens Zoological Gardens* Warthog Viewing Overlook (North of Pachy

Zoological Gardens Zoological Gardens* Well-Cover Shed (South end)

Zoological Gardens Zoological Gardens* Winter Quarters

Zoological Gardens Zoological Gardens* Wolf  Woods Lodge

Zoological Gardens Zoological Gardens* Woodland Comfort and Concessions

Zoological Gardens Zoological Gardens* Zoofari Conference Center/Mtc. Shop

Zoological Gardens Zoological Gardens* Zoological Society Information Booth

Zoological Gardens Zoological Gardens* Zoomobile Tours Booth
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1. Safety Equipment - As Required/As Appropriate 
  - Safety Glasses 
  - Head and Hearing Protection 
  - Hard Hat 
  - Safety Shoes, Steel-Toe 
  - Static Grounding Leg Straps (if required) 
  - Fall Protection (if required) 
 
2. Safety Procedures - Buddy System 
  - Paging Equipment 
  - Regular Call In 
  - Leave list of places/areas to go each day 
 
3. Compass 
 
4. Flashlight with extra batteries, spotlights and extension cords when appropriate 
 
5. Small Tape Recorder 
 
6. Digital Camera with flash, extra batteries and memory card 
 
7. Clipboard 
 
8. Drawings or photos for recording notes and map of site 
 
9. Small hand tools, standard and Phillips screwdriver, crescent wrench, jackknife, ice pick, 

string, plumb bob, 2 ft. and 4 ft. levels 
 
10. Measuring - Tape Measure 
  - Folding Ruler 
  - Meter Wheel 
 
11. Electrical wall receptacle circuit and polarity tester, with grounding circuit test capabilities for 

115V A.C. only. 
 
12. Binoculars 
 
13. Ladder – Extension and step 
 
14. Cell phone (communication) 
 
15. Available construction documents 
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The visual inspection is usually performed from the ground level; however, binoculars or a 
ladder may be used to get a close look at certain troubled areas. An awl or other pointed tool 
may be used if probing is required to determine the solidity. A camera may be utilized to record 
a visual portrayal of deficiencies. A tape measure is used to estimate areas or quantities of 
identified work. Levels and plumb bobs are used to evaluate plumbness and movement. 
 
For each deficiency identified during inspection, provide the following information: 
 

A. What action is needed: Repair, replace, paint, clean, etc. 
 
B. Condition: Deteriorated, damaged, leaking, aged, inoperative, etc. 
 
C. What item or items require action: Equipment, material type, surface type, 

etc. 
 
D. Where: North, east, etc. side of room, building, room number, 1st, 2nd, 3rd 

floor, etc. 
 
E. Quantity: i.e., linear feet, square feet, square yards, etc. 
 
F. When action should be taken: 0 year, 1 year, 2 years, 3 years, etc. 
 
G. Photograph of condition 
 
 

Safety: Comply with all current safety precautions during all phases of the inspection. 
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INTRODUCTION / USE OF THIS MANUAL 
 
This operations & inspection manual is intended to assist Milwaukee County staff or their 
designee responsible for operating and maintaining buildings and other structures owned by 
Milwaukee County.  The information provided within this manual should be used to guide the 
responsible individuals in performing annual and routine maintenance activities and inspections. 
 
Included within this manual are a number of checklists that should be used by the Building 
Operators when performing these inspections.  One document within the manual that Building 
Operators should become familiar with is the “PROPERTY ASSESSMENT INSPECTION 
CHECKLIST”.    
 
In January of each year, all Building Operators will be required to submit to the Director of 
Transportation and Public Works a copy of this checklist completed for each appropriate 
building and/or structure for which they are responsible.  A listing of those buildings will be 
established with and for each Building Operator. 
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1.1 FOUNDATION SYSTEMS – Concrete 

1. Concrete: spalling, broken areas; cracks; leaks and dampness; exposed reinforcing; 
out-of-plumb; differential settlement or frost heave indicated by cracks in foundation 
or walls above, binding of doors and windows, and/or separation of wall or slab from 
footing or foundation wall. 

2. Termites: termite tubes on or penetrating concrete foundation; form boards, 
scrapwood, or other cellulose material under buildings and/or near foundation, or 
structural wood. 

3. Drainage: Improper surface grading around structure or trash, debris, or other 
accumulations resulting in water pending or surface runoffs draining back towards 
building. 

1.2 FOUNDATION SYSTEMS - Masonry 

1. Masonry: eroded or sandy mortar joints; mortar cracking and pulling away from brick 
or block; soft brick or spalling brick or block; cracked brick or block units; leaks and 
dampness; out-of-plumb; differential settlement or frost heave indicated by cracks in 
foundation or walls above, binding of doors and windows, and/or separation of wall 
or slab from footing or foundation wall. 

1.3 FOUNDATION SYSTEMS - Timber 

1. Timber: warping; checking; splitting; bowing; sagging; or broken members; 
deflection, rotting, fungus growth; evidence of dampness of long duration; damage 
or possible damage to wooden parts due to closeness (within 8 inches) or direct 
contact with soil; loose, damaged, corroded, or missing bolts, split rings, other 
connections. 

1.4 FOUNDATION SYSTEMS – Vent Screen 

1. Vent Screens: binding, jamming, and poor fit of frames; loose, broken, or missing 
hardware or connections; metal parts for rust, corrosion, and holes or rotting fabric; 
wooden parts for rotting and other damage; clogged, blocked, or covered vent 
openings or inadequacy of ventilated area resulting in under floor condensation. 

2. Standard guides for ventilation requirements are as follows: 
a. Buildings of 5,000 sq. ft. area or less: 2 sq. ft. per 100 linear ft. of building 

perimeter plus 1/3 of 1% of total crawl space ground area 
b. Buildings of more than 5,000 sq. ft. are: 2 sq. ft. per 100 linear ft. of building 

perimeter plus 1/4 of 1% of total crawl space ground area. 
c. Interior foundation walls: 1 sq. ft. per 25 linear ft. of foundation, with cross 

ventilation for all spaces.  

 

2.1 EXTERIOR FAÇADE SYSTEMS – All Types 

1. Inspect all members and areas including general field of wall, joints, flashings, 
corners, window sills, coping, connections, elevated platforms, miscellaneous 
appendages and fixtures. 

2. Building elements out of plumb, leaning, bulging. 
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3. Cracks or joints that have moved; other signs of movement. 
4. Sealants:  

a. deteriorated, alligatored, damaged, missing, torn, loss of adhesion, signs of 
movement  

b. at walls, roofs, siding, coping, windows, base of wall, door systems, 
penetrations 

5. Soffits: damaged, missing, loose, deteriorated, vents. 
6. Loose elements: trim at windows, flashings, coping, bird strips, lights, fixtures 

attached to walls, miscellaneous items. 
7. Blocked or missing roof drains, gutters, scuppers.  
8. Alteration to building: extended door openings, buried elements. 
9. Miscellaneous damage: deterioration due to deicing salts, damage due to collision 

or impact, graffiti. 
10. Termite tubes to wood surfaces. 

2.2 EXTERIOR FAÇADE SYSTEMS – Concrete and Precast Concrete  

1. Concrete surfaces and elements: cracks, spalling, delamination, pop-outs, exposed 
reinforcing steel, corrosion of reinforcing steel, rust staining. 

2. Precast Concrete Connections: deterioration, corrosion, deformation, movement, 
cracks, spalling.  

2.3 EXTERIOR FAÇADE SYSTEMS – Masonry (Brick, Stone, and Concrete Block) 

1. Masonry surfaces and elements: cracks, spalling, mortar joint deterioration, exposed 
reinforcing steel, corrosion of reinforcing steel, rust staining, bulges in plane of wall, 
separation of wythes, mold. 

2. Mortar Joints: deteriorated, worn, eroded, sandy, stained, efflorescence, cracked, 
open joints, cementitious patches, sealant in mortar joint. 

3. Masonry Units: cracked, spalled, chipped, missing, stained, efflorescence, eroded or 
soft face, shifted unit(s). 

4. Control Joints: cracked or spalled units adjacent to joint, sealant condition, missing 
sealant, bulging sealant. 

5. Steel Lintels: corrosion, rust pack, damage to joints above lintel, sagging steel, 
damaged through-wall flashing. 

2.4 EXTERIOR FAÇADE SYSTEMS – Metal 

1. Metal Surfaces and Elements: corrosion, loose pieces, scars, dents, puncture, 
sagging, buckling, failure of base material, breaks in protective coatings. 

2. Fasteners: corrosion, loose, missing, replaced with inappropriate fastener. 
3. Look for dissimilar metals in contact. 

2.5 EXTERIOR FAÇADE SYSTEMS – Wood 

1. Wood Surfaces and Elements: Deterioration, rot, warping, swelling, loose pieces, 
surface cracking, checking, loose or missing knots, fungus, termites, insects, 
staining, sagging, failure of base material. 

2. Fasteners: corrosion, loose, missing, replaced with inappropriate fastener. 
3. Look for proximity to soil, holes, water sources and concrete, poor ventilation. 
4. Weatherstripping: lack of weathertightness around framed openings, dissimilar 

surfaces, between joints. 

2.6 EXTERIOR FAÇADE SYSTEMS – Stucco  

1. Base Material: see appropriate section. 
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2. Stucco: cracks, rust staining, water staining, disintegration, alligator cracks, bulges, 
broken areas. 

3. Lack of Weathertightness at: windows, door systems, other openings, sills, 
dissimilar materials, between joints. 

4. Paint: alligatoring, blistering, scaling, peeling, wrinkling, fading, chalking, mildew, 
bleeding, stains, failure of bond. 

2.7 EXTERIOR FAÇADE SYSTEMS – Cement-Asbestos 

1. Base Material: see appropriate section. 
2. Cement-Asbestos: stains, loose fastenings, broken sheets. 

2.8 EXTERIOR FAÇADE SYSTEMS – Asbestos Shingles 

1. Base Material: see appropriate section. 
2. Asbestos Shingles: cracked, missing shingles, deteriorated areas. 

2.9 EXTERIOR FAÇADE SYSTEMS – Aluminum or Vinyl Siding 

1. Base Material: see appropriate section. 
2. Siding: missing or loose pieces or trim, open joints, broken pieces, staining. 

 

3.1 PAINTED SURFACES - ALL (Interior and Exterior)  

1. SCOPE: All Painted Surfaces 
2. Painting: alligatoring; checking; blistering; crawling; cracking; scaling; peeling; 

wrinkling; flaking; fading; loss of gloss; excessive chalking; mildew; bleeding; 
staining caused by insect screens or splashing; discoloration; complete absence of 
paint. Paint film is less than 3 mils in thickness on metal surfaces. (Note: Painting of 
concrete is not recommended unless required for sealing.) 

 

4.1 FLOOR SYSTEMS - Wood 

1. All Floors-General: inadequacy of floor load postings or lack of conformance by 
occupant to posted loadings; lack of rigidity of supporting beams or other structural 
supports and need for immediate correction; loose, splintered, missing, or other 
damage to supports. 

2. Wood: sagging, wear, splintered, loose, warped, scratched, shrinkage cracks, 
rotted, stains, discolorations, moisture penetration, indentations; absence of 
protective coatings; evidence of insect infestation in finish and subflooring indicated 
by presence of sawdust, wood pellets, or small round emergence holes, check 
damp areas of long duration for infestation and fungus growth. 

3. Strip and Plank: sagging, wear, splintered, loose, warped, scratched, shrinkage 
cracks, rotted, stains, discolorations, moisture penetration, indentations. 

4. End-Grain Block: loose, missing, rotted or otherwise damaged individual blocks that 
form uneven surfaces. 

5. All Finished Flooring: overloading; absence of protective coatings, evidence of 
insect infestation in finish and subflooring indicated by presence of sawdust, wood 
pellets, or small round emergence holes, check damp areas of long duration for 
infestation and fungus growth. 
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4.2 FLOOR SYSTEMS - Concrete 

1. Concrete: wear, pitting, roughness discolorations, stains, settlement, spalling, 
shrinkage cracks, particularly where placed over wood framing; absence of 
treatment or waxing that would prevent surface dusting; cracked, chipped, or 
damage caused by settlement. 

4.3 FLOOR SYSTEM - Mastic 

1. Mastic: wear, depressions indentations, other damage resulting in uneven surfaces; 
absence of wax protective coatings. 

4.4 FLOOR SYSTEM - Terrazzo 

1. Terrazzo: wear, pitting, roughness, discolorations, settlement cracks. 

4.5 FLOOR SYSTEM - Magnesite 

1. Magnesite (magnesium oxychloride): wear, chipping, roughening; delamination; 
settlement cracks; failure due to inadequate minimum thickness (5/8"); and damage 
from exposure to moisture. 

4.6 FLOOR SYSTEM - Clay and Quarry Tile/Brick 

1. Clay and Quarry Tile: brick: sandy, eroded or cracked mortar joints; individually 
stained, or broken, chipped, or loose, resulting in uneven surfaces. 

4.7 FLOOR SYSTEM - Metal  

1. Metal: wear, rusted, corroded, loose, bent, or other damage to surfaces and 
structural supports; broken welds and loose, missing or damaged bolts, nuts, rivets, 
and screws. 

4.8 FLOOR SYSTEM - Conductive 

1. Test resistance of conductive floors in hospital operating suites in accordance with 
Recommended Safe Practice for Hospital Operating Rooms, National Fire 
Protection Association Bulletin. 

 

5.1 ROOF SYSTEMS  

1. Safety: Do not walk directly on wood shingles, clay tile, slate, cement-asbestos, 
asphalt roll, or asphalt shingle roofs. Use ladders or cleated boards to distribute your 
weight. 

2. Where possible, without damaging roof covering, use screwdriver to probe under 
edge of roof covering at overhang to check for rotted decking or dampness. 

3. Wall, Vent, Valley, and Edge Flashings: open joints, loose, proper fastenings, and 
other damage. 

5.2 ROOF SYSTEMS - Wood Shingles 

1. Wood Shingles: weathering, warped, broken, loose, split, curling, missing, flashing 
failures. 

5.3 ROOF SYSTEM - Clay Tile 

1. Clay Tile: weathering, broken, missing, cracked, loose, flashing failures, 
deterioration of expansion joint material or tile raising from improper placing or 
inadequate expansion joints. 
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5.4 ROOF SYSTEM - Slate 

1. Slate: weathering, broken, cracked, loose, missing, flashing failures.  

5.5 ROOF SYSTEM - Aluminum/Iron/Steel/Copper 

1. Metal: holes, looseness, punctures, broken seams, inadequate side and end laps, 
joint connections, inadequate expansion joints, rust or corrosion, and damage 
resulting from contact of dissimilar metals. 

5.6 ROOF SYSTEM - Cement-Asbestos 

1. Cement-Asbestos: wear from weathering, broken, cracked, loose, missing, 
insufficient side or end lap. 

5.7 ROOF SYSTEM - Asphalt Roll 

1. Asphalt Roll: weathering, cracking, alligatoring, buckling, blistering, insufficient or 
uncemented laps, tearing from nails too close to edge, other damage to coatings, 
roof debris. 

5.8 ROOF SYSTEM - Asphalt Shingles 

1. Asphalt Shingle: weathering, lifting, cracking, curling, missing, buckling, blistering, 
loss of granules, excessive exposure. 

5.9 ROOF SYSTEMS - Built-Up 

1. Built-Up: cracking, alligatoring, low spots and water ponding; failure or lack of gravel 
stops; cracks in membrane; exposed bituminous coating; disintegrated, blistered, 
curled, or buckled felts. 

2. Fastenings: improper materials, loose, missing, broken, defective, exposure. 
3. Metal Base Flashings: rust, open vertical joints, loose flanges, inadequate or 

exposed nailing, improper fastening, improper sealing with felt strips, deteriorated or 
missing cant strip. 

4. Other Base Flashings: sagging, deteriorating, separation, adequate coverage or 
embedment, vertical joints, proper fastening, buckling, cracking, surface coat, cant 
strip. 

5. Metal Cap Flashings: rust, corrosion, open joints, loose, improper fastenings. 
6. Pitch Pockets/Pans: replenishment of pitch. 
7. Roof Surface and Drains: trash and debris, missing strainer. 
8. Other Cap Flashings: open joints, buckling, cracking; surface coat disintegration; 

improper fastenings. 
9. Parapet Walls and Copings: cracks, spalling, defective joints and other damage. 
10. Exposed Metal Surfaces: need for rust removal and painting or protective coating. 

5.10 ROOF SYSTEM - Asbestos Shingles  

1. For wear from: weathering, broken, cracked, loose, missing, sufficient side or end 
lap.  

5.11 ROOF SYSTEM - Single-Ply Membrane (Elastomeric)  

1. Membrane Surface: deterioration, cracking, splitting, and cuts. 
2. Side and End Lap Seams: separation and failure. 
3. Loss or shifting of stone cover on ballasted roof system. 
4. Roof Edge Flashing: pulled loose or missing. 
5. Adhered Membrane System: separated from fasteners. 
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5.12 ROOF SYSTEM - Concrete Slabs 

1. Concrete Slabs: cracks, spalling, exposed or corroded reinforcing, rust staining, 
expansion joint deterioration, low spots, improper drainage. 

5.13 ROOF SYSTEM - Hatches/Smoke Hatches/Skylights 

1. Condition: splitting, cracking, improperly installed, weathertightness, roof pavers. 
2. Hardware: rusting and inoperative. 

5.14 ROOF SYSTEM - Gutters and Downspouts 

1. Gutters and Downspouts: misalignment, rust, corrosion, wrong slope, material 
accumulations and clogging, breaks, leaks, missing wire guards, loose or missing 
hangars or other fastenings. 

2. Failure to connect downspouts to available storm sewers, or terminate on properly 
installed splash blocks. 

 

6.1 OTHER COMPONENTS - Parapet Walls 

1. Parapet Walls: loose coping stones; eroded or sandy mortar joints; expansion 
cracks; defective cap flashings, out-of-plumb, efflorescence or staining. 

2. Weathertightness: lack of weathertightness, where butting dissimilar surfaces, 
between joints. 

6.2 OTHER COMPONENTS - Roof Framing 

1. Roof Rafters, Joists, and Sheathing: checks, splits, broken members, open joints, 
loose boards, sag of members, displacement of joints, insect damage, moisture 
staining or damage. 

6.3 OTHER COMPONENTS - Trusses 

1. SCOPE: All types of building trusses that are normally designed for the express 
purpose of supporting roof loads as well as ceilings where applicable. All lateral and 
vertical bracing and ties between trusses are included. 

2. Truss Sag: Examine trusses for sagging. (Truss Member Identification: Use a sketch 
of the truss and label the panel points either numerically or alphabetically) 

6.3.1 OTHER COMPONENTS - Trusses-Timber 

1. Timber  
a. From ground: broken members or connections, cut or removed members, 

twisted and bowed members; excessive number and size of knots; slope of 
grain over one inch in ten; checks and splits in ends of web members; 
separation or slippage at joints; sag; overloading. 

b. From Truss: loose bolts, split rings, shear plates, and fastening devices; checks 
and splits in bracing, chord members, splice plates (scabs), web members and 
filler blocks; missing filler blocks; looseness of tie rods. 

c. Steel Splice Plates: rupture, shearing, crushing, rust. 
2. Dry Rot, Termites and other Infestation  

a. Wooden Parts: dampness and surface moisture of long duration; termite and 
other insect, and fungus infestation. Termite and fungus infestations are often 
detected prior to actual visual damage by probing with a sharp-pointed 
instrument those areas where prolonged dampness is not directly associated 
with rainfall or damp climate. 
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b. Wooden Supports near or at Ground Level: termite tubes or tunnels; dirt piled 
up to wood level; staining. 

c. Painted Surfaces: blistering, checking, cracking, scaling, wrinkling, flaking, 
mildew, bleeding, rust, corrosion; complete absence of paint, particularly at 
ends of members; compatibility with primer. 

6.3.2 OTHER COMPONENTS - Trusses-Steel 

1. SCOPE: All types of building trusses that are normally designed for the express 
purpose of supporting roof loads as well as ceilings where applicable. All lateral and 
vertical bracing and ties between trusses are included. 

2. From Ground: twisted, bowed, deformed, broken members. 
3. From Truss: loose or missing bolts, rivets, defective welds, corrosion of members or 

connections. 
4. From Truss: rupture, shearing, or crushing of steel plates, members, bolts, and 

rivets. 

6.4 OTHER COMPONENTS - Chimneys and Stacks 

1. SCOPE: Chimneys and stacks made of brick, reinforced concrete, and steel; 
foundations for chimneys and accessories. 

2. Foundations: settlement; cracks due to heat, shocks, vibrations. 
3. Brick and Concrete Walls: weathering; cracking; spalling; eroded or sandy mortar 

joints; expansion and contraction cracks; damage from gases; out-of-plumb. 
4. Caps: weathering; cracking; spalling; loose material. 
5. Exposed Metal Surfaces: rust, corrosion, and deteriorated paint; broken, loose or 

missing, other damage to bolts, rivets, and welds. 
6. Linings, Supporting Corbels, and Baffles: cracks, missing, spalling; damage from 

gases. 
7. Guys, Anchorage, and Bands: lack of tautness; rust; corrosion; frayed, broken, 

loose, missing, mechanically damaged anchorage. 
8. Ladders: conforming to OSHA requirements, rust; corrosion, paint scaling; poor 

anchorage; broken, loose, or missing ladder rungs. 
9. Openings for Cleanout Doors, Breechings and Flues: cracking or spalling of the 

masonry surfaces; metal frames for distortion, rust, corrosion; broken, loose, 
missing, other damage to bolts, rivets, and welds. 

10. Cleanout Doors and Fastenings: distortion; rust; corrosion; wear; broken; cracked; 
missing parts; other damage. 

11. Spark Arrester Screens: clogged with fly ash; rust, tears, and other damage; bolts 
and screws for rust, corrosion, loose, broken, or missing parts. 

6.5 OTHER COMPONENTS - Fire Escapes 

1. Treads: wear, splintered, split, cracked, chipped, loose, broken, sagging, rotted, or 
damaged to supporting structure. 

2. Handrailings/Guardrailings and supports: lack of rigidity of supporting members, 
loose, splintered, missing, or other damage to handrails, and supports, absence of 
protective coatings. For metal railings, check for rust, loose, bent, or other damage 
to surfaces and structural supports, broken welds and loose, missing or damaged 
bolts, nuts, rivets and screws. 

6.6 OTHER COMPONENTS - Walkways and Patios 

1. Expansion joints: sufficient joint filler, proper bonding of filler, and for foreign 
material in joints. 
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2. Rigid pavements: spalling, cracks, depressions, scaling, buckling, and damage. 
3. Flexible walkways: raveling, bleeding, depressions, and damage. 
4. Brick and stone: depressions, loose or missing parts, and grout or bedding failure. 

6.7 OTHER COMPONENTS - Pedestrian Bridges 

1. Approach Fill: settlement, particularly at a joint between fill and structure. 
2. Fences, Barricades, and Railings at Approaches: inadequacy or structural damage. 
3. Concrete Foundations: cracks, scaling, disintegration, exposed reinforcing, wood 

piling and pads; missing, broken, ineffective bearing, decay, termite and other pest 
infestation. 

4. Wood Flooring: loose, missing, broken, decayed, rotted pieces; protruding nails and 
other fastenings; checkered wearing plates; loose. 

5. Timber Framing: loose, missing, twisted, bowed, warped, split, cracked, checked, 
unsound members; deteriorated joints; rot, termite and other insect infestation; 
loose, missing, corroded fasteners. 

6. Steel Framing: rust, corrosion, deterioration, missing, bowed, bent, misalignment, 
broken members; evidence of buckling in web stiffeners; loose, missing, corroded 
fasteners. 

7. Concrete and Masonry Structures: weathering, cracks, spalling, exposed 
reinforcing; open, eroded, and sandy mortar joints; broken and missing stones; 
cavities and other deterioration of the stones. 

8. Expansion Joints: improper sealing; tearing; loose or missing filler; adequate space 
for thermal movement; excessive opening of joint; trash or debris in joint, evidence 
of loose anchorages; cracking or breaking of welds. 

9. Handrails/Guardrails: cracking, rust, corrosion, loose, missing, broken, misalignment 
of metal; decay, rust on bottom side of hollow metal railings. 

10. Painted Surfaces: rust, corrosion, cracking, scaling, peeling, wrinkling, alligatoring, 
chalking, fading, complete loss of paint, compatibility with primer. 

11. Sidewalks: cracking, scaling, potholing, spalling or other deterioration of concrete; 
proper drainage, heaving. 

6.8 FURNITURE (Built-In/Anchored in Place) 

1. SCOPE: Metal, wood, and upholstered furniture, including bookcases, cabinets, 
cupboards, desks, dressers, and wardrobes, seating. 

2. Finish of Top, Fronts, and Sides: dents, scratches, cuts, gouges, blisters, splits, 
splintered edges; separation of moldings or veneer at edges; loose fasteners; sharp 
or rough corners, edges and exposed parts; burns, heat marks, glass rings, 
warping, stains, absence of finish. 

3. Mortise and Tenon Joints: loose screws, dowels, dovetail. 
4. Broken Welded Joints: loose or missing screws, nuts, and lock washers. 
5. Rails and Frames: rough or splintered edge grain, splitting or checking. 
6. Adjustable Seats and Backs: swivel, loose, broken, or other damage to mechanism; 

badly dented or fractured parts. 
7. Seat or Back Springs: sag, broken webbing, torn fabric or finishing cloth; bulges, 

holes, or tears in raised springs that have broken loose from twine. 
8. Coverings: wear; lack of cleanliness; stains, fading, tears; loose face yams; thread 

breaks at seats; separation of welts from cover; missing finishing tacks; loose 
finishing gimp. 

9. Upholstery: separation of seams, broken fox or roll edging. 
10. Arms: threadbare wear or tears, loose gimp tacks, loose upholstered panel on arm 

front, loose arms. 
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11. Lacings: broken or frayed. 
12. Wood or Upholstered Areas: evidence of insect damage. 
13. Doors and Drawers: binding, misalignment of hinges, loose pulls, cracked or 

chipped glass, missing rubber bumpers. Check door slide operation. 
14. Shelves: warping and sagging, split or loose cleats and face moldings. 
15. Key Operated Drawers: defective operation of lock and locking devices. 
16. Linoleum and Plastic Tops: cuts, gouges, stains, adhesive failure. 
17. Wardrobes: loose or missing hooks, bent clothes poles, sprung or warped doors, 

defective locks, misalignment of hinges, shelves for rough edges, overloading, 
twisting, support failure. 

6.9 OTHER COMPONENTS - Weight Handling Equipment 

1. Rails and Supporting Structures: roughness; cracks in head; gaps between joints; 
damage to joints; corrosion; general deterioration; spalling; bending; weathering. 
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7.1 CEILING SYSTEMS - Interior 

1. Wood: checking, cracking; splintered; broken; warping; sagging; support failure; rot 
termite or other insect, or fungus infestation; abrasion; scuff marks; mechanical 
damage; personal abuse. 

2. Soft fiberboard (acoustical and insulation): open joints; buckling; sagging; support 
failure; loose; missing; failure of fastenings or adhesive; abrasions; breaks; holes; 
stains from weather or utility leaks. 

3. Wallboard, Plasterboard, Hard Pressed Fiberboard, and Cement-Asbestos Board:  
open joints; cracking; buckling; sagging; support failure; loose; failure of nailing or 
adhesive; abrasions; breaks; holes; discoloration from weather or utility leaks. 

4. Plaster: cracking, buckling, sagging, support failure; spalling, crumbling, or falling 
from moisture absorption; efflorescence, peeling, or flaking from moisture or sealer 
failure; discoloration from weather or utility leaks. 

5. Ceramic Tile: chipped, cracked, loose, missing, holes, defective mortar joints; 
etched, pitted or dull surfaces caused by use of acidulous or abrasive cleaners. 

6. Metal: corrosion, rust, abrasions, indentations, punctures, deterioration of protective 
coating. 

 

8.1 FLOOR COVERING  

1. All floor coverings: loose, damaged, or missing bases, binding strips, or thresholds; 
projecting nails, bolts, or screws; slippery surfaces from oil or water spillage; 
inadequate exposure of abrasive necessary for nonslip finish surfaces. 

2. Carpets and rugs: wear, tear, cuts, raveling, discolorations, fading; binding or 
anchoring strips for wear, damage, poor anchorage; worn or missing tractive 
substance on backing of small rugs or carpets where placed over polished floor; 
beetle or moth damage.  

3. Resilient floor coverings (linoleum, vinyl plastic, vinyl asbestos, cork, rubber, and 
asphalt tiles): wear, cracking, shipping, breaking, scratches, tears, indentations; lack 
of bonding and unevenness underlayment; evidence of damage resulting from use 
of solvents or excessive use of water for cleaning; absence of protective wax 
coatings. 

 

9.1 WALL AND PARTITION SYSTEM - Interior  

1. Wood: checking, cracking; splintered; broken; warping; sagging; support failure; rot; 
termite or other insect, or fungus infestation; abrasion; scuff marks; mechanical 
damage; personal abuse. 

2. Soft fiberboard (acoustical and insulation): open joints; buckling; sagging; support 
failure; loose; missing; failure of fastenings or adhesive; abrasions; breaks; holes. 

3. Wallboard, Plasterboard, Hard Pressed Fiberboard, and Cement-Asbestos Board: 
open joints; cracking; buckling; sagging; support failure; loose; failure of nailing or 
adhesive; abrasions; breaks; holes; discoloration from weather or utility leaks. 

4. Plaster: cracking, buckling, sagging, support failure; spalling, crumbling, or falling 
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from moisture absorption; efflorescence, peeling, or flaking from moisture or sealer 
failure; discoloration from weather or utility leaks. 

5. Ceramic Tile: chipped, cracked, loose, missing, holes, defective mortar joints; 
etched, pitted or dull surfaces caused by use of acidic or abrasive cleaners. 

6. Metal: corrosion, rust abrasions, indentations, punctures, deterioration of protective 
coating. 

9.2 WALL AND PARTITION SYSTEM – Cover (Interior) 

1. Resilient Coverings (linoleum, vinyl plastic): curling, loose, adhesive failure, 
abrasions, indentations, punctures, tears; etched, pitted, or dull surfaces caused by 
use of acidulous or abrasive cleaner. 

2. Canvas and Paper: breaks, wrinkling, fading, adhesive failure. 
3. Evidence of mechanical damage or personal abuse. 

 

10.1 STAIRWAYS (Includes Railings) Interior and Exterior 

1. Risers and treads for: wear, splintered, split, cracked, chipped, loose, broken, 
sagging, rotted, or damaged to supporting structure, or damage caused by 
settlement. 

2. Finished treads: absence of protective coatings, evidence of insect infestation in 
finish and supporting members, inadequate exposure of abrasive necessary for 
nonslip finish surfaces; loose, missing, broken, or other damage to abrasive stair 
nosings or treads, loose, missing, broken, or other damage to abrasive stair nosings 
or treads, lack of nonslip finish or other types of stair covering. 

3. Handrailing and supports for: lack of rigidity of supporting members, loose, 
splintered, missing, or other damage to handrails, lattices, and supports, absence of 
protective coatings. For metal railings, check for: rust, loose, bent, or other damage 
to surfaces and structural supports, broken welds and loose, missing or damaged 
bolts, nuts, rivets and screws. 

4. Steel: wear, rusted, loose, bent, or other damage to surfaces, risers, treads, and 
structural supports. 

 

11.1 WINDOW SYSTEMS (Wood and Metal) - Exterior 

1. Wood sash, frame, casing and trim: splitting, rotting, cracking, loose, poor fit, 
binding, missing, scratches, indentations, mechanical damage, personal abuse, 
loose or missing caulking, lack of weathertightness. 

2. Metal sash and trim: rust, corrosion, warping, binding, poor fit, nonweathertightness. 
3. Screens: loose, broken, or missing hardware; binding, jamming, poor fit of frames; 

metal parts for rust, corrosion, holes in fabric; wooden parts for rotting, stain, other 
damage. 

4. Shutters: splitting, rotting, cracking, loose, missing, misalignment, and freedom of 
swing, or little or no free motion as required. 

5. Hardware: loose, missing, broken parts; binding, misalignment, improper installation 
or adjustment, lack of lubrication; corrosion, abrasion, loss of finish coating. 

6. Glass: missing or broken panes, disintegration of putty. 
7. Storm Sash: binding, jamming, poor fit of frames; metal parts for rust and corrosion; 

wood parts for rotting and other damage. 
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11.2 WINDOW SYSTEMS (Wood and Metal) - Interior 

1. Wood sash, frame, casing and trim: splitting, rotting, cracking, loose, poor fit, 
binding, missing, loose or missing caulking, lack of weathertightness. 

2. Metal sash and trim or metal storm sash: rust, corrosion, warping, binding, poor fit, 
nonweathertightness. 

3. Hardware: loose, missing, broken parts; binding, misalignment, improper installation 
or adjustment, lack of lubrication; corrosion, abrasion, loss of finish coating 

4. Glass: missing or broken panes, disintegration of putty. 
5. Trim: looseness, scratches, indentations mechanical damage, personal abuse. 
6. Venetian Blinds, Window Shades: insecure or broken fasteners; poor operation; 

frayed or broken cords or tapes; broken or damaged slats; worn or torn material. 

 

12.1 DOOR SYSTEMS (Wood and Metal) - Interior and Exterior 

1. Wood and Trim: splitting, rotting, cracking, loose, poor fit, binding, missing, loose or 
missing caulking, lack of weathertightness. 

2. Metal Doors: rust, corrosion, warping, binding, poor fit, nonweathertightness. 
3. Hardware: loose, missing, broken parts; binding, misalignment, improper installation 

or adjustment, lack of lubrication; corrosion, abrasion, loss of finish coating. 
4. Glass: missing or broken panes, disintegration of putty. 
5. Trim: looseness, scratches, indentations mechanical damage, personal abuse. 

 

13.1 SWIMMING POOLS 

1. SCOPE: Swimming pools, wading pools, and accessories, such as spring boards or 
diving towers. Note: Water circulation and purification equipment, shower and 
bathhouses, enclosing buildings, locker rooms, and flood lights are covered by other 
Inspection Guides. 

2. Concrete: cracks, breaks, spalling; exposed reinforcing; settlement. 
3. Tile: chipped, cracked, loose, and missing pieces; mortar joints sandy. 
4. Expansion joints: leakage and damage. 
5. Wall and floor finishes: roughness and dirty. 
6. Depth markers and lane strips: legibility, meet latest code requirements. 
7. Springboards: cracks, breaks, splintering and other damage; loose or missing 

fastenings; absence of non-slip coverings. 
8. Ladders: rust or corrosion of metal parts; loose, missing, broken, rot or other 

damage to wooden parts; alignment of towers. 
9. Main Drains: sediment and rust. 
10. Gutter Drains: obstructions. 
11. Walls: for stains, from corroded fittings. 
12. Fences, Barricades, Dividing Walls and Footings: broken, loose, missing, or other 

damage. 
13. Other Metal Accessories: rust, corrosion, broken or missing parts, other damage. 
14. Other Wooden Parts: cracks, breaks, splintered, loose joints or fastenings, rot, 

insect, other damage. 
15. Painted Surfaces: blistering, checking, cracking, scaling, wrinkling, flaking, peeling, 

rust, corrosion, absence of paint. 

TPWT - September 14, 2011 - Page 161



 
 

 

 
 - 19 - 

 

14.1 PLAYGROUNDS - Paved and Non-Paved 

1. Surface area: potholes, uneven areas, bare spots, dead grass, low spots, cracks, 
spalling, depressions, open expansion joints, frost heaves, drainage. 

2. Equipment: broken, bent, loose, missing, rusted parts. Safety hazards, improper 
installation, and code compliance. 

3. Signs: proper installation. 
4. Appropriate surfaces for ADA access and fall protection. 

 

15.1 BASKETBALL AND TENNIS COURTS 

1. Court surfaces: expansion joint filler, cracks, holes. 
2. Lines: legibility. 
3. Signs: legibility. 
4. Backboard and Nets: holes, rips, tears in nets, damage to surface. 
5. Metal Posts: rust, corrosion, loose, bent, broken parts. 
6. Wood Parts: rot, loose, broken. 
7. Painted Surfaces: rust, corrosion, flaking, scaling, peeling, blistering, or complete 

absence of paint. 
8. Poor drainage. 

 

16.1 FENCES - Chain Link  
1. SCOPE: Security fences and all other outside partition fences 
2. Fences: discontinuity, looseness, vertical and horizontal misalignment, gaps that 

would permit entry of unauthorized persons or animals. 
3. Metal posts: rust, corrosion; loose, bent, leaning, broken, or missing, or 

mechanically damaged posts, inadequate base support; settlement of concrete 
foundations. 

4. Fabric: looseness, rust, corrosion, broken areas, holes, and loose, missing, broken, 
or other damage to guard and stretch wires, and fastening wires and clamps, 
particularly at endposts, comerposts, gateposts, and where attached to structures. 

5. Top, Bottom and Metal Mid and Bracing Rails: rust, corrosion, bent, broken, or 
missing particularly at corners. 

6. Metal Gates: misalignment, difficult opening and closing, loose, missing or broken 
stops, checks, rollers, hinges, latches, and locks. 

7. Supplementary Wire Guards and Attachments: rust, corrosion, loose, missing, 
broken, or other damage. 

8. Presence of weeds, trash, or other debris along fence line and growing on fence 
and damage to metal from burning operations. Trees or shrubs should not be 
allowed to grow more than 8 inches high along fences. Vines should not be allowed 
to grow on fences. 

16.2 FENCES - Wood 

1. Wooden Posts: loose, leaning, splintered, broken, missing, or mechanically 
damaged posts; rot, termite infestation, improper wood species or failure to receive 
treatment to resist damage from weather or insects. 

2. Wood Pickets or Planks, and Rails: loose, missing, broken, decay, and insect 
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infestation; failure to provide ground clearance under fence pickets, planks, or 
bottom rails. 

3. Wood Gates: loose, broken, splintered, rotted, or missing parts; misalignment; 
difficult opening and closing; loose, missing, or broken stops, checks, rollers, 
hinges, latches, and locks. 

4. Supplementary Wire Guards and Attachments: rust, corrosion, loose, missing, 
broken, or other damage. 

5. Presence of weeds, trash, or other debris along fence line and growing on fence 
and damage to wood parts from burning operations. Trees or shrubs should not be 
allowed to grow more than 8 inches high along fences and walls. Vines should not 
be allowed to grow on fences. 

6. Wood Walls: broken, rotted, termite or other insect infestation; complete 
deterioration, out of plumb, discontinuity. 

16.3 FENCES - Walls (Masonry) 

1. Concrete and Masonry Surfaces: cracks, spalling, broken areas, settlement, eroded 
and sandy mortar joints. 

2. Ponding water and soil erosion at foundations. 
3. Loose, missing, or broken capstones. 
4. Proper waterproofing and/or slope on capstones for proper drainage. 

16.4 FENCES - Safety (Metallic and Wood) 

1. SCOPE: Metallic and wooden fences and other permanent barriers surrounding 
electric power equipment centers and preventing unauthorized personnel from 
accidentally contacting such equipment. Electrical grounds and grounding systems 
are covered in other Inspection Guides. 

2. Post Foundations/Embedded Pipe Sleeves: Cracked, broken, settling, movement, 
water ponding at base; severe corrosion or need of re-caulking pipe sleeves. 

3. Metal Fence Posts/Gate Posts/Hinges/Fastenings/Rails/Bracings/Component Parts: 
Rust, corrosion, bent, loose, missing, inadequate, deteriorated paint. 

4. Guard Wires/Guard Wire Brackets: Rust, corrosion, bent, broken, loose, missing, 
sagging, failure to provide three guard wires where accessible to public (regardless 
of location), deteriorated paint. 

5. Wire Fabric: Rust, corrosion, mechanical damage, holes 6 inches or more in 
diameter. 

6. Holding Wires/Clamps/Other Fastenings: Rust, corrosion, loose, missing, broken, 
other damage. 

7. Gates: Rust, corrosion, bent, difficult operation, sagging, inadequate clearances, 
other damage; loose, missing, or other damage to stops, catches, checks, latches, 
locks, and other appurtenances. 

8. Enclosures/Posts/Rails/Braces/Gates/Other Wooden Parts of Wooden Fences and 
Wooden Barriers: Rot, insect damage, openings, loose, missing, leaning, broken, 
lack of rigidity, inadequacy, deteriorated paint. 

9. Supplemental Guard Wires: rust, corrosion, sagging, missing parts, broken, 
inadequate for safety of the public and prevention of entry of unauthorized persons. 

10. Adequacy of Security Throughout Entire Perimeter: Construction excavations, 
washouts, unauthorized changes in ground surface grade both inside and outside 
fence line; openings, particularly along bottom edge, large enough to permit entry of 
small children. 

11. Lumber, boxes, piles of dirt or other materials within three feet of fence line on either 
side. 
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12. Possible installation of new equipment within three feet of fence line that will 
interfere with safety, maintenance and inspection. 

13. Adequacy for Prevention of Damage to Fence or Safety of Personnel: Weeds, trash, 
or other debris along fence line. 

14. Damage to galvanizing or protective coatings from burning operations along fence 
line. 

15. Exposed live electrical parts less than 8 ft from inside of fence or barrier. 
16. Warning Signs: Not installed at all gates and other locations on fence, not in sight 

from each normal approach path, insecurely fastened, illegible. 

 

17.1 RETAINING WALLS 

1. SCOPE: Retaining walls of all kinds, including cribbing and sheet piling when used 
as retaining walls. Waterfront structures are covered by other Inspection Guides. 

2. Concrete Foundations: cracked, broken, scoured, spalling, exposed reinforcing; 
evidence of movement, settlement, and undermining. 

3. Concrete or Masonry Walls: cracked, broken, spalling, misplaced sections, general 
deterioration, exposed reinforcing, eroded and sandy mortar joints, bulging, vertical 
and horizontal misalignment. 

4. Timber Walls and Cribbing: cracked, broken, loose, missing, wearing, undermining, 
rotting, insect infestation; bulging, or vertical and horizontal misalignment. 

5. Sheet Piling and Bulkheads: rust, corrosion, bulging, vertical and horizontal 
misalignment. 

6. Evidence of seepage resulting from obstructions in weepholes or other drainage 
outlets. 

7. Loose or missing premolded expansion joint material allowing washout of backfill. 
8. Structural inadequacy and poor physical condition of deadman anchors, other 

attachments, and fastenings. 
9. Embankment Slopes and Areas Behind Walls: erosion, settlement, or slippage 

resulting from improper drainage, lack of full sod or vegetation cover, damage from 
burrowing animals, slopes steeper than angle of repose. 

 

18.1 GROUNDS - Grass/Landscape Areas 

1. Lawn and Other Turf Areas including Borders: traffic damage; color; density; sparse 
and bare spots; weeds; undesirable grasses; diseases; insect damage; erosion; silt 
deposits; excessive height damage caused by burrowing animals; and low spots. 

2. Where sections or patches of grass have died: pull up a sample of dead grass and 
check blades and roots for possible cause(s) of grass dying. Refer to Scott's Grass 
Manual for possible cause(s) of grass dying if cause cannot be readily determined. 

3. Border Strips and Areas Seeded to Rough Grasses for Erosion Control: poisonous 
or noxious weeds; seedling trees that may hinder future mowing; erosion and 
siltation; lack of vigor; inadequacy of coverage; evidence of burning. 

18.2 GROUNDS – Shrubs/Trees/Plants 

1. Trees and Shrubs in Landscaped Areas: lack of vigor, need of trimming, 
interference with utilities or buildings, injury from mowers, structural weaknesses, 
and storm, disease, or insect damage. 

2. Flower, Plant and Shrub areas: undesirable weeds and grasses; damage caused by 
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burrowing animals; diseases; insect damage; erosion; dead plants; excessive 
height; need of trimming and cultivation; need for mulching; need for replacing. 

3. Windbreaks of Trees: breakage, lack of vigor, dead or dying trees requiring 
replacement; disease and insect damage indicated from condition of leaves; 
branches interfering with utility lines; contour ridges in arid sections inadequate to 
prevent surface runoff and retain and cause absorption of storm waters around tree. 

4. Weed Control: vigor and rapid growths erosion damage where soil sterilants were 
used; check for emergence of any and all types of vegetation as an index of the 
efficacy of the remaining soil chemicals and a need for applying additional 
chemicals to the soil; where selective contact sprays are used, check for percentage 
of kill and injury to vegetation that is to be preserved; check vegetation on adjoining 
lands for damage by spray drift. 

18.3 GROUNDS – Woodlands/Dams/Channels/Gullies 

1. Woodlands: erosion, dead, diseased, or damaged trees; firelanes for being 
impassable; vegetation growth that may carry ground fires; hollow trees. 

2. Earth Dams and Dykes: damage from erosion, burrowing animals; seepage; lack of 
vegetation density or vigor of growth; drop inlet pipes for stoppage; logs, debris; 
outlet ends for erosion, seepage, piping damage or failure. 

3. Emergency Spillways of Drop inlet Dams: blockage, erosion damage. 
4. Permanent Check Dams in Water Course: overflow at notch section, bypassing at 

ends, erosion on downstream side, damaged and deteriorated walls and apron. 
5. Hillside and Terrace Diversion Embankment, Channels, and Culverts: silt, debris, 

rank vegetation, low and weak sections, overflow, erosion, gullying, burrowing 
animals. 

6. Valley Drainage Channels including Culverts and Lateral Drains and Tile at 
Entrance Points: overflow, stoppage, silt, debris, rank vegetation, erosion, caving, 
sloughing, scour. 

7. Vegetated Waterways: inadequate vegetation fullness and cover in relation to 
ground surface area that should be shielded; erosion of waterway and along sides; 
debris; overflow. 

8. Fill Slopes on Barricades, Highways, Railways, Airfield Runways, Igloos, and other 
Soil- Covered Buildings: erosion, burning, steepness; lack of vigor and insufficient 
vegetation coverage for protection against beating rain and direct sunshine; 
inadequate fill depth at top of slope wherever buildings and weather conditions 
necessitate variations on different slopes; inadequate surface runoff piping; 
insufficient thickness of inorganic mulch (gravel, slag, etc.) 

9. Cut Slopes and Diversion channels: erosion, scour, burning, weaknesses from past 
or possible overflow, lack of vigor or growth and insufficient vegetation coverage; 
inadequate surface runoff piping. 

10. Gullies including all Surface Water Entrances and Upstream Ends or Head where 
Mainstream Enters: current rate of erosion; resulting pollution and sedimentation of 
downstream lakes, channels; damaged lands; impairment of bridges and other 
structures; need of erosion control. 

11. Flood Irrigation systems including Delivery Channels, Gates, Flow-Control and 
Water Turnout Works, and Border-Dykes: defective operation, erosion, silting, 
scour, water loss, improper application, failure to supply to all parts of tract. 
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19.1 PAVEMENTS - Curbs/Gutters/Sidewalks/Manholes  
1. SCOPE: Streets, walks, parking areas for motor vehicles, and storage areas. 
2. Curbs, gutters, manholes: cracks, breaks, misalignment, damaged tops, inadequate 

expansion joints. 
3. Expansion joints in sidewalks: sufficient joint filler, proper bonding of filler, foreign 

material wedged in joint. 
4. Rigid pavement sidewalks: spalling, cracks, depressions, scaling, buckling, and 

uneven settlement. 
5. Flexible pavement sidewalks: raveling, bleeding, depressions, and damage.  
6. Brick and Stone Sidewalks: failure of bases, bedding courses, grouting; or loose or 

missing individual pieces. 
7. Drainage: obstructed ditches, improper grading and shoulder protection, low spots, 

standing water. (See Inspection Guide 18) 

19.2 PAVEMENTS - Rigid (Concrete) 

1. Concrete Roads 
a. Expansion Joints: not vertical; excessive or insufficient joint filler; filler not 

bonded to sides of joints; foreign material wedged in joint. 
b. Buckling: caused when the pavement expands beyond joint capacity. 
c. Frost Heave: caused by expansion of a wet subgrade when it freezes. 
d. Depressions: caused by consolidation of soft soil under load. May be evidenced 

by ponding of water after rains. 
e. Cracks: poor subbase support, overload, improper joint spacing, poor concrete 

mix, soft or wet subgrade. 
f. Joint Pumping: evidenced by soil particles and water forced upward through 

joint 
g. Spalling: caused by inadequate expansion joints or freeze/thaw cycles. 
h. Scaling: usually caused by overfinishing which produces concrete with an 

excess of cement in the pavement surface. Sometimes caused by chemicals 
used to remove snow and ice. 

i. Abrasion: caused by blading equipment to remove snow and ice or to grade 
and reshape shoulders. 

19.3 PAVEMENTS Flexible (Asphalt) 

1. Bleeding: excess bitumen on surface. 
2. Potholes: holes in asphalt from water freezing. 
3. Raveling: aggregate particles pulled loose from surface by abrasive erosion. 
4. Grooving and Shoving: caused by high pressure tires operating on surfacing of 

inadequate stability. 
5. Burned Areas: heat effect from blasts of jet aircraft are cumulative. Surfacings 

become lifeless and brittle, separated aggregate may be blown about by blast. 
6. Softening: caused by spillage of petroleum distillates or jet plane blast. 
7. Frost Heave: caused by expansion of a wet subgrade when it freezes. 
8. Depressions: caused by consolidation of soft soil under load. May be evidenced by 

ponding of water after rains. 
9. Weathering and Oxidation: asphalt becomes brittle and brown and "dead" in 

appearance. irregular pattern of fine cracks in areas of little traffic appear in cold 
weather. 
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19.4 PAVEMENTS - Brick and Stone 

1. High and Low areas: failure of bases, bedding courses, grouting; or loose or missing 
individual pieces. 

2. Differential settlement. 

19.5 PAVEMENTS - Gravel/Cinder/Shell/Stabilized Soil  

1. High and low areas: bedding courses, breaks, potholes, corrugated, rutting, 
inadequate crown, general deterioration. 

19.6 PAVEMENTS - Parking and Other Paved Areas 

1. Asphalt: potholes, cracks, frost heave, bleeding and raveling. 
2. Concrete: cracks, spalling, breaks, open expansion joints and buckling. 
3. Poor drainage. 

19.7 PAVEMENT - Markings/Signs 

1. Paint Markings: worn, scaled, shipped, and distorted. 
2. Signs: damaged or illegible. 

 

20.1 STORM DRAINAGE SYSTEMS 

1. SCOPE: Catch-basins, curb inlets, pipelines, headwalls, outfalls and tide gates, 
drop structures and spillways, manholes, culverts, subsurface drainage, gutters, and 
ditches. Note: Pumps and pump stations are covered by other Inspection Guides. 

2. Valley drainage channels, including culverts and manholes: overflow, stoppage, silt, 
debris, vegetation, erosion, and caving (includes removing and reinstalling manhole 
covers). 

3. Catch Basins and Curb Inlets: debris, obstructions, and cracked catch basins and 
broken, or improperly seated grating, settlement. 

4. Pipelines: misalignment, settlement, cracked, broken, open joints, sediment, debris, 
tree roots, erosion in concrete pipes, erosion and corrosion in corrugated metal 
pipes. (Inspect pipe smaller than 48" diameter by using a light between manholes. 
Crawl through pipe 48" diameter or larger. Tightness of joints may be checked by 
blocking off a section between man-holes for 24 hours to determine amount of 
ground water infiltration; watchman necessary to open line in event of rain.) 

5. Headwalls: cracked, broken, spalling, exposed reinforcing, settlement, undermining, 
improper condition of pipe joint at headwall. 

6. Approach Channels: evidence of water channeling under and around pipe or 
headwall. 

7. Outfall and Channel Beyond Headwall: sediment, debris, other obstructions, 
evidence of erosion of adjoining property. 

8. Tide Gates: restricted or tight motion; loose closure; outfall line and bar screens for 
sediment and obstructions. 

9. Drop Structures/Spillways: silt accumulation and erosion. 
10. Manhole Frames/Covers: rust, corrosion, poor fit; ladder rungs for rust, corrosion, 

broken parts, damaged supports. 
11. Manhole Walls: cracking, spalling, exposed reinforcing; eroded or sandy mortar 

joints, loose, broken, or displaced brick. 
12. Manhole Bottoms: clogging, restricted flow, silt, sewer pipe fragments (indicating 

broken pipe), invert elevation of outlet pipe not flush with bottom (if not designed 
with sump). 
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13. Culverts: sediment, obstructions at inlets and outlets, ditch bottoms not flush with 
pipe inverts, and non-compacted or previous soil resulting in channeling. (Cracks in 
pavement over subsurface drainage and culverts indicate washout of soil from 
cracked or broken pipe, and obstructions indicated by restricted flow after prolonged 
rainfall). Damaged or missing sections. 

14. Gutters and Ditches: cracked, broken, eroded concrete surfaces, defective 
expansion joint, misalignment, obstructions, ponding of water, silting or sloughing-off 
of sides, inadequate side vegetation coverage necessary to prevent erosion. 

15. Standing water: would permit mosquito breeding in drainage system. 
16. Channel at the outlet end of the culvert: excessive erosion. This can cause a deep 

gully and weaken the foundation of the structure. 
17. Erosion around edges of inlet ground should slope gently downward so that water 

flows toward the gratings. 
18. Rank growing vegetation in vicinity of inlet interference from large roots. 

 

21.1 WATER STORAGE - Ground/Underground 

1. SCOPE: Ground storage reservoirs and tanks in fresh water systems. Included also 
are the various accessories normally associated with fresh water tanks. Water 
heating systems are covered by other Inspection Guides. Tank and reservoir roofs 
are covered by other Inspection Guides. Cathodic protection of tanks is covered by 
other inspection Guides. 

2. Concrete Foundations: settlement, cracks, spalling, exposed reinforcing.  
3. Wood Foundations and Pads: checked, split, rot, termite infestation, direct soil 

contact of untreated wood, termite tubes. 
4. Anchor Bolts and Straps: loose, or missing pieces; rust, corrosion. 
5. Steel Tanks: rust, corrosion, leakage; damaged protective coatings; bent, bowed, or 

broken members; loose scale; damaged or deteriorated riveted or welded seams. 
6. Concrete Tanks: settlement, cracks, spalling, leakage; defective joint at juncture of 

floor and walls; exposed reinforcing; damaged protective coatings. 
7. Wood Tanks: leakage; cracked, checked, split, warped, or mechanically damaged 

pieces; rot, termite infestation; wall and base sections for vertical and horizontal 
misalignment; bands or hoops for rust, corrosion, looseness or missing. 

8. Wood and/or Steel Ladders, Walkways, Guardrails Handrails, and Stairways: rust, 
corrosion, poor anchorage, loose or missing pieces, other damage. 

9. Handholes/Manholes/AccessDoors/Hatchways/OtherCovers: 
loose/missing/broken/rust/corrosion; improper fit; damaged/missing hardware. 

10. Concrete Reservoirs: settlement, cracks, spalling, leakage, exposed reinforcing. 
11. Expansion Joints: improper sealing; loose or missing filler, failure to allow movement 

when filled with trash and debris. 
12. Earth Embankments: erosion resulting from lack of full sod or vegetation coverage, 

burrowing animals, improper drainage, ponding water along base, leakage through 
embankment or along outlet piping. 

13. Splices, Bolts, Rivets, Screws and Other Connections: loose missing; broken welds; 
rust, corrosion; other damage. 

14. Accumulations of dirt, trash, debris, foliage. 

21.2 WATER STORAGE - Elevated Tanks 

1. All covers and seals bolts and screws: check for rust, corrosion, and other 
deficiencies. 
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2. Identification and markings: accuracy and legibility. 
3. Steel Tower Structure: rust, corrosion; loose, missing, bowed, bent, or broken 

members; loose sway bracing; misalignment of tower legs, evidence of 
unstableness. 

4. Wood Towers: loose, missing, twisted, bowed, cracked, split pieces, rot, termite 
infestation; misalignment of tower legs, evidence of unstableness. 

5. Tower: rust, corrosion, damage, rot, and insect, infestation as applicable. 
6. Wood and/or Steel Ladders, Walkways, Guardrails, Handrails, and Stairways: rust, 

corrosion, poor anchorage, loose or missing pieces, other damage. 

 

22.1 FUEL FACILITIES - Distribution (Receiving and Issue) 

1. SCOPE: Platforms and islands, small structures, fuel hose, hose connections, and 
adapters, hose racks and reels, grounding connections, portable ladders and steps, 
portable gangplanks, signs and markings, general cleanliness, and painting. Pumps, 
valves, piping, tanks, security fences, derricks, railway trackage, concrete and 
surfaced roadways, piers and wharves, electric motors and their control equipment, 
and ground connections for electrical equipment are covered by other Inspection 
Guides. 

2. Signs and markings: accuracy and legibility. 
3. Wooden Platforms and Islands: loose, missing, worn, rotted, other damage to 

individual planks. 
4. Wood Framing, Supports, Stairs, and Guardrails: loose, missing, worn, rotted, 

broken parts. 
5. Metal Framing, Supports, Stairs, and Guardrails: rust, corrosion, loose, missing, 

twisted, bowed, bent, broken parts. 
6. Metal Platforms: worn, bent, broken, or otherwise defective gratings and plates.  
7. Concrete Islands: cracks, breaks; settlement that may lead to failure of pipe, valves, 

and related equipment 
8. Small Structure Concrete Foundations: cracks, breaks, settlement that may lead to 

structure failure. 
9. Metal areas: rust, corrosion, wear, other damage. 
10. Wood framing: wear, rot, insect infestation, other damage. 
11. Roofs and/or Walls: leakage, wear, rot, insect infestation, other damage. 
12. Doors and Windows: sagging, binding. 
13. Hardware: defective hinges, locks, broken glass. 
14. Hose Racks and Reels: corrosion of metal; rotting and other damage to wood; 

mechanical damage or other defects that may result in injury to stored hose. 
15. Underground Tunnels: deteriorated protective coatings, rust, corrosion, decay, 

mechanical damage, defective hinges and locks for access hatches and covers, 
leakage at roof seams and caulked pipe seams in concrete walls and other 
locations, settlement, cracked or broken concrete areas. 

16. Ladders: rust, corrosion, broken welds, rot, splitting, broken, loose, missing, or 
damage to individual parts or connections, unsafe, deteriorated paint. 

22.2 FUEL FACILITIES - Storage 

1. SCOPE: Surface and subsurface tanks, tank enclosures, and tank fittings and 
appurtenances. 

2. Foundations: settling movement, upheaving, inadequate soil coverage. 
3. Exterior concrete surfaces: spalling, cracking, exposed reinforcing, leakage. 
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4. Exterior steel surfaces: rust, corrosion, distortion or other structural failure, leakage, 
deteriorated paint. 

5. Roof surfaces: defects in waterproofing, heat-reflective coating, coverings. 
6. Floating and Expansion-Type Roofs, Seals, Supports, and Support Guides: rust, 

corrosion, improper sealing, deteriorated paint, structural or mechanical damage 
caused by freezing weather conditions. 

7. Structural Supports and Connections: rust, corrosion rot, broken, cracked, distorted, 
loose, missing, deteriorated paint. 

8. Frames and Covers on Manholes and Hatches: rust, corrosion, cracks; breaks, 
missing/damaged bolts, worn defective hinges and gaskets. 

9. Stairs, ladders, platforms, and walkways: rust, corrosion, rot, broken, cracked, 
loose, missing, members or connections; deteriorated paint. 

10. Dikes: cracks, breaks, spalling, rust, corrosion, settlement, heaving, soil erosion, 
water seepage; inadequate sod cover on outer face, where earth-filled; inadequate 
treatment of inner face to prevent vegetation growth; access steps for settlement, 
breaks, other damage. 

11. Drainage Ditches, Sumps, and Earth Surfaces between Ditch and Foundation: 
improper slope to divert surface water away from foundation and berm, trash and 
debris; erosion. 

 

23.1 INCINERATORS 

1. SCOPE: Incinerators used for refuse and garbage disposal, including special-
purpose types. Sanitary and building inspections will be made under other 
Inspection Guides. 

2. Refractory Linings at Throats, Roof Arches, Door Arches and Jambs, Target Wall, 
Charging Hole Covers, Guillotine Doors, and Combustion Chambers: spalling, 
loosening, or deterioration of areas or individual units. (Before inspection, operating 
personnel should thoroughly clean inside of furnace.) 

3. Combustion Chambers: deformations, breaks, wear, corrosion, soot deposits, 
clinkers, ashes, or excessive slag formations indicating excessive lining 
deterioration or depositing of an excessive amount of noncombustibles. 

4. Drying Hearths and Grates: warped sections and burned-out areas. 
5. Exterior Settings: settlement, cracks, broken areas, eroded and sandy mortar joints, 

failure to provide adequate expansion and contraction between furnace setting and 
building and between flue and chimney. 

6. Failure of furnace steel framing supports indicated by damage to arches and roof 
areas, door casings, and walls. 

7. Doors: rust, corrosion, warped, loose fit, damaged or missing parts of latches, and 
hinges. 

8. Tuyere and Tuyere Plates: warped or burned-out areas. 
9. Charging Chute Frames and Covers: rust, corrosion, broken, loose, or missing 

parts. 
10. All-Metal Trash Burners and Incinerators: rust, corrosion, burned-through areas, 

warped and buckled surfaces. 

 

24.1 REFUSE AND GARBAGE DISPOSAL (Dump and Landfill)  

1. SCOPE: Garbage and refuse disposal by the sanitary fill method. 
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2. Accessibility of fill area: poor to trucks and equipment required in excavating, filling, 
backfilling, and compacting. 

3. Evidence of drainage polluting surface or subsurface water supplies. 
4. Potential washouts resulting from storm water when located in ravines. 
5. Maximum depth of fill does not exceed 6 ft. (More than one cell may be used where 

greater depths are desired.) 
6. Minimum covering of clean fill over refuse is not less than 24 inches in completed 

sections. 
7. Evidence of dust resulting from lack of vegetation from completed portions of fill. 
8. Evidence of rodents, flies, and/or other pests in area. 
9. Cover soil that does not provide effective seal (sandy soil preferred). 
10. Locations: less than 750 ft from public highways and human activities. 
11. Winds: towards habitation and highways. 
12. Soil quality: poor, that prevents ease of excavating and does not provide effective 

seal. (Sandy soil preferred) 

 

25.1 ANTENNA - Supporting Towers and Masts 

1. SCOPE: Antenna-supporting towers and masts, guyed radiators and guys, antenna- 
supporting strongbacks, strongback insulation to towers, elevating mechanisms, and 
obstruction and navigation lighting. This Inspection Guide does not cover the 
inspection of antenna. 

2. Foundations: cracked, broken, or spalled concrete; exposed reinforcing; movement 
or settlement; heaving from frost action. 

3. Anchor Bolts and Straps: rust, corrosion, and loose, missing, or damaged parts. 
4. Structural Steel Towers, Ladders, and Safety Cages: rust, corrosion, loose, missing, 

twisted, bowed, bent, or broken members. 
5. Splices, Bolts, and Rivets: rust, corrosion, loose, missing, other damage, broken 

welds. 
6. Timber Towers and Ladders: loose, missing, twisted, bowed, cracked, split, rotted; 

termite or other insect infestation of wooden members. 
7. Guys and Anchorage: cracked, split, rotted; termite or other insect infestation, or 

looseness of wooden parts; metal parts for rust, corrosion, loose, missing, or other 
damage; frayed or broken strands and looseness of guys; inadequate deadman 
anchorage. 

8. Deviations from plumbness. 

 

26.1 AMMUNITION STORAGE - Aboveground 

1. SCOPE: Ammunition storage facilities that are covered with earth, but aboveground. 
2. Foundation, and Retaining Walls: cracks, spalling, broken areas, settlement 
3. Metal Surfaces: punctures, breaks, bends, rust, corrosion, mechanical damage. 
4. Damaged roof, wall surfaces, or waterproofing: leakage. 
5. Leakage at juncture of metal wall with concrete wall. 
6. Floor slab grading: improper, resulting in poor floor drainage. 
7. Doors: sagging, binding; broken, defective, or inadequate hinges; missing, broken, 

or other damage to locks and latches. 
8. Painted Surfaces: rust, corrosion, cracking, scaling, peeling, wrinkling, alligatoring, 

chalking, fading, complete loss of paint. 
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9. Failure to maintain 3 ft. minimum earthfill width at tops of retaining walls and 
minimum side slope of 1 1/2 to 1 at earth embankments. 

10. Sodded areas: poor condition, presence of bare spots; weeds, trash, debris, or other 
detrimental conditions constituting a fire hazard or tending to promote erosion. 

11. Drainage: surface pending, other evidence of subsurface drainage failure. 
12. Inorganic Mulch (gravel, slag, etc.): insufficient thickness, vegetation growing 

through. 

 

27.1 AMMUNITION STORAGE - Underground  

1. See Inspection Guide; Tunnels and Underground Structures. 

 

28.1 BRIDGES AND TRESTLES 

1. Note: The Wisconsin Department of Transportation requires that bridges are 
routinely inspected by certified bridge inspectors every two years. The 
department has published a comprehensive Structure Inspection Manual 
(2003 Edition) that covers the procedures and requirements for inspection. 
Specific qualifications and training are mandated to be qualified to inspect 
bridges. 

2. SCOPE: Highway, Railroad and Pedestrian Bridges and Trestles, including those 
constructed of steel, timber, masonry, concrete, and composite materials. It does 
not cover concrete boxes with integral floor, which are classed as culverts 
regardless of span, and are included under drainage structures. 

3. Note: Inspections will not be made with the aid of field glasses. 
4. Side Slopes: failure to maintain slopes of 1-1/2 to 1 or more; soil erosion; 

inadequately protected with vegetation or mulch; concrete overlays (if applicable): 
cracking, spalling, broken areas, other damage. 

5. Bridge and Foundation Protective Structures, such as riprap cribbing, bulkheads, 
dolphins, piles, or other. Missing, broken, insect and other pest infestation, decay, 
deterioration, erosion, undermining, scouring, other damage. 

6. Drainage Ditches: loose bottom and sides, improper side sloping silting; failure to 
protect surrounding areas at outfalls from erosion. 

7. Roadway of Approaches: cracked, broken, unevenness, settlement, roughness, 
corrugated and disintegrated concrete or bituminous surfaces; cracked, broken, or 
other damage to curb and gutter sections. 

8. Approach Fill: settlement, particularly at a joint between fill and structure. 
9. Fences, Barricades, and Railings at Approaches: inadequacy or structural damage; 

missing or illegible load and speed limit signs. 
10. Drainage Channels: erosion, scouring, accumulations of driftwood and debris 

above, below, and at structure; evidence of possible course diversion resulting from 
obstructions, erosion, or other. 

11. Concrete Foundations: cracks, scaling, disintegration, exposed reinforcing, wood 
piling and pads; missing, broken, ineffective bearing, decay. 

12. All Foundations: scouring, undermining, settlement. 
13. Abutments and Piers: cracks, breaks, scaling, spalling, disintegration, deterioration, 

open joints, other damage; evidence of damage from impact and vibration; failure of 
expansion devices; damage from floating debris, ice, and waterborne traffic; 
significant scour of undercutting of footings. 
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14. Timber Framing: loose, missing, twisted, bowed, warped, split, cracked, checked, 
unsound members; deteriorated joints; rot, termite and other insect infestation; 
excessive deflection under heavy loads. 

15. Steel Framing: rust, corrosion, deterioration, missing, bowed, bent, misalignment, 
broken members; evidence of buckling in web stiffeners. 

16. Concrete and Masonry Structures: weathering, cracks, spalling, exposed 
reinforcing; open, eroded, and sandy mortar joints; broken and missing stones; 
cavities and other deterioration of the stones. 

17. All Superstructures: damage from floating debris, ice, and waterborne traffic; 
misalignment both horizontal and vertical. 

18. Wood Flooring: loose, missing, decayed, rotted pieces; protruding nails and other 
fastenings; checkered wearing plates; loose. 

19. Structure Roadways: cracked, broken, corrugated, disintegrated, leaching, scaling, 
potholing, spalling, voids or lamination in concrete or bituminous surfaces. 

20. Concrete Curbs and Gutters and/or Concrete or Masonry Handrails and Handrail 
Walls: loose, missing, and broken individual sections; misalignment; sandy and 
eroded mortar joints; loose or missing capstones; cracks, spalls, and other 
deterioration of curbs; other damage. 

21. Expansion Joints: improper sealing; loose or missing filler; adequate space for 
thermal movement; excessive opening of joint; trash or debris in joint; evidence of 
loose anchorages; cracking or breaking of welds. 

22. Handrails: cracking, spalling, scaling, or other deterioration of concrete; rust, 
corrosion, loose, missing, broken, misalignment of metal; decay, secureness of 
timber, damage from traffic, rust on bottom side of hollow metal railings. 

23. Bridge Seats, Bearing and Cover Plates: rust, corrosion, deterioration, tilting, 
missing, loose, cracks, spalls, other damage. 

24. Splices, Bolts, Rivets, Screws and Other Connections: rust, corrosion, loose, 
missing, broken welds, other damage. 

25. Painted Surfaces: rust, corrosion, cracking, sealing, peeling, wrinkling, alligatoring, 
chalking, fading, complete loss of paint. 

26. Sidewalks: cracking, scaling, potholing, spalling or other deterioration of concrete; 
soundness of timber; corrosion of steel; proper drainage. 

27. Suspension Span: condition of protective covering or coating on main suspension 
cables; corrosion; tight bolts; slippage of bands holding suspenders. 

28. Signs: proper place and physical condition of signs showing restricted weight limit, 
reduced speed limit, or impaired vertical clearance; proper place and physical 
condition of navigational signs. 

29. Underside of Structural Deck: poor or loose concrete, sounding with a steer hammer 
the areas showing efflorescence or leaking. 

 

29.1 TUNNELS AND UNDERGROUND STRUCTURES 

1. SCOPE: Tunnels of all kinds, including ammunition storage tunnels; pipeline 
tunnels, vehicular tunnels, and water tunnels; also, underground structures housing 
utilities, service installations, and similar equipment or operations. It does not 
include underground tanks, nor earth-covered ammunition magazines that are 
wholly or partly aboveground. 

2. Portal Structures: drainage defects, cracks, breaks, leaks in face and between face 
and tunnel lining, eroded slopes or undermining. 

3. Wing and Face Walls: inadequate protection to personnel, erosion of slopes, loose 
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rocks, actual or potential slides, scouring or undermining of walls. 
4. Door and Gate Operating and Locking Devices: rust, corrosion, loose, missing, or 

damaged parts, improper operation. 
5. Concrete Floors: cracks, breaks, scaling, other damage surface dusting. 
6. Earth and Gravel Floors: improper grading and drainage soft and muddy areas. 
7. Vehicular Tunnel Floors: faulting at joints, scaling, abrasion, depressions, buckling. 
8. Tracks for misalignment, rails for damage and inadequate or loose connections and 

supports, and ties for rot or other damage. 
9. All linings: leakage, settlement, displacement; concrete; cracks, breaks; metal: 

looseness, rust, corrosion; timber: cracks, breaks, rot. 
10. Unlined Tunnels: spalling, disintegration, loose or fallen rocks. 
11. Metal Roofs: rust, corrosion, inadequate supports. 

 

30.1 AIRCRAFT POWER CHECK FACILITY 

1. SCOPE: Aircraft Power Check Facilities; consisting of aircraft securing fittings and 
mooring eyes anchored in concrete, tie-down chain assembly with aircraft holdback 
fitting and blast deflectors. 

2. Aircraft Securing Fitting and Mooring Eyes 
a. Cracked, broken or spalled concrete; settlement, movement or heave in vicinity 

of fittings. 
b. Anchor plates and bolts: rusted, loose bent or broken. 

3. Chain 
a. Breakage, rust, corrosion and wear between individual links and between links 

and fittings. 
b. Chain dimensions: distortion. 

4. Aircraft Holdback and Deck Fittings: Rust, corrosion; bent, worn or damaged parts. 
5. Blast Deflectors: Rust, corrosion; bent, missing or damaged parts. 

 

31.1 RAILROAD TRACKAGE 

1. SCOPE: Railroad trackage, including running or access tracks, classification yards, 
sidings, and storage tracks. 

2. Tracks 
a. Vertical and horizontal misalignment caused by heaving, sinking, churning, 

inadequate expansion, particularly during hot weather; examine closely where 
track passes from earth fill to bridges or trestles. (Standard gage is 4' 8-1/2" 
which is increased on sharp curves. Maximum gage is 4' 9" on tangents and 4' 
9-1/2" on sharp curves.) 

b. Rough spots (Ask train crews). 
3. Rails 

a. Breaks, splits; cracks in head, web, or base; damage from flat wheels. 
b. Creeping or shoving, particularly at curves or ends; battering, overflow, 

chipping. 
c. Joints: loose angle or splice bars, loose and missing bolts, inadequate 

expansion. Ends of 33 ft. rails should butt at 100 degrees F. At lower 
temperatures, clearance of 1/32 in. for every 25 degree difference or part 
thereof. 

d. Loose spikes or failure to provide four per tie; improper tie plate seating (where 
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used); improper support of rail. 
e. Obstructed flangeways of girder-type rails; obstructed flangeways and tops not 

flush with pavement or crossing for standard-type rails. 
f. Road Crossings: poor condition, roughness to road traffic, obstructions. 

4. Ties: Decay, splitting, general deterioration, rail cutting, insufficient or improper 
embedment in ballast to prevent movement, inadequate drainage. 

5. Ballast: Dirt and mud accumulations, soft or wet spots, grass or weeds, washing 
away and settlement, inadequate extension beyond ties, slope to grade steeper 
than 1-1/2 to 1.  

6. Drainage: Obstructed drainage ditches and culverts; erosion of side slopes and 
shoulders; actual or potential slides onto or close to track; washing or erosion at 
head-walls, inlets, discharge openings. 

7. Turnouts: Lack of lubrication, clogged with debris or dirt, inadequately spiked; out-
of-gage; improper operating condition of switches, switch latches, targets, and 
lamps. (Correct throw at switch point is 4-3/4". Gage from point of frog to flange face 
of guardrail where curvature through turnout is 8 degrees or less, is 4' 6-5/8", and 
excess of 8 degrees, is 4' 6-3/4". Gage on tangents and curves of 8 degrees or less, 
is 4' 8-1/2", and for each 2 degrees above 8 degrees on curves, 1/8 in. is added to 
maximum of 4' 9". 

8. Tank Car Unloading Tracks: Bonding Wires Across Rail Joints, Between Rails and 
Unloading Header Pipelines, and Connections Between Rails and Ground Rods, 
and Insulated Rail Joints: loose connections, corrosion, frayed or broken strands. 
(Repair when one strand broken in 7-strand or more than 3 in 19-strand.) 

9. Protective Devices 
a. Warning Signs: inadequate, improperly placed, illegible; telltales improperly 

placed and in poor condition; inadequate and poor structural stability of bumper 
blocks and cattle guards. 

b. Guard Rails: poor structural condition and improper placing at sharp curves, 
steep embankments, trestles, bridges or other locations where derailment 
would be serious. 

c. Retaining Walls: undermining, misalignment, weep-hole obstructions, or other 
deficiencies that would tend to endanger tracks. 

10. Clearances 
a. Clearances at warehouses and structures less than 8' from center line of track 

from rail to 22' above rail; overhanging shed roof less than 5' 6" from centerline 
of track from rail to 15' 6" above rail; do not conform to AREA standards and are 
less than those required by servicing railroad. 

b. Presence of weeds or other obstructions blocking view, creating fire hazard, or 
reducing clearances. 

 

32.1 WATERFRONT FACILITIES - Piers/Wharves/Quaywalls/Bulkheads 

1. SCOPE: Piers, wharves, quaywalls, and bulkheads constructed of timber, steel, or 
concrete. Bulkheads constructed of timber, steel, or concrete. Bulkheads 
constructed of rubble mount (rock) are covered in other Inspection Guides. 

2. Horizontal Misalignment outward movement indicated by increase in expansion joint 
width or cracks in adjacent ground or pavement areas. 

3. Vertical Settlement (use surveyor's level). 
4. Curbings, Handrails, and Catwalks: loose, missing, broken individual sections; 

uneven surfaces, obstructions, other hazardous conditions. 
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5. Bollards, Bits, Cleats, and Capstans: breakage, excessive wear; rough or sharp 
surfaces and edges detrimental to handling lines; missing, loose, or defective bolts. 

6. Deck Drains and Scuppers: loose, missing, or broken screws; water ponding 
indicating clogged drains or need of deckfill or other repair. 

7. Manhole Covers and Gratings: rust, corrosion, mechanical damage, bent or worn 
hinge points. 

8. Asphalt Deck Covering: cracks, weathering, holes, rutting, or porous surfaces. 
9. Ladders: rust, corrosion, loose, missing, twisted, bowed, bent, or broken steel 

members; loose, missing, cracked, split, rotted, or broken wooden members; 
defective supports and anchorage. 

10. Deck Planking: worn, loose, missing, cracked, broken, splintered, deep abrasions, 
decay; termite and other pest infestation, particularly on underside surfaces. 

11. Wood Stringers and Pile Caps: loose, missing, cracked, broken, decay; termite and 
other pest infestation; crushing of wood fiber, particularly at bearing points; 
ineffective bearing area not in contact with bearing piles. 

12. Wood Bearing Piles: missing, broken, loss of section, porosity of surface; pest 
infestation, and decay, particularly at top and areas within tide range. (Area subject 
to teredo attack will require divers’ inspection for signs of entry. Pronounced attacks 
will necessitate removal of several piles for sectionalizing, and extent of damage will 
constitute a representative sample, and condition of other piles may then be 
ascertained.) 

13. Wood Fender Piles: loose, missing, cracked, broken; excessive wear; mechanical 
damage; termite and other pest infestation; wrappings for broken, loose, or missing 
cables and fastenings; loose or missing wedges. 

14. Wood Bracings, Wales, and Chocks: loose, missing broken, split, warped, decay, 
termite and other pest infestation, rotted bolt holes. 

15. Individual wooden members: replace when deterioration has reduced cross section 
area by 30% or more except 50% or more for bracings, wales, and chocks. 

16. Fire walls: structural damage, general deterioration, lack of airtightness. 
17. Steel Deck Plates, Gratings, and Their Supports: rust, corrosion, loose, missing, 

broken, bent. 
18. Steel Beams/Girders/Piling: rust, corrosion, structural damage, misalignment, 

defective connections. 
19. Steel Tie/Rod Bracings/Long Bolts/Wales: rust, corrosion, broken, bent; loose nuts 

and anchor plats; lack of tautness; failure or missing wrappings on tie rods; 
defective connections. 

20. Individual steel members: replace or repair when deterioration has reduced flange 
or web thickness by: 
a. 50% or more for rods and long bolts. 
b. 40% or more for bracings and wales. 
c. 30% or more all other members. 

21. Steel: clean and paint where surface area is corroded 
a. 50% or more on deck plates, piles, bracing and wales. 
b. 40% or more on individual beams and girders. 

22. Steel beams and girders: clean and paint in those spans where total surface area of 
beams and girders in one or more adjacent spans are corroded 50% or more. 

23. Concrete Slabs: general deterioration, breakage, cracking, spalling, particularly at 
bottom surfaces; reinforcing steel for exposure, rust, corrosion, expansion joints for 
loose or missing filler. Report reinforcing for repair when broken or cross section 
reduced 40% or more. 

24. Concrete Beams and Girders: breakage, cracking, spalling, particularly at edges; 
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reinforcing steel for exposure, rust, corrosion. ' 
25. Concrete Piles: breakage, cracking, spalling, particularly within areas of tide range; 

reinforcing steel for exposure, rust, corrosion. 
26. Bulkheads: loss of section; excessive weathering; loss or settlement of backfill; 

erosion of bottom, check depth of water adjacent to bulkhead for comparison with 
original depth. 

27. Bulkhead Tie-Rods: loose or missing connections; corrosion. 
28. Protective Coated Areas: rust, corrosion, deteriorated coating, complete loss of 

coating.  
29. Accumulations of combustible materials, debris, or drift materials. 

32.2 WATERFRONT FACILITIES - Dolphins  

1. SCOPE: Multiple-timber pile dolphins. 
2. Piles: missing, loose or broken, splitting, deep abrasions, damage from marine borer 

activity or decay. 
3. Piles: replace when cross section area has deteriorated 30% or more. 
4. Dolphin Assembly: vertical misalignment. 
5. Cable and Cable Connections: loose, missing, broken, or excessively worn. 
6. Wedge Blocks and Wedge Block Holding Bolts: loose, missing, broken or 

deteriorated, corroded. 
7. Chafing Strips and Bands: loose, missing, broken or corroded. 
8. Chock Bolt Hangers: loose, missing, broken or corroded. 

32.3 WATERFRONT FACILITIES - Camels and Separators  

1. SCOPE: Camels and separators constructed of timber and steel. 
2. Securing Chains (or lines) Fittings and Hardware: broken, loose, or missing parts; 

excessive wear, rust, corrosion. 
3. Timber 

a. Missing or broken members. 
b. Excessive damage, severe wear, external decay. 
c. Evidence of internal decay, attack by marine borers, deterioration. 
d. Individual Timbers: lack of buoyancy, deterioration in cross section area of 50% 

or more.  
4. Steel Pontoons 

a. Missing units. 
b. Mechanical damage, excessive wear. 
c. Rust, corrosion, lack of paint. 
d. Individual Units: lack of buoyancy, reduction in shell thickness of 40% or more. 

32.4 WATERFRONT FACILITIES - Brows and Gangways  
1. SCOPE: Brows and gangways constructed of steel, wood, and aluminum. 
2. Abnormal deflection or sidesway. 
3. Steel and Aluminum Structural Members: mechanical damage, excessive wear, 

slippery walking surfaces. 
4. Handrails (or cables) and Stanchions: damaged or loose members and fittings; wire 

rope for looseness, frayed or broken strands. 
5. Rollers or wheels: hard to move, lack of lubrication. 
6. Connections: rust, corrosion, loose, missing, broken, other damage. 
7. Wooden Structural Members: loose, missing, twisted, bowed, cracked, split, broken, 

or rotted members, particularly at joints. 
8. Wooden Flooring Members: mechanical damage, excessive wear, slippery walking 
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surfaces. 
9. Loose, missing, or broken wooden handrails. 
10. Painted Surfaces: rust, corrosion, cracking, scaling, peeling, wrinkling, alligatoring, 

chalking, fading, complete loss of paint. 

32.5 WATERFRONT FACILITIES – Dredging, Moorings, and Navigation Aids 

1. SCOPE: Dredging, moorings, and navigation aids. 
2. Dredging: Depth of berthing and navigational areas compared to design depth 

established for those areas. 
3. Moorings 

a. Compare present location with original location. (Use sextant or transit on fixed 
reference points.) 

b. Buoys, Visible Chains, and Fittings: breakage, rust, corrosion, wear between 
individual links and links and fittings. 

c. Note: Underwater parts to be inspected by diver. 
4. Navigation Aids  

a. Compare present location with original location. (Use sextant or transit on fixed 
reference points.) 

b. Mechanical Type: ineffective operation. 
c. Tide Gages: illegible, insecure fastenings, deterioration. 

32.6 WATERFRONT FACILITIES – Seawalls, Groins, Jetties, and Breakwaters 

1. SCOPE: Seawalls, groins, jetties and breakwaters constructed of timber, steel, 
concrete, and rock-rubble mound. 

2. Horizontal Misalignment outward movement indicated by cracks in adjacent ground 
or pavement areas. 

3. Vertical Settlement. (Use surveyor's level) 
4. Paved Areas Behind Seawall: eroded; damaged; improper drainage of backfill 

causing hydrostatic pressure differentials; inadequate. 
5. Riprap: loss or lack of, resulting in erosion from wave action of the foreshore and 

undermining of seawall. 
6. Cellular-Type Breakwaters: loss of sand or rockfill. 
7. Rubble Mound: loss of section; weathering; sloughing or loss of side slope material; 

displacement of capstones. 
8. Harbor Bottom: bottom erosion or buildup, particularly in berthing areas.  
9. Curbing, Handrails, and Catwalks: loose, missing, broken individual sections; 

uneven surfaces, obstructions, other hazardous conditions. 
10. Bollards, Bits, Cleats, and Capstans: breakage, excessive wear, and rough or sharp 

surfaces and edges detrimental to handling lines; missing, loose, or defective bolts. 
11. Timbers: loose, missing, cracked, broken, decay, insect and other pest infestation. 

(Areas subject to teredo attack will require divers’ inspection for signs of entry. 
Pronounced attacks will necessitate removal of several piles for sectionalizing, and 
extent of damage will constitute a representative sample, and condition of other 
piles may then be ascertained.) 

12. Concrete: general deterioration, breakage, cracking, spalling, displaced sections; 
reinforcing steel for exposure, rust, corrosion. 

13. Steel Members: rust, corrosion, missing, loose, other structural damage. 
14. Connections: rust, corrosion, loose, missing, broken, other damage. 
15. Protective Coated Areas: rust, corrosion, deteriorated coating, complete loss of 

coating. 
16. Accumulations of combustible materials, debris or drift materials. 
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The inspection is performed by physically moving through the area containing the equipment 
and checking the condition of each piece of equipment. 

For each local interior building system check (smoke detector system, pull-box system, 
sprinkler alarm, etc.), the Project Manager should be notified of any defect. Comply with all 
current safety precautions when inspecting fire alarm systems. 

Light installations may be visually inspected from the ground; binoculars may be utilized 
where appropriate. 

Because overhead electric distribution systems are energized almost continually, inspection 
of such components as poles, hardware, and associated accessories should be made from 
the ground except during those periods when planned outages of the various systems will 
permit a climbing inspection. Binoculars may be used to inspect overhead equipment where 
a close observation is desired. Inspection is made by walking the poles and lines as well as 
using a vehicle when practical. 

When inspecting power plants, prior to performing the inspection, contact should be made 
with the plant operator to determine any operating problems/deficiencies which may exist at 
time of inspection. 

When inspecting components of electrical distribution systems, do not operate any 
components without prior clearance from responsible operating personnel. 

Inspection is made by observation and in some cases, manually operating the component 
under de-energized conditions, when condition cannot be determined just by visual 
observation. 

Current OSHA safety requirements, and Design Safety Standards for Electrical Systems, 
should be compiled with when inspecting electrical equipment. 
 

For each repair requirement identified during inspection, provide the following information: 
 

A. What action is needed: Repair, replace, paint, clean, etc. 
B. Condition: Damaged, leaking, aged, inoperative, etc. 
C. What item or items, system require action 
D. Where the problem is located, room number, floor, compass direction 
E. Quantity: linear feet, each, square yards, etc. 
F. When action should be taken: 0 year, 1st year, 2nd year, etc. 
 

In each case where a deficiency exists, the associated repair requirement should be 
noted. All checks are made while equipment is operating. 
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33.1 DISTRIBUTION SYSTEMS (Interior) - Cable/Wiring/Conduit 

1. SCOPE: Electrical light and power systems for buildings. 600 volts and below, 
exclusive of supply and utilization equipment. Building electrical systems extend 
from the main service switch or breaker to points of connection for lights, motors, or 
other utilization. It includes wire and cable runs; busways, raceways, and wireways; 
tubing and conduit; switchboards, panelboards, and cabinets; circuit protective and 
switching equipment; junction and cutout boxes; insulators, supports, and wiring 
devices; and other items not associated with supply or utilization equipment, such 
as metering, motor controls, and starters. It includes fixtures, lamps, switches, 
outlets, cords, and plugs. 1. Building electrical systems must conform to local 
ordinances. 2. Ali parts of a grounding system must be continuous and actual 
connections to earth must be adequate. Technical requirements shall conform to the 
National Electrical Code. 

2. Cable Wiring and Conduit  
a. Dirty, poor ventilation, detrimental ambient conditions, presence of moisture, 

greases, oil, chemical fumes. 
b. Improper or unauthorized connections and dangerous temporary connections. 
c. Damaged wiring devices, defective insulators, cleats, and cable supports; 

broken or missing parts or exposed live parts. 
d. Excessive cable sag and vibration, crowded cable spacing, excessive number 

of conductors in conduit and raceways. 
e. Evidence of overheating, grounds, and short circuits, overheated splices, 

damaged or defective insulation. 
f. Need for painting of noncurrent-carrying parts subject to corrosion. 
g. Unsafe, unreliable cable and wire to lighting and power panels. 
h. Fuses, switches, and other sources of discontinuity in the neutral wire of 

grounded AC systems. 
i. Circuits for operation of switches, receptacles, wiring for overloaded circuits and 

missing cover plates. 
3. Cords, Cord Extensions, Portable and Appliance Cords, and Plugs  

a. Inadequate, unsafe, unreliable, incorrect types being used.  
b. Lengths too long, poor insulation, twisted, spliced, exposed to damage 

underfoot, laying on floor or across heated surfaces or lamps; lamp types used 
for portable extensions that are subject to moisture, oil, and grease. 

c. Plugs: cracks, breaks, loose connections, wires improperly attached and in 
danger of pulling away from plug when removing from outlet, missing protective 
cover on male ends, no grounding terminal or ground wire with clamp. Power 
Plugs: cable clamps loose or missing. 

d. Improper or unauthorized flexible cords and cable run through holes in walls, 
ceiling or floor. 

33.2 DISTRIBUTION SYSTEMS (Interior) - Service Panels/Panelboards 

1. Panelboards  
a. Dirty, corroded, signs of overheating, and need for touch-up painting. Unposted 

or illegible instructions, identification charts, circuit diagrams, and feeder 
schedules. 

b. Loose or inadequate connections. 
c. Switches need lubrication, operate improperly; knife switches and fuse clips 

improperly aligned. 
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d. Check fuse ratings and ground connections. 
e. Removed fuse jumpers and dangerous temporary connections. 
f. Uncovered, open breaker spaces in need of protective covers. 

33.3 DISTRIBUTION SYSTEM (Interior) - Switchgear 

1. SCOPE: Electrical switchgear, associated apparatus, and equipment connected to 
distribution circuits in buildings, 600 volts and under, and not located in vaults or fire 
resistant rooms.  

2. Housekeeping  
a. Poor appearance, dampness, dirty, inaccessibility or surrounding areas. 
b. Detrimental conditions such as ambient temperatures in excess of 100°, 

humidity causing sweating of metal enclosures; rodents, insects; stored 
combustibles; trash, dirt, dust accumulation, poor location, inaccessibility; poor 
ventilation; gas, steam, or water leakage. 

3. Exterior Housings and Enclosure Ground  
a. Rust, corrosion, need for painting, signs of abuse, unauthorized or improper 

signs, scribbling, calendars, storage of materials or dust accumulations on top 
of enclosures, missing parts, schedules, or other items. 

b. Poor condition and inadequacy of enclosure ground. 
c. Properly secured. 

4. Interior of Compartments, Cubicles, and Drawers: Dirty, condensation, symptoms of 
overheating, burns from ground and short circuits, defective insulation, defective 
operation of locks, doors, and drawers. 

5. Air and Oil Circuit Breakers, Oil-Less Type Air Blast Breakers (De-Energized) (50 
Amperes and Above) 
a. Incorrect wipe of main and arcing contacts on opening and closing. 
b. Overheating, lack of continuity, and looseness of connections on all 

mechanisms; incorrectly placed pins and cotter pins. 
c. Improper functioning of rods and moving parts and binding occurs when 

breaker is operated. 
d. No freedom of action in tripping devices and latches; insufficient travel of 

armature of over- current trip devices to assure release of breaker latch. 
e. Dirty oil in oil-film timers. 
f. Improper functioning and unsatisfactory condition of control switch and closing 

relay. 
g. Oil Tanks: leaks, cracks, corrosion, defective gaskets, improper oil levels, 

incorrect gauge indications, oil for presence of dirt, and sludge. 
h. Bushings and Insulators: accumulation of dirt, cracks, chips, lack of rigidity of 

supports, inadequacy of connections. 
i. Arc Chutes: moisture and other contaminants, arc mufflers for loose scale, 

runners and springs for wear or other damage. 
j. Inoperative indicating lamps. 

6. Pneumatic Systems: Poor general condition and unsatisfactory operation of all 
components serving breakers including air pressure, valves, pistons, and associated 
equipment; poor speed of air- pressure recovery, air leaks, moisture and dirt in air 
lines. 

7. Enclosed Switches  
a. Unsatisfactory operation of handle and mechanism; blade latch functions 

improperly; blades are insecure when closed. 
b. Blade, clips or tongue for lack of cleanliness, signs of oxidation, arcing, 

overheating, and poor contact. 
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8. Switchgear Relays: Visible evidence of accumulations of dust and dirt, broken glass, 
loose or missing nuts, loose mounting, noisy operation, signs of arcs, loose 
connections.  

9. Dry-Type Transformers  
a. Accumulation of dust on core, coils, and leads; evidence of moisture, oil, or 

other contaminants; evidence of overloads and burned insulation; poor contacts 
and connections; signs of corrosion; poorly painted surfaces, nameplates, 
guards and warning signs; inadequate ventilation, detrimental ambient 
temperatures, and defective ground connections. 

b. Unsatisfactory operation of air-temperature alarms, auxiliary cooling equipment, 
and tap contacts. 

c. When operating log is kept, check operating temperature loads, and voltage 
during critical operating periods from log data. 

d. Detrimental ambient conditions, defective lightning protection, moisture, 
overloads, physical injury or abuse, and short circuits causing insulation 
deficiencies. 

10. Instrument Transformers: Lack of cleanliness, inadequate connections, inadequate 
insulation, improper ventilation, and unsatisfactory grounding 

11. Small Wiring: Physical damage, defective insulation, poorly soldered connections, 
damage to other connections. 

12. Buses and Buswork: Lack of cleanliness, defective insulation, overheating, signs of 
flashovers.  

13. Rheostats/Associated Mechanisms: Inadequate operation, lack of cleanliness, 
overheating, dirty contacts, overtravel.  

14. Mechanical Devices – De-Energized: Unsatisfactory operation and inadequacy of 
mechanical devices for elevating and lowering or drawing out switchgear; improper 
operation of interlocks, gang switches, and contact safety shutters. 

15. Switchgear Foundations: Settling or movement of floors, pedestals, and other 
foundations resulting in possible misalignment of operating parts in switchgear. 

33.4 DISTRIBUTION SYSTEM (Interior) - Transformers - Energized  

1. SCOPE: Energized electric distribution transformers used for voltage reduction. 
2. Concrete Foundations and Supporting Pads  

a. Settling and movement, surface cracks exceeding 1/16 inch in width, breaking 
or crumbling within 2 inches of anchor bolts. 

b. Anchor Bolts: loose or missing parts, corrosion, particularly at points closest to 
metal base plates and concrete foundation resulting from moisture or foreign 
matter, and exceeding 1/8 inch in depth. 

3. Mounting Platforms, Wooden:  
a. Cracks; breaks, signs of weakening around supporting members; rot, 

particularly at bolts and other fastening, holes through which bolts pass, wood 
contacting metal 

b. Burning charring and burning at contact points, indicating grounding deficiency. 
c. Inadequate wood preservation treatment. 

4. Mounting Platforms, Metallic: Deep pits from rust, corrosion, other signs of 
deterioration likely to weaken structure. 

5. Hangers/Brackets/Braces/Connect: Rust, corrosion, bent, distorted, loose, missing, 
broken, split, other damage; burning or charring at wood contact points resulting 
from grounding deficiency. 

6. Enclosures, Cases, and Attached Appurtenances  
a. Collections of dirt or other debris close to enclosure that may interfere with 
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radiation of heat from transformer or flashover. 
b. Dirt, particularly around insulators, bushings, or cable entrance boxes. 
c. Leaks of liquid-filled transformers. 
d. Deteriorated paint, scaling, rust; corrosion, particularly at all attached 

appurtenances, such as lifting lugs, bracket connections, and metallic parts in 
contact with each other.  

7. Nameplates and Warning Signs: Dirty, chipped, worn, corroded, Illegible, improperly 
placed. 

8. Grounding: Visual Connections: loose, missing, broken connections; signs of 
burning or overheating, corrosion, rust, frayed cable strands, more than 1 strand 
broken in 7 strand cable, more than 3 strands broken in 19 strand cable. 

9. Bushings and Insulators: Cracked, chipped, or broken porcelain, indication of 
carbon deposits, streaks from flashovers, dirt, dust, grease, soot, or other foreign 
material on porcelain parts, signs of oil or moisture at point of insulator entrance. 

10. Grounding and Phase Terminals: Overheating evidenced by excessive 
discolorations of copper, loose connection bolts, defective cable insulation, no 
mechanical tension during temperature changes, leads appear improperly trained 
and create danger of flashovers from unsafe phase-to-phase or phase-to-ground 
clearances caused by deterioration of leads or expansions during temperature 
changes. 

11. Lightning Arresters: Where attached to or mounted on, refer to Inspection Guide 13. 
12. Breathers: Holes plugged with debris, desiccant-type breathers need servicing or 

replacement.  
13. Grills and Louvers for Ventilation of Air-Cooled Transformers: Plugged with debris or 

foreign matter, interfering with free passage of air. (Openings located near floor or 
ground line can be inspected with small nonmetallic framed mirror having long 
insulated handle, used in conjunction with light from hand flashlight having insulated 
casing. Throw light beam onto mirror and reflect upward into openings.) 

33.5 DISTRIBUTION SYSTEMS (Interior) - Transformers - De-energized 

1. SCOPE: De-energized electric distribution transformers used for voltage reduction.  
2. Safety: Transformer must be de-energized and circuit switches locked out. Use 

Grounding harnesses on input terminals.  
3. Bushings and Insulators  

a. Insulators and Porcelain Parts: indications of cracks, checks, chips breaks; 
where flashover streaks are visible, reexamine for injury to glaze or for 
presence of cracks. 

b. Chipped glaze exceeding 1/2 inch in depth or an area exceeding one square 
inch on any insulator or insulator unit, report for investigation by a qualified 
electrical engineer. 

c. Severe cracks, chipped cement, or indications of leakage around bases of 
joints of metal to porcelain parts at terminal and transformer ends. 

d. Terminal Ends: mechanical deficiencies, looseness, corrosion, damage to cable 
clamps. 

e. Improper oil level in oil-filled bushings. 
f. Heating evidenced by discolorations, and corrosion indicated by blue, green, 

white, or brown corrosion products on metallic portions of all main and ground 
terminals, including terminal board and grounding connections inside 
transformer case. 

4. Coils and Cores: When cover is open, examine interior for deficiencies, dirt, sludge. 
If feasible, probe down sides with glass rod, and if dirt and sludge exceeds 
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approximately 1/2 inch. 
5. Enclosure and Cases: If case is opened for any reason, examine for signs of 

moisture inside cover, and where present for plugged breathers, inactive desiccant, 
enclosure leakage, etc. 

6. Gauges and Alarms 
a. Liquid Level Gauge and Alarm System: dirty, not legible, improper frequency of 

calibration. 
b. Test grounding system in accordance inspection Guide No. 12. 

7. Additional Inspections: Inspections described in Inspection Guide 1.4.1 Distribution 
Transformers, Energized, are to be performed as part of this inspection. 

 

34.1 LIGHTING FIXTURES (Interior and Exterior) 

1. Lighting Fixtures  
a. Inadequately supported, insecure, and improperly located, evidence of 

unauthorized removal and relocation. 
b. Incorrect types installed in hazardous locations; change in facility class requires 

replacement. 
c. Improperly located in clothes closets. (Should be above door or in ceiling and 

not serviced with cord pendants.) 
d. Cracked or broken luminaries and fixture parts, missing pull cords, metal pull 

chains not provided with insulating links. 
e. Indications of objects being supported from, hung on, or stored in fixtures. 
f. Evidence of overheating, undersized, or other damage to sockets, exposed or 

damaged connecting wiring. 
2. Lamps  

a. Oversized, blistering, loose base, thermal cracks from contact with fixture, bare 
lamps in hazardous locations, poor socket lamp connections and proper types 
for special applications. 

b. Operation of fluorescent fixtures shows poor burning and starting 
characteristics, and loud humming ballasts. 

3. Lighting Voltage  
a. Spot measurement at fixture and lighting outlets indicates measured voltage in 

excess of 5% of nominal lamp voltages. 
b. Unauthorized connections of hot plates, coffee pots, heating devices and other 

electrical equipment on lighting circuits. 
c. Interference with branch circuits for power and lighting from motor starting or 

stopping such as excessive light flicker, or excessive voltage dips causing 
fluorescent/mercury lamps to drop out. 

4. Illumination Levels (Control Inspection Only) 
a. Ambient conditions such as dirty walls and ceilings. 
b. Spot measurement of light levels using accurate foot candle meter indicates 

depreciation of 20 to 25 percent of level obtainable from clean fixtures and new 
lamps seasoned for 100 hours. 

34.2 LIGHTING AND POWER SYSTEMS - Convenience Outlets 

1. Dirty, inadequate, defective contacts, difficult plugging, overheating, evidence of 
overloading on multiple sockets, servicing lamps or appliances, lack of grounding 
terminal. 

2. Circuit test for correct polarity and ground. 
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3. Adequate number, proper type, convenient location, loose or damaged plate covers. 
4. Receptacles without GFI (Ground Fault Circuit Interrupt) protection in dwelling unit 

kitchens and bathroom. 
5. Outdoor receptacles: not weatherproof. 

34.3 LIGHTING AND POWER SYSTEMS - Switches and Breakers 

1. Switches and Breakers  
a. Poor condition of contacts, contact misalignment, signs of overheating, signs of 

oxidation, and inadequate capacity. 
b. Defective operation (try manually and electrically when practicable). 
c. Spot check and report voltage on branch circuits, feeders, and convenience 

outlets serving motors, heaters, and other utilization equipment. 
d. Group Operated Switches: rust, corrosion, loose brackets. 
e. Contact Blades: rough, pitting from arcing. Misalignment of blades with 

contacts.  
2. Tests (Control inspection only) 

a. Measure ground resistance at various points on metal conduit systems and 
grounding systems. 

b. Measure insulation resistance in feeders and branch circuits to terminals of 
utilization equipment between conductors and between each conductor and 
ground. Keep continuous record of measurements. Insulation resistance should 
not be less than 300,000 ohms.  

3. Switches  
a. Defective operation, broken or missing parts, arcing noises. 
b. Insecure, loose, damaged, missing plate or switch cover. 

34.4 LIGHTING AND POWER SYSTEMS - Fuses and Small Circuit Breakers 

1. SCOPE: Visual inspection only of fuses and small circuit breakers and their 
enclosures in electrical circuits operating at 600 volts or below and rated at 30 
amperes and below, 

2. Safety: Do not contact fuses. Do not remove covers. Do not de-energize. 
3. By-passing: Report apparent by-passing of fuses or circuit breakers for further 

investigation. 
4. Housekeeping: dust, dirt, oil, grease, corrosion, foreign matter within enclosure; 

inadequate identification of circuits. 
5. Enclosures: deterioration of enclosures or connecting conduit or cable due to rust or 

corrosion; loose, corroded, or missing covers. 
6. Connections (if visible without removing covers): loose, corroded, inadequate; 

deteriorated insulation. 
7. Capacity: Check size of existing fuses or circuit breakers against system, report 

oversized fuses and circuit breakers. 
8. Fuses: overheating, indicated by discoloration of brass or copper at contact points; 

distortion, charring, deterioration of fiber cases of cartridge type cases. 
9. Circuit Breakers: distortion, charring, deterioration of molded portions of case. B. 

Grounding: loose corroded connections; deteriorated or abraded insulation; frayed 
or broken cables. 

 

35.1 ALARM SYSTEMS - Fire/Theft 

1. Wire terminal connections in panel and pull-boxes: tightness or possible corrosion. 

TPWT - September 14, 2011 - Page 186



 
 

 

 
 - 44 - 

2. Pull-boxes and Mechanisms: proper lubrication. 
3. Actuate interior heat or smoke detector system by applying heat to a selected 

heat/smoke detector in the building in order to determine that the local building 
alarm operates properly and that a proper signal is transmitted over the site's fire 
alarm system by checking with the Fire Department's operator. 

4. Actuate interior heat or smoke detector system by applying heat to a selected 
heat/smoke detector in the building in order to determine that the local building 
alarm operates properly and that a proper signal is transmitted over the site’s fire 
alarm system by checking with the Fire Department's operator. 

5. In building where individual heat or smoke detectors are installed (not connected to 
local fire alarm system) actuate detector manually to insure that unit operates 
properly. 

6. Automatic sprinkler system fire department connections are checked as follows: 
a. Alarm lights, alarm bells, fire boxes for trip and zone light operation. 
b. Low air switches for corrosion and moisture. 
c. Actuate trip switch to determine that it operates the local building alarms and 

that a proper signal is transmitted over the site's fire alarm system by checking 
with the Fire Department's operator. This test should also be made when dry 
pipe sprinkler valves are drip tested under wet conditions. 

d. Reset panel, system and alarm boxes upon completion of tests. 

35.2 SPECIAL SYSTEMS - Emergency Lighting 

1. SCOPE: Interior emergency building lighting, including exit lighting, wall mounted 
lights and wall hanging battery pack emergency lighting located in auditorium, 
corridors, lobbies, passageways, stairways, and fire escapes. 

35.3 SPECIAL SYSTEMS - Elevators/Platform Lifts/Dumbwaiters/Escalators 

1. Inspections shall be performed in accordance with: 
a. American Standard Safety Code for Elevators, Dumbwaiters, Escalators and 

Moving Walks 
b. American Standard Practice for Inspection of Elevators 

35.4 SPECIAL SYSTEMS - Chimneys and Stacks 

1. SCOPE: Chimneys and stacks made of brick, reinforced concrete, and steel; and 
accessories. 

2. Lightning Rods, Terminals, Cables, and Ground Connections: corrosion; loose; 
burned; missing; or other damaged parts and connections. Test for electrical 
continuity from aerial terminals through ground connections. 

3. Lights, Hoods, Reflectors, Shields, and Receptacle Fittings: failure to operate; 
missing, loose, or damaged parts; moisture; need of re-lamping. 

4. Conduit: breaks and other damage. 
5. Remove conduit inspection plates and examine internal connections for lack of 

tightness and inadequacy; relays for defective operation and for loose or weak 
contact springs; worn or pitted contacts; moisture. 

35.5 SPECIAL SYSTEMS - Lightning Protection 

1. Rods, Points, Air terminals: bent, damaged, missing. 
2. Rod Mounting Bases: improperly anchored to structure, damaged, cable connectors 

loose or missing. 
3. Main Conductor Cable and Downleads: loose, missing, broken, signs of burning, 

corrosion, frayed cable strands, not anchored to structure. 
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4. Groundrod: downlead connection loose or damaged, disconnected. 

35.6 SPECIAL SYSTEMS - Heat Trace Systems 

1. Heating Conductor: overheating, not functioning, exposed, damaged, cracked or 
splitting insulation. 

2. Pipe Attachment: insecure, improperly anchored, damaged. 
3. Protective Raceway: damaged, broken, loose attachment. 

 

36.1 POWER PLANTS  

1. SCOPE: Electrical equipment and apparatus in electric power generating plants. 
2. Housekeeping: lack of cleanliness or orderliness. 
3. Safety Signs and Posted Instructions: inadequate, illegible, improper location. 
4. Operating Log, Plant Log, and Maintenance Records: failure to record pertinent 

readings and other information necessary to locate and evaluate trouble areas and 
trends. 

5. Evidence of need to follow up deficiencies that may lead to breakdown. 
6. Operating Log: review for duration and amount of overload, ambient temperature, 

temperature rise. Note when rated temperature is approached or exceeded. 
7. Generator field, armature windings and cable insulation for visual defects. 
8. Adequacy, serviceability and reliability of generator excitation system.  
9. Condition of emergency exciters and associated equipment including rheostats, pilot 

exciters, voltage regulators and drives, if necessary. 
10. Ground indicating system in ungrounded exciter circuits. 
11. Inspect wiring and electrical controls for loose connections; charred, broken or wet 

insulation; evidence of short circuiting, proper calibration of controls, and other 
deficiencies. 

12. Instruments for proper calibration, loose electrical connections, broken glass, 
physical damage, or need of cleaning. 

13. Machine operation for noisy, unbalanced, rubbing, excessive vibration, rattling parts. 
14. Bearings for proper lubrication (check lubrication schedules), improper oil level in oil 

gauges, noise, overheated bearing caps or housings. 
15. Machine cooling system for leaks, mechanical damage, rust, corrosion, pump 

vibration, loose or missing hold-down bolts. 
16. Check operation log or with plant operator to determine if machine governor is 

functioning properly. 
17. Check circuit breakers and associated protective equipment for proper operation, 

connections, frayed lines. 
18. Plant Battery  

a. Battery Room or Enclosure: lack of cleanliness, unacceptable temperature, 
inadequate ventilation, unsatisfactory condition of floor, fire hazard from lighting 
and power fixtures, fittings, and cable. 

b. Operating and Maintenance Records: review for deficiencies in specific gravity 
levels, cell temperature, makeup water history, equalizing charge practices, 
sustained overcharges and discharges. 

c. Connections: loose, corroded, dirty, inadequate. 
d. Cells: oversulphated plates, physical erosion, internal shorts, buckled plates, 

cracked grids, dirty electrolyte, improper electrolyte level, excessive 
sedimentation. 

e. Chargers and Controls: poor physical condition. 
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f. Instruments: inaccurate, (check frequency of calibration).  
19. Busses: Poor condition, dirty, structural distortion, loose joints and connections, 

evidence of overheating. 
20. Control Switchboards  

a. Poor physical condition, dirty. 
b. Wiring and Connections: lack of neatness, looseness, corrosion. 
c. Fuses in Control Wiring System: improper size. 
d. Indicating Lamps: not operating. 
e. Mimic Buses: illegible, inaccurate. 

 

37.1 MOTORS AND GENERATORS 

1. SCOPE: AC and DC electric motors, generators, exciters, M-G sets, synchronous 
converters and condensers, other electrical rotating equipment. 

2. Log or operator records: evidence of motor or generator overload, induction motor 
underload, low power factor of load, excessive variations in bearing temperature, 
operating difficulties. 

3. Equipment exposure: accessibility for maintenance of instrumentation; physical or 
other damage from normal plan functions; inadequate personnel guards or fences; 
insufficient, missing or illegible safety signs, or operating instructions. 

4. Housekeeping procedures: in plant or equipment room. 
5. Machine operation: noisy, excessive vibration, rattling, parts unbalanced. 
6. Structural supports: cracks, defective vibration pads, shock mounts, loose or 

corroded bolts and fittings. 
7. Machine: adequate ventilation and cleanliness of air slots. 
8. Motor and generator leads: damaged insulation, poor taping, moisture, arcs, burns, 

overheating, inadequate terminal connections. 
9. Bearings: proper lubrication improper oil level in oil gauges, noise, overheated 

bearing caps or housings. 
10. Collector Rings, Commutators and Brushes: excessive sparking, surface dirt and 

grease, excessive brush movement. 
11. Starters, Motor Controllers, Rheostats and Associated Switches: damaged or 

defective insulation, loose lamination, defective heater or resistance elements, worn 
or arcing contacts. 

12. Protective equipment: dirt, signs of arcing, symptoms of faulty operation, burned-out 
pilot lamps or fuses. 

13. Generator fuel tank and system, if applicable: leakage, loose connections, 
mechanical damage, obstructed vents, loose grounding connections, adequacy of 
fuel level, strainers/ filters for leaks or obstructions, meters and gauges for leakage 
or breakage. 

14. Motor/generator set grounding system: visual; connections loose, missing, broken. 
Signs of burning or overheating, corrosion, rust, frayed cable strands. 

 

38.1 RECTIFIERS 

1. SCOPE: Visual inspection only of metallic and mercury-arc rectifiers. Rectifiers used 
in cathodic protection systems are covered in Inspection Guide 24. 

2. Safety: Rectifier cabinets and enclosures contain energized electrical equipment. Do 
not tighten wires, make adjustments, or disturb any valve, control, or other 
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adjustable device. 
3. Enclosures  

a. Housekeeping: dust, dirt, trash, debris in general area. 
b. Exterior: mechanical damage, excessive corrosion (more than two rust spots 

1/2 inch diameter); corroded, binding, unlubricated hinges and latches. 
c. Interior: rust, corrosion, moisture condensation, indications of excessive 

heating. 
d. Wiring: broken, damaged, deteriorated, missing insulation or clamps; corroded 

or mechanically damaged conduit; cracked or broken sleeves on floor or wall 
brushings.  

4. Metallic Rectifiers  
a. Electric Meters: meter readings from all AC and DC ammeter and voltmeters. 
b. Temperature Record readings or water temperature indicators, if provided. On 

in-door installations record ambient temperature at apparent hottest point five 
feet from units. 

c. Fans: dirt, excessive vibration, loose hold-down bolts, loose or worn bearings 
inadequate or improper lubrication. 

5. Mercury-Arc Rectifiers  
a. Water Cooling System: leaks, rust, corrosion, mechanical damage, excessive 

vibration. 
b. Pumps, Fans, and Motors: leaks, excessive vibration, loose or missing hold-

down bolts, deteriorated mounting pads or shock pads, inadequate or improper 
lubrication. 

c. Rectifier grounding system for visual connections - loose, missing, broken, 
signs of overheating, corrosion, rust, frayed cable strands. 

d. Meters and Gauges: illegible; inadequate lighting; cracked, broken, dirty, badly 
stained viewport glasses. 

 

39.1 INSTRUMENTS/METERING 

1. SCOPE: Electrical AC and DC indicating, recording, instruments and associated 
equipment used for measurement of electrical power quantities. 

2. Improper shielding, mounting, or enclosures when located near strong magnetic 
fields, subject to vibrations, extremes in temperature, moisture, metallic and other 
dust, and acid or corrosive vapors. 

3. Not clean, improperly marked and identified, incorrect type and range for 
application, no manufacturer's instructions for servicing. 

4. Loose electrical connections; dirty or corroded contact surfaces; inadequate, poorly 
arranged, improperly insulated wire, cable and leads. 

5. Broken glass, pointer friction, warped or dirty scale, bent pointers, and missing 
parts. 

6. Moving elements not locked when instruments provided with locking devices are not 
in use. 

7. Not serviced, calibrated, or tested at appropriate intervals to accepted standard of 
accuracy for particular instrument; records of test not available. 

8. Outdoor service meters: poor physical condition, loose weather seals, moisture or 
dirt in enclosure, corrosion, loose connections, missing parts. 

9. Instrument Transformers: Poor physical condition, dirty, inadequate connections, 
visual evidence of overloading or overheating. 
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40.1 WOOD POLES AND ACCESSORIES 

1. SCOPE: Wood poles used to support overhead electric distribution systems and/or 
telephone open wire or aerial cable systems. Included are such accessories and 
related items as crossarms, insulators, pins, tie-wires, hardware, line wires near the 
pole, guywires, and groundwires. Inspection of equipment such as transformers, 
cutouts, lightning arresters, or terminal boxes that are mounted on wood poles is 
covered in other Inspection Guides. 

2. Safety: Because overhead electric distribution systems are energized almost 
continuously, inspection of such items as poles, hardware, and associated 
accessories should be made from the ground except during those periods when 
planned outages of the various systems will permit a climbing inspection. Poles 
supporting only telephone open wires or telephone aerial cables should not be 
climbed. Particular attention shall be given to weather conditions, power hazards, 
traffic warning procedures, and tree and brush cuttings. 

3. Ground Area: Water ponding at base, and debris, trash or weeds within 3 ft in any 
direction.  

4. Poles (Visual Inspection, Except as Indicated) 
a. Sound-test with unpainted hammer for hollowness or decay from ground line to 

the highest point reached from standing position; hollow sections or decay 
pockets at knotholes or woodpecker holes. 

b. Splits; lightning, bird, insect, vehicle, or other damage. 
c. Make shallow excavation around pole and take increment boring if a faulty 

condition below ground is suspected. 
d. Ground-line treatment of untreated poles required; failure of originally installed 

protective treatment of pole. 
e. Poles should not lean except for special reasons. When lean is more than 1 ft 

at top (to deter-mine whether top of pole is out of alignment, sight the pole from 
those adjacent to it). 

f. Structural inadequacy or other deficiencies. 
5. Crossarms and Buckarms (Field Glasses): Splits, burns, decay, twists, weathering 

damage, other defects. 
6. Insulators and Pins (Field Glasses) 

a. Cracks, breaks, chips, dirty or missing insulators; cracked, broken, missing 
pins. 

b. Rust, corrosion, or looseness of insulator bolted connections and fastenings to 
crossarms resulting in strains on lines wires or movement of wires on 
insulators. 

7. Tie-Wires and Line-Wires (Field Glasses): Looseness, chafing, slippage, or other 
damage within foot or two of insulators and corrosion at points where line wires and 
tie-wires come together near insulators.  

8. Hardware/Pole Steps/Crossarm Braces/Grounding Bonds/Brackets Through Bolts/ 
or Other (Field Glasses): Signs of fire damage and rot or insect damage around all 
hardware in contact with pole or crossarms; rust, corrosion, and looseness of all 
parts. 

9. Ground Wires (Field Glasses) 
a. Rust, corrosion, frayed or broken strands, discoloration that may indicate 

overheating, or complete failure of connections, including connection to ground 
rod at base of pole. (Do not disconnect or allow contact with body if overhead 
lines are energized.) 
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b. Protective moldings: looseness, missing, broken, cracks, decay. 
10. Guywires  

a. Loose, missing, or corroded clamps, wires or holding bolts and brackets. 
b. Broken or cracked insulators and complete absence of insulators on circuits 

over 300 volts. 
c. Excessive tautness or looseness and failure of guys and guy anchors; vehicle 

damage; inadequacy and non-visibility of shields or protectors; corrosion, 
fraying, or broken strands.  

11. Clearances and Tree Limbs (Field Glasses) 
a. Inadequate separation from limbs, branches, and foliage; dead trees or limbs 

that may fall on line. 
b. Brush and tree prunings have not been removed. 
c. Inadequacy and poor condition of tree guards and attachments on insulated 

wire. 

 

41.1 STEEL POWER POLES AND STRUCTURES 

1. SCOPE: Steel power poles and towers, metallic street-lighting standards, A-frames, 
and all other steel structures used to support electric power lines or equipment, 
including those used for transmission lines, distribution systems, substations, and 
switching stations. 

2. Safety: Remember these structures are part of an electrical system and may be 
conducting current. Avoid contact with line poles and structures until they have been 
grounded and/or de-energized. At least two men shall be assigned to these 
inspections. 

3. Ground Area: Trash, debris, and weeds or brush one foot in height within 3 ft of pole 
or structure. 

4. Concrete Bases/Pads/Anchor Bolts  
a. Cracks, including surface cracks wider than 1/16 inch, breaks, chipped areas 

deeper than 1/2 inch, settlement, movement, water ponding at base. 
b. Defective paint/galvanizing, visible rust or corrosion to depths exceeding 1/16 

inch, loose or missing nuts/bolts, where visible, inspect all metal where it enters 
concrete. 

5. Street Light Standard Handholes and Bell Interiors (Visual Inspection Only, If 
Energized) 
a. Rust, corrosion, or drops of moisture, indicating poor ventilation. 
b. Installed Transformers: loose wires, excessive discolorations from heating and 

sparking, signs of insulating compound or other leakage, charred, burned or 
missing insulation.  

6. Poles, Structures, Crossarms, and Beams (Inspection from Ground, Field Glasses) 
a. Defective paint/galvanizing, visible rust or corrosion, especially pitting where 

visible, inspect all metal in contact with, or entering concrete. 
b. Loose bolts and pins; excessive rust and corrosion between pole and/or 

structure and braces, equipment supports, insulator pins, guy fastenings, and 
similar locations. 

c. Checking, chipping, flaking, or scaling of paint on pole and attachments. 
d. Broken or bent structural or accessory members, especially near bolts. 
e. Misalignment. (Top of unguyed pole is out of line more than 1 ft in any 

direction.)  
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7. Guys and Anchors  
a. Corroded, cracked or worn hardware at guy take-offs, anchors and insulators; 

cracked, broken, or dirty insulators; missing insulators. 
b. Defective galvanizing, corrosion, broken strands, battered or corroded buy 

shields, excessive sag or tautness. 
c. Guy anchor movement. 

8. Ground Wire ( Visual Inspection Only) 
a. Failure to install at least one wire at every steel pole or structural support, 

including each steel column in substation or switching station. 
b. Connections: rust, corrosion, looseness, discolorations from overheating, 

substandard conditions. 

 

42.1 LINE - INSULATORS/PINS/TIE-WIRES 

1. Cracks, breaks, chips, dirty or missing insulators. 
2. Cracked, broken, or missing pins. 
3. Rust, corrosion, or looseness of insulator bolted connections and fastenings to 

crossarms resulting in strains or line wires or movement of wires on insulators. 
4. Looseness, chafing, slippage, or other damage within a few feet of insulators and 

corrosion at points where line wires and tie-wires come together near insulators. 

 

43.1 POTHEADS 

1. SCOPE: Electrical potheads used in power distribution systems, including potheads 
used as terminals of equipment and a part thereof. 

2. Porcelain: Cracks, breaks, chips, checking of porcelain glaze. Streaks of carbon 
deposits indicating flashovers and possible damage. Dirt, dust, grease, other 
deposits. Cracks, breaks, or deterioration of cement sealing compound, and leakage 
or signs of moisture. 

3. Cable Clamps: Corrosion, loose bolts, solder, ground connection, poor mechanical 
connections. (Corrosion of lead cables and connections at potheads indicated by 
presence of a white, brownish, or reddish product.) 

4. Terminal Studs and Bolting Pads: Corrosion, loose connections, and poor contacts 
evidenced by discolorations from heating.  

5. Mountings: Corrosion and other weakness. 

 

44.1 GROUND AND GROUNDING SYSTEMS 

1. SCOPE: Electrical grounds and grounding systems for all electrical equipment, 
apparatus, machinery, metallic conduit, and all accessories that are a part of the 
outdoor electrical power distribution system. It also includes ground of structural 
supports, frames, towers, safety fencing, hardware, equipment enclosures, system 
neutrals, and buried ground cable networks and counterpoises used in sub-station 
and similar areas. In such places, good engineering practice, and other controlling 
rules and regulations such as National Electric Code, National Electrical Safety 
Code, require grounding for operational and personnel safety. 

2. Safety: Extreme care must be exercised in inspecting and testing ground and 
grounding systems to minimize danger of electric shock and possible resulting injury 
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or death. In general, never open a grounding circuit connection when the equipment 
it is intended to protect is energized. When equipment is energized do not make 
inspections at bases of electrical equipment, regardless of circuit voltage. 

3. Connections: loose, missing, broken, signs of burning or overheating, corrosion, 
rust, and frayed cable strands. 

4. Underground Connections: unsatisfactory condition or defects, uncovered when 4 or 
5 connections are exposed to view by digging. 

 

ELECTRICAL RESISTANCE TESTS (Control Inspectors Only) 
 
From To Allowable Resistance 
5. a. Point of connection  Top of Ground  See Table 
  on structure, equipment 
  enclosure, or neutral 
  conductor 
 
 b. Ground rod, mat or Ground See Table 
  network (earth) 
 
 c. Gates Gateposts ½ ohm 
 
 d. Operating rods and Supporting ½ ohm 
  handles of group- structure 
 
 e. Metallic-cable Ground rod, ½ ohm 
  sheathing cable or   
   metal structure 
 
 f. Equipment served Nearest ground- 10 ohms 
  by rigid conduit cable attachment 
   on conduit runs 
   of less than 25 ft. 
 
 
6. When total resistance in check point a or b exceeds allowable, measure resistances 

of individual portions of the circuits to determine the points of excessive resistance 
and report. 

7. Substandard resistance values resulting from poor contact between metallic 
portions of grounding system, and earth. 

8. Structural steel, piping, or conduit run exceeding 25 ft used as a current-carrying 
part of grounding circuit for protection of equipment. 

9. Absence of ground-cable connections. 
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TABLE 
Maximum permissive resistance for grounds and grounding systems between equipment 
or structure being grounded and solid ground (earth): 

Maximum Permissive  
Grounding System Resistances (ohms) 

a. For generating stations: 1 
 

b. For main substations, distribution 
 substations and switching stations 
 on primary distribution system: 3 
 
c. For secondary distribution 
 system (neutral) grounding non- 
 current carrying parts of the 
 distribution system itself, and 
 enclosures of electrical equipment 
 not normally within reach of 
 other than authorized and qualified 
 electrical operating and maintenance 
 personnel: 10 

 

d. For individual transformer and 
 lightning-arrester grounds on 
 distribution system: 10 
 

 

45.1  LINE - Lightning Arresters 

1. SCOPE: All types of lightning arresters for protection of electric power distribution 
lines and equipment. The types include the treated-ceramic-gap type, such as 
Thyrite or Autovalve, the oxide-film type, the obsolete pellet type used for 
distribution system and lower voltage transformer protection (up to 34.5kv), the 
capacitor type used mostly for protection of rotating equipment, and the expulsion-
gap type used to reduce outages from flashovers caused by lightning. 

2. Safety: Never allow any part of the body to contact any part of an energized 
lightning arrester or the ground cable connected to it. 

3. Foundations and Supports: Signs of weakness, cracked or broken concrete, burns, 
loose holdown bolts, rust, corrosion, mechanical damage. 

4. Grounding Cables for Pole-Mounted Lightning Arresters (where accessible to 
public): Cracks, breakage, splintering, defective paint, evidence of tampering, other 
weakness in protective moldings. 

5. Treated Ceramic-Gap Type (such as Thyrite and Autovalve) 
a. Porcelain Insulators: signs of flashovers and serious flashover marks; scarring, 

chipping, or cracking of porcelain; dirt, grease, or other film on porcelain. 
b. Metal bases, Caps, and Intermediate Section Couplings: indications of loose 

bolts, rust, corrosion, or loose cement. 
c. Connections to Line, Equipment, or Ground Lead: looseness, corrosion, 

breakage, or misalignment that may put undue mechanical strain on porcelain. 
d. Ground Cable Connection to Ground Mat: loose or corroded connectors where 
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visible.  
6. Oxide-Film Type (Obsolete, not acceptable for replacement) 

a. Accumulation of dirt, particularly on edges of cells, deterioration of paint, rust, 
corrosion. 

b. Loose connection and mounting bolts, badly corroded connection posts.  
7. Pellet-Type (Obsolete, not acceptable for replacement) 

a. Indications of burns and scars on porcelain bodies from flashovers, cracked or 
broken bodies and caps. 

b. Mounting Clamps: rust, corrosion, loose bolts at arrester and supporting point of 
bracket. 

c. Poor physical condition of ground cable from arrester to point of connection to 
ground rod or grounding system, where visible; loose or corroded connectors. 

d. Signs of flashover on porcelain insulators and metal enclosures resulting in 
cracking, breaking, or burning. 

e. Connection Points: looseness, corrosion, frayed ground cables, evidence of 
mechanical strain. 

f. Enclosures: excessive rust and corrosion. 
g. Porcelain: dirt accumulations in appreciable amounts. 

8. Expulsion-Gap Type  
a. Looseness of mounting, flashovers, damage to tubing, corrosion, loose ground 

connections, signs of burning and apparent damage from visual check of gap 
opening between arcing horn and line being protected. 

b. Poor physical condition of ground cable from arrester to point of connection to 
ground rod or grounding system; loose or corroded connectors. 

c. Signs of burning on external air gaps. 
d. Check opening of air gap; examine tube carefully for damage from flashovers 

and burnouts; corrosion of metal mounting parts. 

 

46.1 LINE - TRANSFORMER - Energized 

1. SCOPE: Energized electric power transformers used for voltage transformation on 
transmission lines and high voltage distribution systems. 

2. Safety: Do not contact any part of the transformer or associated equipment.  
3. Concrete Foundations and Supporting Pads  

a. Settling and movement, surface cracks exceeding 1/16 inch in width, breaking 
or crumbling within 2 inches of anchor bolts. 

b. Anchor Bolts: loose or missing parts, corrosion, particularly at points closest to 
metal base plates and concrete foundations resulting from moisture or foreign 
matter, and exceeding 1/8 inch in depth. 

4. Mounting Platforms, Wooden  
a. Cracks, breaks, signs of weakening around supporting members; rot, 

particularly at bolts and other fastenings, holes through which bolts pass, wood 
contacting metal. 

b. Burning and charring at contact points, indicating grounding deficiency. 
c. Inadequate wood preservation treatment. 

5. Mounting Platforms, Metallic: Deep pits from rust, corrosion, other signs of 
deterioration likely to weaken structure.  

6. Hangers, Brackets, Braces, and Connections: Rust, corrosion, bent, distorted, 
loose, missing, broken, split, other damage; burning or charring at wood contact 
points caused by grounding deficiency. 
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7. Enclosures, Cases, and Attached Appurtenances  
a. Collections of dirt or other debris close to enclosure that may interfere with 

radiation of heat from transformer or flashover. 
b. Dirt, particularly around insulators, bushings, or cable entrance boxes. 
c. Leaks of liquid-filled transformers. 
d. Deteriorated paint, scaling, rust; corrosion, particularly at all attached 

appurtenances, such as lifting lugs, bracket connections, and metallic parts in 
contact with each other,  

8. Nameplates and Warning Signs: Dirty, chipped, worn, corroded, illegible, improperly 
placed. 

9. Gaskets: Leakage, cracks, breaks, brittleness. 
10. Inert Gas Systems  

a. Incorrect pressure in system. (Maximum: 3 to 5 pound, Minimum 1/4 to 1 
pound.) 

b. Pipe and Valve Connections: leaking gas (indicated by liquid oozing out of 
joints) 

c. Loose gas tank fastenings, loose valves. 
11. Bushings and Insulators: Cracked/chipped/or broken porcelain, indication of carbon 

deposits, streaks from flashovers, dirt, dust, grease, soot, or other foreign material 
on porcelain parts, signs of oil or moisture at point of insulator entrance. 

12. Grounding Phase Terminals: Overheating evidenced by excessive discolorations of 
copper, loose connection bolts, defective cable insulation, no mechanical tension 
during temperature changes, leads appear improperly trained, and create danger of 
flash-avers from unsafe phase-to-phase or phase-to-ground clearances caused by 
deterioration of leads/expansions during temperature changes. 

13. Instrument Transformer Junction Boxes and Conduits: Loose or severely corroded 
components, including secondary lead connections. 

14. Breathers: Holes plugged with debris. 
15. Temperature Indicating/Alarm Systems, Including Conduit/Fittings: Loose 

fastenings, rust, severe corrosion, deteriorated paint, other mechanical defects, 
loose electrical connections. 

16. Manual/Automatic Tap Changers: Loose connections, rust, severe corrosion, other 
mechanical defects, lack of lubrication, signs of burning around conducting and non-
conducting parts of terminal boards.  

17. Liquid Level Indicators: Rust, corrosion, lack of protective paint, cracked or dirty 
gauge glasses so that liquid level not discernible, plugged gauge-glass piping, liquid 
level below permissible level indicated by mark for gaging, signs of leakage around 
piping, gauge cocks, gauge glasses, or other indicating devices. 

18. Fans/Fan Controls for All Air-Cooled Transformers  
a. Lack of rigidity in mounting fastenings. 
b. Motors (external): dirty, moisture, grease, oil, overheating, detrimental ambient 

conditions. 
c. Apparent deterioration of open wiring and conduit that may cause 

malfunctioning of either fans or controls. 
d. Improper functioning when manual (not automatic) fan controls operated. 

19. Water Cooling Systems  
a. Leaks in piping, fittings, or valve; visible drainage system plugged; open ditches 

for drainage water fouled with vegetation. 
b. Bearings: evidence of wear, indications of corrosion, external deterioration, 

leaks. 
c. Incipient deterioration, corrosion, rust, loose fastenings, other mechanical 
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deficiencies, loose electrical connections for all components of alarm system. 
d. Temperature Devices: signs of deterioration that might cause malfunction or 

difficulty in taking readings. 
e. When pressure gauge readings on each side of strainer varies more than a 

pound or two, look for cause, such as plugged strainer. 
20. Grounding: Visual Connections: loose, missing, broken connections; signs of 

burning or overheating, corrosion, rust, frayed cable strands, more than one strand 
broken in 7 strand cable, more than 3 strands broken in 19-strand cable. 

21. Lightning Arresters: Where attached to or mounted on, refer to Inspection Guide 13. 
22. Protective Relays: here attached to or mounted on, refer to Inspection Guide 16. 

46.2 LINE - TRANSFORMER - De-energized 

1. SCOPE: De-energized electric power transformers used for voltage transformation 
on transmission lines and high voltage distribution systems. 

2. Bushings and Insulators  
a. Insulators and Porcelain Parts: indications of cracks, checks, chips, breaks; 

where flashover streaks are visible, reexamine for injury to glaze or for 
presence of cracks. 

b. Chipped glazed exceeding 1/2 inch in depth or an area exceeding one square 
inch on any insulator or insulator unit. 

c. Severe cracks, chipped cement, or indications of leakage around bases of 
joints of metal to porcelain parts at terminal and transformer ends. 

d. Terminal Ends: mechanical deficiencies, looseness, corrosion, damage to cable 
clamps. 

e. Improper oil level in oil-filled bushings. 
f. Heating evidenced by discolorations, and corrosion indicated by blue, green, 

white, or brown corrosion products, on metallic portions of all main and ground 
terminals, including terminal board and grounding connections inside 
transformer case. 

g. Pipe, Bar Copper, and Connections: indications of overheating or flashover 
fusing. 

h. Cable Connections: broken, burned, corroded, missing strands. 
3. Enclosure and Cases: If case is opened for any reason, examine immediately for 

signs of moisture inside cover, and where present, for plugged breathers, inactive 
desiccant, enclosure leakage.  

4. Coil and Cores: If cover is open, examine interior for deficiencies, dirt, sludge. 
5. Bushing-Type Instrument Transformers  

a. Indications of deteriorated insulation, overheating evidenced by excessive 
discoloration of terminals and other visible copper, physical strains indicated by 
bent or distorted members. 

b. Terminals, including secondaries; corrosion, loose connections. 
c. Secondary Leads: visible broken, cracked, or frayed insulation. 
d. Conduit and Associated Fittings Carrying Secondary Leads: rust, corrosion, 

other deterioration, loose joints in conduit fittings and around terminal boxes. 
6. Automatic Tap-Changers (load ratio control apparatus): Make inspection in 

accordance with manufacturer's instructions. 
7. Forced-Air Fans and Fan Controls  

a. Fans and Motors: defective bearings, inadequate lubrication, presence of dirt, 
bent or broken fan blades or guards, lack of rigidity of mountings, indications of 
corrosion or rust. 

b. Starting and Stopping Devices: improper functioning as determined from 
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operating once or twice. 
c. Fan Speed: not in accordance with nameplate requirements. 

8. Water Cooling Systems: Water not being delivered in required quantity. 
9. Gauges and Alarms  

a. Liquid Level Gauge and Alarm System: dirty, not readable, improper frequency 
of calibration. 

b. Pressure Gauges and Valves on Inert Gas Systems: improper frequency of 
gauge calibration; leaks in piping both before opening and after closing tanks. 

c. Test grounding system in accordance with Inspection Guide 12. 
10. Additional Inspections: Inspections described in Inspection Guide 14.1 Line 

Transformer - Energized, are to be performed as part of this inspection. 

 

47.1 LINE - Switchgear/Disconnects 

1. SCOPE: Manually group-operated and hook-stick-operated disconnecting switches 
used on transmission lines and distribution system, including grounding switches. 

2. Safety: Comply with all current safety precautions. Do not operate until tests show 
circuit is dead and grounding harnesses have been attached. Do not operate 
without prior clearance from operating forces. Inspection of pole-mounted switches 
requires an assistant to operate the switch from the ground. 

3. Group-Operated Switches: rust, corrosion, loose brackets and holding bolts, 
nonrigid bearings and supports. 

4. Grounding Cables, Clamps, and Straps: weak supports, broken or frayed portions of 
conductors, loose connections. 

5. Insulating Section of Operating Rod: indications of cracks or signs of flashovers. 
6. Movable Connections: inadequate lubrication, rust, corrosion, other conditions 

resulting in malfunctioning. 
7. Switch: stiff gears or proper adjustment. (Operate switch several times to determine. 

Do not operate without prior clearance). 
8. Locking and interlocking Devices and Mechanisms: functional inadequacy to 

prevent unauthorized operation. 
9. Mountings and Bases: rust, corrosion; twisted, bent, or warped; loose or missing 

ground wire. 
10. Insulators:  

a. Cracks, breaks, chips, or checking of porcelain glaze, more than thin or 
transparent film of dirt, dust, grease, or other deposits on porcelain.  

b. Damage indicated by streaks of carbon deposits from flashovers.  
c. Loose, broken, or deteriorated cement holding insulator to other parts. (Arrange 

for insulator cleaning during this inspection since it is performed only when line 
is de-energized.) 

11. Blades and Contacts:  
a. Excessive discoloration from overheating; roughness and pitting from arcing.  
b. Misalignment of blades with contacts.  
c. Arcing Horn Contacts: bums, pits, failure to contact each other throughout their 

length when switch is opened and closed.  
d. Inadequate tension of bolts and springs.  
e. Inadequate blade stop.  
f. Lack of hinge lubrication; insufficient nonoxide grease for blades and contacts. 

12. Connections  
a. Cable or Other Electrical Connections: loose bolts, discolorations indicating 
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excessive heating at connection points. 
b. Corrosion, particularly that resulting from atmospheric conditions. 
c. Electrical Clearances of Cable or Other Conductor: inadequate to other phases 

or to ground for applicable circuit voltage. (Switch both open and closed.) 
d. Flexible Connections: frayed, broken, or brittle. (Excessive discoloration 

indicates overheating.) 
e. Cable from Grounding Switch to Grounding System: frayed, broken strands, 

loose connections. 

 

48.1 RELAYS 

1. SCOPE: Protective relays located in electrical power circuits only. It does not 
include relays used to protect or control utilization equipment. Relay adjustments, 
settings, and electrical tests are not covered by this Inspection Guide. Inspection is 
limited to those aspects that relate to care rather and to the operating characteristics 
of relays. 

2. General: dirty, evidence of moisture, high temperature, and other adverse 
conditions. 

3. Visible corrosion, deterioration, or pitting of contacts, pivots, and coils. 
4. Broken or loose parts and connections. 
5. Temperature and Pressure Relays  

a. Settings at improper temperature and pressure limits. 
b. Evidence of damaging temperature or pressure conditions. 

 

49.1 FUSES/CUTOUTS/CIRCUIT BREAKERS  

1. SAFETY: Do not remove covers, contact fuses or de-energize circuits. 
2. For by-passing 
3. Fuses: overheating, indicated by discoloration of brass or copper at contact points; 

distortion, charring, deterioration of fiber cases of cartridge type cases, or 
overheating of enclosure. 

4. Circuit Breakers: distortion, charring, deterioration of molded portions of case, or 
overheating of enclosure. 

5. Grounding: loose corroded connections; deteriorated or abraded insulation; frayed 
or broken cables. 

 

50.1 CHEMICAL FEED EQUIPMENT - Water Supply 

1. Motors for overheating and vibration. 
2. Wiring and electrical controls for loose connections; charring; broken or wet 

insulation; evidence of short circuiting and other deficiencies. 

  

51.1 CHLORINATORS AND HYPOCHLORINATORS - Water Supply 

1. Motors: excessive heat or vibration, noisy operation. 
2. Wiring, motor controllers and other electrical controls: loose connections; charring; 

broken or wet insulation, evidence of short circuiting, worn contacts, arcing, 
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grounds, defective heater or resistance elements, and other deficiencies. 
3. Adequacy and operation of ventilation system. 

 

52.1 AERATION EQUIPMENT - Water 

1. Motors: operation, noise and excessive heating. 
2. Wiring and Electrical Controls: loose connections; charred, broken or wet insulation; 

evidence of short circuiting and other deficiencies. 

 

53.1 WATER SUPPLY SYSTEMS - Storage - Ground/Underground  

1. Anodic Rods: defects and broken segments, failure to remove anodes where ice 
forms in freezing weather. 

2. Conduit: rust, corrosion, loose, burned, missing, or other damage to parts and 
connections. 

3. Remove conduit inspections plates and examine internal connections: looseness 
and inadequacy; relays for loose or weak contact springs, worn or pitted contacts, 
defective operation. 

53.2 WATER SUPPLY SYSTEMS - Storage - Elevated Tanks 

1. Receptacles, outlets, and conduits: protection against dirt, weather, and entrance of 
moisture; proper grounding. 

2. Wiring and electrical controls; loose connections, charred, broken or wet insulation, 
evidence of short circuiting and other deficiencies. 

3. Obstruction and Navigation Lights: need of relamping, other lights, hoods, shields, 
receptacle fittings, missing loose, damaged parts, failure to operate. 

4. Cathodic Protection System; rust, corrosion, broken or frayed wires, loose 
connections. 

5. Anodic Rods: defects and broken segments, failure to remove anodes where ice 
forms in freezing weather. 

6. Lightning Rods, Terminals, Cables, and Ground Connections: rust, corrosion, loose, 
burned, missing, or other damage to parts and connections; test for electrical 
continuity through ground connections. 

 

54.1 AERATION EQUIPMENT - Sewage 

1. Motors: operation, noise and excessive heating. 
2. Wiring and Electrical Controls: loose connections; charred, broken or wet insulation; 

evidence of short circuiting and other deficiencies. 

 

55.1 FUEL FACILITIES - Distribution (Receiving and Issue) 

1. Permanent Grounding Connections for Steel Structures, Piping and Railway 
Trackage at Fuel Piers and at Receiving and Issue Stands: mechanical and 
corrosive damage. 

2. Portable Grounding Connections: mechanical and corrosive damage. 
3. Test permanent and portable grounding connections with megger or ohmmeter to 
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assure electrical continuity and zero grounding. 

55.2 FUEL FACILITIES - Storage 

1. SCOPE: Surface and subsurface tanks, tank enclosures, and tank fittings and 
appurtenances. 

2. Ground Connections: looseness, missing, mechanical damage; corrosion interfering 
with electrical continuity. 

 

56.1 CATHODIC PROTECTION SYSTEMS 

1. SCOPE: Cathodic protection systems, including galvanic or sacrificial anode types 
and rectifier types installed for prevention and mitigation of corrosion of steel 
structures buried in the ground or in contact with water or other corrosive liquids. It 
does not cover electrical operation tests. 

2. Safety: Do not bridge insulated couplings. Do not make or break electrical 
connections. 

3. Galvanic or Sacrificial anode Systems  
a. Terminals and Jumpers of Test Leads (permanently installed and accessible on 

underground systems): rust, corrosion, broken or frayed wires, loose 
connections, similar deficiencies. 

b. Anode Suspensions (elevated water tanks and systems for waterfront 
structures): rust, corrosion, bent or broken suspension members or braces, 
frayed or broken suspension lines or cables, loose bolts, loose cable 
connections, frayed or broken suspension lines or cables, loose bolts, loose 
cable connections, frayed or broken wiring. 

c. Anodes (waterfront structures, where visible): when more than 3/4 spent, report 
apparent average diameter remaining. 

d. Bushing (supporting anode): severe rust and corrosion; where resistors 
including variable types are installed in circuit, examine units for corrosion, 
broken/frayed wires, loose connections. 

e. Electric wiring (hot water tanks): poor insulation, loose connections. 
4. Rectifier-Powered Systems  

a. Exterior of enclosure: rust, corrosion, mechanical damage. 
b. Cover Hinges and Locks: inadequate lubrication, rust, other deficiencies. 
c. Wiring and Fastenings near Rectifier: broken or damaged insulation; rust, 

corrosion on conduit. 
d. Interior of Enclosure: rust, drops of moisture, loose wiring, signs of excessive 

heating. (Do not put hand or tools inside enclosure.) 
e. Perform anode inspection in accordance with Check Points 2 and 3. 
f. Exposed Wires and Cables: insecure fastenings, frayed or broken insulation. 
g. Electrical Connections (wires and cables connected, except rectifier 

Enclosures): poor condition, loose connections other deficiencies. 

 

57.1 STREET AND OTHER EXTERIOR LIGHTING 

1. Lighting fixture: proper support and location. 
2. Luminaries and fixtures: cracked or broken, missing parts; evidence of overheating 

or other damage. 
3. Wiring and electrical controls/switches: loose connections; charred or broken 
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insulation; evidence of short circuiting and other deficiencies. 
4. Reflectors and diffusers: cleanliness. 
5. Light: operates as designed. 

 

58.1 VAULTS AND MANHOLES 

1. SCOPE: Vaults and manholes used in electrical power distribution system. Vaults 
include any space or structure used to house electrical distribution equipment. 
Manholes include in-ground structures used to provide junctions for cable runs, for 
pulling in cable, to allow space for expansion and contraction of cable, to provide 
ventilation, to drain underground conduit runs, or to house electrical equipment. 
Transformers and switchgear are covered by other Inspection Guides. 

2. Safety: An assistant should always be available to render assistance or first aid. 
Underground vaults and manholes should be entered only after allowing sufficient 
time for natural ventilation. An approved tube-type power blower should be used for 
ventilating such areas when the presence of dangerous, noxious, or inflammable 
gases is detected or suspected. Sources of such gases or highly explosive mixtures 
should be reported for immediate correction, particularly when the cable is heavily 
loaded, when the source is near electric welding work, or when other possible 
sources of ignition are present. Before entering vaults or manholes, observe the 
following precautions. Do not carry lighted tobacco, open flames, or extension lamps 
near, or into, vaults and manholes. Do not lower electric fans for the purpose of 
ventilation. Do not wear hobnailed shoes. Request that a test be made with the 
approved United States Bureau of Mines gas-detecting equipment for the type and 
concentration of gases. 

3. Dangerous, noxious, or flammable gases detected or suspected. 
4. Manhole Covers and Gratings: Plugged vents, defective gaskets, cracks, rust, 

corrosion, particularly on underside, poor fit, structural inadequacy. 
5. Ladders and Steps: Rust, corrosion, loose anchorage, other defects. 
6. Roofs, Walls, and Floors: Dirty, evidence of burning, cracks, leakage, flooding, 

structural inadequacy, other defects.  
7. Vault Doors: Unlocked, binding, difficult operation, does not swing clear and free; 

defective hinges, latches, locks, and other similar devices; rust, corrosion, abrasions 
or other defects.  

8. Ventilating Systems, Ducts, Blowers, and Automatic Controls: Dirty, rust, corrosion, 
excessive noise and vibration, dirty air filters, defective operation. 

9. Lights and Switches: Broken or missing globes and protectors; types not in 
accordance with safety regulations, if required; defective operation; rust and 
corrosion from excessive moisture. 

10. Firefighting Equipment: Inadequate and apparent unsatisfactory operating condition. 
(Determine from fire inspector's tags.) 

11. Signs, Instructions, and Identification Tags: Dirty, illegible, and improperly located.  
12. Sewer and Sump: Trash, other obstructions, clogged drains causing ponding or 

flooding, faulty operation of pump. 
13. Grounding Wire or Cable, and Ground Rods Where Visible  

a. Lack of continuity, loose connections, signs of corrosion. 
b. Measure ground-resistance values; report those in excess of 3 ohms. 

14. Bonding Sheaths  
a. Bonding wire or cable touching cable sheath at other than point of connection. 
b. Lack of continuity; corrosion, loose connections.  
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15. Cables  
a. Excessive strain on sheath, poor arrangement, crowding, inadequate 

maintenance; splices for overheating, leaks, bulges. 
b. Cracks, punctures, deep scratches in cable sheath. 

16. Ducts: Cable damage from abrasion, cable not free to expand and contract, 
inadequate cable training, defective or rusted cable shields. 

17. Fireproofing Cable (2200 volts or more) (Visual Inspection): Wrapping not in place, 
loose, insecure. 

18. Potheads: Rust, corrosion, corrosion, cracked or broken porcelain, leakage of joint 
compound.  

19. Subway Junction Boxes  
a. Rust, corrosion, loose, missing, or defective cover bolts. 
b. Breaks, aging, or leaking gaskets, particularly in pressurized boxes. Where 

leakage is suspected remove cover, if box is opened, check physical condition 
of sectionalizing fuses and copper links. 

 

59.1 TUNNELS AND UNDERGROUND STRUCTURES 

1. SCOPE: Tunnels of all kinds, including ammunition storage tunnels; pipeline 
tunnels, vehicular tunnels, and water tunnels; also, underground structures housing 
utilities, service installations, and similar equipment or operations. It does not 
include underground tanks, nor earth-covered ammunition magazines that are 
wholly or partly aboveground. 

2. Lighting Systems and Fixtures: poor operating condition, inadequate, improper 
types. 

3. Grounding Connections: electrical discontinuity, loose, missing, corrosion, or other 
damage to the connections. (Grounding of metal parts is required in ammunition 
tunnels.) 

 

60.1 INCINERATORS 

1. Wiring and Controls: loose connections, damaged insulation; evidence of short 
circuits; loose or weak contact springs; worn or pitted contacts. 

2. Examine Motor windings and brush rigging. 

 

61.1 ANTENNA - Supporting Towers and Masts 

1. SCOPE: Antenna-supporting towers and masts, strongback insulation to towers, 
obstruction and navigation lighting. This Inspection Guide does not cover the 
inspection of antenna. 

2. Obstruction and Navigation Lights: relamping. 
3. Improper operation and lack of cleanliness of fights, shields, hoods, and receptacle 

fittings. 
4. Sticking, binding, arcing, or burning of relay contacts; loose connections, missing 

parts of relays. 
5. Lightning Rods and Aerial Terminals: damage from burning. 
6. Conduits, Terminals, and Downleading Cables: corrosion, loose or missing 

attachments to structures, other damage. 
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7. Poor or unsatisfactory mechanical bonding of joints of aerial terminals, downleading 
cables, and ground connections. 

8. Lack of electrical continuity from aerial terminals through ground connections.  
9. Dirt, dust, grease, or other deposits on insulators, or cracks, breaks, chips, or 

checking of the porcelain glaze. 

 

62.1 WATERFRONT FACILITIES 

1. SCOPE: This Inspection Guide covers electrical circuits for light and power on piers. 
It includes the cable and wire circuits from the distribution center or substation to the 
pier service outlets. Utilization equipment and portable cable are not covered. Vaults 
and manholes are covered by Inspection Guide. 

2. Conductor Enclosures and Supports  
a. Corrosion of or damage to, conduits and ducts: missing or unsecured covers 

and fittings; improper internal drainage, plugged drain openings; missing 
fasteners; accumulations of dirt and debris in ducts and wireways. 

b. Undersized conduit, ducts, wireways and racks. 
c. Overcrowding of conductors in conduits, ducts, wireways and racks. 
d. Disorderly arrangement of conductors within enclosures, unidentified/unused 

conductors, conductors not enclosed and/or inadequately supported for long 
runs. 

e. Inadequately supported conductors at terminals, insufficient slack at terminals 
and at sharp bends. 

3. Insulation  
a. Abraded (worn) conductor insulation at points of support, at sharp bends and at 

points of entry into panel boxes, switchgear and other enclosures and where 
exposed. 

b. Frayed/broken insulation, defective insulation at splices, inadequate or loose 
tape; check insulation of all temporary service conductors exposed to 
pedestrian or vehicular traffic. 

c. Overheated or burned insulation, rodent or insect damaged insulation. 
d. Exposure to water, grease and oil. 
e. Check all insulation within panel boxes, switchgear, hooded service enclosures, 

service outlets, ship-to-shore outlets; check for hot spots, burns and arcing. 
4. Receptacle Outlets and Miscellaneous Fittings  

a. Protection against foul weather and entrance of dirt and moisture; dirty or 
corroded contacts; check for hot spots, burning and arcing; loose fittings, 
illegible/inadequate identification; missing/loose covers; corrosion of exposed 
metal surfaces. 

b. Cross-threaded caps, broken chains, loose connections, defective swing-type 
caps; check open type fittings with rubber flaps for poor closures and sealing. 

c. Adequate number, proper types, and convenient locations of service and ship-
to-shore outlets. Long runs of temporary circuits to users indicate inadequate 
number or location. 

d. Adequate number of circuits, proper size conductors; check for overloaded 
circuits.  

5. Panels  
a. Missing, illegible, incorrect and inadequate indexing, instructions and phase 

and polarity markings. 
b. Defective or inadequate grounding; lack of continuity. 
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c. Serviceability; dirty, rusted, loose, or broken connections, unprotected 
countersunk bolts.  

6. Breakers and Outlets  
a. Malfunctioning, dirty/corroded and misaligned contacts; broken or loose 

connections; defective or missing cover/hood gaskets. 
b. Indicating lamps malfunctioning, heaters inadequate for preventing 

condensation.  
7. Pier Lighting Luminaries, Flood Lights including Standards and Switches  

a. Dirt, rust, corrosion, internal condensation, inadequate ventilation. 
b. Loose connection, charred insulation, arcing. 

8. Tests  
a. Measure insulation resistance between cable conductors and ground in pier 

circuit feeders; keep running record of insulation resistance measurements, 
noting test points, instrument used, and dates of test; report evaluations of such 
measurements; insulation resistance measurements should exceed 300,000 
ohms for safe operation. 

b. Spot-check illumination levels, light output depreciation of 20 to 25 percent 
below level obtainable from clean fixtures and new lamps will require lamp 
replacements.  

9. Grounding  
a. Grounding Connections: loose, missing, rust, corrosion, mechanical damage, 

electric discontinuity. 
b. Connections: rust, corrosion, loose, missing, broken, other damage. 

 

63.1 TELEPHONE - Substations 

1. SCOPE: Telephone substations, their wiring and associated equipment. 
2. Terminal: Defective face plate, broken lugs, dirt; connections for crosses and shorts; 

drop wire attachments and connections for looseness. 
3. Drop or Block Wire from Terminal (Visual from Ground): Deteriorated, damaged, 

improperly placed, inadequately supported, insufficient clearances from trees and 
utilities, damaged insulation, missing or damaged guards. 

4. Protector  
a. Improperly located with respect to liability to damage from moisture or 

mechanical injury. 
b. Loose and inside wire connections. 
c. Test ground connection for ground at protector. 

5. Inside Wire (Where Accessible) 
a. Improperly or not securely fastened, damaged or defective insulation, 

inadequate clearance or insulation from electric wires, water pipes, etc. 
b. Existing location subjects wire to liability of damage from moisture, mechanical 

injury, or other cause. 
c. Connection Block, if used: improper mounting, loose connections, bent cover in 

contact with terminals. 
d. Ground Connection: defective, improperly made, subject to mechanical injury, 

insufficient separation from light or power wires is evident. 
6. Transmitter Mouthpiece: cracks, breaks. 
7. Receiver  

a. Shell: cracks, breaks. 
b. Diaphragm: dents, rust, etc. 
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8. Case: Dirty, cracked, broken, rubber or felt pads missing on desk sets. 
9. Dial: Insecurely mounted, bent wheel or finger stop. Test speed and functioning of 

dial.  
10. Cords: Frayed or worn; secure loose stay cords and hooks; straighten twisted cords. 
11. Capacitors: Leads improperly soldered, terminals loose. 
12. Ringer: Improperly adjusted; insecurely mounted; loose gongs; nicks, dents, or 

improper connections in coils. 
13. Induction Coil: Insecurely mounted; nicks, dents, or breaks in windings. 
14. Hookswitch: Tight lever action; bends, rust, pitting, in springs; contacts make and 

break improperly.  
15. Wire Forms: Incorrect color code and connections, broken or frayed wires, poor 

soldered connections, defective lacings, inadequate wire lengths. 
16. Screws and Nuts: Missing, stripped, or worn screws and nuts. 

63.2 TELEPHONE - Aerial Cable  

1. SCOPE: Aerial cable portion of outside telephone plant. 
2. Safety: Before riding messenger wire, test it for holding at least double the weight of 

the man who is to ride it. Throw a 1/2 inch manila rope over the strand at the center 
of the span so that the thrown end falls to the ground. Two men should than grasp 
both strands of the rope and allow their full weight to hang from the rope. 

3. Suspension Strand (Messenger Wire) 
a. Sag and clearance does not conform to standard construction requirements, 

particularly at road crossings in connection with reclassification, regrading, or 
rerouting of roads in vicinity of cable pole line. 

b. Loose through-bolts, drivescrews, reinforcing straps, and links; bonding ribbon 
not intact, insecurely fastened. 

c. Corrosion, particularly in hot and humid climates, or where enclosed in tree 
guards, or in vicinity of railroads, industrial or chemical plants, and other 
locations where severe corrosion conditions exist (Minor corrosion, but one 
broken wire at single cross section, requires reinforcing.)(Two or more broken 
wires at single cross section, but general condition of strand is such that it is to 
be continued in service, will require removal of broken section and cutting in 
new piece of strand, using strand connectors.) (Considerable corrosion will 
require measuring to determine remaining strength. Follow procedure in check 
points 4 and 5). 

d. Measure the diameter of the suspension strand accurately with a micrometer as 
follows:  
(1) Clean the outside wires of the corroded strand with emery cloth or a fine flat 

file. The surfaces of the strand wires on which the contact edges of the 
micrometer will rest should be substantially clean bright steel but rust 
between adjacent wires of the strand need not be removed. Corrosion 
extending over a considerable area should be removed. The wire should 
not be filed sufficiently to remove small distributed pits where the pits are 
so small that their cross-section areas may be disregarded. To do so would 
tend to reduce the cross-section area of the wire below the real area, 
thereby affecting the strength of the strand.  

(2) Place the contact edges of the micrometer on diametrically opposite wires of 
the strand. Turn the micrometer around the strand to determine the 
minimum reading, with the micrometer edges resting on diametrically 
opposite wires. In all cases the strand should be rated on the smallest 
diameter measured at the test location.  
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(3) Measure the strand tension by means of a strand dynamometer. 
e. If the minimum strand diameter is equal to, or less than, the values in standard 

tables for the tension corresponding to the measured strand tension, the strand 
should be reported as requiring immediate replacement. 

4. Aerial Cable  
a. Missing or improper suspension ring spacing, loose or improper size grade 

clamps, creeping cable, loose or misplaced cable guards, bowing cable, 
nonstandard construction. 

b. Cable Sheath: cracks, ring cutting, damage under grade claps, evidence of 
corrosion and crystallization. 

c. Cuts in cable supported on 10M and 16M strand deeper than 1/3 thickness of 
sheath or when supported on 6M strand deeper than 1/2 thickness of sheath. 

d. Extensive replacement or re-spacing of rings appears necessary. 
e. Lashing wire improperly terminated, cable not supported at poles with cable 

supports. 

63.3 TELEPHONE - Open Wire Lines  

1. SCOPE: Open wire portion of outside telephone plant. 
2. Safety: When it is necessary to climb poles that are not definitely known to be strong 

enough to withstand additional loads, a temporary support should be provided. Prior 
to climbing, particular attention should be given to weather conditions, power 
hazards, traffic warning procedures, and tree brush cuttings. 

3. Hazards created by deviation from standard practices, by use of old standards of 
construction, or by use of obsolete materials. 

4. Unauthorized attachments on poles. 
5. Clearances  

a. Nonconformance to local regulations where over private and public property, 
waterways, streets, driveways, alleys, sidewalks, and other. 

b. Nonconformance to accepted standards where over or under railways and 
railroads. 

c. Inadequate clearance from electric light and power wires, trolley feeders, 
contact wires, or transformers, including supporting structures for plant of this 
nature, creating potential hazard to personnel from direct crosses, or *power 
arc follow-up". 

6. Sag  
a. Non-uniform, inadequate, abnormal in some degree as to constitute a hazard or 

cause service interference. 
b. Non-uniform, obviously excessive, or insufficient sag caused by inadequate or 

defective guys, including crossarm guys, and anchors. 
7. Scrap or Debris: Pieces of scrap wire, metallic material, or other debris hanging on 

wires. 
8. Tree Interference  

a. Inadequate separation through trees, hedges, etc.; contact with limbs, 
branches, or foliage is to be expected during sleet, now, rain, and wind storms; 
growth resulting in inadequate separation will occur prior to next inspection. 

b. Dead limbs or trees in danger of falling onto line; brush and young tree growth 
under lines may cause future interference. 

c. Improper disposal of branches and brush where pruning or cutting has been 
done.  

9. Wire  
a. Badly rusted, corroded, kinks, cuts, nicks, tie bums. (In sections where 
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condition of wire cannot be otherwise determined, climb a number of poles at 
selected locations to determine if deterioration exists; where badly deteriorated 
wire is found, make further climbing inspections; note extent of damage and 
amount of replacement required.) 

b. Defective insulation, faulty ties and attachments, and loose connections on 
twisted pair, parallel or other insulated wire in long spans, ring runs, and 
through trees, including temporary twisted pair and emergency cable. 

c. Open Wire Dead Ends: improperly made, insecure. 
d. Wire Jumpers: not installed where required. 
e. Bridle Cables and Wires: improperly placed, improperly terminated, loose 

connections, abraded insulation, kinks, loose or uninsulated splices. 
f. Bridle Rings: not installed where required. 
g. Poor connections, line wire joints, improper wire size in spans crossing over 

railroads and in adjacent spans. 
h. Report locations where placing of exchange cable or cable terminals will 

eliminate excessive wire; report locations where it appears economical to 
replace defective drop wire in line spans with cable, or with crossarms and bare 
wire. 

i. Dead wire in hazardous condition. 
j. Excessive strain on attachments, wires, and ties caused by severe grade 

changes; wire on wrong side of insulators with respect to pull on corner poles. 
10. Connections  

a. Handmade and other unauthorized or obsolete types of splices, joints, or 
connections in fine wire and between line and bridle wires. 

b. Loose and poor condition at cable terminals, binding posts, bridging, and test 
connectors. 

c. Ties: missing, broken, loose; incorrect placement, size, or type; unsatisfactory 
condition. 

d. Improper makeup, excessive corrosion, inadequate, loose, other defects. 
11. Insulators  

a. Missing, broken, floating, obviously loose, incorrect types in lines. 
b. Bridle Wire Insulators: missing where required, poor condition, improperly 

installed.  
12. Protective Equipment  

a. Mountings: improperly and insecurely attached to pole, broken cover, hinge-
type cover closes improperly, broken ground wires. 

b. Defective or corroded springs, missing or defective blocks, moisture or dirt 
inside mounting. 

c. Ground and Bridle Wires: improperly installed, connection and protector blocks 
in poor condition. 

d. Protector blocks improperly placed on open wires entering cables. (Check local 
instructions with respect to areas where protector blocks should be provided on 
exchange open wires less than one-half mile in length.) 

e. If open wires and drops entering particular terminal are equipped with protector 
blocks note whether all open wires or drops entering terminal are so equipped. 

f. Ground plate of protector mounting improperly connected to suspension strand 
or sheath of underground or buried cable. 

13. Loading Coils  
a. Cases and supports used with open wire loading in poor condition and 

insecurely attached. 
b. Exposed wires: improper placing, loose connections, defective insulation. 
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14. Long Span Construction  
a. Insecure attachment of steel crossarms and angle iron braces at dead end and 

suspension strand fixtures. 
b. Arms and Braces: warping, buckling, other defects likely to weaken structure. 
c. Crossarms or Suspension Strand Hangars: bad alignment, loose hangar 

clamps, non-uniform sag in suspension strand. 
d. Clamps for head guys and riding and suspension strand at dead ends in poor 

condition and insecurely attached. 
e. Loose wire dead ending clamps, wire loop and splice in poor condition. 
f. Suspension Insulator Eye-Bolt: poor condition, end of bolt not upset to prevent 

it working loose. 
g. Suspension insulator broken, wire hangar and wood block in poor condition, 

span wire insecurely held. 
h. All Steel Surfaces: rust, corrosion, damage to galvanizing or protective paint. 

63.4 TELEPHONE - Buried and Underground Cable 

1. SCOPE: Buried and underground lead-covered telephone cables, including cable 
trench and trench markers. 

2. Safety: Comply with all current safety precautions. An assistant should always be 
available to render assistance or first aid. Underground vaults and manholes 
containing telephone cables should be entered only after allowing sufficient time for 
natural ventilation. An approved tube-type power blower should be used for 
ventilating such areas when the presence of dangerous, noxious, or flammable 
gases are detected or suspected. Sources of such gases or highly explosive 
mixtures should be reported for immediate correction, particularly where heavily 
loaded power cables occupy the same ducts and manholes. Before entering vaults 
or manholes, observe the following precautions. Do not carry lighted tobacco, open 
flames, or extension lamps near, or into, vaults and manholes. Do not lower electric 
fans for the purpose of ventilation. Do not wear hobnailed shoes. Request that a test 
be made with approved United States Bureau of Mines gas-detecting equipment for 
the type and concentration of gases. 

3. Buried Cable (Walk over all areas where buried cable is known to exist.) 
a. Evidence of construction work threatening interference of damage. 
b. Sunken trench indicates depressions so pronounced that a drop in trench base 

is evident. (Have test excavation made to disclose deficiencies). 
c. Trench markers displaced, missing, or damaged. 
d. Men at work instructed not to damage cable and their supervisor instructed to 

station a person to see that warning is carried out. 
4. Underground Cable  

a. Manholes: loose, poor fit, or missing covers; flooding, excessive moisture, 
seepage of water through walls or floor and around duct entrances. 

b. Loose duct plugs allowing water or gas seepage. 
c. Cable Racks and Ties: looseness, corrosion. 
d. Cables: evidence of corrosion; area of fine cracks granular appearance on 

sheath metal indicating crystallization, particularly near point where cable 
leaves duct and at sharp bends. 

e. Electrolytic action on cable sheath, sleeves, and wiped joints. 
f. Drainage wires: defective fuses; poor connection to cable and bus bar or racks. 
g. Test for maximum and minimum values of current flowing in drainage wire and 

note appreciate differences in amounts measured and that measured on 
previous tests. 
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64.1 AMMUNITION STORAGE - Aboveground  

1. SCOPE: Ammunition storage facilities that are covered with earth, but aboveground. 
2. Grounding Connections: corrosion, mechanical damage. Test with megger or 

ohmmeter to assure electrical continuity and zero grounding. 

 

65.1 FENCES - Safety 

1. SCOPE: Metallic fences and other permanent barriers surrounding electric power 
equipment centers and preventing unauthorized personnel from accidentally 
contacting such equipment. 

2. Electrical Grounding  
a. Cables not attached to posts and fabric of fence; missing flexible connections at 

all gates. 
b. Rust, corrosion, frayed or broken, missing connectors, broken strands. 
c. Loose, missing, or other damage to visible connections at top of ground rods. 

(Do not disconnect ground connections or open any connections between 
ground cables and ground rods.) 

d. Failure to connect or provide, or damage to ground wires attached to 
supplementary guard wires on wooden structures. 
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Perform the inspection by checking the operation and examining the condition of each piece 
of equipment or component. 

Comply with all current safety precautions when conducting the inspection. 

Perform the inspection by walking through the site checking the operation of each piece of 
equipment and examining the condition of each component. 

If a ladder is required to gain access to inspect large tanks or other overhead places, 
transport to site. 

When it is necessary to test all alarm systems associated with a fire sprinkler system, all 
building occupants and the fire department should be notified that the system’s alarms will 
be tested. 

For each repair requirement identified during inspection, provide the following information: 
 

A. Method of repair: Replace, clean, calibrate, etc. 
B. Current condition: Damaged, leaking, inoperative, etc. 
C. What component or item requires repair 
D. Location: Room number, building number, etc. 
E. Quantity: Each, linear feet, etc. 
F. When action should be taken: 0 year, 1 year, 2 years, 3 years 
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66.1 AIR CONDITIONING (Buildings) - Systems  

 

1. SCOPE: Air-conditioning equipment 
2. Lubrication: inadequate lubricating, excessive bearing temperature; inadequate 

lubrication of bearings and moving parts; low oil level, poor oil condition. 
3. Rust and Corrosion: damage from rust and corrosion. 
4. Motors, Drive Assemblies, and Fans: dust, dirt, grease, accumulations; worn, loose, 

missing, or damaged connections and connectors; bent blades; worn or loose belts; 
unbalance, misalignment, excessive noise and vibration, end play of shafts, 
ineffective sound isolators, poor condition of motor windings and brushes. 

5. Wiring and Electrical Controls: loose connections, charred, broken or wet insulation, 
short circuits, loose or weak contact springs, worn or pitted contacts, defective 
operation, wrong fuses, other deficiencies. 

6. Temperature and Humidity Controls: improper setting, loose connections, worn, 
dirty, pitted or misalignment of contacts, defective operation noted in observing 
operation through complete cycle, inaccuracy of thermostats, humidistats. 

7. Thermal Insulation and Vapor Barriers: wet, damaged, or missing, broken tie wires, 
loose bands, torn canvas jackets. 

8. Air Filters: dust, grease, other deposits, missing, improper fit. 
9. Guards, Casings, Hangers, Supports, Platforms, and Mounting Bolts: loose, broken, 

or missing parts and connections, deformations, improper level, ineffective sound 
isolators. 

10. Pump Units: dust, dirt, other deposits, leaks, noise, vibration, loose or missing 
connections or parts, defective operations. 

11. Piping: leaks, corrosion, deformations, material defects of fittings, copper tubing, 
steel piping. 

12. Water Sprays, Weirs, and Similar Devices: external scale, leakage, defective valves 
including float valve in sump, clogged nozzles or pipes; improper positioning of 
spray drift, to compensate for prevailing winds, or to provide cooling for entire coil; 
material defects. 

13. Compressors: dirt, dust; leakage of oil, water or refrigerants; loose connections, 
loose or worn belts or parts, misalignment, excessive noise and vibration, incorrect 
suction and discharge pressure. 

14. Shell-and-Tube Type Condensers: dust accumulations, leaks including connection 
to cooling tower. 

15. Self-Contained Evaporative Condensers: leaks at pump or in piping, improper 
setting of float control device, improper overflow of solids contained in water, 
insufficient outdoor air flow, clogged nozzles, inadequate spread of water. 

16. Air-Cooled Condensers: dust accumulations, leaks, excessive noise and vibration, 
loose, missing, or damaged parts. 

17. Liquid Receivers: leaks, clogging, cracked gauge glasses, damaged parts. 
18. Refrigerant Driers, Strainers, Valves, Oil Traps, and Accessories: inadequate 

operation. 
19. Cooling Coils: dust, leaks not located and marked or tagged, bent fins, out of level 

and liquid flow not toward outlet of coil, obstructions to air flow, excessive frosting, 
and automatic temperature controls. 

20. Contamination: connection of potable water to sewer system; absence of air gap 
between potable water and waste pipe. 
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66.2 AIR CONDITIONING (Buildings) – Ducts, Dampers, Registers, Grills, Louvers 

1. SCOPE: Air ducts and accessories. 
2. Air Ducts, Dampers, Registers, Grills, Louvers, and Bird and Insect Screens: soot, 

dirt, dust, and other deposits, leaks, broken, loose, or missing connections and 
parts, excessive vibration, material defects, defective operation of movable parts, 
hinge-parts failure, improper seasonal or operating settings of dampers, inadequate 
air distribution in branch circuits. 

 

67.1 HEATING (Buildings) - Equipment 

1. SCOPE: Components of building heating systems of the low-pressure steam, hot 
water, and warm air type; also electric space heaters and direct-fired coal, gas, and 
oil space heaters. Steam boilers and hot water boilers for such systems are not 
included in this Guide. The steam heating system components include steam coils, 
radiators, convectors, unit heaters, and exposed radiant heating panels. The warm 
air heating system components include registers, return air grilles, air ducts, and 
furnaces. Space heaters include fixed heaters equipped with electrical heating 
elements, coal-fired heaters, and direct-fired gas and oil heaters. 

2. Users Comment: ask occupants of building or system operator for comments on 
performance of heating system before starting inspection. 

3. Lubrication: excessive bearing temperatures, inadequate lubrication of bearings and 
moving parts. 

4. Rust and Corrosion: damage from rust and corrosion. 
5. Motors, Fans, Drive Assemblies and Pumps: dust, dirt, other accumulations; 

leakage, wear, defective operation indicated from observation, loose, missing, or 
damaged connections and connectors; bent blades; worn or loose belts; unbalance; 
misalignment; of motor windings and brush rigging. 

6. Wiring and Electrical Controls: loose connections; charred, frayed, broken, or wet 
insulation; short circuits; loose or weak contact springs; worn or pitted contacts; low 
voltage; defective operation; wrong fuses; other deficiencies. 

7. Thermostats and Automatic Temperature Controls: improper operation; improper 
"on" and "off" operation. 

8. Thermal insulation and Protective Coverings: open seams, breaks, missing 
sections, missing or loose fastenings. 

9. Piping System Identification: illegible, incorrect, improper, missing. 
10. Burner Assemblies: loose, damaged or missing connections and parts; leakage; 

clogged jets, orifices, valves, and fuel supply lines; dirty wicks, oil rings, oil pots, oil 
filters, and heat- transfer surfaces; low quality fuel, insufficient oil or gas pressures, 
low voltage, incorrect damper or thermostat settings, misalignment non-uniform 
flame or heat spread, defects in multiple-step heating device. 

11. Combustion Chambers and Smokepipes: soot, dirt, coal deposits, other 
accumulations, abrasions, wear, deformations, misalignment; broken, loose, or 
missing parts of stokers, ash-pits, grates, hinges, doors; lack of weathertightness of 
seams and joints, breaks in thermal insulation casings. 

12. Registers, Grills, Dampers, Draft Diverters, Plenum Chambers, Supply and Return 
Ducts: soot, dust, and other deposits; clogging, deformations, broken, loose, or 
missing parts, loose seams and joints, breaks in vapor barriers, hinge parts failure, 
improper air distribution at branch ducts, improper seasonal damper or register 
settings. 
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13. Electrical Heating Units: burned, pitted, or dirty electrical contacts, short-circuited 
sections of elements, dirty reflective heat-transfer surfaces. 

14. Guards, Casings, Hangers, Supports, Platforms, and Mounting Bolts: loose, broken, 
or missing parts and connections, deformations, improper level, ineffective sound 
isolators. 

15. Steam and Hot Water Heating Equipment: dust, scale, corrosion, other deposits, 
clogging, leaks, air-binding or water hammer, misalignment and improper slope of 
unit resulting in inadequate drainage and heating efficiency. 

16. Accessible Steam, Water, and Fuel Oil Piping and Valves (steam and condensate 
return, hot water heating, humidifier water supply, fuel oil systems): defective 
operation, leaks, clogging, casting blowholes, material defects, moisture, vibration, 
other faults that interfere with proper operation. 

17. Traps: leakage, defective operation. 
18. Humidifier Assemblies: dust, leaking pans, solids in water, clogged piping, 

inoperative valves, danger of water over-flow. 
19. Air Filters: dust, grease, other deposits; missing, improper fit. 
20. Contamination: connection of potable water to sewer system; absence of air gap 

between potable water and waste pipe. 

67.2 HEATING (Buildings) - Boilers 

1. SCOPE: Boilers, expansion drums on high temperature water installations, boiler 
auxiliaries, and controls. (Inspection shall be performed in accordance with National 
Board Inspection Code) 

2. Safety: Before entering the shell or drums of the boiler make sure that they have 
been properly ventilated; that there is no inflammable gas present; that the blow-off 
and surface blow-off valve, the main and auxiliary steam valves, feed-water valves, 
and all other valves on connecting pipes are closed; and that a reliable method is 
used to safeguard these valves while anyone is inside the boiler. When electric 
cords are used inside a boiler they should be in good condition, well insulated, 
designed to withstand mechanical injury and provided with a suitable guard. Naked 
lights are prohibited. 

3. Exterior (*Authorized Inspector Only) 
a. Safety and Relief Valves: accumulated rust, scale or other debris; obstructed 

drain; hazardous conditions created by discharge; try lever not free;* gags 
removed; stems not bent. 

b. Automatic Low-Water (Level or Flow) Fuel Cut-Off and/or Water Feeding 
Device: rust, corrosion, deteriorated or defective parts, improper function.*  

c. Gauges: cracked, broken, missing or dirty glass; illegible markings; bent 
pointer; leaking connections; improper function of cock between gauge and 
boiler.*  

d. Water Columns and Gauge Glasses: excessive corrosion, cracked or dirty 
glasses, leakage, improper drainage, leaking isolation valves.* 

e. Material storage: lumber or other material stacked against boiler. 
f. Lagging: loose or missing material, cracks, open seams, evidence of vapor or 

water leaks. 
g. Casing: distortion, slippage of bricks, open seams, cracks, looseness, sheared 

bolts. 
h. Shell: corrosion; cracks; leaking roofs, valves, pipes; rust streaks on covering. 
i. Boiler Doors: sagging, warping, cracking, chipped or broken edges, worn 

hinges, defective locks or latches; improper operation; deteriorated or damaged 
blast deflectors; condition of gasket. 
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j. Breechings: excessive corrosion, cracked welds, loose or broken connections, 
separated sections, barometric damper. 

k. Overhead Machinery: loose parts or material that may drop on or strike boiler. 
l. Foundation: settlement, improper level, cracks. 
m. Piping: leakage, strain or torsion, excessive corrosion, improper drainage, 

misalignment, lack of support, inadequate provision for expansion or 
contraction, excessive vibration; water pockets at valves and connections; 
loose, deteriorated, strained, inadequate connections; settlement, improper 
tension and alignment in supports. 

n. Stop and Check Valves: loose, missing, broken parts; excessive wear or 
corrosion; leakage; obstructed drain openings, stem packing. 

o. Pressure Reducing Valves: loose, missing, broken parts; rust, scale, other 
substance preventing proper operation, tubing, gauges. 

p. Blow-Off Tanks: excessive corrosion, cracks, distortion, other weakness; leaks, 
water pockets; improperly placed valves, venting. 

q. Ladders and Runways: broken, cracked, split, badly worn members; excessive 
corrosion; loose or missing bolts or other connections; broken welds; abnormal 
deflection; loose or warped sections; slippery surfaces; inadequate anchorage. 

r. Electric Steam Generators: loose connections, burnt, corroded, frayed, or 
broken strands in grounding cable; loose connections, broken, or deteriorated 
screens or guards; missing, illegible, or improperly posted warning signs. 

s. Contamination: connection of potable water to sewer system; absence of air 
gap between potable water and waste pipe. 

t. Steam gauge: improperly calibrated, gauge valves leaking. 
u. Boilers Secured or Stored: Wet layup: incompletely filled; Dry layup: not 

completely dry; inadequate supply of desiccant; improper or inadequate 
placement of desiccant. 

v. Waterside Metal Surfaces; evidence of oil; indications of scale. 
w. Plates: cracks, defective joints, distortion, erosion, excessive corrosion; 

grooving; lap seam cracks; cracked or severely corroded rivets; cracked welds. 
x. Stays and Braces: cracks, bends, looseness, uneven tension, excessive 

corrosion or erosion; loose, cracked, broken connections. 
y. Reinforcing Plates: excessive corrosion, worn, cracked, deformed, insecurely 

fastened, openings obstructed. 
z. Openings and Connections for Piping and External Attachments: obstructed; 

inadequate; excessive corrosion. 
aa. Internal Piping and Fittings: loose connections, breaks, cracks, excessive 

corrosion, clogging. 
bb. Protection for Blow-Off Connection: spalling, cracking, looseness; missing or 

worn parts. 
cc. Manholes and Handholes: corrosion, leakage; distorted, elongated, excessively 

corroded holding clamps. 
dd. Tubes: deterioration, excessive reduction in thickness, bulges, cracks, defective 

welds, erosion, corrosion, waste pockets, scale, distortion. 
ee. Ligaments: broken, cracked, leaks. 
ff. Drumheads: cracks, deformation, excessive corrosion, gaskets. 
gg. Flanging: grooving. 
hh. Soot Blowers: worn, loose, or inadequate bearings and parts; incorrect 

alignment of nozzles; excessive scouring of refractory baffles, incorrect blowing 
ranges; inadequate traps; condition of packing; signs of direct impingement of 
steam on tubes. 
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ii. Fireside or Gas-side Metal Surfaces: steam pockets, corrosion, bulging, 
blistering, distortion, deformation, excessive burning action, fly ash deposits, 
flame leakage, localization of heat, deteriorated or loose tie rods and buck 
stays. 

jj. Fusible Plugs: poor condition; unsound metal; exposed to steam temperature in 
excess of 425°F. 

kk. Setting: improper level, tendency to settlement; inadequate provision for 
expansion and contraction; excessive corrosion; holes; cracks; slippage; 
distortion; binding; loose bricks; improper air space, poor insulation of steel 
supporting members; excessive vibration. 

ll. Furnaces and Baffles: spalling, cracking, settlement, distortion, abnormal 
cracks and seams, excessive burning and corrosion, fly ash deposits, 
inadequate expansion joints, improper protection of mud drums; loose, missing, 
deteriorated, improperly placed baffling. 

mm. Firing Equipment and Dampers: Burners; loose, broken, or missing parts; 
excessive wear or corrosion. Grates, Stokers and Feeders: loose, broken or 
missing parts; excessive wear or corrosion. Dampers: loose, broken, missing, 
bent, warped, or binding parts; excessive wear or corrosion; improper operating 
condition. 

nn. Low-Water Fuel Cut-Off and/or Water Feeding Device: scale or dirt deposits; 
restricted moving parts; excessive wear; loose, broken, or missing parts; 
improper function.  

4. Inspection of Operation (Authorized Inspector Only) 
a. Firing Equipment: improper or inefficient operation. 
b. Controls: inability to maintain proper steam pressure or water temperature and 

air-fuel ratio throughout capacity range of boiler with load swings of the rapidity 
encountered in operation; improper programming sequence and timing; 
improper cutoff of fuel supply; inability to maintain proper water level or to 
operate cutoff devices. 

c. Steam and Water Piping: leakage, excessive vibration, water-hammer, 
tendency to crystallize. 

d. Water Columns and Gauge Glasses: restricted connections. 
e. Steam Gauges: stuck pointer; restricted movement of pointer; obstructed 

connections, gauge glass. 
f. Temperature Indicating Devices: excessive temperatures indicated, particularly 

during and immediately after high load demands. 
g. Blow-Off Valves: restricted openings; excessively worn or otherwise defective. 
h. Stop and Check Valves: excessive vibration, ineffective of defective operation. 
i. Pressure Reducing Valves: defective, inadequate, improper operation. 
j. Metering and Recording Devices: improper operation. 
k. Boiler Auxiliaries: steam leakage, wastage to atmosphere, unnecessary use, 

inadequate or improper functioning. 
l. Boiler Safety and Water-Pressure Relief Valves: improper operation, obstructed 

discharge, does not release at required pressure. 
m. Feedwater Treatment: Equipment; ineffective, inadequate, improper operation. 

Materials: incorrect, insufficient. 
n. Fuel Handling Practices: multiple handling, use of duplex equipment for small 

loads, unnecessary heating, improperly maintained equipment, inefficient 
operation. 

o. Partial Loading: unnecessary use of similar equipment at part load when one 
unit could carry load. 
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67.3 HEATING (Buildings) - Steam Traps 

1. SCOPE: Steam Traps. 
2. Note: Control Inspection only except for item 6 and visible leakage. 
3. Hand or Glove Test  

a. Proper Operation: higher temperature in inlet line than in discharge line. 
b. Defective Operation: cool inlet indicates obstructed flow from trap that is stuck 

when closed or when obstruction is trapped in system; hot outlet indicates 
steam blowing through trap from stuck or leaking valve mechanisms; on bucket 
traps, steam leakage may be from loss of prime. 

4. Aural Test (Listen to operative mechanism through a rod or stethoscope) 
a. Proper Operation: opening for condensate audible, closing against steam flow 

audible. 
b. Defective Operation: inability to hear operation may indicate trap stuck close, 

stuck open, or leaking; may indicate undersized trap continuously passing 
condensate. 

5. Bypass Valve Assembly: Defective Operation: leakage or partially open. 
6. Associated Equipment: Defective Operation: improper heating usually indicates a 

closed trap that is not properly passing the condensate and/or entrained air. Effects 
such as a drop of pressure in the heat exchanger, some loss of efficiency, excessive 
flashing of the condensate return water, or steaming of the condensate return tank 
usually indicate that the trap (or bypass where installed) is passing steam. 

7. General 
a. All Traps and Strainers, Inlet, Discharge and Bypass Valves: leakage, defective 

operation, deterioration. 
b. Float Traps: leakage, defective operation, deterioration. 
c. Thermostatic Traps (bellows-type): leakage, cracks misalignment, defective 

operation, deterioration. 
d. Thermostatic Traps (bellows-type with valve disks and seats): leakage, 

defective operation, deterioration. 
e. Thermostatic Traps (Valve stems - bimetallic strip type): leakage, defective 

operation, deterioration. 
f. Inverted Bucket Traps: leakage, defective operation, deterioration. 
g. Integral Check Valves: leakage, defective operation, deterioration. 
h. Impulse Traps: leakage, defective operation, deterioration. 
i. Orifice Traps: leakage, defective operation, deterioration. 

 

68.1 VENTILATING AND EXHAUST AIR SYSTEMS (Buildings) 

1. SCOPE: Ventilating system and industrial exhaust air and dust collecting systems in 
active service. Ventilating equipment used in exhausting odors and smoke in 
cooking areas, providing air movement to prevent moisture accumulation supplying 
tempered and filtered outdoor air, and furnishing a limited amount of cooling for 
personnel comfort. Equipment in out-of-service status requires no inspection when 
proper preservation methods are followed, utilities are disconnected, and dry 
storage is provided. See other Inspection Guides for power plant forced draft or 
induced-draft fans at boilers, ventilating fans of drydocks or floating structures, fans 
for desert-type evaporative air-cooling systems, blowers for warm air heating 
systems. 

2. Fire Hazards: dust, dirt, soot, drippings, and grease deposits on hoods, filters, and 
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in systems; flammable materials on fans, guards, dusts, dampers, and discharge 
louvers. 

3. Lubrication: excessive bearing temperatures, inadequate lubrication of bearings and 
moving parts. 

4. Rust and Corrosion: damage from acid, chemical fumes, rust. 
5. Motors, Drive Assemblies, and Fans: dust, dirt, other accumulations; worn, loose, 

missing, or damaged connections and connectors; bent blades, worn or loose belts; 
unbalance; misalignment; excessive noise and vibration; end play of shaft, 
ineffective sound isolators; poor condition of motor windings and brush rigging. 

6. Wiring and Electrical Controls: loose connections, charred, frayed, broken, or wet 
insulation, short circuits, loose or weak contact springs, worn or pitted contacts, 
defective operation, wrong fuses, other deficiencies. 

7. Fire Protective Devices: incorrect temperature fusible links, improper setting of 
thermal unit of releasing device, excessive high-temperature setting of fan-stop 
device. 

8. Steam and Hot Water Coils: clogging, rust, corrosion, scale, leaking, loose 
connections and parts, bent fins, misalignment, water hammer, air-binding, 
nonuniform heat spread, open bypass valves, below normal temperature readings, 
defective valves, traps, and strainers. 

9. Electrical Heating Units: pitted, burned, or dirty electrical contacts, short-circuited 
sections of elements, low voltage in electrical circuits, dirty reflective heat-transfer 
surfaces. 

10. Ducts, Collectors, Smokepipes, and Hoods: clogging, soot, dirt, grease, other 
deposits; loose connections and parts, abrasions, wear deformations; lack of 
weathertightness of seams and joints. 

11. Ducts in Heads and Showers: leaking, broken, or poorly soldered seams and joints. 
12. Thermal Insulation and Protective Coverings: open seams, breaks, missing 

sections, missing or loose fastenings, moisture. 
13. Baffles, Dampers, Vanes, Access Doors, Registers, Louvers, Bird and Insect 

Screens: soot, dirt, dust, grease, other deposits; broken, loose, or missing 
connections and parts; material defects defective operation of movable parts, loose 
or poor fit of flashings in surrounding wall surfaces, hinge parts failure, improper 
seasonal or operating settings of dampers, inadequate air distribution at branch 
ducts. 

14. Air Filters: dust, grease, other deposits; missing, improper fit. 
15. Exhaust Air Systems: lack of air and weathertightness; inadequate separation of 

solids from air stream; incorrect suction at intakes; defective operation of blast and 
interlocking gates, motor-driven dampers, solenoids, and like parts; vegetation 
destruction, air pollution, or fire hazard of exhaust air dispensing; inadequacy of 
protective guards or warning signs. 

16. Guards, Casings, Hangers, Supports, Platforms, and Mounting Bolts: loose, broken, 
or missing parts and connections, deformations, improper level, ineffective sound 
isolators. 

17. Bag Collectors: tears, leakage, need of cleaning. 
18. Wet Collectors: plugged spray nozzles or drain pipes, sludge accumulations, 

improper feedwater levels. 

 

69.1 PLUMBING (Buildings) - Fixtures/Grease Traps/Piping/Vents/Plumbing 
Accessories/Pipe Supports  
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1. SCOPE: Plumbing fixtures, grease traps, piping, vents, plumbing accessories, and 
pipe supports used for domestic hot water potable water, distilled water, chilled 
drinking water, salt water for flushing, sanitary sewage, drain, acid waste, rainwater, 
and gas systems. Gas systems include systems for natural gas, manufactured gas 
and bottled gas. Inspection limits include piping and accessories within the building 
from the service entrance or meter in the building. 

2. Contamination: connection of potable water to sewer systems; absence of air gap 
between potable water unit or faucet and waste pipe or rim of sink, hospital sterilizer 
or sprinkler test pipe and drain, or similar installations; evidence of backflow in water 
tanks and flush valves, fixtures installed but not used. 

3. Water Temperature: ineffective heating elements, incorrect thermostat setting. 
(Minimum allowable water temperatures: 120 F for domestic hot water, 140 F for 
kitchens, laundry, and hospital hot water, 180 F for sterilizing hot water systems for 
kitchens.) 

4. Water Piping: external rust, leakage, loose connections, internal scale and 
corrosion, clogging, insufficient water flow, water hammer, material defects. 

5. Faucets, Hose-Bibbs, Gate Valves, Flush Valves, and Flush Boxes: leakage, water 
drip, faulty or noisy operation. 

6. Shower Heads, Water Sprays, and Mixing Valves: clogging, improper water 
temperatures and water spread, inoperative mixing valves, defective materials. 

7. Thermal and Ice water No-drip insulation: open seams, breaks, missing sections, 
missing or loose fastenings that might cause heat loss or condensation. 

8. Platforms, Pedestals, and Supports: corrosion, missing or loose connections, 
deformed or unsafe parts, misalignment, unsuitable for service, material defects. 

9. Sanitary/Drain Piping: solid accumulations in strainers, slow drainage, closed 
openings in vents, odors and sewer gas from loss of water seal in traps, grease, 
chemical wastes, back pressure caused by clogging, ground water through leaky 
joint/broken pipe, trap siphonage. 

10. Floor Drains: clogging, corrosion, leaking pipe connections, presence of sewer gas 
and odors. 

11. Backwater Valve in Floor Drain: defective float and valve seat. 
12. P-traps and Trap Standards: clogging, corrosion, grease, leaks. 
13. Grease and Lint Traps: check for missing baffles traps, clogging, broken seals. 
14. Pressure-Reducing and Relief Valves and Vent Line Installations: improper pressure 

settings; unsafe or defective operation; inaccuracy; rust, corrosion, loose 
connections. 

15. Plumbing Fixtures: leaks, improper trapping, misalignment, evidence of water 
contamination, material defects, damage including chips in porcelain or concrete, 
cracks in china, corrosion of metal parts, deterioration of sink stoppers, similar 
defects. 

16. Process Sinks: improper trapping, presence of odors, other hazards. 
17. Piping Identification: illegible, incorrect, improper, missing. 
18. Low-Pressure Gas Piping: leaks, loose or broken connections, defective gas cocks, 

material defects. Leaks can be found by using soapsuds supplied with brush to 
joints and other connections. Gas bubbles will indicate leaks. 

69.2 VALVES - (All Types) 

1. Piping: leakage, strain or torsion, excessive corrosion, improper drainage, 
misalignment, lack of support, inadequate provision for expansion or contraction, 
excessive vibration; water pockets at valves and connections; loose, deteriorated, 
strained, inadequate connections; settlement, improper tension and alignment in 
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supports. 
2. Stop and Check Valves: loose, missing, broken parts; excessive wear or corrosion; 

leakage; obstructed drain openings. 
3. Pressure Reducing Valves: loose, missing, broken parts; rust, scale, other 

substance preventing proper operation. 
4. Blow-Off Tanks: excessive corrosion, cracks, distortion, other weakness; leaks, 

water pockets; improperly placed valves. 
5. Blow-Off Valves: restricted openings; excessively worn or otherwise defective. 
6. Stop and Check Valves: excessive vibration, ineffective of defective operation. 
7. Pressure Reducing Valves: defective, inadequate, improper operation. 
8. Auxiliaries: steam leakage, wastage to atmosphere, unnecessary use, inadequate 

or improper functioning. 
9. Safety and Water-Pressure Relief Valves: improper operation, obstructed discharge, 

does not release at required pressure. 

69.3 PLUMBING (Buildings) - Water Heaters 

1. SCOPE: Water heaters for domestic hot water service and for so-called commercial 
hot water service. The equipment included is of the integral heater and storage tank. 
The separate heater and storage tank, or the instantaneous steam water heater 
type. The heating facilities covered include gas burners, electrical heating elements, 
steam coils, and oil burners. 

2. Users' Comment: ask operator or supervisor for comment on equipment 
performance before starting inspection. 

3. Lubrication: motor of oil burner and moving parts of mechanical devices. 
4. Rust and Corrosion: damage from rust or corrosion. 
5. Automatic Control: improper operation through complete cycle; improper "on" and 

"off" operation. 
6. Safety and Flame Failure Devices: unsatisfactory as disclosed when tested through 

complete "on" and "off" cycle of operation. 
7. Thermal Insulation and Protective Coverings: open seams, breaks, missing 

sections, missing or loose fastenings. 
8. Burner Assemblies: loose, damaged, or missing connections and parts, leakage, 

incorrect height and position of pilot light, improper baffle adjustment causing 
impingement, dirty heat-transfer surfaces, non-uniform flame spread, misalignment, 
clogged jets, orifices, and valves, dirty oil filters, defective oil wicks, oil rings, and 
pots. 

9. Combustion Chambers: deformations, breaks, cracks, wear, water and flue gas 
leakage, burnt-out grates, defective coal feed mechanisms, broken latches and 
hinges, door misalignment and poor fit, soot deposits, clinkers, ashes. 

10. Electrical Heating Elements and Controls: loose connections, charred, frayed or 
broken insulation, short circuits, loose or weak contact springs, worn or pitted 
contacts, defective operation, wrong fuses, other deficiencies. 

11. Gauges: inoperative gauges, instruments, and protective devices. 
12. Water Compartments and Tanks: leaks, loose connections, chipped enamel finish, 

cracked cement linings, defective manhole gaskets, dripping, corrosion, damage 
from freezing, defective operation of drain valves; deteriorated anodic rods or other 
devices provided for limiting corrosion. 

13. Water Relief and Steam Safety Valves: rust, corrosion, scale, mechanical defects, 
defective operation. {Code violations: a. hazardous conditions created by discharge; 
b. improper size vent pipe; c. improper vent material {not harddrawn copper.)) 

14. Supports: unstable, material defects, loose, missing, or broken parts. 
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15. Steam Coils and Instantaneous Water Heaters: improper steam pressure and water 
temperature, steam trap blowing, mechanical defects, clogged strainers, scaled 
heat- transfer surfaces, open bypass valves, leaking pipe connections. 

69.4 PLUMBING (Buildings) - Pumps (Sump and Bilge) 

1. SCOPE: Commercial-type sump and bilge pumps used to deliver drainage from low 
elevations into the sewage systems. These pumps may be located at points other 
than at pumping stations. 

2. Safety: The generation of explosive and toxic gases in sewers and in closed spaces 
in sewer systems is a common occurrence. Do not allow open flames in the vicinity. 
Be sure that tank vents are not clogged. 

3. Alternate Operation: is not being performed. (Where two or more pumps of same 
size are installed they should be operated alternately to equalize wear.) 

4. Sumps: floating objects, accumulated deposits in sump bottom. 
5. Wiring and Controls: loose connections, breaks and other damage to wiring and 

insulation, short circuits, loose or weak contact springs, worn or pitted contacts, 
defective float switch. 

6. Floats: bent rod, binding, other damage; check operation of alarm system. 
7. Pump Operation: failure to start when switch makes contact; rough operation; fails 

to empty basin at normal rate; inadequate suction, discharge, and shutoff heads 
against normal operating standards. 

8. Packing Glands: evidence of leakage. 
9. Bearings: inadequate lubrication, non-availability of lubricating instructions. 
10. Motor: unusual noises, vibration, end play of shaft, overheated bearings, lubrication 

leaks, improper lubrication practices, presence of dirt, moisture, other 
accumulations. 

11. Supports: unsound, ineffective, misalignment of shafting indicated. 
12. Piping System: evidence of strain on pump casing. 

 

70.1 FIRE EXTINGUISHING (Buildings) Sprinkler - Wet/Dry Pipe Systems 

1. Dry Pipe System  
a. Check pressure gauge on air side of system to ensure that air pressure of 50 to 

60 PSI is being maintained on the system by air compressor. 
b. Open alarm test valve to ensure that outside water motor alarm will operate and 

that alarm has been transmitted over fire alarm system to the fire department. 
Reset alarm box.  

2. Wet Pipe System  
a. During flow tests, ensure that outside water motor alarm operates and that 

alarm has been transmitted over fire alarm system to the fire department. Reset 
alarm box. 

b. If system is equipped with retard chamber or excess pressure pump, test in 
accordance with manufacturer’s instructions, as appropriate. 

3. Both Wet and Dry Pipe Systems: Check general condition of piping, valves, hangers 
and sprinkler heads to ensure that heads are free of excessive dirt and paint. 

70.2 FIRE EXTINGUISHING (Buildings) - Dry Chemical System 

1. Inspect nozzles, heads and fusible links to ensure that they are free of dirt, grease 
and paint, and have not been damaged. 

2. Observe gas pressure on system to ensure that proper pressure is being maintained 
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in accordance with manufacturer's specifications. 
3. Adequate clearance of heads, nozzles and fusible links from obstructions. 

 

71.1 PLATFORM LIFTS. DUMBWAITERS, ESCALATORS AND ELEVATORS (Buildings)  

1. Inspections shall be performed in accordance with: 
a. American Standard Safety Code for Elevators, Dumbwaiters, Escalators and 

Moving Walks, 
b. American Standard Practice for Inspection of Elevators, Inspector's Manual 

 

72.1 OTHER SERVICE SYSTEMS (Buildings) - Gas Distribution  

1. SCOPE: Gas distribution systems for both natural gas and artificial gas. 
2. Exposed Piping: leakage, loose connections, rust, corrosion, other damage. 
3. Underground Piping: signs of leakage such as brown grass strips across lawns, 

dead trees and shrubs when other plants are green in areas of buried piping. 
Determine condition when buried piping and valves are exposed for alteration and 
repair. 

4. Pressure-Regulating and Reducing Valves: leakage, loose connections, rust, 
corrosion, defective operation; possible damage from freezing resulting from water 
infiltration into valve pits; clogged vent to outside of building, defective screen, pipe 
alignment. 

5. Gas Cutoff Valve on Face of Building: improper operation, difficult access, not 
clearly visible. 

6. Meters: loose connections, leakage, corrosion, rust broken glasses, moisture behind 
glasses, defective gaskets, dirty or difficult to read, settlement. 

7. Pits: debris, water, cracks and leakage, rust and corrosion. Clean debris and water 
from pit; caulk all cracks; clean and paint all exposed parts, except moving parts. 

8. Earthquake Valves and Pits  
a. Do not tap on jar valve and keep all wrenches and metal objects from making 

contact with valve.  
b. Pit: (Sweep cover and surrounding area clean before removing cover.) debris, 

water, cracks, leakage, rust, corrosion. 
c. Valve: not absolutely level, leakage around all joints, gaskets, and cap plug on 

top. 
d. Prior to operational check and tripping of valve, examine appliances having pilot 

lights and record their location; open all windows in rooms where these 
appliances are located. 

e. Close remote shutoff valve if so equipped or tap lightly by hand only (never with 
metal object) until, by listening close to valve, the sound indicates that valve 
pendulum has dropped and is now in closed position. 

f. Light gas burner at fixture nearest valve and test for leakage through valve. (If 
flame dies out after a few minutes, the valve is tight). 

g. Remove cap plug at top of valve, and reset valve by lifting up on exposed valve 
stem. 

h. Replace plug, tighten, and test for leakage around plug. 
i. Make sure that all pilot lights are relit. 

72.2 OTHER SERVICE SYSTEMS (Buildings) - Piping for Gas Systems 
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1. SCOPE: Piping, vents, piping supports, piping fixtures and accessories for gas 
systems including acetylene, methyl acetylene propadiene (MAPP), oxygen, natural 
gas, manufactured gas, and bottled gas. Inspection limits include piping and 
accessories within the building from the service entrance or meter in the building. 

2. Safety: Wear goggles or a face shield under any condition that might cause damage 
to eyes. Where there is a risk of asphyxiation, wear gas masks with oxygen supply 
which are approved fresh air masks, or self-contained air breathing equipment. Do 
not use a flame near a leak. 

3. Valves: leakage, loose connections, corrosion, alignment. 
4. Pressure-Reducing and Relief Valves, Pressure Gauges: improper pressure 

settings, unsafe or defective operation, inaccuracy, rust, corrosion, loose 
connections. 

5. Valve Boxes: Cleanness, operable access door. 
6. Water Seals, Drip Pan: deterioration, damaged paint, proper paint color. 
7. Piping, Fittings: leaks, loose connections, defective gas cocks, deterioration, 

alignment, material defects. Damaged paint, proper paint color. 
8. Vent Line: Vent to outside of building and discharge to a safe location, damaged or 

plugged pipe. 
9. Valve Pits: check sump pumps and pump lines; deterioration, cracks, standing 

water. 
10. Pipe Hangers: deterioration. 

72.3 OTHER SERVICE SYSTEMS (Buildings) - Unfired Pressure Vessels  

1. Note: Inspection shall be performed in accordance with National Board Inspection 
Code. 

2. SCOPE: Unfired pressure vessels except (a) cylinders for shipment of compressed 
or liquefied gasses; (b) air tanks for brakes on vehicles. SAFETY: Before entering 
an unfired pressure vessel make sure (Inspection shall be performed in accordance 
with National Board Inspection Code) that it has been properly ventilated, that there 
is no inflammable gas or toxic material present, that all valves on connecting pipes 
are closed, and that a reliable method is used to safeguard these valves while 
anyone is inside the vessel. When electric cords are used inside an unfired pressure 
vessel they should be in good condition, well insulated, designed to withstand 
mechanical injury, and provided with a suitable guard. Naked lights are prohibited. 

3. External Inspection  
a. Safety and relief valves: accumulated rust, scale, or other debris; obstructed 

drain; hazardous conditions created by discharge; (try lever not free); 
(Authorized Inspector Only) sterns bent. 

b. Rupture Disks: burst, leaking, deteriorated; plugged vent. 
c. Pressure indicating gauges: broken, missing, or dirty glass; illegible markings; 

bent pointer; leaking connections; inoperative. 
d. Lagging: loose or missing material; cracks, open seams, evidence of vapor or 

water leaks. 
e. Shell: corrosion, leakage, cracks, distortion; loose or cracked rivets. 
f. Supports: settlement, deterioration, lack of rigidity; cracks, loose or dislodged 

material; excessive corrosion, cracked or broken welds, loose or missing bolts 
or rivets, warped or bent structural members. 

g. Piping: leakage, strain or torsion, excessive corrosion, improper drainage, 
misalignment, lack of support, inadequate provision for expansion or 
contraction, excess vibration. 

h. Stop and check valves: loose, missing, broken parts; excessive wear or 
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corrosion; leakage; obstructed drain openings. 
i. Pressure reducing valves: loose, missing, broken parts; rust, scale, or other 

substance preventing proper operation. 
j. Pressure control switch: loose, missing, broken parts or connections; corrosion, 

rust or other substance preventing proper operation. 
4. Internal Inspection (Authorized Inspector Only) 

a. Corrosion resistant lining: cracks, corrosion behind lining, corrosion behind 
deposits on lining. 

b. Shell plates and reinforcing plates: cracks, defective joints, distortion, erosion 
corrosion, grooving, lap seam cracks; cracked or severely 

c. Heads: cracks, deformation, excessive corrosion, loose, cracked, broken 
connections. 

d. Stays and braces: cracks, bends, looseness, excessive tension, excessive 
corrosion or erosion; loose cracked, broken connections. 

e. Nozzles: distortion, excessive corrosion; cracked welds; loose, cracked, or 
severely corroded rivets or bolts; poor or ineffective threaded conditions. 

f. Openings and connections for piping and external attachments: obstructed; 
inadequate; excessive corrosion. 

5. Inspection of Operation (Authorized Inspector Only)  
a. Apply hydrostatic or pneumatic test to vessel and observe drop in pressure for 

15 minutes. An excessive drop in pressure indicates leakage which must be 
corrected.  

b. Controls: inability to maintain proper pressures; improper adjustment for cut-out 
and cut-in devices. 

c. Pressure indicating gages: stuck pointer; restricted movement of pointer, 
obstructed connections. 

d. Temperature indicating devices: excessive temperatures indicated, particularly 
during and immediately after high load demands. 

e. Piping stop and check valves: excessive vibration, ineffective or defective 
operation, leakage. 

f. Pressure reducing valves: defective, inadequate, improper operation. 
g. Metering and recording devices: improper operation. 
h. Safety and relief valves: improper operation, obstructed discharge, does not 

release at required pressure. 

72.4 OTHER SERVICE SYSTEMS (Buildings) - Refrigerators and Freezers (Domestic)  

1. SCOPE: Mechanical-type domestic refrigerators and freezers. 
2. Safety: Wear goggles to protect eyes. Never breathe fumes of refrigerants, toxic or 

nontoxic. Avoid contact with refrigerants; on exposure, rinse with water immediately 
to minimize burns. Do not apply heat to refrigerant systems, and use a Halide torch 
carefully. Do not disconnect refrigerant piping. 

3. User's Comment: Ask user for comment on equipment performance before starting 
inspection. Also determine whether the user is familiar with the correct periods and 
best methods for manual defrosting, proper temperature regulation, and sanitary 
dusting of exteriors and cleaning of interior surfaces; if not, the user should be given 
brief instructions. 

4. Sanitation: unsanitary conditions, or dust, dirt, and other accumulations on 
housings, fans, fan motors, heat transfer and air-cooled heat exchange surfaces, 
burners, pilot light, flues, dampers, draft diverters, safety devices, cabinets and 
openings in cabinets for air circulation. 

5. Lubrication: inadequate lubricating instructions, excessive bearing temperatures, 
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inadequate lubrication of bearings and moving parts, low oil level, poor oil condition. 
Lubricate as required; add lubricant if grease dispenser or oil cup is less than half 
full; add oil to crankcase of refrigerant compressor if below correct level and change 
if dirty, using symbol 2075 oil or correct type of refrigerant lubricants; clean clogged 
oil lines. 

6. Rust and Corrosion: damage from rust and corrosion. Remove rust, paint bare spots 
and corroded areas, where applicable. 

7. Supply of Refrigerant: insufficient, hissing sounds at the expansion valve during 
operation, low reading on the discharge pressure gauge, worn coil and suction pipe, 
or bubbles in receiver sight glass. 

8. Controls and Wiring: worn or pitted contacts of magnetic unloaders at compressor, 
off-on and defrost switch, and switches for heating devices; defective operation of 
switches when operated manually, inaccuracy of response to thermostat settings, 
compartment temperature deficiencies evidenced when taken with mercury thermo-
meter, loose connections, frayed or broken wire, damaged insulation, short circuits. 
Clean contacts; adjust settings to restore proper operation; tighten connections; 
make other minor repairs. 

9. Fans: difficult hand rotation, obstructions, loose fit, deformations, misalignment, 
unbalance, excessive noise, loose or worn belts. Make minor repairs; tight belts or 
replace those worn. 

10. Motors: defective operation. Replace worn brushes or entire motor assemblies. 
11. Air Filters: dust, grease, other deposits; missing, improper fit. Replace dirty 

throwaway types and those missing or improper fit; wash permanent types, restore 
viscous coatings in accordance with manufacturer's instructions. 

12. Guards, Casings, Hangers, Supports, Platforms, and Mounting Bolts: loose, 
missing, damaged or broken parts and connections, improper level, ineffective 
sound isolators, lack of rigidity, unsafe. Tighten, repair or replace loose, missing or 
damaged parts; adjust level; replace defective sound isolators; make other minor 
repairs. 

13. Cabinets: stains, defects, cuts, scratches, corrosion of exterior surfaces, 
misalignment of doors, worn or deteriorated gaskets and rubber seals, damaged 
hinges and latches, damaged or missing drawers, covers, shelves, and shelf 
supports, chipped or cracked trays, obnoxious odors, defective light and door 
switches, burnt-out lamps. Replace defective switches and burnt-out lamps; make 
minor repairs. 

14. Hermetic Units: housing leaks, evidence of overheating since housing surface 
temperature exceeds 130°F, excessive noise and vibration from wear and loose 
parts, defective operation indicated by continued operation for extra long periods 
and preset temperatures are not being maintained, electrical service disconnected. 
(Hermetic units are those in which the compressor, motor, lubricants, and coolants 
are sealed in a common housing at the factor. On semi-hermetic units, the 
compressor and motor are in separate housings. Internal inspection of sealed units 
is not permitted.) 

15. Refrigerant Compressors (open-unit type): leaks of refrigerant and oil, particularly 
around shaft seals, magnetic unloaders, valves, pipe connections; knocks or 
excessive noises; inadequate compression of refrigerants indicated by feeling 
surface temperatures of suction gas and discharge high-pressure liquid lines. 
(Usually in F-12 systems, temperature should be about 50°F for suction gas and 
105°F for liquid; if compression is poor, temperature difference will be slight, much 
less than 50°F). Clean off dust with brush; use Halide torch to check F-12 refrigerant 
leaks and watch for flame color change indicating leak. 

 

 

TPWT - September 14, 2011 - Page 228



 
 

 

 
 - 86 - 

16. Condenser Assemblies: refrigerant leaks in condenser and pipe connections, 
incorrect air flow resulting from improper position of baffles. Adjust baffles and 
tighten baffle screws. 

17. Liquid Receivers or Combined Receiver and Highside Float Valve Devices: 
refrigerant leaks in receivers, pipe connections, refrigerant charging valve; 
misalignment of combined receiver and float valve devices causing erosion in 
needle valve and seat from entrance of vapor. (A well-frosted evaporator indicates 
defective needle valve or leaky seat. Complete defrost indicates sticking or leaking 
float.) 

18. Automatic Thermostatic Expansion Valve Assembly: improper contact of bulb with 
suction gas pipe, liquid leaks, tubing deformations and defective parts of remote 
bulb, capillary tubing of thermostatic expansion valve assemblies and all pressure-
operated or other types of temperature-operated automatic expansion valves; poor 
contact of equalizer line. (No noticeable temperature difference between liquid inlet 
and evaporator indicates clogged strainer or that other valve is defective or needs 
adjustment. Hissing expansion valve indicates insufficient supply of refrigerant in 
system.) Restore good bulb contact by removing loosely connected bulb, cleaning 
and scraping metallic surfaces, and resoldering or clamping bulb to suction gas line. 

19. Capillary Tube or Orifice-Type Expansion Devices: dirty heat-exchange surfaces of 
tube on expansion devices and inadequate air circulation around it; leaks, 
deformations, and temperature differential of capillary tubes, orifices, or other flow 
restriction devices. 

20. Accessories: defective filter-dryer cartridges, dirty strainers or oil traps, other 
deficiencies. Replace cartridges; clean accessible baskets; make other repairs. 

21. Evaporators and Refrigerated Shelves: leaks, improper cooling output, heavy frost 
on coils resulting in nonstop operation or overloading of compressor, inadequate air 
circulation between food and walls of shelves caused by food being packed too 
close to cooling surface. Defrost. 

22. Valves and Piping: leaks at pipe connections between equipment and valves; 
breaks, loose connections, deformations, and clogging of refrigerant piping; 
defective operation of refrigerant charging, suction, discharge shutoff, solenoid 
valves and all other valves of electrically energized mechanical refrigeration system. 

23. Ammonia System Components: leakage of refrigerant, water, gas, oil, water jackets, 
valves, and piping; low gas pressure, defective gas filters and gas regulators, flame 
impingement and missing baffles of kerosene burners, defective electric heating 
elements, obstructions prevent ease of movement, full opening, or tight closure of 
solenoid valves, improper operation of safety devices. Tighten joints; clean water-
strainer and oil-strainer baskets; adjust water flow as required; replace defective gas 
filters and gas regulators; adjust fuel-air mixture to produce blue flame at burners; 
adjust fuel flow and pilot as required; make required adjustments on damper 
settings; make minor repairs or replace defective heating elements; replace 
defective gas filters and regulators; make other minor repairs. 

24. Compression Test for Refrigerant Compressors (Open unit type): Stop unit and 
install pressure gauge on discharge shutoff valve and a compound gauge on suction 
shutoff valve. Close suction valve. Watch compound gauge and when 25 inches of 
vacuum or more is indicated, stop compressor and note gauge readings. If vacuum 
reading remains constant and discharge-pressure reading falls, leaks are probably 
external and on high- pressure side. If vacuum reading is unstable, the trouble may 
be worn compressor rings, defective suction valve, or faulty discharge valve. 

25. Refrigerants: Refrigerants do not wear out and do not need to be changed 
periodically unless moisture, oil, or other contamination makes the refrigerant 
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unsuitable for further use. Different types of refrigerants are used in different 
systems, and one type cannot be substituted for another, nor will unlike refrigerants 
mix. Even Type F-12 and Type F-22 have unlike characteristics; therefore, they 
cannot be mixed. 

72.5 OTHER SERVICE SYSTEMS (Buildings) – Chimneys and Stacks 

1. SCOPE: Chimneys and stacks made of brick, reinforced concrete, and steel; and 
accessories. 

2. Painters Trolley: wear, corrosion, other damage to tiller ropes, pulleys, and pulley 
supports; poor pulley support anchorage. 

 

73.1 SEWAGE SYSTEMS - Collection and Disposal 

1. SCOPE: Underground and exposed sewer piping, manholes, inverted siphons or 
depressed sewers, treatment facilities that operate automatically or do not require 
operators in constant attendance, and outfall piping and appurtenances. Septic tank 
systems are covered by Inspection Guide M-8.2. 

2. Safety: Comply with all current safety precautions. Before entering manholes or 
closed spaces, test for toxic or explosive gases and oxygen deficiencies. 

3. Grease Traps, Oil Interceptors, and Similar Equipment: accumulations of scum and 
grit, defective operation. 

4. Manholes  
a. Frame, Cover, and Ladder Rungs: rust, corrosion, broken, missing, poor fit of 

covers, physical damage. 
b. Concrete and Masonry: cracks, breaks, concrete rings, spalling, deteriorated 

mortar joints. 
c. Cleanliness, submerged invert, sand, mud, grit, broken sewer pipe fragments, 

debris, grease or oil scum from other causes than defective operation of grease 
traps and oil interceptors. 

5. Underground Piping  
a. Piping: corrosive or erosive attack on invert section at first manhole from 

building, open joints, cracked or crushed section at first manhole from building, 
open joints, cracked or crushed sections, obstructions. Rate of flow is less than 
3 feet per second. 

b. Inverted Siphons and Depressed Sewers: clogging, sluggish flow, 
accumulations of grit and debris. 

6. Aboveground Piping  
a. Condition: leakage, rust, corrosion, deteriorated coatings. Remove rust, spot 

paint. 
b. Supports and Anchors: loose, missing, broken, settlement, other damage. 

7. Comminutor  
a. Bar Screen and Raker: corrosion, other damage. 
b. Cutters: missing, dull, other damage. 
c. Lubrication: inadequate for bearings and moving parts. 
d. Channel: debris, rubbish. 

8. Chlorinator  
a. Housing: inadequate ventilation especially as outlets near floor. 
b. Assembly: rust, corrosion, leaks. Remove rust or corrosion and spot paint. 
c. Surge Tank: proper operations, conditions, and leaks. 
d. Comminutor: operation, unusual noise, quality of cutting and leaks. 
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e. Raw Sewage Tank: condition and leaks. 
f. Treatment Plant: operation, condition and leaks. 
g. Magnetic flow meter: operation and ink supply. 
h. Final holding tank: operation, condition and leaks. 
i. Valves: operation and leaks. 
j. Operation of mechanical linkage systems: loose, worn, broken parts and proper 

adjustment. 
k. Electrical system: loose, broken, frayed, corroded connections. 
l. Pumps: operation and leakage. 
m. Electric motors: noise, heating, vibration and proper operating high and low cut 

in and off switches. 

73.2 SEWAGE SYSTEMS - Septic Tanks 

1. SCOPE: Septic tank systems including the septic tank structure, dosing tanks, 
distribution boxes, and tile disposal fields. 

2. Safety: The generation of explosive and toxic gases in sewers and closed spaces in 
sewer systems is a common occurrence. Do not allow open flames in the vicinity. 
Be sure that tank vents are not clogged. 

3. Manhole Frames and Covers: rust, corrosion, poor fit, missing, physical damage. 
4. Concrete and masonry Surfaces: cracks, breaks, spalling, deteriorated mortar joints. 
5. Inlet and Outlets: clogging, high concentration of suspended solids, which may clog 

subsurface disposal field. 
6. Flooding: wall surfaces above normal liquid levels show signs of frequent or 

occasional flooding. Determine source of infiltration on influent side. 
7. Septic Tanks: Sediment: check depth. When sediment is two feet or less from 

effluent invert, deposits of grease or oil scum indicate improper operation of 
interceptors. 

8. Dosing Tanks  
a. Tank: if liquid level is less than 3 inches below level of liquid in septic tank. 

Defective operation of siphon or clogged drainage field is indicated. 
b. Siphon: overflow clogged or blocked, unsatisfactory operation. 

9. Distribution Boxes  
a. Stopboards and Gates: improper functioning, undue leakage. 
b. Water Levels: water level above invert of outlet or slow drainage indicates poor 

functioning of drain fields. 
10. Tile Disposal Fields: Ground Surface: ponding; indications of heavy trucking loads 

or other traffic, which may break drains or force them out of alignment. 

73.3 SEWAGE SYSTEMS - Pumps 

1. SCOPE: Sewage pumps of the horizontal and vertical type. More specific 
instructions for special equipment should be added to this guide. Sludge pumps are 
covered by inspection Guide M-8.4. 

2. Safety: Before entering manholes or closed spaces, test for toxic or explosive gases 
and oxygen deficiencies. 

3. Alternate Operation: is not being performed. (Where two or more pumps of same 
size are installed they should be operated alternately to equalize wear, keep motor 
windings dry, and keep lubricant distributed in bearings.) 

4. Wiring and Controls: loose connections, breaks and other damage to wiring and 
insulation, short circuits, loose or weak contact springs, worn or pitted contacts, 
defective float switch. 
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5. Motor: unusual noises, vibration, end play of shaft, overheated bearings, lubrication 
leaks, improper lubrication practices, presence of dirt, moisture, other 
accumulations. 

6. Pump and Motor Alignment: misalignment, unsound or ineffective piping supports. 
7. Floats: bent rod, binding, other damage. Straighten bent rod, relieve binding, apply 

light oil to moving parts, check operation of alarm system. 
8. Pump Operation: failure to start when switch makes contact; rough operation; fails 

to empty basin at normal rate; inadequate suction, discharge, and shutoff heads 
against normal operating standards. 

9. Packing-Gland Assembly: excessive leakage. 
10. Packing-Gland Seal (Water-Seal Type): excessive leakage, not protected with clear 

water supply, cross-connections in line, water pressure at water-seal-valve entrance 
point is less than pressure at pump shutoff head. (Slight seal leakage necessary to 
keep packing cool and in good condition is permissible during pump operation, 
amount depending on type of equipment and operating condition.) 

11. Packing Gland-Seal (Grease-Seal Type): constant grease pressure not being 
maintained at all times during operation, and incompletely loaded grease cup for 
spring-loaded types. (About one once of grease per day should be forced through 
the packing). 

12. Sleeve Bearings: oil ring does not turn freely with shaft; inadequate lubrication. If 
bearing runs too hot (check temperature with thermometer) check alignment of 
motor and/or disassemble and inspect bearing. 

13. Antifriction Bearings: improper lubrication. Hot bearing may indicate overlubrication. 
14. Cleanup: clean pump by closing all valves, draining pump, removing hand hold 

cover, and removing all solids. 
15. Servicing: signs of wear of rotating element, defective operation of foot and check 

valves causing water hammer when pump stops. 

73.4 SEWAGE SYSTEMS - Sludge Pumps (Reciprocating) 

1. SCOPE: Reciprocating sludge pumps. Drives and control mechanisms are covered 
by other Inspection Guides. 

2. Safety: Before entering closed spaces, test for toxic or explosive gases and oxygen 
deficiencies. 

3. Lubrication: inadequate or improper lubricating practices. 
4. Shear Pins: deformation, wear, improper material and size as specified by 

manufacturer of pump, necked-down portion of necked pins improperly positioned 
with respect to shearing surfaces, spares not stocked and not readily available. 

5. Packing: leakage, no more takeup on packing-gland nuts. 
6. Ball Valves: badly worn. 
7. Valve Chamber Gaskets: blown out, deteriorated, inadequate supply of 

replacements. 
8. Unusual Noises: noticeable water hammer. 
9. Eccentric: binding, operates too freely, undue heating, or too loosely adjusted 

bearings. 

73.5 SEWAGE SYSTEMS - Screening. Grinding, and Grit Removal Equipment  

1. SCOPE: Equipment for screening and grinding sewage and removing grit there from 
prior to treatment or discharge into receiving waters. 

2. Safety: Before entering manholes or closed spaces, test for toxic or explosive gases 
and oxygen deficiencies. 
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3. Motor Drives: unusual noises, hot bearings, excessive end-play of shaft, vibration, 
dirt, moisture, lubrication leaks, improper lubrication. 

4. Motor Controls: loose connections, dirt, moisture, insect habitations, burnt-out 
indicator lamps. 

5. Gear Reducers: overheating, water condensation in oil, improper oil level. 
6. Bearings: wear. 
7. Chains: wear, excessive looseness or sag, improper or insufficient lubrication. 
8. Sprockets: wear, misalignment. 
9. Shear Pins: looseness, wear, incorrect size or material. 
10. Rollers: wear, binding, misalignment, unusual noises, inadequate lubrication. 
11. Gears: wear, mechanical defects, improper clearances. 
12. Housings and Chambers: accumulation of grit, corrosion, cracks, spalling, exposed 

reinforcing steel, loose bolts, deteriorated paint. Flush and remove grit, stones, 
bottle caps, etc., tighten bolts; remove rust spots and spot paint. 

13. Base Seals: wear, damage, objects wedged between water-base seal and drum. 
14. Cutting Blades: worn, dull, damaged. Clean blades, replace or sharpen if dull. 
15. Screens: worn, broken, clogged, inefficient. 
16. Potable Water Lines: report all connections to potable water system used for 

lubricating bearings or flushing down equipment. 
17. Abnormal Flow: sewage rises above top bearing housing of comminutors. 

73.6 SEWAGE SYSTEMS - Aeration Equipment 

1. SCOPE: Equipment utilized in the activated-sludge process or other process 
involving the principle of aeration. Systems utilizing mechanical aerators and those 
that employ blowers with diffusers of the swing or fixed type, and compressed air, 
are included. 

2. Blowers: operation, noise and output. 
3. Air lines and diffusers: operation, clogging, bent or corroded. 
4. Airlifts: operation and leaking. 
5. Gate valves: operation and leaking. 
6. Check valves: operation and sealing. 
7. Compressor: unusual noises, excessive vibration, leakage, overheated bearings, 

dirty air filter, defective pressure relief valve. 

 

74.1 WATER SUPPLY SYSTEMS - Supply and Distribution 

1. SCOPE: Underground and surface water supplies, intakes, piping valves, valve pits 
roadway boxes and manholes, and meters. Pumps are covered by other Inspection 
Guides. 

2. Safety: No fire hydrant or valve in distribution system shall be operated unless a 
representative of Fire Department is present. 

3. Exposed Piping: leakage, corrosion, loose connections, defective caulked joints on 
bell and spigot pipe, loose bolts on flanged pipe and clamp type connections, 
damaged or missing hangers and supports, mechanical damage, damage to 
protective coating. 

4. Underground Piping: evidence of leakage, pending, erosion, or settlement of areas 
adjacent to piping; excessive supply pressure, water hammer or vibratory noises in 
line. 

5. Buried Gate Valves: damaged operating nuts, bent stem, opens clockwise, difficult 
to operate when partially closed and then opened wide, location tie-in in error. 
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6. Unburied Gate Valves: leaks, corrosion, visible defects in stem, operating 
handwheel, lever, body, packing gland, flanges, and gaskets, damage to protective 
coatings, difficult to operate when partially closed and then opened wide, location 
tie-in in error. 

7. Check Valves: leakage, rust and corrosion, other damage. 
8. Vacuum Air Relief Valves or Bypass Valves: leakage, corrosion, defective operation, 

unauthorized or doubtful cross connections in bypass valves. 
9. Blowoff Valves: leakage, corrosion, defective operation, plugged drain. 
10. Double-Check Valves: corrosion, leakage, tightness, failure to prevent backflow. 
11. Reduced Pressure Valve: rust, corrosion, loose connections, water draining 

continuously from relief valve opening, clogged drain. 
12. Test Reduced-Pressure Valve: pressure in zone between check valves should be at 

least 2 psi less than supply pressure. Check valves must be tight against reverse 
flow under all pressure differentials. 

13. Meters: leaks, corrosion, broken glasses, moisture behind glasses, settlement, 
evidence of faulty operation, records indicate periodic test not performed. 

14. Hydrants and Hydrant Shutoff Valves(SOV): missing caps, missing or broken 
chains, damaged or worn nozzle threads and operating nuts, missing protective 
guards or identification markings, corrosion, deteriorated paint, evidence of improper 
wrenches being used on operating nuts. 

15. Test Hydrants and Shutoff Valves:  
a. Do not flush in cold weather; starting with hydrant nearest source, slowly open 

hydrant to wide open position and let flow until reasonably clear, then shut tight.  
b. Close hydrant and shutoff valve; water spillage from nozzle indicates hydrant 

valve and seat or SOV leakage; noisy valve indicates leakage; quite valve and 
stable water level indicates drain-valve stoppage.  

c. Where ground-water table is above hydrant drain, plug drain and pump out 
barrel; lower small weight on string for evidence of ice in barrel. 

16. Valve and Meter Pit Manholes, and Roadway Boxes: buried, protruding, cover too 
close to stem, poor fit, or missing covers, clogged vent holes, rust, corrosion, rot, 
cracked, split, and structural damage to individual members, improper grading of 
adjacent surrounding areas resulting in diversion of surface water into enclosures, 
debris or other accumulations, errors in location tie-ins. 

17. Manhole Frames, Covers and Ladder Rungs: rust, corrosion, loose, broken, 
missing, rot, splintered, other damage to individual parts. 

18. Manholes: cracked, broken, spalling, deteriorated mortar joints, other damage, 
improper grading of adjacent surrounding areas resulting in diversion of surface 
water into manholes. 

19. Reduction in Water Yield in Wells, Infiltration Galleried, and All Storage, Treatment, 
and Collection Basins: openings in casings, imperviousness of soils and porous 
linings, leakage, clogged intake screens, continued dry spells, defective well pump 
operation. 

20. Overflow Pipes: installed below-surface water entrance, rust, damage to screens. 

74.2 WATER SUPPLY SYSTEMS - Chemical Feed Equipment 

1. SCOPE: Chemical feed equipment, solution tanks, and accessories for water supply 
systems. 

2. Equipment: for leakage, rust, corrosion, loose bolts and damage. 
3. Piping: encrustation, potable water lines below rim of tank, air gap to prevent 

siphonage. 
4. Strainers: clogged, or partially obstructed. 
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5. Valves: proper operation. 
6. Sight glasses and rate-of-flow indicators: dirty glass and proper operation. 
7. Water meters: proper operation. 
8. Feed control units: proper operation. 
9. Pumps: vibration and adequate belt tension and safety guards. 

74.3 WATER SUPPLY SYSTEMS - Chlorinators and Hvpochlorinators  

1. Gas mask and ammonia-water bottle in place. Check gas mask cartridge expiration 
and date and seal. 

2. Leakage or corrosion on cylinders, piping valves and connections. 
3. Bottle assembly: proper operation accurate scales, cylinder pressure gauge, or 

flowmeter. 
4. Water supply system: leakage, corrosion, proper water levels, water splash, dirty or 

clogged strainers, backflow preventers. 
5. Valves: proper operation, leakage, evidence of sticking. 
6. Vacuum relief: proper operation, plugging. 
7. Metering devices: proper operation. 
8. Ventilation: proper operation and adequacy. 

74.4 WATER SUPPLY SYSTEMS - Aeration Equipment 

1. SCOPE: Spray, tray, cascade, and diffusion types of aeration equipment in fresh 
water systems. 

2. Operation of Air Diffuser: proper operation; joints for leaks, diffusers for breakage, 
piping for rust and corrosion. 

3. Compressor: unusual noises, excessive vibration, leakage, overheated bearings, 
dirty air filter, defective pressure relief valve. 

4. Drive Unit: proper operation. 
5. Packing glands: leakage. 
6. Valves: proper operation, leakage, damage. 
7. Piping for corrosion: leakage, or defective joints. 
8. Structure: damage or deterioration. 

74.5 WATER SUPPLY SYSTEMS - Storage (Ground/Underground) 

1. SCOPE: Ground storage reservoirs and tanks in fresh water systems. Included also 
are the various accessories normally associated with fresh water tanks. Water 
heating systems are covered by other Inspection Guide. Tank and reservoir roofs 
are covered by other Inspection Guides. Cathodic protection of tanks is covered by 
other Inspection Guides. 

2. Improper Operation of Valve Control: illegible and improper operating condition of 
water level indicator. 

3. Valves, Piping, Fittings, Sleeves, and Other Accessories: broken, loose, missing; 
rust, corrosion, leakage; other damage. 

4. Nonintegrity of riser frost casings or insulating materials. 
5. Water Level Indicator: proper operation. 

74.6 WATER SUPPLY SYSTEMS - Storage (Elevated Tanks) 

1. All threaded caps: security 
2. Recirculating pump: 
3. Valves, Piping, Fittings, and Sleeves: Rust, corrosion, leakage, and damage. 
4. Water Level Indicator: proper operation. 
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75.1 TURBINE SYSTEMS - Large 

 
1. SCOPE: Large Turbines. (Controlled Inspection by Authorized Inspector.) 
2. Running Inspection  

a. Vibration: excessive. 
b. Lubrication: dirt babbitt or other metal indicated in lube oil strainer or emulsified 

oil, improper level in sump, excessive temperature at bearing inlet and outlet, 
inadequate operation of emergency oil pump, inadequate operation of 
governor, throttle trip valve, and bleeder non-return tripping mechanism when 
lube oil pressure is low. 

c. Steam Leakage: excessive steam leakage through carbon rings or labyrinth 
seals. 

d. Pressure: improper stage pressures, improper gland seal pressure under 
varying loads. 

e. Rankine (non-bleeding) Steam Rate: check at rated load and half load, 
compare with manufacturer's standards. 

f. Exhaust Casing Relief Valve: inadequate operation. 
g. Varying Loads and Extraction Demands: inadequate operation of governor. 
h. Reduced Load: inadequate operation of bleeder non-return valves, 
i. No Load: inadequate operation of governor and trip valve when speed is raised 

to rpm of overspeed tripping mechanism. (Usually 10% above rated speed.) 

75.2 TURBINE SYSTEMS - Small 

1. SCOPE: Small mechanical-drive turbines. (Controlled Inspection by Authorized 
Inspector.) 

2. Running Inspection  
a. Vibration: excessive 
b. Bearings: excessive temperature 
c. Lubrication: dirty strainer, dirty or emulsified oil, improper level of oil or grease. 
d. Oil Rings: improper operation. 
e. Carbon Ring Seals: excessive steam leakage. 
f. Constant Speed Machines: improper speed (check with tachometer). 
g. Excess Pressure Governed Turbines: improper pump discharge pressure. 
h. Trip Valve: improper operation (overspeed unit and check speed with 

tachometer). 

75.3 TURBINE SYSTEMS - Surface Condensers  

1. SCOPE: Large condensers used for exhausting steam from turbines. 
2. External  

a. Bonding and Cathodic Protection Equipment: rust, corrosion, loose bolts, loose 
cable connections frayed or broken wiring and insulation. Condition of pressure 
gauges, relief valves thermometers and installed controls. 

b. Casing expansion joint corrosion. 

 

76.1 FUEL FACILITIES - Distribution (Issue and Receiving)  

1. SCOPE: Fuel distribution facilities including piping, valves, accessories, signs and 
markings, ground connections, pits, tunnels, and ladders. Pumps are covered by 
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another Inspection Guide. 
2. Above-Ground Piping: leakage, loose connections, damaged or missing hangers 

and supports, misalignment causing undue stresses at pipe joints or failure to allow 
freedom of movement at expansion joints, defective gland nuts and bolts at 
expansion joints and clamp-type couplings, deteriorated or damaged paint or 
protective coverings. 

3. Underground Piping: leakage indicated by earth discoloration, dead vegetation, 
presence of odors or review of periodic oil sampling records shows entrainment 
records shows a loss of fuel. (Of underground leaks may be determined by 
sectionalizing the pipelines and applying hydrostatic tests) 

4. Valves: leaks, corrosion; visible defects in stem, operating handwheel or lever, 
body, packing gland, flanges, and gaskets; inadequate lubrication, wear, mechanical 
damage; damage to protective coatings; difficult operation. Inspect plug valves for 
incorrect adjustment. Remove inspection covers of check valves and inspect such 
parts as valve seats, gates, and hinges, for wear and damage. Lift pressure vacuum 
relief valves by hand to assure against sticking. 

5. Meters and Pressure Gauges: leakage, cracked dial cover glasses, defective 
gaskets, moisture behind glasses, mechanical damage or inaccuracy of indicating 
and recording mechanisms. 

6. Thermometers: inaccuracy, mechanical damage, loss of indicating fluid. 
7. Strainers: leaks, defective operation. 
8. Shock Arresters: leaks and mechanical damage; liquid in U-bend of liquid-cushion 

type not a proper level; tube pressure at which pneumatic-tube type operates is 
below normal pressure plus the amount specified by manufacturer; hammering 
sound in pipelines of bellows-type, liquid in air-chamber type. 

9. Vents: damage screens, dirt or other obstructions blocking discharge to 
atmosphere. 

10. Grounding Connections: loose, missing, mechanical or corrosive damage, failure to 
maintain electrical continuity. 

11. Pits for Valves, Meters, and Pumps: defective cover gaskets, hinges, locks; dry 
hinges; trash and debris; cracked, spalled, or broken concrete areas; rotted, 
splintered, broken, and other damage to wooden parts; rust, corrosion, and cracks 
in metal covers and frames. 

12. Debris and Spillage: that may cause safety or fire hazard. 

76.2 FUEL FACILITIES - Storage 

1. SCOPE: Surface and subsurface tanks, tank enclosures and tank fittings and 
appurtenances. 

2. Vents: rust, corrosion, dirty screens. 
3. Pressure and Vacuum Relief Valves: defective operation, leakage, improper 

adjustment. 
4. Manometers and thermometers: inaccuracy, mechanical damage, loss of fluid. 
5. Float Gauges: wear, binding, apparent inaccuracy. 
6. Cables, Sheaves, and Winch of Swing Lines: wear; mechanical damage; stuffing 

boxes and liquid seals; deterioration; improper operation. 
7. Interior Heating, Inlet and Outlet Pipes, Nozzles, Supports, Sumps, and Sump 

Drains:  rust, corrosion, wear, loose or missing parts, obstructions, other defects. 
8. Roof Drains and Screens: missing, rust, clogging. 
9. Leakage: review of records indicates fuel losses; water in oil samples. 
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77.1 GROUNDS - Sprinkler System 

1. Sprinkler System Nozzles, Sprays, Hose, Pipe, and Valves: rust, corrosion, 
clogging, inadequate width or pressure, leakage, defective operation; evidence of 
water usage waste. 

 

78.1 INCINERATORS  

1. SCOPE: Incinerators used for refuse and garbage disposal, including special-
purpose types. Sanitary and building inspections will be made under other 
Inspection Guides. 

2. Cables and Rigging of Adjustable Dampers and Counter-weighted Doors: rust; 
corrosion, inadequate lubrication, damaged or frayed strands, improper operation, 
through defective pulleys, wheels, or other parts. 

3. Combustion Chamber Draft Gauge: improper operating condition, inaccuracy. 
4. Need of supplementary full. 
5. Burner Assemblies: improper full-air mixtures; leakage; clogged jets, orifices, pet 

cocks, valves; improper positioning of pilot lights; nonuniform flame spread; dirty 
filters. 

6. Pulleys; Winches, Cables, Ropes, or Other Elevating Mechanisms and Gears: 
inadequacy or improper operating conditions. 

7. Inadequate ash-handling and ash-removal facilities. 
8. Portable-Type Pyrometers and Recording or Indicating Types fitted with High and 

Low Temperature Warning Lights: inadequate, inaccurate. 
9. Ali-Metal Trash Burners and Incinerators: rust, corrosion, burned-through areas, 

warped and buckled surfaces. 
10. Can-Wash Equipment: vacuum breakers not installed in water lines, improper 

operating conditions; improper drainage for cleaning areas. 

 

79.1 WEIGHT HANDLING EQUIPMENT (Control Inspection by Authorized Inspector) 

1. SCOPE: Cranes and hoists, including overhead traveling, wall, gantry, jib, pillar and 
pillar jib cranes, monorail hoists, and simple electric hoists. On special equipment, 
manufacturer's instructions should be used. For electric motors, see Inspection 
Guide E-5. For cab heaters and air conditioners use Inspection Guides M-2.1 and 
M-1.1. 

2. Safety: Cranes with regularly assigned operators shall not be inspected without the 
operator in complete charge of the controls. The crane, trolley, or hoist shall not be 
in motion unless required for continued operations. When possible, all power shall 
be cut off, preferably at the runway conductor feed; in the absence of a regularly 
assigned operator, the switch shall be locked open. To inspect any part of the crane 
or hoist that requires electric power, the power shall be isolated to the particular 
requirement by opening all unnecessary isolating switches, when such switches are 
provided. The current shall be turned on or off only by the regularly assigned 
operator; if no operator is regularly assigned, one designated member of the 
inspection crew shall control the current. Secure lifelines, chairs, or scaffolding shall 
be used where inspection cannot be made from a deck, platform, ladder, or stair. 

3. Housekeeping: oil and grease spillage, accumulated drippings, litter, trash, loose 

1 
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boxes, pails, illegible, or missing signs, labels, instructions, or nameplates. 
4. Lubrication: overflow of oil or grease from antifriction bearings of over 800 rpm; 

plugged or frozen grease fittings, ineffective pressure relief fittings; oil leaks, 
foaming, improper oil level in bearing boxes or gear casings; worn or damaged 
gaskets or seals; other than thin film on grease-lubricated open gearing. 

5. Structural Framing: bends, dents, cuts, rope-rubbing points, corrosion, loose rivets 
and bolts evidenced from observation or by hitting lightly with hammer; cracks, 
particularly around rivet and bolt holes, at sharp reentrant angles, through throat of 
welds and along edge, particularly at ends of girders, trucks, and near loaded 
sections; overstrain detected by flaking of paint along lines at 45 degree angle to 
axis of member or in broad bands across one side of member, (likely to occur at 
reentrant angle cutouts and loaded ends of stiffeners). 

6. Bridge End and Gantry Trucks: nonintegrity of diaphragms and diaphragm 
connections, wear of rocker pinholes, insecure rocker pins, loose wheel-bearing 
boxes, loose bolts in aligning gussets, corrosion. 

7. Cabs: dirty, broken, or loose windowpanes; warped or misfitting window sash, 
doors, and gates; broken or damaged hardware; insecure equipment; unsafe 
electrical exposure; inaccessibility to personnel. 

8. Platforms, Ladders, and Stairs: loose and rotted planking and platform edge 
openings, open and inoperative trapdoors, bent handrails, loose or bent ladder 
rungs and rails, smooth worn spots on platforms and stairs, defects and improper 
operation of gate hardware and springs, corrosion. 

9. Trolley Rails: roughness, peeling, rolling over of the heads, cracks in heads, gaps 
between joints, loose bolts or clips, longitudinal slippage of running and bearing 
surfaces, corrosion. 

10. Combination Bridge and Track Members: rough, peened, rolled and cracked track 
flanges; wavy and uneven wheelbearing surfaces; worn wheel-guide surfaces; 
damage to joints, corrosion. 

11. Conductor supports: loose, displaced, or improperly adjusted, resulting in possible 
improper tracking of collectors. 

12. Monorail Switches: excessive width of gaps, out-of-level, misalignment of joints; 
frayed or worn pull ropes or chains, damaged or rough operating handles; worn 
pivots and sliding surfaces, evidence of pounding; ineffectiveness and deterioration 
of baffles, locks, guides, and interlocks; wear of springs and attachments, corrosion. 

13. Bumpers and End Stops: loose bolts or rivets, cracks, cracked welds, out-of-line 
contact, evidence of longitudinal slipping, split wooden contact blocks, general 
deterioration from excessive pounding. 

14. Rail Wipers and Brushes: wear on sides of wiper extending over sides of railhead 
indicates misalignment of crane, also evidenced by wear of wheel flanges; wiper out 
of place and bristles of brushes; difficulty in adaptation of pressure to rails. 

15. Guards: looseness, misplacement, ineffectiveness, damaged or worn hardware, 
defective gaskets. Close and secure gear guard openings; replace defective 
gaskets. 

16. Cabinets: corrosion, particularly in bottoms and corners of interiors; clogged vents; 
poor fit of doors; damage to hardware. Clear vents. 

17. Gears: looseness of shaft; teeth are dull, rough, chipped, broken, cracked. (For data 
on forms of surface deterioration, failure, and causes see American Gear 
Manufactures Association Standards.) 

18. Shafts: bends, flutter in action, cuts and nicks, loose or worn keyways, 
misalignment, corrosion. 

19. Bearings: looseness, chatter, excessive heat of sleeve bearings; worn shields, 
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noise, heating of antifriction bearings, visible discolorations indicate overheating 
from overloading, misalignment, or improper lubrication practices; uneven loading 
on bearing, wear of pins, pinholes, untrue vertical placement that may cause jib to 
drift laterally for pintle bearings of jib, pillar, and pillar jib cranes. 

20. Brakes (General): excessive wear in linkages, pins, cams; weakness of springs; 
wear and general deterioration of linings; roughness of drum; clearance between 
drum or disks not in accordance with manufacturer's instructions; toggle points 
approaching dead center too closely and no allowance for lining wear when brake is 
applied. Adjust brake if pedal travel is approaching its ultimate under full pedal 
pressure. 

21. Hydraulic Brakes and Hydraulic-Electric Brakes With Hydraulic-Locking Mechanism 
or solenoids: leakage indicated in lines to wheel rod to master cylinder if pedal 
gradually moves with constant foot pressure; overtravel of wheel cylinder indicates 
improper lining and drum clearances; softness felt in pedal action indicates air in 
system; malfunctioning of control unit, push buttons, and signal lights of locking 
mechanism; improper solenoid air gap; evidence of overheating; damaged brass air 
gap material and loose core lamination, particularly on AC brakes; delay or 
restriction in opening of brakes; adjusted length of holding spring not in accordance 
with manufacturer's set length. Adjust to proper lining and drum clearances; fill 
reservoir when necessary; bleed air from system where soft pedal action and refill 
reservoir; correct maladjustment of holding spring. 

22. Electric Solenoid Brakes: improper solenoid air gap; evidence of overheating; 
damaged brass air gap material and loose core lamination, particularly on AC 
brakes; delay or restriction in opening of brake; adjusted length of holding spring not 
in accordance with manufacturer's set length. Correct maladjustment of holding 
spring. 

23. Thrustor Brakes: low level and improper consistency of hydraulic fluid, dirt, 
looseness of orifice settings, looseness of setting of holding spring; deterioration of 
motor; worn brushes, burned or high commutators of DC motors; loose bearings, 
misfitting brushes; rough or dull slip rings on AC motors. 

24. Eddy Current Brakes: loose bearings, signs of dragging armature, looseness of 
anchor bolts. 

25. Automatic Mechanical Load-Lowering Brakes: rough unpolished screw threads, 
cams, and friction plates; worn or damaged friction linings; obstructed oil passages 
in linings; worn, peened, or chipped ratchets and pawls; excessive clearance 
between friction plates, between ratchets and pawls, and between restraining bands 
and band drums; oil in oil- immersed brakes for excessive sediment, gumminess, 
too heavy viscosity and loss of lubricating properties. (Defective operation noted 
when lowering loads, such as irregular speeds, jerky lowering, and jerky starting 
from rest, indicate defects resulting from one or more of the above conditions.) 

26. Rope Drums and Sheaves: cracks, particularly around hubs; chips, wire 
corrugations, or other forms of roughness on rope grooves and flanges. 

27. Hooks: rough or sharp surfaces for rope slings, cracks or deformations from true 
shape, interference to smooth and easy swiveling. 

28. Wire Ropes: slippage, loose nuts, bolts, wedges, improperly placed clips for all 
connections; broken wires, internal corrosion, kinks, high strands, excessive wear 
(when one-third of cross sectional area of outer wires is worn away), note causes of 
crushed wires, popped cores, and birdcages; internal corrosion within and between 
strands of standing parts and portions adjacent to sockets for broken wires; lack of 
thick, clinging, preservation lubricant or internal and external strands. (Use extreme 
caution in separating wires, to prevent damage.) 
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29. Wheels: uneven wear, flat spots, spawls, chips, (particularly on wheels with tapered 
treads); pattern of wear on flanges for possible misalignment of crane or loss of 
reversal on treads; cracks, especially in flanges of cast-iron wheels; looseness of 
axle-pins or securing devices, misplacement of pins. 

30. Couplings: looseness of compression-type; wear of grids, teeth, and lugs of grid or 
internal types; lack of lubricant, worn or disintegrated seals; rotational looseness or 
lash, and decomposition of material of couplings with rubber, plastic, or composition 
parts. 

31. Mechanical Locks and Interlocks: irregularities of action, worn or out-of-shape latch 
sockets, bent shear bars, tendencies to release under load, insecure setting and 
misalignment. 

32. Electrical Service  
a. Electric Circuits: corroded, loose, nonwatertight conduit and fittings; breaks or 

openings in armored cable; broken, cracked, or otherwise damaged insulation; 
loose or insecure wiring connections; signs of burns or flashovers; incomplete 
or inadequate grounds; accidental or inadvertent grounds. Tighten loose wiring 
connections; remove accidental or inadvertent grounds. 

b. Bridge and Runway Conductors.  
1) Insulators: conductive dust, arc tracks, other evidence of arcing or 

leaking, breaks, chips, loss of glaze, loose or bent supports.  
2) Rigid and Enclosed Type: oxidation sufficient to cause high resistance 

or sparking; burns, pits, bends, twists, loose or rough joints, insecure 
joint bonds, evidence of nonuniform bearing of collectors or undesirable 
rubbing or scraping of collectors on enclosures; disintegrated or 
misaligned enclosures.  

3) Tension Wire-Type: excessive sag or low tension between supports, 
loose locking nuts or tension devices; burns, pits, excessive wear. 

c. Current Collectors.  
1) Insulators: conductive dust, arc tracks, other evidence of arcing or 

leaking, breaks, chips, loss of glaze, loose or bent supports, broken 
wires or loose connections in shunts or pigtails.  

2) Collectors: irregular and nonuniform bearing and wear, untrue riding on 
conductors, loss of graphite or other lubricant; unit bearing pressure too 
light or too heavy; loose support connections, loose or worn pins, worn 
pinholes, tight or obstructed movement of supporting arms; improper 
location of pickup-type shoes to deposit wires near center of spool 
indicators after passage of shoes; burned or pitted wheels; worn tread, 
flanges, wheel bores or pins; rough guide track for wheel-type. 

d. Cable Reels: bent or dented drums, tight or loose bearings, inoperable 
overrunning clutches, insecure cable connections or supports, caked dirt or 
foreign matter in mechanism housings; loss of seal in watertight or dust tight 
enclosures; loose covers and loss of grounding in explosion-proof reels; 
inadequate spring tension or improper motor conditions, excessive wear on 
rings and brushes, signs of sparking, grooving, or scoring, weak spring 
pressure. 

e. Lighting System: ineffective circuit breakers, loose or burned out fuses, sluggish 
switches, burnt-out receptacles, broken, dirty, fogged reflectors, burnt-out 
bulbs. Replace burnt-out fuses and bulbs. 

33. Operating Controls  
a. Manual Switches: loose hinges, low tension in spring contacts, broken, cracked, 

or loose handles of knife switches; low and rough contact segment division, 
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inadequate contact shoe pressure of faceplate switches; slowness and 
uncertainty of snap, excessive arcing improper action of arcing shields or 
suppressors of snap-action switches; wear of cams, looseness of cams or 
retaining means, wear of cam rollers and pins, uneven or insecure feel of star 
wheels, inadequate contact spring tension, evidence of moisture within 
enclosing boxes of cam-type master and drum-type switches; worn or frayed 
rope, insecure connections of rope and handles, broken handles, weak return 
springs of pendant-rope operated switches; burns, welds, pits, corrosion, misfit, 
uneven contact surfaces. Refinish contact points and surfaces when damage is 
not severe; replace contact points when damage is severe. 

b. Pendant Pushbutton Stations: defective insulation on electrical cable, 
particularly at junctions to pendant box and control enclosure; looseness of 
weight-carrying and grounding cable, failure to support weight of station, 
insecure grounding connections top or bottom; material not flexible, stranded, 
continuous wire rope; breaks or bends in suspended case, insecure gaskets 
and seals where watertight or explosion-proof pendant boxes are used; variable 
and light feel of speed notches of pushbuttons, burned or worn contacts, 
damaged or faded colors, especially stop button, illegible markings; dead pilot 
lights. 

c. Contractors, Relays, and Electrical Protective Devices: sticking solenoid 
armatures, broken or insecure arcing shields, weak pressure-holding or closing 
springs of contractors, relays, and electrical protective devices, excessive hum 
and chattering of AC contractors; non-uniformity of timing, insecurity of air-gap 
shims or washers, poor consistency of oil in oil- type dashpots, dirt in air-type 
dashpots, obstructions in orifices, looseness of contacts in adjustable-type 
resistors and capacitors for relays and electrical protective devices; 
mechanically delayed tripping, non-resetting, and weak springs of electrical 
protective devices. 

d. Transformers, Reactors, and Magnetic Amplifiers: excessive hum, indicating 
loose laminations. 

e. Rectifiers: loss of full voltage when malfunctioning of rectifier-operated or 
rectifier- controlled apparatus occurs. 

f. Motor Control Panels.  
1) Panelboards: cracks, arc tracks, missing or loose bolts, insecure 

mounting.  
2) Power Off: improper sequence and timing of all accessible components 

for hoisting, lowering, forward and reverse. (Proper sequence and timing 
obtained from wiring diagrams posted on crane.)  

3) Power On: improper sequence, lack of smoothness (improper timing), 
improper adjustment of power resistors, inherent characteristics of 
controls causing rough operation.  

4) Adjustment: note correctable deficiencies of speed, torque, regulation, 
and acceleration peaks from load-speed curves of hoists, speed-time 
curves of trolley, and rotating and traveling motions for each point of 
control. 

g. Power Resistors: loss of section from pits, corrosion, burns; loose clamping 
rods and pars; broken or shipped insulators; loose taps and connections; 
warped and short-circuited elements; charred or broken insulation; hot spots or 
visible red heat indicating too small current capacity. 

h. Limit Switches: (Must be maintained in excellent condition) unsatisfactory 
operation without load, excessive drift; non-dust tight housings for interior use; 
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non-watertight housings for exterior use; worn, cracked or rough cams, dogs, 
rollers, roller pins; loose cams or other setting or operating devices; signs of 
dragging of any part, tight bearings, sluggish snap action, insecure fastenings; 
broken wires in shunts or pigtails; burned or pitted contacts, improper fit of 
welded contacts; poor contact spring tension; too short, bent, battered, 
misaligned, or displaced paddles or arms; wear, insecure guides and rope 
connections, inoperative rope sheaves, loose counterweights on rope-guided 
tripping devices; block does not stop drifting before plugging device operates, 
and maloperation of plugging device when limit switch fails on semi-mass-
produced packaged hoists with pilot on control circuit limit switches. 

i. Signal Equipment: improper functioning of bells, horns, signal lights. 

 

80.1 TUNNELS AND UNDERGROUND STRUCTURES 

1. SCOPE: Tunnels of all kinds, including ammunition storage tunnels; pipeline 
tunnels, vehicular tunnels, and water tunnels; also, underground structures housing 
utilities, service installations, and similar equipment or operations. It does not 
include underground tanks, nor earth-covered ammunition magazines that are 
wholly or partly aboveground. 

2. Pipeline Tunnels: rust, corrosion, misalignment, broken, leakage. 
3. Pipeline Supports and Anchors: rust, corrosion, loose, missing, or broken parts. 
4. Defective drainage systems or facilities, particularly in ammunition tunnels, indicated 

by dampness, flooding, or ponding. 
5. General Condition of Ventilation Equipment: apparent defects in operation, rust, 

corrosion, loose, missing, or other damage to related parts. 

 

81.1 BRIDGES AND TRESTLES 

1. SCOPE: Highway, Railroad and Pedestrian Bridges and Trestles, including those 
constructed of steel, timber, masonry, concrete, and composite materials. It does 
not cover concrete boxes with integral floor, which are classed as culverts 
regardless of span, and are included under drainage structures. 

2. Note: Inspections will not be made with the aid of field glasses. 
3. Utility Supports: rust, corrosion, loose, missing, or broken parts. 
4. Utility Lines: corrosion, leaks, sagging, insulation and waterproofing defects, 

mechanical damage. 
5. Rollers and Other Similar Devices: rust, corrosion, inadequate lubrication, failure to 

allow movement. 
6. Cables: frayed, raveled, or broken strands, inadequate lubrication; defective 

anchorage; interference from overhanging objects. 
7. Movable Bridges: rust, corrosion, wear, inadequate lubrication. 

 

82.1 ANTENNA-SUPPORTING TOWERS AND MASTS 

1. SCOPE: Antenna-supporting towers and masts, guyed radiators and guys, elevating 
mechanisms. This Inspection Guide does not cover the inspection of antenna. 

2. Pulleys, Winches, Cables, Ropes, or Other Elevating Mechanisms and Gear: 
inadequacy or improper operating condition. 
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83.1 WATERFRONT FACILITIES - Piers/Wharves/Quaywalls/Bulkheads 

1. SCOPE: Piers, wharves, quaywalls, and bulkheads constructed of timber, steel or 
concrete. 

2. Rails and Supporting Structures for Weight Handling Equipment: roughness; cracks 
in head; gaps between joints; damage to joints; corrosion; general deterioration; 
spalling; bending; weathering. 

 

84.1 AMMUNITION STORAGE (ABOVEGROUND) 

1. SCOPE: Ammunition storage facilities that are covered with earth, but aboveground. 
Ammunition storage not covered with earth, and storage that is underground, is 
covered by other Inspection Guides. 

2. Ventilators: rust, corrosion, torn or missing insect screens. 
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SYSTEMS 

 
MATERIAL/TYPE 

 
AVERAGE USEFUL LIFE 

 
 
01 Foundation 

 
Concrete 

  
 100 

02 Exterior Walls Masonry 
Concrete 
Stucco 
Metal 
Wood 
Vinyl 

 100 
 100 
 40 
 30 
 40 
 30 

03 Floor Structure Concrete 
Wood 

 100 
 100 

04 Roof Covering Built-Up 
Single-Ply 

Metal 
Asphalt Shingle 

Wood Tile 
Slate 

Concrete Tile 
Clay Tile 

Rolled Asphalt 

 25 
 20 
 30 
 20 
 30 
 50 
 50 
 40 
 15 

05 Other Primary Structures Concrete Site Work 
Asphalt 

Brick/Concrete Pavers 

 25 
 15 
 25 

06 Ceiling Plaster 
Drywall 

Acoustical Tile 

 40 
 25 
 20 

07 Floor Covering Carpet 
Vinyl 
Wood 

Masonry 
Ceramic 
Marble 

 10 
 30 
 40 
 100 
 40 
 100 

08 Interior Walls Plaster 
Drywall 
Ceramic 

Wood Paneling 
Vinyl 

Marble 

 40 
 25 
 40 
 20 
 10 
 100 

09 Stairways Wood 
Metal 

Concrete 

 50 
 75 
 100 

10 Windows Metal 
Wood 

 40 
 40 

11 Doors Metal 
Wood 

 30 
 30 

12 Cooling Central including ducts and piping 
Window Units 

Cooling Towers 

 20 
 10 
 20 

13 Heating Furnaces and Boilers 
Radiators, Convectors and Piping 

Unit Heaters – Gas/Steam 
Unit Heaters - Electric 

 20 
 25 
 20 
 20 

14 Ventilation Fans and Exhausts 
Duct Work 

 20 
 20 
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LIFE CYCLES (continued) 
 

 
SYSTEMS 

 
MATERIAL/TYPE 

 
AVERAGE USEFUL LIFE 

 
 
15 Electric Service 

 
Bus Duct 
Capacitor 

Service Entrance and Sub-Feeders 
Switchboards 
Switch Units 

Transformers, Oil 
Transformers, Dry 

  
 30 
 20 
 30 
 30 
 30 
 30 
 30 

16 Lighting and Distribution Conduit and Wire 
Fixtures 

 30 
 15 

17 Electrical, Special Systems Fire Alarm 
Intercom 

Telephone 

 20 
 20 
 20 

18 Plumbing Fixtures 
 Piping –  Cast Iron Waste 
 Concrete 
 Copper 
 Plastic 
 Steel 
 Vitrified Tile 

Sump Pumps 
Water Heaters 

 20 
 35 
 30 
 30 
 20 
 20 
 30 
 15 
 10 

19 Extinguishing Wet/Dry Systems 
Fire Pumps 

 30 
 20 

20 Conveying Elevators 
Escalators 

 30 
 40 
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 Deficiencies Causes 

 
  Settlement, alignment changes or cracks   Soils – changes in load bearing capacity due to 

shrinkage, erosion, or compaction. Adjacent 
construction undermining foundations. Reduced soil 
cover resulting in frost exposure. 

     Design loads – building equipment loads exceeding 
design loads. Vibration from heavy equipment 
requiring isolated foundations. 

     Structural or occupancy changes – inadequate 
bearing capacities. Foundation settling. 

     Earthquake resistance non-functioning. 
 
 
 
  Moisture penetration   Water table changes – inadequate drainage. 
     Ineffective drains or sump pump/sump pits. 
     Roof drainage – storm sewer connections inadequate 

or defective. Installation of roof drain restrictors, 
gutters, and downspouts where required. 

     Surface drainage – exterior grades should slope away 
from building and structures. 

     Utilities – broken or improperly functioning utility 
service lines or drains. 

     Leakage – wall cracks, opening of construction joints, 
inadequate or defective waterproofing. 

     Condensation – inadequate ventilation, vapor barrier, 
and/or dehumidification. 

 
 
 
  Temperature changes   Insulation – improperly selected for insulating value, 

fire ratings, and vermin resistance. 
 
 
 
  Surface material deterioration   Concrete, masonry, or stucco – spalling, corrosion of 

reinforcing, moisture penetration, or chemical reaction 
between cement and soil. 

     Steel or other ferrous metals – corrosion due to 
moisture or contact with acid-bearing soils. 

     Wood – decay due to moisture or insect infestation. 
 
 
 
  Openings deterioration   Non-functioning of doors, windows, hatchways, and 

stairways. 
     Utilities penetration due to damage, weather, wear, or 

other cause. 
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  Deficiencies   Causes 

 
  Floors, concrete – cracking or arching   Shrinkage or settlement of subsoil 
     Inadequate drainage 
     Movement in exterior walls or frost heave 
     Improper compaction of base. Erosion of base. 
     Heaving from hydraulic pressure 
 
 
 
  Floors, wood – rotting or arching   Excessive dampness or insect infestation 
     Leak in building exterior 
     Lack of ventilation 
 
 
 
  Wall deterioration   Concrete or masonry (see 01 Foundations) 
 
 
 
  Crawl space ventilation and maintenance   Inadequate air circulation due to blockage of openings 

in foundation walls 
     Moisture barrier ineffective 
     Pest control, housekeeping, and proper drainage 
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The primary materials encountered in the superstructure inspection are concrete, steel, and wood. Typical 
observations of deficiencies will be observed by: Failures in the exterior closure systems of exterior walls, openings 
and roofs; cracks; movement of materials; moisture penetration; and discoloration. The exterior visual survey will 
detect failures of surface materials or at openings that will require further inspection to determine whether the cause 
was the superstructure system. 
 
 
  Deficiencies   Causes 

 
Concrete (columns, walls, and floor and roof slabs) 

 
  Overall alignment   Settlement due to design and construction techniques 
     Under designed for loading conditions (see 01 

Foundations) 
 
 
  Deflection   Expansion and/or contraction due to changes in 

design loads  
     Original design deficient 
     Original materials deficient 
 
 
  Surface Conditions 
  
   Cracks   Inadequate design and/or construction due to 

changes in design loads 
     Stress concentration 
     Extreme temperature changes; secondary effects of 

freeze-thaw 
 
 
   Scaling, spalls, and pop-outs   Extreme temperature changes 
     Reinforcement corrosion 
     Environmental conditions 
     Mechanical damage 
     Poor materials 
 
 
   Stains   Chemical reaction of reinforcing 
     Reaction of materials in concrete mixture 
     Environmental conditions 
 
 
   Exposed reinforcing   Corrosion of steel 
     Insufficient cover 
     Mechanical damage 
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03 SUPERSTRUCTURES INSPECTION CHECKLIST (continued) 
 
 
  Deficiencies   Causes 

 
Steel (structural members, stairs, and connections) 

 
  Overall alignment   Settlement due to design and construction 

techniques; improper fabrication. 
 
  Deflection or cracking   Expansion and/or contraction 
     Changes in design loads 
     Fatigue due to vibration or impact 
 
  Corrosion   Electrochemical reaction 
     Failure of protective coating 
     Excessive moisture exposure 
 
  Surface deterioration   Excessive wear 
 
 
 
Wood (structural members and connections) 

 
  Overall alignment   Settlement; design and construction techniques. 
 
  Deflection or cracking   Expand and/or contraction 
     Changes in design loads 
     Fatigue due to vibration or impact 
     Failure of compression members 
     Poor construction techniques 
     General material failure 
 
  Rot (decay)   Direct contact with moisture 
     Condensation 
     Omission or deterioration of vapor barrier 
     Poor construction techniques 
     Damage from rodents or insects 
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General Inspection 

• Overall appearance • Material integrity 
• Displacement • Cracks 
• Paint conditions • Evidence of moisture 
• Caulking • Construction joints 
• Window and door fit • Hardware condition 
• Flashing condition 

 
 
Exterior Walls   

  Wood (Shingles, weatherboard siding, plywood) 
   Paint or surface treatment condition   Moisture penetration 
   Rot or decay   Loose, cracked, warped, or broken boards and 

shingles 
 
 
  Concrete, Masonry, and Tile (Concrete, brick, concrete masonry units, structural tile, glazed tile, stucco, 

stone) 
   Settlement   Structural frame movement causing cracks 
   Construction and expansion joints   Condition of caulking and mortar 
   Surface deterioration   Efflorescence and staining 
   Parapet movement   Tightness of fasteners 
 
 
  Metal (Corrugated iron or steel, aluminum, enamel coated steel, protected metals) 
   Settlement   Structural frame movement 
   Condition of bracing   Surface damage due to impact 
   Tightness of fasteners   Caulking 
   Flashings   Corrosion 
 
 
  Finishes (Mineral products, fiberglass, polyester resins, and plastics) 
   Settlement   Structural frame movement 
   Surface damage due to impact   Cracks 
   Stains   Fasteners 
   Adhesion to substrate   Caulking 
   Flashings   Lead paint 
   Asbestos products  
 
 
  Insulation 
   Insulation present   Satisfactory condition 
 
 
Windows and Doors   

   Frame fitting   Frame and molding condition 
   Paint or surface finish   Putty and weatherstripping 
   Hardware and operating parts   Security 
   Cleanliness   Material condition (glass, wood, and metal panels) 
   Rot or corrosion   Screens and storm windows 
 
 
Shading Devices   

   Material conditions   Operations 
   Cleanliness  
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General Appearance 

  Good _______ Fair _______  Poor _______ 
 
 
  Water Tightness 
   Evidence of leaks on undersurface   Surface weathering 
   Faulty material   Faulty design 
   Faulty application   Standing water 
   Weather damage   Mechanical damage 
   Fastening failure   Flashing failure 
 
 
  Roofing Surface 
   Built Up (Felt or bitumen surfacing) 
   Adhesion   Moisture meter readings 
   Bare areas   Blisters, wrinkles 
   Cracks, holes, tears   Fish mouths 
   Alligatoring   Ballast 
 
 
   Single Ply (Thermosetting, thermoplastic, composites) 
   Adhesion   Moisture meter readings 
   Bare areas   Blisters, wrinkles 
   Cracks   Holes, tears 
   Seam conditions   Protective coating 
   Ballast  
 
 
   Metal Roofing (Preformed, formed) 
   Corrosion (%)   Protective coating 
   Seams   Cracks or breaks 
   Holes   Expansion joints 
 
 
   Shingles and Tiles (Metal, clay, mission, concrete, or others) 
   Disintegration   Broken or cracked (%) 
   Missing (%)   Fasteners 
   Underlayment  
 
 
   Wood Shingles 
   Cracked   Curled 
   Missing (%)  
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05 ROOFING INSPECTION CHECKLIST (continued) 
 
 
   Insulation 
   Full coverage (%)   Full thickness (%) 
   Satisfactory condition  
 
 
   Roof Penetrations 
   Weather tightness   Operable 
 
 
   Flashing 
   Deterioration   Open joints 
   Holes or damage   Anchoring 
   Protective coating  
 
 
   Drainage 
   Alignment   Free flowing 
   Clamping rings secure   Screens 
   Corrosion  
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General Inspection 

• Strength and stability • Physical condition 
• Acoustical quality • Adaptability 
• Maintainability • Code compliance – Fire Wall 
 
 
 
 
 Deficiencies  Causes 

 
Wall Material 

 
   Cracks   Settlement 
   Holes   Defective material 
   Looseness   Operational abuse or vibrations 
   Missing segments   Environmental attack 
   Water stains   Moisture 
   Joints   Structural expansion or contraction 
   Surface appearance   Wind pressure 
 
 
Hardware 

 
   Overall condition   Appearance 
   Keying system   Operations 
   Fit   Locksets 
   Cylinders   Panic devices 
   Maintainability   Security operations 
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General Inspection 
 
  Overall Appearance 

  Good _______ Fair _______  Poor _______ 
 
   Evidence of moisture   Settlement 
   Cracks   Surface condition 
   Cleanliness   Stains 
   Discoloration  
 
 
  Paint 
   Re-painting necessary   Peeling, cracking, flaking 
   Reflectivity   Maintainability 
   Lead paint  
 
 
  Coverings and Coatings 
   Replacement necessary   Peeling 
   Rips, tears   Holes 
   Adhesion   Seams 
 
 
  Interior Glazing 
   Cracks   Seals  
   Frame condition   Missing panes 
   Shading devices  
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General Inspection 
 
  Overall Appearance 

  Good _______ Fair _______  Poor _______ 
 

• Settlement or sagging • Alignment 
• Attachment • Evidence of moisture 
• Stains, discoloration • Missing units 
• Suitability • Acoustic quality 
• Code compliance  
 

 
Exposed Systems (Unpainted, painted, spray-on, decorative) 

 
   Cracks  
   Surface deterioration  
   Missing elements  
   Adhesion  
 
 
Applied to Structure and Suspended 
 
 General Condition: 

  Good _______ Fair _______  Poor _______ 
 
   Fasteners  
   Trim condition  
 
 
  Openings: 
   Panels   Inserts 
   Lighting fixtures   Air distribution 
   Fire protection   Other 
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General Inspection 
 
  Overall Appearance 

  Good _______ Fair _______  Poor _______ 
 

• Evidence of moisture • Visible settlement 
• Irregular surface • Tripping hazards 
• Handicapped hazards • Replacement necessary 
 

 
Carpet (Tufted, tile) 

 
   Age   Excessive wear 
   Stains   Discoloration 
   Holes, tears   Seam conditions 
 
 
Resilient (Asphalt tile, cork tile, linoleum, rub, vinyl) 

 
   Broken tiles   Loose tiles 
   Shrinkage   Lifting, cupping 
   Fading   Cuts, holes 
   Porosity   Asbestos present 
 
 
Masonry (Stone, brick) 

 
   Cracks   Deterioration 
   Joints   Stains 
   Porosity   Sealing 
 
 
Monolithic Topping (Concrete, granolithic, terrazzo, magnesite) 

 
   Cracks   Porosity 
   Joints   Sealing 
 
 
Wood (Plank, strips, block, parquet) 

 
   Shrinkage   Cupping, warpage 
   Excessive wear   Unevenness 
   Decay   Sealing 
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General Inspection (Passenger Conveying) 
 
 
Overall Appearance (interior) 
 

  Good _______ Fair _______  Poor _______ 
 
 
Overall Appearance (exterior) 
 

  Good _______ Fair _______  Poor _______ 
 
 
 
  Maintenance history available 
 
   Regular inspection frequency 
 
   Door operations 
 
   Control systems 
 
   Noise 
 
   Code compliance 
 
   Handicapped access 
 
   Major repairs necessary 
 
   Replacement necessary  
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General Inspection 
 
  General Appearance 

  Good _______ Fair _______  Poor _______ 
 
 Leaks, dripping, running faucets and valves   
 
 Maintenance history   
 
 Supply adequacy   
 
 Sanitation hazards   
 
 Drain and waste connection   
 
 Backflow protection   
 
 Cross connections   
 
 Fixture quantity   
 
 Fixture types and conditions   
 
 Handicapped fixtures   
 
 Female facilities   
 
 Metal pipe and fittings corrosion   
 
 Pipe joints and sealing   
 
 Pipe insulation   
 
 Hanger supports and clamps   
 
 Filters     
 
 Building user comments   
 
 
  Water System 
   Water pressure adequate   Odors, tastes 
   Main cutoff operable   Water heating temperature setting 
   Pump condition   Insulation condition  
 
  Sanitary and Storm System 
   Flow adequate   Cleanouts access 
   Floor drains   Chemical resistance 
   Gradient   On-site disposal system  
 
  Code Requirements 
   EPA/local permits   Other 
 
  Fire Protection System 
   Regular inspections   Sprinkler heads operable 
   Complies with code   Controls operable 
   Hose cabinets functional   Water pressure sufficient 
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General Inspection 
 
  General Appearance 

  Good _______ Fair _______  Poor _______ 
 
 
 Lubrication: bearings and moving parts   
 
 Rust and corrosion    
 
 Motors, fans, drive assemblies, and pumps    
 
 Wiring and electrical controls   
 
 Thermostats and automatic temperature controls   
 
 Thermal insulation and protective coatings   
 
 Guards, casings, hangers, supports, platforms, and mounting bolts    
 
 Piping system identification   
 
 Solenoid valves   
 
 Burner assemblies   
 
 Combustion chambers, smokepipes, and breeching   
 
 Electrical heating units   
 
 Steam and hot water heating equipment   
 
 Accessible steam, water, and fuel piping   
 
 Traps   
 
 Humidifier assemblies and controls   
 
 Strainers   
 
 Water sprays, weirs, and similar devices   
 
 Shell- and tube-type condensers   
 
 Self-contained evaporative condensers   
 
 Air cooled condensers   
 
 Compressors   
 
 Liquid receivers   
 
 Refrigerant driers, strainers, valves, oil traps, and accessories   
 
 Building user comments   
 
  

TPWT - September 14, 2011 - Page 273



 
 

 

 
 - 131 - 

 
 
 
 
 

Page Intentionally Left Blank 
 
 
 
  

TPWT - September 14, 2011 - Page 274



 
 

 

 
 - 132 - 

08 MECHANICAL/HVAC INSPECTION CHECKLIST 
 
 
Cleaning, Maintenance, Repair, and Replacement 

 
   Registers   Grills 
   Dampers   Draft diverters 
   Plenum chambers   Supply and return ducts 
   Louvers   Fire dampers 
 
 
Air Filters 

 
   Correct type   Replacement schedule 
 
 
Heating System Evaluation 

 
   Heating capacity   Temperature control 
   Heating  
   Seasonal   All year 
 
   Noise level   Energy consumption 
   Air circulation and ventilation   Filtration 
   Humidity control 
 
 
Cooling System Evaluation 

 
   Cooling capacity   Temperature and humidity control 
   Cooling all season   Noise level 
   Energy consumption   Air circulation and ventilation 
   Filtration   Reliability 
 
 
Ventilation System Evaluation 

 
   Air velocity   Exhaust air systems 
   Bag collection   Wet collectors 
   Steam and hot water coils   Electrical heating units 
   Fire hazards   Fire protective devices 
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General Inspection 
 

 Safety conditions   
 
 Service capacity, % used, and age   
 
 Switchgear capacity, % used, and age   
 
 Feeder capacity, % used, and age   
 
 Panel capacity   
 
 Thermo-scanning   
 
 Maintenance records available   
 
 Convenience outlets   
 
 Builder user comments   
 
 
Exterior Service 

 
   Line drawing  
   Feed source:  
   Utility/owned   Above/below ground 
 
   Transformer:  
   Transformer tested   Transformer arcing or burning 
   Transformer PCB’s   Ownership (facility or utility) 
 
 
Interior Distribution System 

 
   Line drawing   Incoming conduit marked  
   Main circuit breaker marked   Panel boards, junction boxes covered 
   All wiring in conduit   Conduit properly secured  
   Panels marked   Panel schedules 
   Missing breakers 
 
 
Emergency Circuits 

 Emergency generator(s) 
   Condition and age   Auto start and switchover  
   Testing schedule   Test records available 
   Service schedule   Service schedule records available  
   Circuits appropriate   Cooling and exhaust 
   Fuel storage (capacity) 
 
 
Emergency Lighting/Power Systems 

  
   Battery operation   Separate power feed  
   Exit signs   Stairways/corridors 
   Elevators   Interior areas 
   HVAC   Exterior 
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General Inspection 
 

 Code compliance   
 
 Maintainability   
 
 Means of egress   
 
 Fire ratings   
 
 Audible and visual device condition   
 
 Extinguishing systems (see also 08 Mechanical/Plumbing)   
 
 Type    
 
 Lighting system (see also 09 Electrical Lighting/Power)   
 
 Type    
 
 Handicapped accessibility   
 
 Building user comments   
 
   
 
 
Exterior Lighting 
 

  Adequacy 
  Good _______ Fair _______  Poor _______ 
 
  Condition   
 
  Controls (type and location)   
 
 
Fire Alarm Systems 

  
   Panel visible   Operational  
   Pull station condition   Detector conditions 
 
 
Stairs and Ramps 

  
   Exits marked   Hardware operational  
   Tripping hazards   Surface conditions 
   Lighting adequate   Handrails 
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General Inspection 
 

  Overall Appearance 
  Good _______ Fair _______  Poor _______ 
 
 Maintainability   
 
 Repairs/replacements   
 
 Code compliance   
 
 
Roads, Walks, and Parking Lots 
 

 Surface conditions   
 
 Subsurface conditions   
 
 Settling and uplift   
 
 Cracks, holes   
 
 Drainage and slope   
 
 
Curbing 
 

 Alignment   
 
 Erosion    
 
 Repairs/replacements   
 
 
Drainage and Erosion Controls 
 

 Surface drainage   
 
 Manholes, catch basins   
 
 Vegetation   
 
 Channels, dikes   
 
 Retention, detention   
 
 Drains     
 
 
Parking Lot Controls 
 

 Location    
 
 Operation   
 
 Repairs/replacements   
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COUNTY OF MILWAUKEE 

INTEROFFICE COMMUNICATION 

 

 

DATE:  September 8, 2011 

 

TO:  Supervisor Michael Mayo, Sr., Chairperson, Transportation, Public Works & Transit Committee 

 

FROM:  Jack Takerian, Director of Transportation and Public Works 

 

SUBJECT: Summary of Fund Transfers for Consideration at the Finance and Audit Committee  

 September 2011- Informational Report 

 

      Description      Amount 

1. DTPW – AE & ES                  $140,000 

 

An appropriation transfer of $140,000 is requested by the Director of the Department of Transportation and 

Public Works to provide additional expenditure authority for Museum Security System Upgrade. 

 

The Milwaukee Public Museum is requesting that the above project fund transfer is approved by the County 

Board to modify the scope of work for the Security/Fire/Life Safety System. This appropriation transfer dos 

not alter existing expenditure authority assigned for Milwaukee Public Museum capital improvements, but 

serves to reallocate funding to allow for the installation of essential upgrades and additions to the Museum’s 

Electronic Safety and Security System.  

 

Currently there are critical deficiencies in the Museum’s Access Control, Alarm Monitoring, and Video 

Surveillance Systems. The failure of surveillance cameras and video recording equipment has caused gaps in 

security coverage. Recent breaches in this building’s security include: theft, vandalism, and intrusion into 

restricted areas. Upgraded security equipment will include additional interior/exterior cameras, improved 

video recording capabilities, the monitoring of additional security points, and enhanced intrusion detection 

at the building’s entrances. The new equipment will also facilitate future upgrades by providing modern IP 

camera technology and updated access control software. 

 

Funding is available from the Museum Electrical Distribution project as this project cannot move forward at 

the current time because there are not enough overall funds available for the next phase of this project 

which is for construction. Additional funds are not anticipated for the construction phase until 2013, 

therefore making these funds available for the fund transfer now. There is still approximately $160,000 

available to have the consultant proceed with the development of the bid documents for the anticipated 

2013 construction date. 

 

Description      Amount 

2. DTPW – AE & ES                               $30,000 

 

An appropriation transfer of $30,000 is requested by the Director of the Department of Transportation and 

Public Works to increase expenditure authority for the acquisition of computer maintenance software. 

 

For fiscal year 2011, the Architecture, Engineering and Environmental Services (AE & ES) budgeted $44,900 

for the continued maintenance of computer software that is used by staff during their daily operations.  Of 

this amount $40,000 was budgeted for the building assessment and inventory software (VFA) and $4,900 for 

annual maintenance of the cost and scheduling software that is used for tracking expenditures for county-

wide capital projects.  As the 2011 progressed invoices were received for these software maintenance 

programs above those expenditures that were originally budgeted. The VFA maintenance for 2011 was 
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Supervisor Michael Mayo, Sr. 

August 29, 2011 
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increased by $7,000 due to adjustments of the number of county end users and increase in maintenance cost 

and the cost and scheduling software was increased by supplier by $2,500. In 2010 Eagle Point software 

merged with AutoCAD which resulted in AE & ES having to upgrade its current AutoCAD usage to the 

combined Eagle Point/AutoCAD now called AutoCAD Civil 3D. The AutoCAD maintenance software was 

thought to be covered in our maintenance agreement for 2011, however that was false. If we are to continue 

using the AutoCAD software, the maintenance cost must be provided for which was not budgeted in 2011. 

The maintenance cost for 2011 is approximately $20,000. 

 

The requested transfer identifies funds available from the salaries account due vacancies in the clerical and 

support services area. It is requested that his fund transfer be approved. This transfer has no tax levy impact. 

 

 

Description      Amount 

3. DTPW Fleet Maintenance                  $16,499 

 

Chevrolet impala was totaled in an accident on April 7, 2011. This is equipment needed by the Sheriff’s Office 

and should be replaced to be utilized in accomplishing their mission without impacting the level of service. 

These monies were added to the Fleet Equipment Acquisition project on July 20, 2011. 

 

Milwaukee County will need to contribute approximately $2500 additional funds from savings from other 

purchases in the Fleet Capital Acquisition Project. Fleet Management recommends approval of this funds 

transfer. 

 

Description      Amount 

4.   DTPW – Fleet Maintenance                              $470,000 

 

Fleet Management has already received $70,000 under this State Grant for purchasing 35 Ford Fusions 

Hybrids. These funds will be utilized to purchase 2 Toro Groundmasters for $33,854.34 and 2 Felling 14 foot 

trailers for $21,960 and 2 trailers (18 foot) for $8,754 and the remaining $5,431.66 will be utilized for 

equipment not yet identified. 

 

Fleet Management will also be receiving $400,000 for purchasing 4 heavy duty hybrid electric bucket 

trucks. The $400,000 will be utilized to purchase equipment for the Parks Department that is needed to 

accomplish their mission. 

 

This does not require any additional funding by Milwaukee County; funds have been provided from the State 

of Wisconsin-Department of Administration, Clean Transportation program. Fleet Management recommends 

approval of this funds transfer. 

 

Description         Amount 

5.   DTPW – AE & ES/Zoo                $50,009 

An appropriation transfer of $50,009 is requested by the Directors of the Zoo and the Department of 

Transportation and Public Works to create expenditure authority at the Zoo for completion of the Zoo AHC 

Electrical Service Extension.  As a part of the Zoo Animal Health Center Electrical Service System Extension, 8 

solar power panel arrays at the admission booths were included. And, during lighter traffic hours, excess 

power from these panels is added to the main power system of the zoo to be used by other facilities, 

inclusion of these solar panels was predicted on financial incentives from Focus On Energies and WE 

Energies. These incentive programs require that construction be completely paid for prior to the County 
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being reimbursed. Due to this arrangement, certain lower priority items such as site restoration work were 

delayed so that funds could be used on the construction of these solar panels. In December 2010, 

construction was complete. In January 2011, a financial incentive payment from Focus On Energies was 

received ($26,197). In June 2011, the final payment to the panel contractor was made, and incentive 

payment from WE Energies was received ($23,812). The funds from these payments need to be transferred 

back into the project account so that the delayed construction items can resume. 

 

It is requested that this fund transfer be approved. This transfer has no tax levy impact. 

 

 

Description         Amount 

6.   DTPW – AE & ES/Parks                    $53,800 

  

An appropriation transfer of $53,800 is requested by the Directors of the Department of Parks, Recreation 

and Culture and Transportation and Public Works to modify the funding and scope of capital project 

WO060012, Doctors Park- Roadway to Picnic #3. 

 

Capital project WO060012, Doctors Park- Roadway to Picnic Area #3 was created in the 2010 Adopted Capital 

Improvement Budget. This request is to modify the scope of the project and to increase the funding available 

to include repairs that need to be addressed from the heavy rains and flooding from the July 2010 storms.  

 

The funding for the request is from the Federal Emergency Management Agency (FEMA). The existing budget 

will be used as the required match for the FEMA funding. This fund transfer will accept the FEMA funding and 

expand the scope accordingly. It is requested that this fund transfer be approved. This transfer has no tax 

levy impact. 

 

Description         Amount 

7.   DTPW – AE & ES/Parks                             $35,000 

 

An appropriation transfer of $35,000 is requested by the Directors of the Department of Parks, Recreation 

and Culture and Transportation and Public Works to modify the funding and scope of capital project 

WP132012, Mitchell Domes Generator. 

 

Capital project WP132012, Mitchell Domes Generator, was included in the 2009 capital budget via a 

September fund transfer. The project scope involved replacing the existing generator. The intent was to 

reconnect to the existing supporting infrastructure. It was discovered during construction that the existing 

buried fuel piping between the fuel tank and generator was not compliant with recent code changes. New 

code compliant piping, sumps, and monitoring were required to be installed prior to commissioning the new 

generator. Additionally, it was discovered the breakers at the substation that the generator fees were not 

code compliant with the new 800 amp generator and transfer switch. New code compliant breakers 

consistent with the rating of the new generator were installed. These unforeseen costs were not anticipated 

in the project budget. 

 

This fund transfer shifts $35,000 from capital project WP513xxx, McKinley Coast Guard Site, to WP132012. 

The scope of the site improvements at the former Coast Guard Site is intended to provide paved 

pedestrian/bike path circulation through the site, along with various other amenities such as benches, trash 

receptacles’ and lighting. After processing of this proposed fund transfer, sufficient funds will still be available 

in the WP513xxxto complete the proposed scope of work. 
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It is requested that this fund transfer be approved This transfer has not tax levy impact. 

 

Description         Amount 

8. DTPW-AE/ES                                  $3,000 

 

An appropriation transfer of $3,000 is requested by the Directors of the Zoo and the Department of 

Transportation and Public Works to create expenditure authority at the Zoo for completion of the Zoo 

Primate House Roof Replacement.  

 

An application was made for energy efficiency at the Zoo from WE Energies Focus on Energy. We were able 

to secure funds of $3,000 towards the purchase of energy efficient skylights to replace existing skylights that 

were either damaged or aged and longer energy efficient. It is requested that this fund transfer be approved. 

This transfer has no tax levy impact. 

 

Approved by: 

 

 

_________________________________   

Jack Takerian, Director     

Transportation and Public Works    

 

 

 JHT:mmb 
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